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About This Book 


This user’s manual provides the architectural overview, programming model, and detailed information 
about the registers, the instruction set, and operations of the IBM PowerPC 405GP (PPC405GP) 
32-bit RISC embedded processor. 


The PPC405GP RISC embedded processor features: 


¢ PowerPC Architecture™ 

e Single-cycle execution for most instructions 

e Instruction cache unit and data cache unit 

¢ Support for Little Endian operation 

e Interrupt interface for one critical and one non-critical interrupt signal 
e JTAG interface 

e Extensive development tool support 


Who Should Use This Book 


This book is for system hardware and software developers, and for application developers who need 
to understand the PPC405GP. The audience should understand embedded processor design, 
embedded system design, operating systems, RISC processing, and design for testability. 


How to Use This Book 


This book describes the PPC405GP device architecture, programming model, external interfaces, 
internal registers, and instruction set. This book contains the following chapters, arranged in parts: 


Part! Introducing the PPC405GP Embedded Processor 
Chapter 1 Overview 
Chapter 2 On-Chip Buses 
Part Il The PPC405GP RISC Processor 
Chapter 3 Programming Model 
Chapter4 Cache Operations 
Chapter 5 On-Chip Memory 
Chapter 6 Memory Management 
Part Ill PPC405GP System Operations 
Chapter7 Clocking 
Chapter 8 Reset and Initialization 
Chapter 9 Pin Strapping and Sharing 
Chapter 10 Interrupt Controller Operations 
Chapter 11 Timer Facilities 
Chapter 12 Debugging 
Chapter 13 Clock and Power Management 
Chapter 14 Decompression Controller Operation 
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Part |V PPC405GP External Interfaces 
Chapter 15 SDRAM Controller 
Chapter 16 External Bus Controller 
Chapter 17 PCI Interface 
Chapter 18 Direct Memory Access Controller 
Chapter 19 Ethernet Media Access Controller 
Chapter 20 Memory Access Layer 
Chapter 21 Serial Port Operations 
Chapter 22 —_‘IIC Bus Interface 
Chapter 23 GPIO Operations 
Part V Reference 
Chapter 24 Instruction Set 
Chapter 25 Register Summary 
Chapter 26 Signal Summary 


This book contains the following appendixes: 


Appendix A _ Instruction Summary 
Appendix B Instructions by Category 
Appendix C Code Optimization and Instruction Timings 


To help readers find material in these chapters, the book contains: 


Contents, on page v. 
Figures, on page xxix. 
Tables, on page xli. 
Index, on page X-1. 


Conventions 


The following is a list of notational conventions frequently used in this manual. 


ActiveLow An overbar indicates an active-low signal. 
n A decimal number 

Oxn A hexadecimal number 

Obn A binary number 

= Assignment 

A AND logical operator 

= NOT fogical operator 

Vv OR logical operator 

® Exclusive-OR (XOR) logical operator 

+ Twos complement addition 


oe Twos complement subtraction, unary minus 


x Multiplication 
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% 

I 
=e 
<,> 
u u 


<3 > 


if...then...else... 


do 


REG[FLD} 


REG[FLD, FLD | 


REG[FLD:FLD] 
GPR(r) 
(GPR(r)) 
DCR(DCRN) 


SPR(SPRN) 
TBR(TBRN) 


GPRs 
(Rx) 
(RAIO) 
CRetp 
Co:3 

"b 


Division yielding a quotient 

Remainder of an integer division; (83 % 32) = 1. 
Concatenation 

Equal, not equal relations 

Signed comparison relations 

Unsigned comparison relations 


Conditional execution; if condition then a else b, where a and b represent 
one or more pseudocode statements. Indenting indicates the ranges of a: 
and b. If bis null, the else does not appear. 


Do loop. “to” and “by” clauses specify incrementing an iteration variable; 
“while” and “until” clauses specify terminating conditions. Indenting 
indicates the scope of a loop. 


Leave innermost do loop or do loop specified in a leave statement. 
An instruction or register field 

A bit in a named instruction or register field 

A range of bits in a named instruction or register field 

A list of bits, by number or name, in a named instruction or register field 
A bit ina named register 

A range of bits in a named register 

A list of bits, by number or name, in a named register 

A field in a named register 

A list of fields in a named register 

Arange of fields in a named register 

General Purpose Register (GPR) r, where O<r< 31. 

The contents of GPR r, where 0 <r< 31. 


A Device Control Register (DCR) specified by the DCRF field in an 
mfdcr or mtder instruction 


An SPR specified by the SPRF field in an mfspr or mtspr instruction 


A Time Base Register (TBR) specified by the TBRF field in an mftb 
instruction 


RA, RB, |. 

The contents of a GPR, where xis A, B, S, or T 

The contents of the register RA or 0, if the RA field is 0. 

The field in the condition register pointed to by a field of an instruction. 
A 4-bit object used to store condition results in compare instructions. 


The bit or bit value b is replicated n times. 
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if...then...else... 


do 


REG[FLD} 


REG[FLD, FLD | 


REG[FLD:FLD] 
GPR(r) 
(GPR(r)) 
DCR(DCRN) 


SPR(SPRN) 
TBR(TBRN) 


GPRs 
(Rx) 
(RAIO) 
CRetp 
Co:3 

"b 


Division yielding a quotient 

Remainder of an integer division; (83 % 32) = 1. 
Concatenation 

Equal, not equal relations 

Signed comparison relations 

Unsigned comparison relations 


Conditional execution; if condition then a else b, where a and b represent 
one or more pseudocode statements. Indenting indicates the ranges of a: 
and b. If bis null, the else does not appear. 


Do loop. “to” and “by” clauses specify incrementing an iteration variable; 
“while” and “until” clauses specify terminating conditions. Indenting 
indicates the scope of a loop. 


Leave innermost do loop or do loop specified in a leave statement. 
An instruction or register field 

A bit in a named instruction or register field 

A range of bits in a named instruction or register field 

A list of bits, by number or name, in a named instruction or register field 
A bit ina named register 

A range of bits in a named register 

A list of bits, by number or name, in a named register 

A field in a named register 

A list of fields in a named register 

Arange of fields in a named register 

General Purpose Register (GPR) r, where O<r< 31. 

The contents of GPR r, where 0 <r< 31. 


A Device Control Register (DCR) specified by the DCRF field in an 
mfdcr or mtder instruction 


An SPR specified by the SPRF field in an mfspr or mtspr instruction 


A Time Base Register (TBR) specified by the TBRF field in an mftb 
instruction 


RA, RB, |. 

The contents of a GPR, where xis A, B, S, or T 

The contents of the register RA or 0, if the RA field is 0. 

The field in the condition register pointed to by a field of an instruction. 
A 4-bit object used to store condition results in compare instructions. 


The bit or bit value b is replicated n times. 
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XX 

CEIL(x) 
EXTS(x) 
PC 
RESERVE 


CIA 


NIA 


MS(adadr, n) 
EA 
EAp 


EAbb 
ROTL((RS),n) 


‘MASK(MB,ME) 


instruction(EA) 


Bit positions which are don’t-cares. 

Least integer > x. 

The result of extending x on the left with sign bits. 
Program counter. 


Reserve bit; indicates whether a process has reserved a block of 
storage. 


Current instruction address; the 32-bit address of the instruction being 
described by a sequence of pseudocode. This address is used to set the 
next instruction address (NIA). Does not correspond to any architected 
register. 


Next instruction address; the 32-bit address of the next instruction to be 
executed. In pseudocode, a successful branch is indicated by assigning 
a value to NIA. For instructions that do not branch, the NIA is CIA +4. 


The number of bytes represented by n at the location in main storage _ 
represented by adar. 


Effective address; the 32-bit address, derived by applying indexing or 
indirect addressing rules to the specified operand, that specifies a 
location in main storage. 


A bit in an effective address. 
A range of bits in an effective address. 


Rotate left; the contents of RS are shifted left the number of bits 
specified by n. 

Mask having 1s in positions MB through ME (wrapping if MB > ME) and 
Os elsewhere. : 


An instruction operating on a data or instruction cache block associated 
with an EA. 
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Preliminary 
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Chapter 24. Instruction Set 


Descriptions of the PPC405GP instructions follow. Each description contains the following elements: 


¢ Instruction names (mnemonic and full) 

¢ Instruction syntax 

¢ Instruction format diagram 

¢ Pseudocode description 

e Prose description 

¢ Registers altered 

e Architecture notes identifying the associated PowerPC Architecture component 


Where appropriate, instruction descriptions list invalid instruction forms and exceptions, and provide 
programming notes. 


24.1 Instruction Set Portability 


To support embedded real-time applications, the instruction sets of the PPC405GP and other IBM 
PowerPC 400Series embedded controllers implement the IBM PowerPC Embedded Environment, 
which is not part of the PowerPC Architecture defined in The PowerPC Architecture: A Specification 
for a New Family of RISC Processors. 


Programs using these instructions are not portable to PowerPC implementations that do not 
implement the IBM PowerPC Embedded Environment. 


The PPC405GP implements a number of implementation-specific instructions that are not part of the 
PowerPC Architecture or the IBM PowerPC Embedded Environment, which are listed in Table 24-1. In 
the table, the syntax “[o]” indicates that an instruction has an “o” form, which updates the 
XER[SO,OV] fields, and a “non-o” form. The syntax “[.]” indicates that an instruction has a “record” 
form, which updates CR[CRO], and a “non-record” form. 


Table 24-1. Implementation-Specific Instructions 


macchwh[o][.] mfder nmacchwi(o][.] | rfci 
macchwsj[o][.] | mtder nmacchws[o][.] | tlbre 
macchwsu[o][.] | mulchw[.] {| nmachhwi[o][.] | tlbsx([.] 
macchwufo][.] | mulchwu[.].| nmachhws[o][.] | tlbwe 
machhwi[o][.] mulhhw[.] | nmaclhw[oj[.] | wrtee 
machhws[o][.]_ | mulhhwuf[.] | nmaclhws[o][.] | wrteei 


machhwsu[o][.] | mullhw(.] 
machhwu[o][.] | mullhwu[.] 
maclhw(o][.] 
maclhwsf[o][.] 
maclhwsu[o][.] 
maclhwu[o][.] 
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24.2 Instruction Formats 


For more detailed information about instruction formats, including a summary of instruction field 
usage and instruction format diagrams for the PPC405GP, see “Instruction Formats” on page 24-2. 


Instructions are four bytes long. Instruction addresses are always word-aligned. 


Instruction bits O through 5 always contain the primary opcode. Many instructions have an extended 
opcode in another field. The remaining instruction bits contain additional fields. All instruction fields 
belong to one of the following categories: 


¢ Defined 


These instructions contain values, such as opcodes, that cannot be altered. The instruction format 
diagrams specify the values of defined fields. 


¢ Variable 


These fields contain operands, such as general purpose register selectors and immediate values, 
that may vary from execution to execution. The instruction format diagrams specify the operands in 
variable fields. 


e Reserved 


Bits in a reserved field should be set to 0. in the instruction format diagrams, reserved fields are 
shaded. 


If any bit in a defined field does not contain the expected value, the instruction is illegal and an illegal 
instruction exception occurs. If any bit in a reserved field does not contain 0, the instruction form is 
invalid and its result is architecturally undefined. Unless otherwise noted, the execute all invalid 
instruction forms without causing an illegal instruction exception. 


24.3 Pseudocode 


The pseudocode that appears in the instruction descriptions provides a semi-formal language for 
describing instruction operations. 


The pseudocode uses the following notation: 


= Assignment 

A AND logical operator 

a NOT logical operator 

Vv OR logical operator 

® Exclusive-OR (XOR) logical operator 

+ Twos complement addition 

- Twos complement subtraction, unary minus 

x Multiplication 

- Division yielding a quotient 

% Remainder of an integer division; (33 % 32) = 1. 
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=, = <4 
<> 
u u 


<y > 


if...then...else... 


do 


FLD 
FLD, 
FLDp:b 
FLDbb, ... 
REG, 
REGpb 
REGp pb, ... 
REG[FLD] 


REG[FLD, FLD 


REG[FLD:FLD] 
GPR(r) 
(GPR(r)) 
DCR(DCRN) 


SPR(SPRN) 
TBR(TBRN) 


GPRs 
(Rx) 
(RAIO) 
Co:3 

"b 


Concatenation 

Equal, not equal relations 
Signed comparison relations 
Unsigned comparison relations 


Conditional execution; if condition then a else b, where a and b represent 
one or more pseudocode statements. Indenting indicates the ranges of a 
and b. If bis null, the else does not appear. 


Do loop. “to” and “by” clauses specify incrementing an iteration variable; 
“while” and “until” clauses specify terminating conditions. Indenting 
indicates the scope of a loop. 


Leave innermost do loop or do loop specified in a leave statement. 
A decimal number 

A hexadecimal number 

A binary number 

An instruction or register field 

A bit in a named instruction or register field 

A range of bits in a named instruction or register field 

A list of bits, by number or name, in a named instruction or register field 
A bit in a named register 

A range of bits in a named register 

A list of bits, by number or name, in a named register 

A field in a named register 

A list of fields in a named register 

A range of fields in a named register 

General Purpose Register (GPR) r, where 0 <r< 31. 

The contents of GPR r, where O< r< 31. 


A Device Control Register (DCR) specified by the DCRF field in an 
mfder or mtder instruction 


An SPR specified by the SPRF field in an mfspr or mtspr instruction 


A Time Base Register (TBR) specified by the TBRF field in an mftb 
instruction 


RA, RB, 

The contents of a GPR, where xis A, B, S, or T 

The contents of the register RA or 0, if the RA field is 0. 

A four-bit object used to store condition results in compare instructions. 
The bit or bit value b is replicated n times. 
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XX 

CEIL(x) 
EXTS(x) 
PC 
RESERVE 


CIA 


NIA 


MS (addr, n) 
EA 
EA, 


EAb:b 
ROTL((RS),n) 


MASK(MB,ME) 


instruction(EA) 


Bit positions which are don’t-cares. 

Least integer > x. 

The result of extending x on the left with sign bits. 
Program counter. 


Reserve bit; indicates whether a process has reserved a block of 
storage. 


Current instruction address; the 32-bit address of the instruction being 
described by a sequence of pseudocode. This address is used to set the 
next instruction address (NIA). Does not correspond to any architected 
register. 


Next instruction address; the 32-bit address of the next instruction to be 
executed. In pseudocode, a successful branch is indicated by assigning 
a value to NIA. For instructions that do not branch, the NIA is CIA +4. 


The number of bytes represented by n at the location in main storage 
represented by adar. 


Effective address; the 32-bit address, derived by applying indexing or 
indirect addressing rules to the specified operand, that specifies an 
location in main storage. 


A bit in an effective address. 
A range of bits in an effective address. 


Rotate left; the contents of RS are shifted left the number of bits 
specified by n. 

Mask having 1s in positions MB through ME (wrapping if MB > ME) and 
Os elsewhere. 


An instruction operating on a data or instruction cache block associated 
with an EA. 
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24.3.1 Operator Precedence 
Table 24-2 lists the pseudocode operators and their associativity in descending order of precedence: 


Table 24-2. Operator Precedence 


REG, REG[FLD], function 
evaluation 

fe 
ee 
ra 
eo 


24.4 Register Usage 


Each instruction description lists the registers altered by the instruction. Some register changes are 
explicitly detailed in the instruction description (for example, the target register of a load instruction). 
Other registers are changed, with the details of the change not included in the instruction description. 
This category frequently includes the Condition Register (CR) and the Fixed-point Exception Register 
(XER). For discussion of the CR, see “Condition Register (CR)” on page 3-12. For discussion of XER, 
see “Fixed Point Exception Register (XER)” on page 3-8. 


24.5 Alphabetical Instruction Listing 


The following pages list the instructions available in the PPC405GP in alphabetical order. 
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add 


Add 

add RT, RA, RB OE=0, Rc=0 
add. RT, RA, RB OE=0, Re=1 
addo RT, RA, RB OE= 1 f Rc=0 
addo. RT, RA, RB OE=1, Re=1 


0 6 11 16 21 22 31 
(RT) < (RA) + (RB) ; 
The sum of the contents of register RA and the contents of register RB is placed into register RT. 


Registers Altered 

¢ RT 

¢ CR[CRO].t, ct, Ea, so if Re contains 1 
¢ XER[SO, OV] if OE contains 1 
Architecture Note 


This instruction is part of the PowerPC User Instruction Set Architecture. 
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addc 


Add Carrying 
addc RT, RA, RB OE=0, Rc=0 
- addc. RT, RA, RB OE=0, Rc=1 
addco RT, RA, RB OE=1, Rc=0 
addco. RT, RA, RB OE=1, Rc=1 


6 11 16 


0 21 22 31 


(RT) < (RA) + (RB) 

if (RA) + (RB) 5 252-1 then 
XER[CA] < 1 

else 
XER[CA] <— 0 


The sum of the contents of register RA and register RB is placed into register RT. 

XER|[CA] is set to a value determined by the unsigned magnitude of the result of the add operation. 
Registers Altered 

¢ RT 

¢ XER[CA] 

© CR[CRO] + GT, EQ, SO if Re contains 1 

¢ XER[SO, OV] if OE contains 1 


Architecture Note 


This instruction is part of the PowerPC User Instruction Set Architecture. 


Preliminary . Instruction Set 24-7 


adde 


Add Extended 


adde RT, RA, RB OE=0, Rc=0 
adde. RT, RA, RB OE=0, Rc=1 
addeo RT, RA, RB OE=1, Rc=0 
addeo. RT, RA, RB OE=1, Re=1 © 


6 11 16 


0 21 22 31 


(RT) <— (RA) + (RB) + XER[CA] 

if (RA) + (RB) + XER[CA] $ 2°? - 1 then 
XER[CA] < 1 

else 
XER[CA] <— 0 


The sum of the contents of register RA, register RB, and XER[CA] is placed into register RT. 
XER[CA] is set to a value determined by the unsigned magnitude of the result of the add operation. 
Registers Altered 

e RT 

¢ XER[CA] 

* CR[CRO]Lt, ct, Ea, so if Re contains 1 

¢ XER[SO, OV] if OE contains 1 

Architecture Note 


This instruction is part of the PowerPC User Instruction Set Architecture. 


24-8 PPC405GP User’s Manual Preliminary 


addi 


Add !mmediate 


addi RT, RA, IM 


= a 
0 6 11 16 31 
(RT) <— (RAIO) + EXTS(IM) 

If the RA field is 0, the IM field, sign-extended to 32 bits, is placed into register RT. 


If the RA field is nonzero, the sum of the contents of register RA and the contents of the IM field, sign- 
extended to 32 bits, is placed into register RT. 


Registers Altered 
°¢ RT 


Programming Note 


To place an immediate, sign-extended value into the GPR specified by RT, set RA = 0. 


Architecture Note 


This instruction is part of the PowerPC User Instruction Set Architecture. 


Table 24-3. Extended Mnemonics for addi 


Other Registers 
Operands Altered 


RT, D(RA) Load address (RA 0); D is an offset from a base 
address that is assumed to be (RA). 
(RT) < (RA) + EXTS(D) 
Extended mnemonic for . 
addi RT,RA,D 


RT, IM Load immediate. 
(RT) <— EXTS(IM) 
Extended mnemonic for 
addi RT,0,1M 
RT, RA, IM Subtract EXTS(IM) from (RAIO). — 
Place result in RT. 
Extended mnemonic for 
addi RT,RA,-IM , 


Preliminary ~ Instruction Set 24-9 


addic. 


Add Immediate Carrying 


addic RT, RA, IM 


ne a ee eee 
0 6 11 16 


31 


(RT) — (RA) + EXTS(IM) 

if (RA) + EXTS(IM) 3 292 -— 1 then 
XER[CA] < 1 

else 
XER[CA] < 0 


The sum of the contents of register RA and the contents of the IM field, sign-extended to 32 bits, is 
placed into register RT. 


XER[CA] is set to a value determined by the unsigned magnitude of the result of the add operation. 


Registers Altered 
e RT 
¢ XER[CA] 


Architecture Note 


This instruction is part of the PowerPC User Instruction Set Architecture. 


Table 24-4. Extended Mnemonics for addic 


Other Registers 
Operands Altered 


RT, RA, IM Subtract EXTS(IM) from (RA) 
Place result in RT; place carry-out in XER[CA]. 
Extended mnemonic for 
addic RT,RA,-IM 
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addic. 


Add Immediate Carrying and Record 


addic. RT, RA, IM 


31 


0 6 11 16 


(RT) <— (RA) + EXTS(IM) 

if (RA) + EXTS(IM) $ 252 — 1 then 
XER[CA] < 1 

else 
XER[CA] < 0 


The sum of the contents of register RA and the contents of the IM field, sign-extended to 32 bits, is 
placed into register RT. 


XER[CA] is set to a value determined by the unsigned magnitude of the result of the add operation. 
Registers Altered 

¢ RT 

¢ XER[CA] 

* CRICRO]Lrt, GT, ca, so 

Programming Note 


addic. is one of three instructions that implicitly update CR[CRO] without having an RC field. The 
other instructions are andi. and andis.. 


Architecture Note 


This instruction is part of the PowerPC User Instruction Set Architecture. 


Table 24-5. Extended Mnemonics for addic. 


Other Registers 
Operands Altered 


RT, RA, IM Subtract EXTS(IM) from (RA). CR[CRO] 
Place result in RT; place carry-out in XER[CA]. 
Extended mnemonic for 
addic. RT,RA,-IM 


Preliminary Instruction Set 24-11 


addis 


Add Immediate Shifted 


_addis RT, RA, IM 


0 6 1 16 31 


(RT) < (RAIO) + (IM |]. *°0) 


If the RA field is 0, the IM field is concatenated on its right with sixteen O-bits and placed into register 
RT. 


If the RA field is nonzero, the contents of register RA are added to the contents of the extended IM 
field. The sum is stored into register RT. 


Registers Altered 
e« RT 
Programming Note 


An addi instruction stores a sign-extended 16-bit value in a GPR. An addis instruction followed by an 
ori instruction stores an arbitrary 32-bit value in a GPR, as shown in the following example: 


addis RT, 0, high 16 bits of value 
ori RT, RT, low 16 bits of value 


Architecture Note 


This instruction is part of the PowerPC User Instruction Set Architecture. 


Table 24-6. Extended Mnemonics for addis 


Other Registers 
Operands Altered 


RT, IM Load immediate shifted. 
(RT) <— (IM |] *°0) 
Extended mnemonic for 
addis RT,0,IM 


RT, RA, IM_ | Subtract (IM || 160) from (RAIO). 
Place result in RT. 
Extended mnemonic for 
addis RT,RA,-IM 
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addme 
Add to Minus One Extended 


addme RT, RA OE=0, Rc=0 
addme. RT, RA OE=0, Rc=1 
addmeo RT, RA OE=1, Rc=0 
addmeo. RT, RA .OE=1, Re=1 


6 11 16 


0 21 22 31 


(RT) <— (RA) + XER[CA] + (-1) 

if (RA) + XER[CA] + OxFFFF FFFF $ 2°21 then 
XER[CA] < 1 

else 
XER[CA] < 0 


The sum of the contents of register RA, XER[CA], and —1 is placed into register RT. 

XER[CA] is set to a value determined by the unsigned magnitude of the result of the add operation. 
Registers Altered 

¢ RT 

¢ XER[CA] 

* CRICRO].t ct. ca, so if Re contains 1 

e XER[SO, OV] if OE contains 1 


Invalid Instruction Forms 


e Reserved fields 


Architecture Note 


This instruction is part of the PowerPC User Instruction Set Architecture. 


Preliminary Instruction Set 24-13 


addze 


Add to Zero Extended 

addze RT, RA OE=0, Rc=0 
addze. RT, RA OE=0, Rce=1 
addzeo RT, RA OE=1, Rce=0 
addzeo. RT, RA OE=1, Re=1 


6 11 16 


0 21 22 31 


(RT) <— (RA) + XER[CA] 

if (RA) + XER[CA] $ 292 - 1 then 
XER[CA] < 1 

else 
XER[CA] < 0 


The sum of the contents of register RA and XER[CA] is placed into register RT. 
XER[CA] is set to a value determined by the unsigned magnitude of the result of the add operation. 


Registers Altered 

e RT 

¢ XER[CA] 

¢ CRI[CRO].t, at, Ea, so if Re contains 1 
e XER[SO, OV] if OE contains 1 


Invalid Instruction Forms 
¢ Reserved fields 


Architecture Note 


This instruction is part of the PowerPC User Instruction Set Architecture. 
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and 
AND 


and RA, RS, RB Re=0 
and. RA, RS, RB Re=1 


0 6 1 16 21 31 
(RA) <— (RS) A (RB) 


The contents of register RS are ANDed with the contents of register RB; the result is placed into 
register RA. 


Registers Altered 
° RA 
7 CR[CRO],7, GT, EQ, SO if Re contains 1 


Architecture Note 


This instruction is part of the PowerPC User Instruction Set Architecture. 


Preliminary Instruction Set 24-15 


andc 


AND with Complement 
ande RA,RS,RB Rc=0 
andc. RA,RS,RB Rc=1 


0 6 11 16 21 2 31 


(RA) <— (RS) ~ —(RB) 


The contents of register RS are ANDed with the ones complement of the contents of register RB; the 
result is placed into register RA. 


Registers Altered 
e RA 
e CR[CRO]_1, GT, EQ, SO if Re contains 1 


Architecture Note 


This instruction is part of the PowerPC User Instruction Set Architecture. 
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andi. 
AND Immediate 


andi. RA, RS, IM 


0 6 11 16 31 


(RA) <— (RS) A (70 || IM) 


The IM field is extended to 32 bits by concatenating 16 0-bits on its left. The contents of register RS is 
ANDed with the extended IM field; the result is placed into register RA. 


Registers Altered 

e RA 

* CRICRO]:r, at, ca, so 

Programming Note 

The andi. instruction can test whether any of the 16 least-significant bits ina GPR are 1-bits. 


andi. is one of three instructions that implicitly update CR[CRO] without having an Re field. The other 
instructions are addic. and andis.. 


Architecture Note 


This instruction is part of the PowerPC User Instruction Set Architecture. 


Preliminary Instruction Set 24-17 


andis. 
AND Immediate Shifted 


andis. RA, RS, IM 


0) 6 a 16 31 


(RA) < (RS) ~ (IM |] 160) 


The IM field is extended to 32 bits by concatenating 16 0-bits on its right. The contents of a RS 
are ANDed with the extended IM field; the result is placed into register RA. 


Registers Altered 

e RA 

* CRICRO].7, gt, ca, so 

Programming Note 

The andis. instruction can test whether any of the 16 most-significant bits in a GPR are 1-bits. 


andis. is one of three instructions that implicitly update CR[CRO] without having an Rec field. The other 
instructions are addic. and andi.. 


Architecture Note 


This instruction is part of the PowerPC User Instruction Set Architecture. 
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Branch 
b target AA=0, LK=0 
ba target AA=1, LK=0 
bl target AA=0, LK=1 
bla target AA=1, LK=1 


If AA = 1 then 
LI <- targetg.o9 
NIA <— EXTS(LI || 20) 
else 
LI < (target — CIA)g.09 
NIA < CIA + EXTS(LI |] 20) 
if LK = 1 then 
(LR) < CIA + 4 
PC < NIA 


The next instruction address (NIA) is the effective address of the branch. The NIA is formed by adding 
a displacement to a base address. The displacement is obtained by concatenating two O-bits to the 
right of the LI field and sign-extending the result to 32 bits. 


If the AA field contains 0, the base address is the address of the branch instruction, which is also the 
current instruction address (CIA). If the AA field contains 1, the base address is 0. 


Program flow is transferred to the NIA. 


If the LK field contains 1, then (CIA + 4) is placed into the LR. 


Registers Altered 
e LR if LK contains 1 


Architecture Note 


This instruction is part of the PowerPC User Instruction Set Architecture. 


Preliminary Instruction Set 24-19 


be 


Branch Conditional 


be BO, BI, target AA=0, LK=0 
bca BO, BI, target AA=1, LK=0 
bel BO, BI, target . AA=0, LK=1 
bela BO, BI, target AA=1, LK=1 


eo ee si 
6 11 


0 16 30 31 


if BOo = O then 
CTR < CTR — 1 
if (BO2 =1 v ((CTR = 0) = BO3)) A (BOg = 1 v (CRp; = BO})) then 
if AA = 1 then 
BD < targetyg-29 
NIA <— EXTS(BD || 20) 
else 
BD < (target — CIA)46-99 
NIA <— CIA + EXTS(BD || 20) 
else 
NIA — CIA + 4 
if LK = 1 then 
(LR) <— CIA + 4 
PC — NIA 


If bit 2 of the BO field contains 0, the CTR decrements. 
The BI field specifies a bit in the CR to be used as the condition of the branch. 


The next instruction address (NIA) is the effective address of the branch. The NIA is formed by adding 
a displacement to a base address. The displacement is obtained by concatenating two O-bits to the 
right of the BD field and sign-extending the result to 32 bits. 


If the AA field contains 0, the base address is the address of the branch instruction, which is also the 
current instruction address (CIA). If the AA field contains 1, the base address is 0. 


The BO field controls options that determine when program flow is transferred to the NIA. The BO 
field also controls branch prediction, a performance-improvement feature. See “Branch Prediction” on 
page 3-36 for a complete discussion. 


If the LK field contains 1, then (CIA + 4) is placed into the LR. 


Registers Altered 


¢ CTR if BOs contains 0 
e LR if LK contains 1 
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bc 


Branch Conditional 


Architecture Note 
This instruction is part of the PowerPC User Instruction Set Architecture. 


Table 24-7. Extended Mnemonics for bc, bea, bel, bcla 


Other Registers 
Operands Altered 


target Decrement CTR; branch if CTR + 0. 
Extended mnemonic for 


be 16,0,target 


Extended mnemonic for 
bea 16,0,target 
Extended mnemonic for (LR) — CIA + 4. 
bel 16,0,target 
Extended mnemonic for (LR) <— CIA + 4. 
bela 16,0,target 
Decrement CTR. 
Branch if CTR # 0 AND CRe, pit = 0. 


Extended mnemonic for 
be 0,cr_bit,target 


Extended mnemonic for 
bea 0,cr_bit,target 
bdnzfl Extended mnemonic for (LR) <— CIA + 4. 
bcl 0,cr_bit,target 
Extended mnemonic for (LR) < CIA +4. 
bcla 0,cr_bit,target 


cr_bit, target | Decrement CTR. 
Branch if CTR #0 AND CR, pi = 1- 
Extended mnemonic for — 
be 8,cr_bit,target 


Extended mnemonic for 
bea 8,cr_bit,target 
Extended mnemonic for (LR) — CIA + 4. 
bel 8,cr_bit,target 
Extended mnemonic for | (LR) <— CIA + 4. 
bela 8,cr_bit,target 
| - 


cr_bit, target 


Decrement CTR; branch if CTR = 0. 
Extended mnemonic for 
be 18,0,target 


Extended mnemonic for 

bea 18,0,target 

Extended mnemonic for (LR) < CIA + 4. 

bcl 18,0,target , 

Extended mnemonic for (LR) < CIA + 4. 
.| bela 18,0,target 


Preliminary Instruction Set 24-21 


bc 


Branch Conditional 


Table 24-7. Extended Mnemonics for be, bea, bcl, bcla (continued) 


Other Registers 
Operands Altered 


cr_bit, target | Decrement CTR 
Branch if CTR = 0 AND CR, pit = 0. 
Extended mnemonic for 
be 2,cr_bit,target 
Extended mnemonic for. 
bea 2,cr_bit,target 
Extended mnemonic for (LR) + CIA + 4. 
bel 2,cr_bit,target 
Extended mnemonic for (LR) <— CIA + 4. 
bela 2,cr_bit,target 
Decrement CTR. 
Branch if CTR = 0 AND CR, pit = 1. 


Extended mnemonic for 
be 10,cr_bit,target 


Extended mnemonic for 

bca 10,cr_bit,target 

Extended mnemonic for (LR) < CIA + 4. 
bcl 10,cr_bit,target 

Extended mnemonic for ' (LR) — CIA + 4. 
bela 10,cr_bit,target 


Branch if equal. - 


cr_bit, target 


[cr_field,] 
Use CRO if cr_field is omitted. 
Extended mnemonic for 
be 12,4*cr_field+2,target 


Extended mnemonic for 
bea 12,4*cr_field+2,target 


Extended mnemonic for (LR) <— CIA + 4. 
bel 12,4*cr_field+2,target 
Extended mnemonic for (LR) <— CIA + 4. 
bela 12,4«cr_field+2,target 

cr_bit, target | Branch if CR, pit = 0. 

Extended mnemonic for 


Extended mnemonic for 

bea 4,cr_bit,target 

Extended mnemonic for LR 
bel 4,cr_bit,target 

Extended mnemonic for LR 
bela 4,cr_bit,target 
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bc 


Branch Conditional 


Table 24-7. Extended Mnemonics for bc, bca, bel, bcla (continued) 


(cr_field,} Branch if greater than or equal. 
Use CRO if cr_field is omitted. 
Extended mnemonic for 
be 4,4*cr_field+0,target 


Extended mnemonic for 
bea 4,4«cr_field+0,target 
Extended mnemonic for LR 
bel 4,4*cr_field+0,target 
Extended mnemonic for LR 
bela 4,4*cr_field+0,target 


(cr_field,] Branch if greater than. 
Use CRO if cr_field is omitted. 
Extended mnemonic for 
be 12,4«cr_field+1 ,target 


Extended mnemonic for 
bea 12,4«cr_field+1,target 
Extended mnemonic for LR 


bel 12,4*cr_field+1,target 


Extended mnemonic for LR 
bela 12,4*cr_field+1,target 


[cr_field,] Branch if less than or equal. 
Use CRO if cr_field is omitted. 
Extended mnemonic for 
be 4,4*cr_field+1,target 


Extended mnemonic for 
bea 4,4«cr_field+1,target 
Extended mnemonic for 
bel 4,4*cr_field+1,target 
Extended mnemonic for 
cla 4,4«cr_field+1,target 


(cr_field,] Branch if less than 
| Use CRO if cr_field is omitted. 


Extended mnemonic for 
be 12,4*cr_field+0,target 


Extended mnemonic for 
bea 12,4*cr_field+0,target 


Extended mnemonic for (LR) < CIA + 4. 
bel 12,4*cr_field+0,target 

Extended mnemonic for - | (LR) — CIA + 4. 
bela 12,4«cr_field+0,target 


Preliminary Instruction Set 24-23 


be 


Branch Conditional 


Table 24-7. Extended Mnemonics for be, bea, bel, bcla (continued) 


(cr_field,] Branch if not equal. 
Use CRO if cr_field is omitted. 
Extended mnemonic for 
be 4,4*«cr_field+2,target 


Extended mnemonic for 
bea 4,4*cr_field+2,target 


Extended mnemonic for 
bel 4,4*cr_field+2,target 


Extended mnemonic for 
bela 4,4*cr_field+2,target 


{cr_field,] Branch if not greater than. 
Use CRO if cr_field is omitted. 
Extended mnemonic for 
be 4,4*cr_field+1,target 


Extended mnemonic for 
bea 4,4«cr_field+1,target 


(LR) — CIA + 4. 


[cr_field,] Branch if not less than; use CRO if cr_field is omitted. 
Extended mnemonic for 
be 4,4*cr_field+0,target | 


(LR) — CIA + 4. 
Extended mnemonic for (LR) <— CIA + 4. 
bela 4,4«cr_field+0,target 


[cr_field,] Branch if not summary overflow. 
Use CRO if cr_field is omitted. 


Extended mnemonic for 
be 4,4*cr_field+3,target 


Extended mnemonic for 
bea 4,4*cr_field+3,target 


(LR) — CIA + 4. 
Extended mnemonic for (LR) — CIA + 4. 
bela 4,4«cr_fleld+3,target 
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be 


Branch Conditional 


Table 24-7. Extended Mnemonics for be, bea, bel, bcla (continued) 


(cr_field,] Branch if not unordered. 
Use CRO if cr_field is omitted. 
Extended mnemonic for 
be 4,4*cr_field+3,target 
Extended mnemonic for 
bea 4,4*cr_field+3,target 
Extended mnemonic for (LR) <— CIA + 4. 
bel 4,4*cr_field+3,target 
Extended mnemonic for (LR) <— CIA + 4. 
bela 4,4«cr_field+3,target 
Branch if summary overflow. 
Use CRO if cr_field is omitted. 


Extended mnemonic for 
be 12,4*cr_field+3,target 


Extended mnemonic for 
bea 12,4*cr_field+3,target 
Extended mnemonic for (LR) <— CIA + 4. 
bel 12,4*cr_field+3,target 
Extended mnemonic for (LR) — CIA + 4. 
bela 12,4*cr_field+3,target 
Branch if CRer pit = 1. 


Extended mnemonic for 
be 12,cr_bit,target 


{cr_field,] 


(LR) — CIA + 4. 
Extended mnemonic for (LR) — CIA + 4. 
bela 12,cr_bit,target 


{cr_field], Branch if unordered. 
Use CRO if cr_field is omitted. 

Extended mnemonic for 

be 12,4*cr_field+3,target 
Extended mnemonic for 
bea 12,4*cr_field+3,target 
Extended mnemonic for (LR) + CIA + 4. 
bel 12,4«cr_field+3,target 
Extended mnemonic for (LR) — CIA + 4. 
bela 12,4*cr_field+3,target 


Preliminary Instruction Set 24-25 


bcectr 


Branch Conditional to Count Register 


bectr BO, BI LK=0 
bectrl BO, BI LK=1 


if BOo = Othen 
CTR ¢ CTR -1 
if (BOz =1 v ((CTR = 0) = BO3)) A (BOp = 1 V (CRg; = BO,)) then 
NIA <— CTRo:29 I] 20 
else 
NIA <— CIA + 4 
if LK = 1 then 
(LR) <— CIA + 4 
PC ¢ NIA 


The BI field specifies a bit in the CR to be used as the condition of the branch. 


The next instruction address (NIA) is the target address of the branch. The NIA is formed by 
concatenating the 30 most significant bits of the CTR with two 0-bits on the right. 


_ The BO field controls options that determine when program flow is transferred to the NIA. The BO 
field also controls branch prediction, a performance-improvement feature. See “Branch Prediction” on 
page 3-36 for a complete discussion. 


If the LK field contains 1, then (CIA + 4) is placed into the LR. 


Registers Altered 
¢ CTR if BOs contains 0 
e LR if LK contains 1 


Invalid Instruction Forms 


e Reserved fields 


¢ If bit 2 of the BO field contains 0, the instruction form is invalid, but the pseudocode applies. If the 
branch condition is true, the branch is taken; the NIA is the contents of the CTR after it is 
decremented. . 


Architecture Note 


This instruction is part of the PowerPC User Instruction Set Architecture. 
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bcctr 


Branch Conditional to Count Register 


Table 24-8. Extended Mnemonics for bectr, bcctrl 


Other Registers 
Operands Altered 
Branch unconditionally to address in CTR. 
Extended mnemonic for 
bectr 20,0 
Extended mnemonic for (LR) <— CIA + 4. 
bectrl 20,0 


{cr_field] Branch, if equal, to address in CTR 
Use CRO if cr_field is omitted. 
Extended mnemonic for 
bectr 12,4*cr_field+2 
Extended mnemonic for (LR) <— CIA + 4. 
bectrl 12,4«cr_field+2 


cr_bit Branch, if CR, pit = 0, to address in CTR. 
Extended mnemonic for 
‘bectr 4,cr_bit 


Extended mnemonic for (LR) <— CIA + 4. 
bectrl 4,cr_bit 


Branch, if greater than or equal, to address in CTR. 

Use CRO if cr_field is omitted. 
Extended mnemonic for 
bectr 4,4+cr_field+0 


- 
Extended mnemonic for (LR) < CIA + 4. 
bectrl 4,4*cr_field+0 


Branch, if greater than, to address in CTR. 

Use CRO if cr_field is omitted. 
Extended mnemonic for 
bectr 12,4*cr_field+1 


afl ~ 
Extended mnemonic for (LR) < CIA + 4. 
bectri 12,4*cr_field+1 


oe a Branch, if less than or equal, to address in CTR. 
Use CRO if cr_field is omitted. 
Extended mnemonic for 
bcctr 4,4*cr_field+1 
Extended mnemonic for (LR) <— CIA + 4. 
a bectrl 4,4*cr_field+1 ieee 


[cr_field] Branch, if less than, to address in CTR. 
Use CRO if cr_field is omitted. 
Extended mnemonic for 
bectr 12,4*cr_field+0 


Extended mnemonic for (LR) <— CIA + 4. 
bectrl 12,4*cr_field+0 


Preliminary . Instruction Set 24-27 


bcectr 


Branch Conditional to Count Register 


Table 24-8. Extended Mnemonics for bectr, bcctrl (continued) 


Other Registers 
Operands Altered 


(cr_field] Branch, if not equal, to address in CTR. 

Use CRO if cr_field is omitted. 
Extended mnemonic for 
bectr 4,4«cr_field+2 


Extended mnemonic for (LR) <— CIA + 4. 
bectrl 4,4*cr_field+2 


ieee field] Branch, if not greater than, to address in CTR. 
Use CRO if cr_field is omitted. 
Extended mnemonic for 
bectr 4,4*cr_field+1 


Extended mnemonic for (LR) <— CIA + 4. 
bectri 4,4*cr_field+1 
nece S field] Branch, if not less than, to address in CTR. 
Use CRO if cr_field is omitted. 

Extended mnemonic for 

bectr 4,4«cr_field+0 

Extended mnemonic for (LR) — CIA + 4. 
bectri 4,4*cr_field+0 


Branch, if not summary overflow, to address in CTR. 

Use CRO if cr_field is omitted. 
Extended mnemonic for 
bectr 4,4*«cr_field+3 


al ~ 
Extended mnemonic for (LR) — CIA + 4. 
bectrl 4,4*cr_field+3 
sell field] Branch, if not unordered, to address in CTR; use CRO 

if cr_field is omitted. 

Extended mnemonic for 

bectr 4,4«cr_field+3 

Extended mnemonic for (LR) — CIA + 4. 
bectrl 4,4*cr_field+3 


nee field] Branch, if summary overflow, to address in CTR. 
Use CRO if cr_field is omitted. 


Extended mnemonic for 
bectr 12,4*cr_field+3 


Extended mnemonic for (LR) — CIA + 4. 
bectri 12,4*cr_field+3 


ae I Branch if CRe; pit = 1 to address in CTR. 
Extended mnemonic for 
bectr 12,cr_bit 


Extended mnemonic for (LR) <— CIA + 4. 
bectrl 12,cr_bit 
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bectr 


Branch Conditional to Count Register 


Table 24-8. Extended Mnemonics for bcctr, bcctri (continued) 


Other Registers 
Operands Altered 


[cr_field] Branch if unordered to address in CTR. 
Use CRO if cr_field is omitted. 
Extended mnemonic for 
bectr 12,4«cr_field+3 


Extended mnemonic for (LR) — CIA + 4. 
bectrl 12,4*cr_field+3 


Preliminary Instruction Set 24-29 


belr 


Branch Conditional to Link Register 


belr BO, Bl LK=0 
belrl BO, BI . LK =1 


if BOp = O then 
CTR — CTR -1 
if, (BOz =1 v ((CTR = 0) = BOs)) A (BOg = 1 V (CRp; = BO;)) then 
NIA <— LRo:29 II 20 
else 
NIA — CIA + 4 
if LK = 1 then 
(LR) — CIA + 4 
PC <— NIA 


If bit 2 of the BO field contains 0, the CTR is decremented. 
The BI field specifies a bit in the CR to be used as the condition of the branch. 


The next instruction address (NIA) is the target address of the branch. The NIA is formed by 
concatenating the 30 most significant bits of the LR with two O-bits on the right. 


The BO field controls options that determine when program flow is transferred to the NIA. The BO 
field also controls branch prediction, a performance-improvement feature. See “Branch Prediction” on 
page 3-36 for a complete discussion. . 


If the LK field contains 1, then (CIA + 4) is placed into the LR. 


Registers Altered 


¢ CTR if BOs, contains 0 
¢ LR if LK contains 1 


Invalid Instruction Forms 
e Reserved fields 


Architecture Note 


This instruction is part of the PowerPC User Instruction Set Architecture. 


Table 24-9. Extended Mnemonics for belr, belir! 


Other Registers 
Operands Altered 
Branch unconditionally to address in LR. 
Extended mnemonic for 
belr 20,0 
Extended mnemonic for (LR) <— CIA +4. 
beiri 20,0 
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belr 


Branch Conditional to Link Register 


Table 24-9. Extended Mnemonics for bclr, belrl (continued) 


Other Registers 
Operands Altered 


Decrement CTR. 

Branch if CTR + 0 to address in LR. 

Extended mnemonic for 

belr 16,0 

Extended mnemonic for (LR) — CIA + 4. 
belrl 16,0 

_bi Decrement CTR. 

Branch if CTR #0 AND CRe, pi = 0 to address in LR. 


Extended mnemonic for 
belr 0,cr_bit 


_ _ 
Extended mnemonic for (LR) <- CIA + 4. 
belrl 0,cr_bit 

co 7 


Decrement CTR. 

Branch if CTR #0 AND CR,, pit = 1 to address in LR. 
Extended mnemonic for 
belr 8,cr_bit 


Extended mnemonic for (LR) < CIA + 4. 
belrl 8,cr_bit 


Decrement CTR. 

Branch if CTR = 0 to address in LR. 

Extended mnemonic for 

belr 18,0 

Extended mnemonic for (LR) < CIA + 4. 
belrl 18,0 

bi Decrement CTR. 

Branch if CTR = 0 AND CR,, pit = 0 to address in LR. 


Extended mnemonic for 
belr 2,cr_bit 


Extended mnemonic for (LR) < CIA + 4. 
belrl 2,cr_bit 


cr_bit Decrement CTR. 
Branch if CTR = 0 AND CR,, pi = 1 to address in LR. 
Extended mnemonic for 
belr 10,cr_bit 


Extended mnemonic for (LR) <— CIA + 4. 
belrl 10,cr_bit 
wi ~ 


Branch if equal to address in LR. 
Preliminary . Instruction Set 24-31 


Use CRO if cr_field is omitted. 
Extended mnemonic for 
belr 12,4*cr_field+2 


Extended mnemonic for (LR) — CIA + 4. 
belrl 12,4*cr_field+2 


belr 


Branch Conditional to Link Register 


Table 24-9. Extended Mnemonics for belr, bcirl (continued) 


Other Registers 
Operands Altered 
Branch if CRe, pit = 0 to address in LR. 
Extended mnemonic for 
belr 4,cr_bit 
Extended mnemonic for (LR) — CIA + 4. 
belrl 4,cr_bit 


Branch, if greater than or equal, to address in LR. 
Use CRO if cr_field is omitted. 


Extended mnemonic for 
belr 4,4«cr_field+0 


r | ~ 
Extended mnemonic for (LR) — CIA + 4. 
belri 4,4«cr_field+0 


[cr_field] Branch, if greater than, to address in LR. 
Use CRO if cr_field is omitted. 
Extended mnemonic for 
belr 12,4*cr_field+1 
Extended mnemonic for (LR) <— CIA + 4. 
belri 12,4«cr_field+1 


[cr_field] Branch, if less than or equal, to address in LR. 
Use CRO if cr_field is omitted. 
Extended mnemonic for 
belr 4,4*cr_field+1 
Extended mnemonic for (LR) — CIA + 4. 
beirl 4,4*cr_field+1 
[cr_field] Branch, if less than, to address in LR. 
; Use CRO if cr_field is omitted. 
Extended mnemonic for 
belr 12,4*cr_field+0 
Extended mnemonic for (LR) — CIA +4. 
belrl 12,4*cr_field+0 


Branch, if not equal, to address in LR. 
Use CRO if cr_field is omitted. 
Extended mnemonic for 
belr 4,4«cr_field+2 


Extended mnemonic for (LR) < CIA + 4. 
belrl 4,4*cr_field+2 


Branch, if not greater than, to address in LR. 
Use CRO if cr_field is omitted. 

Extended mnemonic for 

belr 4,4«cr_field+1 


Extended mnemonic for (LR) — CIA + 4. 
belrl 4,4«cr_field+1 
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bcir 


Branch Conditional to Link Register 


Other Registers 
Operands Altered 
belr 4,4«cr_field+0 
[cr_field] Branch if not unordered to address in LR. 
Use CRO if cr_field is omitted. 

Extended mnemonic for 
belr 4,4*cr_field+3 

Extended mnemonic for 


[cr_field] Branch, if not less than, to address in LR. 
Use CRO if cr_field is omitted. 
Extended mnemonic for (LR) <— CIA + 4. 
belrl 4,4*cr_field+0 
[cr_field] Branch if not summary overflow to address in LR. 
Use CRO if cr_field is omitted. 
Extended mnemonic for 
belr 4,4*cr_field+3 
Extended mnemonic for (LR) + CIA + 4. 
belrl 4,4*cr_field+3 
[cr_field] Branch if summary overflow to address in LR. 
belr 12,4*cr_field+3 
Extended mnemonic for (LR) <— CIA + 4. 
, belrl 12,4*cr_field+3 
cr_bit Branch if CRe, pit = 1 to address in LR. 


Table 24-9. Extended Mnemonics for belr, bcirl (continued) 
Extended mnemonic for 
Extended mnemonic for (LR) — CIA + 4. 
belrl 4,4*cr_field+3 
Use CRO if cr_field is omitted. 
Extended mnemonic for 


belr 12,cr_bit 


Extended mnemonic for (LR) <— CIA + 4. 
belrl 12,cr_bit 


Branch if unordered to address in LR. 
Use CRO if cr_field is omitted. 
Extended mnemonic for 
belr 12,4*cr_field+3 


Extended mnemonic for (LR) <- CIA + 4. 
belrl 12,4*cr_field+3 


Preliminary Instruction Set 24-33 


cmp 


Compare 


cmp BF, 0, RA, RB 


0 6 9 11 16 21 


31 


Co:3 — 40 

if (RA) < (RB) then co < 1 
if (RA) > (RB) thenc, <1 
if (RA) = (RB) thenco <1 
C3 < XER[SO] 

n< BF 

CR[CRn] < co.3 


The contents of register RA are compared with the contents of register RB using a 32-bit signed 
compare. 


The CR field specified by the BF field is updated to reflect the results of the compare and the value of 
XER[SO] is placed into the same CR field. 


lf instruction bit 31 contains 1, the contents of CR[CRO] are undefined. 
Registers Altered 

¢ CR[CRn] where nis specified by the BF field 

Invalid Instruction Forms 

* Reserved fields 

Programming Note 


The PowerPC Architecture defines this instruction as cmp BF,L,RA,RB, where L selects operand 
size for 64-bit PowerPC implementations. For all 32-bit PowerPC implementations, L = 0 is required 
(L = 1 is an invalid form); hence for PPC405GP, use of the extended mnemonic cmpw BF,RA,RB is 
recommended. 


Architecture Note 
This instruction is part of the PowerPC User Instruction Set Architecture. 


Table 24-10. Extended Mnemonics for cmp 


Other Registers 
Operands Altered 
[BF] RA, RB_ | Compare Word; use CRO if BF is omitted. 
Extended mnemonic for 
cmp BF,0,RA,RB 
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cmpi 


Compare Immediate 


cmpi BF, 0, RA, IM 


0 6 9 11 16 


31 


Co:3 <— 40 

if (RA) < EXTS(IM) then co < 1 
if (RA) > EXTS(IM) thenc, <1 
if (RA) = EXTS(IM) then co < 1 
C3 <— XER[SO] 

n<¢ BF 

CR[CRn] <— Co3 


The IM field is sign-extended to 32 bits. The contents of register RA are compared with the extended 
IM field, using a 32-bit signed compare. 


The CR field specified by the BF field is updated to reflect the results of the compare and the value of 
XER[SO] is placed into the same CR field. 


Registers Altered 

¢ CR[CRn] where nis specified by the BF field 
Invalid Instruction Forms 

e Reserved fields 

Programming Note 


The PowerPC Architecture defines this instruction as cmpi BF,L,RA,IM, where L selects operand 
size for 64-bit PowerPC implementations. For all 32-bit PowerPC implementations, L = 0 is required 
(L = 1 is an invalid form); hence for the PPC405GP, use of the extended mnemonic cmpwi BF,RA,IM 
is recommended. 


Architecture Note 


This instruction is part of the PowerPC User Instruction Set Architecture. 


Table 24-11. Extended Mnemonics for cmpi 


Other Registers 
Operands Altered 


[BF] RA, IM Compare Word Immediate. 
Use CRO if BF is omitted. 
Extended mnemonic for 
cmpi BF,0,RA,IM 


Preliminary Instruction Set 24-35 


cmpl 


Compare Logical 


cmpl BF, 0, RA, RB 


Pee: ee eee 
0 6 9 1 16 21 31 

Co:3 — 70 

if (RA) < (RB) then cy < 1 

if (RA) > (RB) thenc, <1 

if (RA) = (RB) thenco <1 

C3 <- XER[SO}] 

n <— BF 

CR[CRn] <— Co.3 


The contents of register RA are compared with the contents of register RB, using a 32-bit unsigned 
compare. 


The CR field specified by the BF field is updated to reflect the results of the compare and the value of 
XER[SO] is placed into the same CR field. 


lf instruction bit 31 contains 1, the contents of CR[CRO] are undefined. 


Registers Altered 

¢ CR[CRn] where nis specified by the BF field 
Invalid Instruction Forms 

e Reserved fields 

Programming Notes 


The PowerPC Architecture defines this instruction as cmp!I BF,L,RA,RB, where L selects operand 
size for 64-bit PowerPC implementations. For all 32-bit PowerPC implementations, L = 0 is required 
(L = 1 is an invalid form); hence for PPC405GP, use of the extended mnemonic cmplw BF,RA,RB is 
recommended. 


Architecture Note 
This instruction is part of the PowerPC User Instruction Set Architecture. . 


Table 24-12. Extended Mnemonics for cmpl 


Other Registers 
Operands Altered 


[BF] RA, RB | Compare Logical Word. 
Use CRO if BF is omitted. 
Extended mnemonic for 
cmp! BF,0,RA,RB 
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cmpli 


Compare Logical Immediate 


cmpli BF, 0, RA, IM 


0 6 9 11 16 


31 


ao 3 = 40 
if (RA) < (160 Il IM) then cg — 1 
if (RA) > (80 IT IM) then c, < 1 
if (RA) = (*60 Il IM) then co — 1 
C3 < XER[SO] 
n & BF 
CR[CRn] <_Co:3 


The IM field is extended to 32 bits by concatenating 16 0-bits to its left: The contents of register RA 
are compared with IM using a 32-bit unsigned compare. 


The CR field specified by the BF field is updated to reflect the results of the compare and the value of 
XER[SO] is placed into the same CR field. 


Registers Altered 

¢ CR[CRn] where nis specified by the BF field 
Invalid Instruction Forms 

e Reserved fields 

Programming Note 


The PowerPC Architecture defines this instruction as cmpli BF,L,RA,IM, where L selects operand 
size for 64-bit PowerPC implementations. For all 32-bit PowerPC implementations, L = 0 is required 
(L = 1 is an invalid form); hence for the PPC405GP, use of the extended mnemonic 

cmplwi BF,RA,IM is recommended. 


Architecture Note 


This instruction is part of the PowerPC User Instruction Set Architecture. 


Table 24-13. Extended Mnemonics for cmpli 


Other Registers 
Operands Changed 


[BF] RA, !M | Compare Logical Word Immediate. 
Use CRO if BF is omitted. 
Extended mnemonic for 
cmpli BF,0,RA,IM 


Preliminary Instruction Set 24-37 


cntizw 
Count Leading Zeros Word 


cntizw RA, RS Rc=0 
cntizw. RA, RS Rc=1 


neO 

do while n < 32 
if (RS), = 1 then leave 
nen+i 

(RA) <n 


The consecutive leading 0 bits in register RS are counted; the count is placed into register RA. 
The count ranges from 0 through 32, inclusive. 


Registers Altered 
° RA 
° CRICRO].7, ct, ca, so if Re contains 1 


Invalid Instruction Forms 
e Reserved fields 


Architecture Note 


This instruction is part of the PowerPC User Instruction Set Architecture. 
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crand 
Condition Register AND 


crand BT, BA, BB 


a ae ee ee a ee ee eee 
6 11 16 


0 21 31 


CRet - CRea A CRep 


The CR bit specified by the BA field is ANDed with the CR bit specified by the BB field; the result is 
placed into the CR bit specified by the BT field. 


Registers Altered 
« CR 


Invalid Instruction Forms 
e Reserved fields 


Architecture Note 


This instruction is part of the PowerPC User Instruction Set Architecture. 


Preliminary Instruction Set 24-39 


crandc 
Condition Register AND with Complement 


crandc BT, BA, BB 


ee ee 
0 6 11 16 21 31 
CRer <_ CReBa A —CRep 


The CR bit specified by the BA field is ANDed with the ones complement of the CR bit specified by 
the BB field; the result is placed into the CR bit specified by the BT field. 


Registers Altered 
¢ CR 


Invalid Instruction Forms 
¢ Reserved fields 


Architecture Note 


This instruction is part of the PowerPC User Instruction Set Architecture. 
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creqv 


Condition Register Equivalent 


creqv BT, BA, BB 


ae ee  - e, i 
6 11 16 21 


0 31 


CRet <- —=(CRea ® CRep) 


The CR bit specified by the BA field is XORed with the CR bit specified by the BB field; the ones 
complement of the result is placed into the CR bit specified by the BT field. 


Registers Altered 
¢ CR 


Invalid Instruction Forms 
¢ Reserved fields 


Architecture Note 


This instruction is part of the PowerPC User Instruction Set Architecture. 


Table 24-14. Extended Mnemonics for creqv 


Other Registers 
Operands Altered 


bx CR set. 
Extended mnemonic for 
creqv bx,bx,bx 


Preliminary Instruction Set 24-41 


crnand 
Condition Register NAND 


crnand BT, BA, BB 


rn a ae ee eee ee ee 
6 11 16 21 


0 31 


CRet — —(CRpa A CRep) 


The CR bit specified by the BA field is ANDed with the CR bit specified by the BB field; the ones 
complement of the result is placed into the CR bit specified by the BT field. 


Registers Altered 
¢ CR 


Invalid Instruction Forms 
e Reserved fields 


Architecture Note 


This instruction is part of the PowerPC User Instruction Set Architecture. 
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crnor 
Condition Register NOR 


crnor BT, BA, BB 


ee ee ee ee 
6 11 16 


0 at 31 


CRept _ —=(CRea Vv CRep) 


The CR bit specified by the BA field is ORed with the CR bit specified by the BB field; the ones 
complement of the result is placed into the CR bit specified by the BT field. 


Registers Altered 
° CR 


Invalid Instruction Forms 
e Reserved fields 


Architecture Note 


This instruction is part of the PowerPC User Instruction Set Architecture. 


Table 24-15. Extended Mnemonics for crnor 


| Other Registers 
Operands Altered 
bx, by CR not. 
Extended mnemonic for 
crnor bx,by,by 


Preliminary . Instruction Set 24-43 


cror 
Condition Register OR 


cror BT, BA, BB 


Pe el 
0 6 11 16 21 31 
CRet <- CRea Vv CRep 


The CR bit specified by the BA field is ORed with the CR bit specified by the BB field; the result is 
placed into the CR bit specified by the BT field. 


Registers Altered 

° CR 

Invalid Instruction Forms 

e Reserved fields 

Architecture Note 

This instruction is part of the PowerPC User Instruction Set Architecture. 


Table 24-16. Extended Mnemonics for cror 


Other Registers 
Operands Altered 


CR move. 
Extended mnemonic for 
cror bx,by,by 
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crore 
Condition Register OR with Complement 


crore BT, BA, BB 


a ae (ee | ae 
6 11 16 


4 
0 21 31 


CRet — CRea Vv —CRep 


The condition register (CR) bit specified by the BA field is ORed with the ones complement of the CR 
bit specified by the BB field; the result is placed into the CR bit specified by the BT field. 


Registers Altered 
¢ CR 


Invalid Instruction Forms 


e Reserved fields 


Architecture Note 


This instruction is part of the PowerPC User Instruction Set Architecture. 


Preliminary Instruction Set 24-45 


crxor 
Condition Register XOR 


crxor BT, BA, BB 


pes eee ee ee 
6 11 16 


0 21 31 


CRet <— CRea ® CRep 


The CR bit specified by the BA field is XORed with the CR bit specified by the BB field; the result is 
placed into the CR bit specified by the BT field. 


Registers Altered 
¢ CR 


invalid Instruction Forms 
e Reserved fields 


Architecture Note 
This instruction is part of the PowerPC User Instruction Set Architecture. 


Table 24-17. Extended Mnemonics for crxor 


Other Registers 
Operands Altered 
bx Condition register clear. 
Extended mnemonic for 
crxor bx,bx,bx 
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dcba 


Data Cache Block Allocate 


dcba RA, RB 


Pe ee 
6 11. 16 


0 21 31 


EA < (RAIO) + (RB) 
DCBA(EA) 


An effective address (EA) is formed by adding an index to a base address. The index is the contents 
of register RB. The base address is 0 if the RA field is O and is the contents of register RA otherwise. 


If the data block at the EA is in the data cache and the EA is marked as cachable and non-write- 
through, the data in the cache block is architecturally undefined. For the PPC405GP, the cache data 
block is set to 0. 


If the data block at the EA is not in the data cache and the EA is marked as cachable and not marked 
as write-through, a cache block is established and set to an architecturally-undefined value. Note that 
no data is read from main storage, as described in the programming note. 


lf the data block at the EA is marked as non-cachable, a no-op occurs. 


If the data block at the EA is in the data cache and marked as write-through, architecturally the data in 
the cache block can be left unmodified. Alternatively, the data block at the EA can be undefined in the 
data cache and in main storage. For the PPC405GP, a no-op occurs. 


If the data block at the EA is not in the data cache and marked as write-through, architecturally the 
instruction can establish a cache block and set the block to 0, or a no-op can occur. For the 
PPC405GP, a no-op occurs. 


If instruction bit 31 contains 1, the contents of CR[CRO] are undefined. 


Registers Altered 
e None 


Invalid Instruction Forms 
e Reserved fields 


Programming Notes 


Because dcba can establish an address in the data cache without copying the contents of that 
address from main storage, the address established can be invalid with respect to main storage. A 
subsequent operation may cause the address to be copied back to main storage, for example, to 
make room for a new cache block; a machine check exception could occur under these 
circumstances. 


dcba provides a hint that a block of storage will soon be stored to or no longer needed; there is no 
need to retain the data in the block. Establishing the line in the cache, without reading from main 
storage, improves performance. 


Preliminary Instruction Set 24-47 


dcba 


Data Cache Block Allocate 
Exceptions 


This instruction is considered a “store” with respect to data storage exceptions. However, this 
instruction does not cause data storage exceptions or data TLB-miss exceptions. If conditions occur 
that would otherwise cause such exceptions, dcba is treated as a no-op. 


This instruction is considered a “store” with respect to data address compare (DAC) debug 
exceptions. See “Data Storage Interrupt” on page 10-36. 


Architecture Note 


This instruction is part of the IBM PowerPC Embedded Virtual Environment. 
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dcbf 


Data Cache Block Flush 


dcbf RA, RB 


6 11 16 


0 21 31 


EA < (RAIO) + (RB) 
DCBF(EA) 


An effective address (EA) is formed by adding an index to a base address. The index is the contents 
of register RB. The base address is 0 if the RA field is 0 and is the contents of register RA otherwise. 


If the data block corresponding to the EA is in the data cache and marked as modified (stored into), 
the data block is copied back to main storage and then marked invalid in the data cache. If the data 
block is not marked as modified, it is simply marked invalid in the data cache. The operation is 
performed whether or not the EA is marked as cachable. 


If the data block at the EA is not in the data cache, no operation is performed. 
If instruction bit 31 contains 1, the contents of CR[CRO] are undefined. 
Registers Altered 

e¢ None 

Invalid Instruction Forms 

¢ Reserved fields 

Exceptions 


This instruction is considered a “load” with respect to data storage exceptions. See “Data Storage 
Interrupt’ on page 10-36. 


This instruction is considered a “store” with respect to data address compare (DAC) debug 
exceptions. See “Debug Interrupt” on page 10-44. 


Architecture Note . 


This instruction is part of the 1BM PowerPC Embedded Virtual Environment. 


Preliminary Instruction Set 24-49 


debi 


Data Cache Block Invalidate 


debi — RA, RB 


eee eee 
6 11 16 


0 21 31 
EA < (RAIO) + (RB) 
DCBI(EA) 


An effective address (EA) is formed by adding an index to a base address. The index is the contents 
of register RB. The base address is 0 if the RA field is 0 and is the contents of register RA otherwise. 


If the data block at the EA is in the data cache, the data block is marked invalid, regardless of whether 
or not the EA is marked as cachable. If modified data existed in the data block prior to the operation of 
this instruction, that data is lost. 


If the data block at the EA is not in the data cache, no operation is performed. 
If instruction bit 31 contains 1, the contents of CR[CRO] are undefined. 
Registers Altered 

¢« None 

Invalid Instruction Forms 

e Reserved fields 

Programming Notes 

Execution of this instruction is privileged. 

Exceptions 


This instruction is considered a “store” with respect to data storage exceptions. See “Data Storage 
Interrupt” on page 10-36. : 


This instruction is considered a “store” with respect to data address compare (DAC) debug 
exceptions. See “Debug Interrupt” on page 10-44. 


Architecture Note 


This instruction is part of the IBM PowerPC Embedded Operating Environment. 


24-50 PPC405GP User’s Manual : Preliminary 


dcbst 


Data Cache Block Store 


dcbst RA, RB 


en ee A I ee 
0 6 11 16 


21 31 


EA < (RAIO) + (RB) 
DCBST(EA) 


An effective address (EA) is formed by adding an index to a base address. The index is the contents 
of register RB. The base address is 0 if the RA field is 0, and is the contents of register RA otherwise. 


If the data block at the EA is in the data cache and marked as modified, the data block is copied back 
to main storage and marked as unmodified in the data cache. 


If the data block at the EA is in the data cache, and is not marked as modified, or if the data block at 
the EA is not in the data cache, no operation is performed. 


The operation specified by this instruction is performed whether or not the EA is marked as cachable. 
If instruction bit 31 contains 1, the contents of CR[CRO] are undefined. 

Registers Altered 

e None 

Invalid Instruction Forms 

e Reserved fields 

Exceptions 


This instruction is considered a “load” with respect to data storage exceptions. See “Data Storage 
Interrupt” on page 10-36. 


This instruction is considered a “store” with respect to data address compare (DAC) debug 
exceptions. See “Debug Interrupt” on page 10-44. 


Architecture Note 


This instruction is part of the |BM PowerPC Embedded Virtual Environment. 


Preliminary | Instruction Set 24-51 


dcbt 


Data Cache Block Touch 


debt RA, RB 


0 6 1 16 21 31 
EA < (RAIO) + (RB) 
DCBT(EA) 


An effective address (EA) is formed by adding an index to a base address. The index is the contents 
of register RB. The base address is 0 when the RA field is 0, and is the contents of register RA 
otherwise. 


If the data block at the EA is not in the data cache and the EA is marked as cachable, the block is read 
from main storage into the data cache. 


If the data block at the EA is in the data cache, or if the EA is marked as non-cachable, no operation 
is performed. 


This instruction is not allowed to cause data storage exceptions or data TLB miss exceptions. If 
execution of the instruction would cause such an exception, then no operation is performed, and no 
exception occurs. 


If instruction bit 31 contains 1, the contents of CRICRO] are undefined. 
Registers Altered 

¢ None 

Invalid Instruction Forms 

¢ Reserved fields 

Programming Notes 


The debt instruction allows a program to begin a cache block fetch from main storage before the 
program needs the data. The program can later load data from the cache into registers without 
incurring the latency of a cache miss. 


Exceptions 


This instruction is considered a “load” with respect to data storage exceptions. See “Data Storage 
Interrupt” on page 10-36. 


This instruction is considered a “load” with respect to data address compare (DAC) debug exceptions. 
See “Debug Interrupt” on page 10-44. 


Architecture Note 


This instruction is part of the IBM PowerPC Embedded Virtual Environment. 
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dcbitst 


Data Cache Block Touch for Store 


dcbtst RA, RB 


a 
6 11 16 


0 21 31 
EA < (RAIO) + (RB) 
DCBTST(EA) 


An effective address (EA) is formed by adding an index to a base address. The index is the contents 
of register RB. The base address is 0 if the RA field is 0 and is the contents of register RA otherwise. 


If the data block at the EA is not in the data cache and the EA address is marked as cachable, the 
data block is loaded into the data cache. 


If the EA is marked as non-cachable, or if the data block at the EA is in the data cache, no operation 
is performed. 


This instruction is not allowed to cause data storage exceptions or data TLB miss exceptions. If 
execution of the instruction would cause such an exception, then no operation is performed, and no 
exception occurs. 


If instruction bit 31 contains 1, the contents of CR[CRO] are undefined. 
Registers Altered 


e None 


Invalid Instruction Forms 
e Reserved fields 
Programming Notes 


The debtst instruction allows a program to begin a cache block fetch from main storage before the 
program needs the data. The program can later store data from GPRs into the cache block, without 
‘incurring the latency of a cache miss. 


Architecturally, dcbtst brings data into the cache in “Exclusive” mode, which allows the program to 
alter the cached data. “Exclusive” mode is part of the MES! protocol for multi-processor systems, and 
is not implemented. The implementation of the dcbtst instruction is identical to the implementation of 
the debt instruction. 


Exceptions 


This instruction is considered a “load” with respect to data storage exceptions. See “Data Storage 
Interrupt” on page 10-36. 


This instruction is considered a “load” with respect to data address compare (DAC) debug exceptions. 
See “Debug Interrupt” on page 10-44. 


Architecture Note 


This instruction is part of the IBM PowerPC Embedded Virtual Environment. 


Preliminary ~ Instruction Set 24-53 


dcbz 


Data Cache Block Set to Zero 


dcbz RA, RB 


EA < (RAIO) + (RB) 
DCBZ(EA) 


An effective address (EA) is formed by adding an index to a base address. The index is the contents 
of register RB. The base address is 0 if the RA field is 0 and is the contents of register RA otherwise. 


If the data block at the EA is in the data cache and the EA is marked as cachable and non-write- 
through, the data in the cache block is set to 0. 


if the data block at the EA is not in the data cache and the EA is marked as cachable and non-write- 
through, a cache block is established and set to 0. Note that nothing is read from main storage, as 
described in the programming note. 


If the data block at the EA is marked as either write-through or as non-cachable, an alignment 
exception occurs. 


If instruction bit 31 contains 1, the contents of CR[CRO] are undefined. 


Registers Altered 
e None 


invalid Instruction Forms 
e Reserved fields 


Programming Notes 


Because dcbz can establish an address in the data cache without copying the contents of that 
address from main storage, the address established may be invalid with respect to the storage 
subsystem. A subsequent operation may cause the address to be copied back to main storage, for 
example, to make room for a new cache block; a machine check exception could occur under these 
circumstances. 


If dcbz is attempted to an EA which is marked as non-cachable, the software alignment exception 
handler should emulate the instruction by storing zeros to the block in main storage. if a data block 
corresponding to the EA exists in the cache, but the EA is non-cachable, stores (including debz) to 
that address are considered programming errors (the cache block should previously have been 
flushed). 


If the EA is marked as write-through, the software alignment exception handler should emulate the 
instruction by storing zeros to the block in main storage. An EA that is marked as write-through 
required should also be marked as cachable; when dcbz is attempted to such an address, the 
alignment exception handler should maintain coherency of cache and memory. 
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dcbz 


Data Cache Block Set to Zero 
Exceptions 
An alignment exception occurs if the EA is marked as non-cachable or as write-through. 


This instruction is considered a “store” with respect to data storage exceptions. See “Data Storage 
Interrupt’ on page 10-36. 


This instruction is considered a “store” with respect to data address compare (DAC) debug 
exceptions. See “Debug Interrupt” on page 10-44. 


Architecture Note 


This instruction is part of the IBM PowerPC Embedded Virtual Environment. 


Preliminary Instruction Set 24-55 


dccci 


Data Cache Congruence Class Invalidate 


dccci RA, RB 


EA < (RAIO) + (RB) 
DCCCI(EA) 


An effective address (EA) is formed by adding an index to a base address. The index is the contents 
of register RB. The base address is 0 if the RA field is 0 and is the contents of register RA otherwise. 


Both cache lines in the congruence class specified by EAgo.9, are invalidated, whether or not they 
match the EA. If modified data existed in the cache congruence class before the operation of this 
instruction, that data is lost. 


The operation specified by this instruction is performed whether or not the EA is marked as cachable. 
If instruction bit 31 contains 1, the contents of CR[CRO] are undefined. 

Registers Altered 

¢ None 

Invalid Instruction Forms 

¢ Reserved fields . 

Programming Note 

Execution of this instruction is privileged. 


This instruction is intended for use in the power-on reset routine to invalidate the entire data cache tag 
array before enabling the data cache. A series of decci instruction should be executed, one for each 
congruence class. Cachability can then be enabled. 


Exceptions 
See “Access Protection for Cache Control Instructions” on page 6-15. 


The execution of an decci instruction can cause a data TLB miss exception, at the specified EA, 
regardless of the non-specific intent of that EA. 


This instruction does not cause data address compare (DAC) debug exceptions. See “Debug 
Interrupt” on page 10-44. 


Architecture Note 


This instruction is implementation-specific and may not be portable to other implementations. 
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dcread 
Data Cache Read 


dcread RT, RA, RB 


0 6 11 16 21 


31 


EA <— (RAIO) + (RB) 

if (CCRO[CIS] = 0) , (CCRO[CWS] = 0)) then (RT) < (d-cache data, way A) 
if (CCRO[CIS] = 0) , (CCRO[CWS] = 1)) then (RT) < (d-cache data, way B) 
if (CCRO[CIS] = 1) A (CCRO[CWS] = 0)) then (RT) < (d-cache tag, way A) 
if (CCRO[CIS] = 1) A (CCRO[CWS] = 1)) then (RT) < (d-cache tag, way B) 


An effective address (EA) is formed by adding an index to a base address. The index is the contents 
of register RB. The base address is 0 if the RA field is O and is the contents of register RA otherwise. 


This instruction is a debugging tool for reading the data cache entries for the congruence class 
specified by EA;9-5g, where mis the number of bits in the cache tag. The cache information is read 
into register RT. 


lf CCRO[CIS] = 0, the information is a word of data cache array data from the addressed congruence 
class. The word is specified by EAo7.99 (EAp-4g and EA3o.3; are ignored). If EAgp.3, are not 00, an 
alignment exception occurs. If CCRO[CWS] = 0, the data is from the A-way; otherwise; the data is 
from the B-way. 


If CCRO[CIS] = 1, the information is a cache tag from the addressed congruence class (EAg.4g and 
EAgpo.31 are ignored). If CCRO[CWS] = 0, the tag is from the A-way; otherwise the tag is from the B- 
way. 


Data cache tag information is placed into register RT as shown: 
Cache Tag 
PT [Resened 
- Cache Line Dirty 
27 
0 Not valid 
1 Valid 
[Resend 
- 


0 Not dirty 
Least Recently Used (LRU) 
If instruction bit 31 contains 1, the contents of CR[CRO] are undefined. 


Cache Line Valid 


0 A-way LRU 
1 B-way LRU 


Registers Altered 
e RT 


Preliminary Instruction Set 24-57 


dcread 
Data Cache Read 


Invalid Instruction Forms 

e Reserved fields 

Programming Note 

Execution of this instruction is privileged. 

Exceptions 

If EA is not word-aligned, an alignment exception occurs. 


This instruction is considered a “load” with respect to data storage exceptions, but cannot cause a 
data storage exception. See “Access Protection for Cache Control Instructions” on page 6-15. 


The execution of an dcread instruction can cause a data TLB miss exception, at the specified EA, 
regardless of the non-specific intent of that effective address. 


This instruction is considered a “load” with respect to data address compare (DAC) debug exceptions. 
See “Debug Interrupt” on page 10-44. 


Architecture Note 


This instruction is implementation-specific and may not be portable to other implementations. 
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divw RT, RA, RB OE=0, Rc=0 
divw. RT, RA, RB OE=0, Re=1 
divwo RT, RA, RB OE=1, Rc=0 
divwo. RT, RA, RB OE=1, Re=1 


0 21 22 


(RT) < (RA) + (RB) 


6 11 16 


divw 
Divide Word 


31 


The contents of register RA are divided by the contents of register RB. The quotient is placed into 


register RT. 


Both the dividend and the divisor are interpreted as signed integers. The quotient is the unique signed 


integer that satisfies: 


dividend = (quotient x divisor) + remainder 


where the remainder has the same sign as the dividend and its magnitude is less than that of the 


divisor. 


lf an attempt is made to perform (0x8000 0000 + —1) or (n+ 0), the contents of register RT are 
undefined; if the Rc field also contains 1, the contents of CR[CRO]\7, et, Eq are undefined. Either 


invalid division operation sets XER[OV, SO] to 1 if the OE field contains 1. 


Registers Altered 

¢ RT 

© CR[CRO].1, GT, EQ, SO if Re contains 1: 
* XER[OV, SO] if OE contains 1 
Programming Note 


The 32-bit remainder can be calculated using the following sequence of instructions: 


divw RT,RA,RB # RT = quotient 
mullw RT,RT,RB # RT = quotient x divisor 
subf RT,RT,RA # RT = remainder 


The sequence does not calculate correct results for the invalid divide operations. 


Architecture Note 


This instruction is part of the PowerPC User Instruction Set Architecture. 


Preliminary instruction Set 


24-59 


divwu 
Divide Word Unsigned 


divwu RT, RA, RB OE=0, Rc=0 
divwu. RT, RA, RB OE=0, Rc=1 
divwuo RT, RA, RB OE=1, Rc=0 
divwuo. RT, RA, RB OE=1, Rc=1 


6 11 16 


0 21 22 31 


(RT) <— (RA) + (RB) 


The contents of register RA are divided by the contents of register RB. The quotient is placed into 
register RT. 


The dividend and the divisor are interpreted as unsigned integers. The quotient is the unique 
unsigned integer that satisfies: 


dividend = (quotient x divisor) + remainder 
If an attempt is made to perform (n+ 0), the contents of register RT are undefined; if the Re also 
contains 1, the contents of CR[CRO].7, gt, eq are also undefined. The invalid division operation also 
sets XER[OV, SO] to 1 if the OE field contains 1. 
Registers Altered 
e RT 
: CR[CRO]_7, GT, EQ, SO if Rc contains 1 
e XER[OV, SO] if OE contains 1 


Programming Note 


The 32-bit remainder can be calculated using the following sequence of instructions 


divwu RT,RA,RB # RT = quotient 
mullw RT,RT,RB # RT = quotient x divisor 
subf RT,RT,RA # RT = remainder 


This sequence does not calculate the correct result if the divisor is zero. 


Architecture Note 


This instruction is part of the PowerPC User Instruction Set Architecture. 
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eieio 


Enforce In Order Execution of I/O 


eleio 


The eieio instruction ensures that all loads and stores preceding eieio complete with respect to main 
storage before any loads and stores following eieio access main storage. 


If instruction bit 31 contains 1, the contents of CR[CRO] are undefined. 
Registers Altered 

¢ None 

Invalid Instruction Forms 

e Reserved fields 

Programming Note 


Architecturally, eieio orders storage access, not instruction completion. Therefore, non-storage 
operations after eieio could complete before storage operations that were before eieio. The sync 
instruction guarantees ordering of both instruction completion and storage access. For the 
PPC405GP, the eieio instruction is implemented to behave as a sync instruction. 


To write code that is portable between various PowerPC implementations, programmers should use 
the mnemonic that corresponds to the desired behavior. 


Architecture Note 


This instruction is part of the IBM PowerPC Embedded Virtual Environment. 


Preliminary . ‘Instruction Set 24-61 


eqv 


Equivalent 
eqv RA, RS, RB Rc=0 
eqv. RA, RS, RB Re=1 


ae ee ee a ae ee ee ae 
0 6 11 16 21 31 


(RA) — -((RS) ©& (RB)) 


The contents of register RS are XORed with the contents of register RB; the ones complement of the 
result is placed into register RA. 


Registers Altered 
° RA 
° CR[CRO}_r, GT, EQ, SO if Re contains 1 


Architecture Note 


This instruction is part of the PowerPC User Instruction Set Architecture. 
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extsb 
Extend Sign Byte 


extsb RA, RS Rc=0 
extsb. RA, RS Re=1 


0 6 11 16 21 31 


(RA) <— EXTS(RS)24:34 


The least significant byte of register RS is sign-extended to 32 bits by replicating bit 24 of the register 
into bits O through 23 of the result. The result is placed into register RA. 


Registers Altered 
¢ RA 
* CR[CRO]Lr, GT, EQ, SO if Re contains 1 


Invalid Instruction Forms 


e Reserved fields 


Architecture Note 


This instruction is part of the PowerPC User Instruction Set Architecture. 


Preliminary Instruction Set 24-63 


extsh 
Extend Sign Halfword 


extsh RA, RS Rc=0 
extsh. RA, RS Rce=1 


(RA) <- EXTS(RS)46;34 


The least significant halfword of register RS is sign-extended to 32 bits by replicating bit 16 of the 
register into bits 0 through 15 of the result. The result is placed into register RA. 


Registers Altered 


e RA 
* CR[CRO].7, at, Ea, so if Re contains 1 


Invalid Instruction Forms 
e Reserved fields 


Architecture Note 


This instruction is part of the PowerPC User Instruction Set Architecture. 
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icbi 


Instruction Cache Block Invalidate 


icbi RA, RB 


oO | 6 11 16 21 31 
EA < (RA|0) + (RB) 
ICBKEA) 


An effective address (EA) is formed by adding an index to a base address. The index is the contents 
of register RB. The base address is 0 if the RA field is 0 and is the contents of register RA otherwise. 


If the instruction block at the EA is in the instruction cache, the cache block is marked invalid. 
If the instruction block at the EA is not in the instruction cache, no additional operation is performed. 


The operation specified by this instruction is performed whether or not the EA is marked as cachable 
in the ICCR. 


If instruction bit 31 contains 1, the contents of CR[CRO] are undefined. 

Registers Altered 

e None 

Invalid Instruction Forms 

¢ Reserved fields 

Programming Note 

Instruction cache operations use MSR[DR], not MSRI[IR], to determine translation of their operands. 


When data translation is disabled, cachability for the EA of the operand of instruction cache 
operations is determined by the ICCR, not the DCCR. 


Exceptions 


Instruction storage exceptions and instruction-side TLB miss exceptions are associated with 
instruction fetching, not with instruction execution. Exceptions that occur during the execution of 
instruction cache operations cause data-side exceptions (data storage exceptions and data TLB miss 
exceptions). 


This instruction is considered a “load” with respect to data storage exceptions. See “Data Storage 
Interrupt” on page 10-36. 


This instruction is considered a “load” with respect to data address compare (DAC) debug exceptions. 


Architecture Note 


This instruction is part of the IBM PowerPC Embedded Virtual Environment. 


Preliminary Instruction Set 24-65 


icbt 


Instruction Cache Block Touch 


icbt RA, RB 


6 11 16 


0 21 31 


EA< (RAIO) + (RB) 
ICBT(EA) 


An effective address (EA) is formed by adding an index to a base address. The index is the contents 
of register RB. The base address is 0 if the RA field is 0 and is the contents of register RA otherwise. 


If the instruction block at the EA is not in the instruction cache, and is marked as cachable, the 
instruction block is loaded into the instruction cache. 


If the instruction block at the EA is in the instruction cache, or if the EA is marked as non-cachable, no 
operation is performed. 


If instruction bit 31 contains 1, the contents of CR[CRO] are undefined. 


Registers Altered 
¢ None , 


Invalid Instruction Forms 
e Reserved fields 
Programming Notes 


This instruction allows a program to begin a cache block fetch from main storage before the program 
needs the instruction. The program can later branch to the instruction address and fetch the 
instruction from the cache without incurring the latency of a cache miss. 


Instruction cache operations use MSR[DR], not MSR[IR], to determine translation of their operands. 
When data translation is disabled, cachability for the effective address of the operand of instruction 
cache operations is determined by the ICCR, not the DCCR. 


Exceptions 


Instruction storage exceptions and instruction-side TLB miss exceptions are associated with 
instruction fetching, not with instruction execution. Exceptions occurring during execution of 
instruction cache operations cause data storage and data TLB miss exceptions. 


If the execution of an icbt instruction would cause a data TLB miss exception, no operation is 
performed and no exception occurs. 


This instruction is considered a “load” with respect to protection exceptions, but cannot cause data 
storage exceptions. This instruction is also considered a “load” with respect to data address compare 
(DAC) debug exceptions. 


Architecture Note 


This instruction is part of the IBM PowerPC Embedded Operating Environment. 
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iccci 


Instruction Cache Congruence Class invalidate 


0 6 11 16 21 31 
EA < (RAIO) + (RB) 
ICCCKICU cache array) 


This instruction invalidates the entire ICU cache array. The EA is not used; previous implementations 
have used the EA for protection checks. The instruction form is maintained for software and tool 
compatibility. 


Registers Altered 


e None 


Invalid Instruction Forms 

e Reserved fields 

Programming Notes 

Execution of this instruction is privileged. 


This instruction is intended for use in the power-on reset routine to invalidate the entire cache tag 
array before enabling the cache. Cachability can then be enabled. 


Architecture Note 


This instruction is implementation-specific and may not be portable to other implementations. 


Preliminary Instruction Set 24-67 


icread 


Instruction Cache Read 


icread RA, RB 


a ee ee 
6 11 16 


9 
: 21 31 


EA < (RAIO) + (RB) 

if (CCRO[CIS] = 0) A (CCRO[CWS] = 0 
if ((CCRO[CIS] = 0) , (CCRO[CWS] = 1 
if ((CCRO[CIS] = 1) , (CCRO[CWS] = 0 
if (CCRO[CIS] = 1) , (CCRO[CWS] = 1 


then (ICDBDR) < (i-cache data, way A) 
then (ICDBDR) <- (i-cache data, way B) 
then (ICDBDR) < (i-cache tag, way A) 
then (ICDBDR) < (i-cache tag, way B) 


a ws TU 


An effective address (EA) is formed by adding an index to a base address. The index is the contents 
of register RB. The base address is 0 if the RA field is 0 and is the contents of register RA otherwise. 


This instruction is a debugging tool for reading the instruction cache entries for the congruence class 
specified by EA;9.0g. The cache information is read into the Instruction Cache Debug Data Register 
(ICDBDR), from where it can be read into a GPR using the extended mnemonic mficdbdr. 


If CCRO[CIS] = 0, the information is a word of instruction cache data from the addressed line. The 
word is specified by EAo7.09 (EAp-21 and EAgo-31 are ignored). If CCRO[CWS] = 0, the data is from the 
A-way, otherwise from the B-way. 


If (CCRO[CIS] = 1), the information is a cache tag from the addressed congruence class (EAp-5; and 
EAog-33 are ignored). If (CCRO[CWS] = 0), the tag is from the A-way, otherwise from the B-way. 


Instruction cache tag information is placed in the ICDBDR as shown: 


pees [Reed 


Cache Line Valid 


0 Not valid 


1 Valid 
Least Recently Used (LRU) 


0 A-way LRU 
If instruction bit 31 contains 1, the contents of CR[CRO] are undefined. 


1 B-way LRU 


Registers Altered 
¢ ICDBDR 


Invalid Instruction Forms 


e Reserved fields 


Programming Note 


Execution of this instruction is privileged. 
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icread 


Instruction Cache Read 


The instruction pipeline does not automatically wait for data from icread to arrive at the ICDBDR 
before attempting to use the contents of the ICDBDR. Therefore, insert an isync instruction between 
icread and mficdbdr. 


icread r5,r6 # read cache information 
isync # ensure completion of icread 
mficdbdr r7_ # move information to GPR 


Instruction cache operations use MSR[DR], not MSR[IR], to determine translation of their operands. 
When data translation is disabled, cachability for the EA of the operand of instruction cache 
operations is determined by the ICCR, not the DCCR. 


Exceptions 


Instruction storage exceptions and instruction-side TLB miss exceptions are associated with 
instruction fetching, not with instruction execution. Exceptions that occur during the execution of 
instruction cache operations cause data-side exceptions (data storage exceptions and data TLB miss 
exceptions). 


The execution of icread can cause a data TLB miss exception, at the specified EA, regardless of the 
non-specific intent of that EA. 


This instruction is considered a “load” and cannot cause a data storage exception. 


This instruction is considered a “load” with respect to data address compare (DAC) debug exceptions, 
but will not cause DAC debug events. 


Architecture Note 


This instruction is implementation-specific and may not be portable to other implementations. 


Preliminary Instruction Set 24-69 


isync 


Instruction Synchronize 


isync 


The isync instruction is a context synchronizing instruction. 


isync provides an ordering function for the effects of all instructions executed by the processor. 
Executing isync insures that all instructions preceding the isync instruction execute before isyne 
completes, except that storage accesses caused by those instructions need not have completed. 


No subsequent instructions are initiated by the processor until isyne completes. Finally, execution of 
isync causes the processor to discard any prefetched instructions, with the effect that subsequent 
instructions are fetched and executed in the context established by the instructions preceding isync. 


isync has no effect on caches. 

If instruction bit 31 contains 1, the contents of CR[CRO] are undefined. 

Registers Altered 

e¢ None 

Invalid Instruction Forms 

¢ Reserved fields 

Programming Note 

See the discussion of context synchronizing instructions in “Synchronization” on page 3-43. 


The following code example illustrates the necessary steps for self-modifying code. This example 
assumes that addr1 is both data and instruction cachable. 


stw regN, addr1 # data in regN is to become an instruction at addr1 
debst addr1 # forces data from the data cache to memory 
sync # wait until the data actually reaches the memory 
icbi addr1 # the previous value at addri might already be in 
the instruction cache; invalidate in the cache 
isync # the previous value at addr1 might already have been 


pre-fetched into the queue; invalidate the queue 
so that the instruction must be re-fetched 


Architecture Note 


This instruction is part of the IBM PowerPC Embedded Virtual Environment. 
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Ibz 


Load Byte and Zero 


Ibz RT, D(RA) 
0 6 | 16 31 


EA < (RAIO) + EXTS(D) 
(RT) <— 240 Il MS(EA,1) 


An effective address (EA) is formed by adding a displacement to a base address. The displacement is 
obtained by sign-extending the 16-bit D field to 32 bits. The base address is 0 if the RA field is 0 and 
is the contents of register RA otherwise. 


The byte at the EA is extended to 32 bits by concatenating 24 0-bits to its left. The result is placed into 
register RT. 


Registers Altered 
¢ RT 


Architecture Note 


This instruction is part of the PowerPC User Instruction Set Architecture. 


Preliminary Instruction Set 24-71 


Ibzu 


Load Byte and Zero with Update 


Ibzu RT, D(RA) 


6 11 


e 16 31 


EA < (RAIO) + EXTS(D) 
(RA) — EA 
(RT) — 240 Il MS(EA,1) 


An effective address (EA) is formed by adding a displacement to a base address. The displacementis 
obtained by sign-extending the 16-bit D field to 32 bits. The base address is 0 if the RA field is 0 and 
is the contents of register RA otherwise. The EA is placed into register RA. 


The byte at the EA is extended to 32 bits by concatenating 24 0-bits to its left. The result is placed into 
register RT. 


Registers Altered 


Invalid Instruction Forms 
e RA=RT 
e RA=0 


Architecture Note 


This instruction is part of the PowerPC User Instruction Set Architecture. 
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Ibzux 
Load Byte and Zero with Update Indexed 


Ibzux RT, RA, RB 


6 1 16 


0 21 31 


EA < (RAIO) + (RB) 
(RA) <— EA 
(RT) <— 240 Il MS(EA,1) 


An effective address (EA) is formed by adding an index to a base address. The index is the contents 
of register RB. The base address is 0 if the RA field is 0 and is the contents of register RA otherwise. 
The EA is placed into register RA. 


The byte at the EA is extended to 32 bits by concatenating 24 0-bits to its left. The result is placed into 
register RT. 


If instruction bit 31 contains 1, the contents of CR[CRO] are undefined. 


Registers Altered 


Invalid Instruction Forms 


e Reserved fields 
¢ RA=RT 
¢ RA=0 


Architecture Note 


This instruction is part of the PowerPC User Instruction Set Architecture. 


Preliminary Instruction Set 24-73 


Ibzx 
Load Byte and Zero Indexed 


Ibzx RT,RA, RB 


0 6 11 16 21 31 
EA < (RAIO) + (RB) 
(RT) < 240 Il MS(EA,1) 


An effective address (EA) is formed by adding an index to a base address. The index is the contents 
of register RB. The base address is 0 if the RA field is 0 and is the contents of register RA otherwise. 


The byte at the EA is extended to 32 bits by concatenating 24 0-bits to its left. The result is placed into 
register RT. 


If instruction bit 31 contains 1, the contents of CR[CRO] are undefined. 


Registers Altered 
°¢ RT 


Invalid Instruction Forms 
e Reserved fields 


Architecture Note 


This instruction is part of the PowerPC User Instruction Set Architecture. 
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Iha 


Load Halfword Algebraic 


Iha RT, D(RA) 
0 6 11 16 31 


_ EA & (RAIO) + EXTS(D) 
(RT) — EXTS(MS(EA,2)) 


An effective address (EA) is formed by adding a displacement to a base address. The displacement is 
obtained by sign-extending the 16-bit D field to 32 bits. The base address is 0 if the RA field is 0 and 
is the contents of register RA otherwise. 


The halfword at the EA is sign-extended to 32 bits and placed into register RT. 


Registers Altered 
e RT 


Architecture Note 
This instruction is part of the PowerPC User Instruction Set Architecture. 


Preliminary Instruction Set 24-75 


Ihau 
Load Halfword Algebraic with Update 


ihau RT, D(RA) 


6 1 


0 16 31 


EA < (RAIO) + EXTS(D) 
(RA) — EA 
(RT) — EXTS(MS(EA,2)) 


An effective address (EA) is formed by adding a displacement to a base address. The displacement is 
obtained by sign-extending the 16-bit D field to 32 bits. The base address is 0 when the RA field is 0 
and is the contents of register RA otherwise. The EA is placed into register RA. 


The halfword at the EA is sign-extended to 32 bits and placed into register RT. 
Registers Altered 


e RA 
e RT 


Invalid Instruction Forms 
¢ RA=RT 
¢« RA=0 


Architecture Note 


This instruction is part of the PowerPC User Instruction Set Architecture. 
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Ihaux 
Load Halfword Algebraic with Update Indexed 


Ihaux RT, RA, RB 


a a a ee eee 
6 11 16 


0 21 31 


EA < (RAIO) + (RB) 
(RA) <— EA 
(RT) — EXTS(MS(EA,2)) 


An effective address (EA) is formed by adding an index to a base address. The index is the contents 
of register RB. The base address is 0 if the RA field is 0 and is the contents of register RA otherwise. 
The EA is placed into register RA. 


The halfword at the EA is sign-extended to 32 bits and placed into register RT. 


If instruction bit 31 contains 1, the contents of CR[CRO] are undefined. 


Registers Altered 


Invalid Instruction Forms 


¢ Reserved fields 
e RA=RT 
e RA=0 


Architecture Note 


This instruction is part of the PowerPC User Instruction Set Architecture. 


Preliminary Instruction Set 24-77 


Ihax 
Load Halfword Algebraic Indexed 


Ihax RT, RA, RB 


6 11 16 


0 21 31 


EA < (RAIO) + (RB) 
(RT) <— EXTS(MS(EA,2)) 


An effective address (EA) is formed by adding an index to a base address. The index is the contents 
of register RB. The base address is 0 if the RA field is 0 and is the contents of register RA otherwise. 


The halfword at the EA is sign-extended to 32 bits and placed into register RT. 
If instruction bit 31 contains 1, the contents of CR[CRO] are undefined. 
Registers Altered 

e RT 

Invalid Instruction Forms 

¢ Reserved fields 

Architecture Note 


This instruction is part of the PowerPC User Instruction Set Architecture. 
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Ihbrx 


Load Halfword Byte-Reverse Indexed 


Ihbrx RT, RA, RB 


eee eee es ee ee eee 
6 11 16 


0 21 31 


EA — (RAIO) + (RB) 
(RT) — 160 Il MS(EA +1,1) Il MS(EA,1) 


An effective address (EA) is formed by adding an index to a base address. The index is the contents 
of register RB. The base address is 0 if the RA field is 0 and is the contents of register RA otherwise. 


The halfword at the EA is byte-reversed. The resulting halfword is extended to 32 bits by 
concatenating 16 0-bits to its left. The result is placed into register RT. 


If instruction bit 31 contains 1, the contents of CR[CRO] are undefined. 


Registers Altered 
¢ RT 


Invalid Instruction Forms 
e Reserved fields 


Architecture Note 


This instruction is part of the PowerPC User Instruction Set Architecture. 


Preliminary . Instruction Set 24-79 


[hz 


Load Halfword and Zero 


Ihz RT, D(RA) 


6 11 


0 16 31 


EA < (RAIO) + EXTS(D) 
(RT) — 180 Il MS(EA,2) 


An effective address (EA) is formed by adding a displacement to a base address. The displacement is 
obtained by sign-extending the 16-bit D field to 32 bits. The base address is 0 if the RA field is 0 and 
is the contents of register RA otherwise. 


The halfword at the EA is extended to 32 bits by concatenating 16 0-bits to its left. The result is placed 
into register RT. 


Registers Altered 
¢ RT 


Architecture Note 


This instruction is part of the PowerPC User Instruction Set Architecture. 
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Ihzu 
Load Halfword and Zero with Update 


Ihzu RT, D(RA) 
0 6 11 16 31 


EA < (RAIO) + EXTS(D) 
(RA) — EA 
(RT) <— 160 I MS(EA,2) 


An effective address (EA) is formed by adding a displacement to a base address. The displacement is 
obtained by sign-extending the 16-bit D field to 32 bits. The base address is 0 if the RA field is 0 and 
is the contents of register RA otherwise. The EA is placed into register RA. 


The halfword at the EA is extended to 32 bits by concatenating 16 0-bits to its left. The result is placed 
into register RT. 


Registers Altered 

e RA 

e RT 

Invalid Instruction Forms 
¢ RA=RT 

e RA=0 

Architecture Note 


This instruction is part of the PowerPC User Instruction Set Architecture. 


Preliminary Instruction Set 24-81 


Ihzux 
Load Halfword and Zero with Update Indexed 


Ihzux RT, RA, RB 


eae ieee ane eee ee ee eee ey, 
6 11 16 


3 
0 21 31 


EA < (RAIO) + (RB) 
(RA) — EA 
(RT) — 160 Il MS(EA,2) 


An effective address (EA) is formed by adding an index to a base address. The index is the contents 
of register RB. The base address is 0 if the RA field is 0 and is the contents of register RA otherwise. 
The EA is placed into register RA. 


The halfword at the EA is extended to 32 bits by concatenating 16 0-bits to its left. The result is placed 
into register RT. 


If instruction bit 31 contains 1, the contents of CR[CRO] are undefined. 


Registers Altered 


e RA 
¢ RT 


Invalid Instruction Forms 


¢ Reserved fields 
e RA=RT 
e RA=0 


Architecture Note 


This instruction is part of the PowerPC User Instruction Set Architecture. 
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Inzx 


Load Halfword and Zero Indexed 


Ihzx RT, RA, RB 


6 11 16 


0 21 31 


EA < (RAIO) + (RB) 
(AT) <— 10 Il MS(EA,2) 


An effective address (EA) is formed by adding an index to a base address. The index is the contents 
of register RB. The base address is 0 if the RA field is 0 and is the contents of register RA otherwise. 


The halfword at the EA is extended to 32 bits by concatenating 16 0O-bits to its left. The result is placed 
into register RT. 


If instruction bit 31 contains 1, the contents of CRI[CRO] are undefined. 


Registers Altered 
e¢ RT 


Invalid Instruction Forms 
e Reserved fields 


Architecture Note 


This instruction is part of the PowerPC User Instruction Set Architecture. 


Preliminary Instruction Set 24-83 


Imw 
Load Multiple Word 


Imw RT, D(RA) 


6 11 


0 16 31 


EA <— (RAIO) + EXTS(D) 
r — RT 
do while r < 31 
if ((r # RA) v (r = 31)) then 
(GPR(r)) <— MS(EA,4) 
rer+1 
EA <— EA + 4 


An effective address (EA) is formed by adding a displacement to a base address. The displacement is 
obtained by sign-extending the 16-bit D field in the instruction to 32 bits. The base address is 0 if the 
RA field is 0 and is the contents of register RA otherwise. 


A series of consecutive words starting at the EA are loaded into a set of consecutive GPRs, starting 
with register RT and continuing to and including GPR(31). Register RA is not altered by this 
instruction (unless RA is GPR(31), which is an invalid form of this instruction). The word which would 
have been placed into register RA is discarded. 


Registers Altered 
¢ RT through GPR(31). 


Invalid Instruction Forms 
e RAis in the range of registers to be loaded, including the case RA = RT =0. 


Architecture Note 


This instruction is part of the PowerPC User Instruction Set Architecture. 
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iswi 
Load String Word Immediate 


Iswi RT, RA, NB 


mee 
6 44 16 


5 
0 21 "31 


EA < (RAIO) 
if NB = 0 then 
CNT < 32 
else 
CNT <— NB 
n<& CNT 
Reina < ((RT + CEIL(CNT/4) — 1) % 32) 
r< RT -1 
ic 0 
do while n > 0 
if i = O then 
rer+ 
if r = 32 then 
r<¢ oO 
if ((r # RA) v (r= Reinat)) then 
(GPR(r)) < 0 
if ((r = RA) Vv (r = Reina) then 
(GPR(Nj:i+7) — MS(EA,1) 
ici+ 8 
if i = 32 then 
ic 0 
EA <— EA + 1 
nen-1 


An effective address (EA) is determined by the RA field. If the RA field contains 0, the EA is 0. 
Otherwise, the EA is the contents of register RA. 


The NB field specifies the byte count CNT. If the NB field contains 0, the byte count is CNT = 32. 
Otherwise, the byte count is CNT = NB. 


A series of CNT consecutive bytes in main storage, starting at the EA, are loaded into CEIL(CNT/4) 
consecutive GPRs, four bytes per GPR, until the byte count is exhausted. Bytes are loaded into 
GPRes; the byte at the lowest address is loaded into the most significant byte. Bits to the right of the 
last byte loaded into the last GPR are set to 0. 


The set of loaded GPRs starts at register RT, continues consecutively through GPR(31), and wraps to 
register 0, loading until the byte count is exhausted, which occurs in register Re;a_. Register RA is 
not altered (unless RA = Re;naz, an invalid form of this instruction). Bytes which would have been 
loaded into register RA are discarded. 


If instruction bit 31 contains 1, the contents of CR[CRO] are undefined. 


Registers Altered 


¢ RT and subsequent GPRs as described above. 


Preliminary’ Instruction Set 24-85 


iswi 
Load String Word Immediate 


Invalid Instruction Forms 

° Reserved fields 

¢ RA is in the range of registers to be loaded 

¢ RA=RT=0 . 

Architecture Note 

This instruction is part of the PowerPC User Instruction Set Architecture. 
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Iswx 
Load String Word Indexed 


Iswx RT, RA, RB 


6 11 16 


0 21 31 


EA < (RAIO) + (RB) 
CNT <— XERI[TBC] 
n< CNT 
ReINAL << ((RT + CEIL(CNT/4) -— 1) % 32) 
r < RT - 1 
ic 0 
do while n > 0 
if i = O then 
rer+ 
if r = 32 then 
r<0O 
if (((r # RA) A (r 4 RB)) v (r= Renat)) then 
(GPR(r)) < 0 
if (((r # RA) A (r 4 RB)) v (r= Reinat)) then 
(GPR(r);-i47) <- MS(EA,1) 
ic i+8 
‘if i = 32 then 
ic 0 
EA <— EA + 1 
nen-1 


An effective address (EA) is formed by adding an index to a base address. The index is the contents 
of register RB. The base address is 0 if the RA field is 0 and is the contents of register RA otherwise. 


A byte count CNT is obtained from XER[TBC]. 


A series of CNT consecutive bytes in main storage, starting at the EA, are loaded into CEIL(CNT/4) 
consecutive GPRs, four bytes per GPR, until the byte count is exhausted. Bytes are loaded into 
GPRs; the byte having the lowest address is loaded into the most significant byte. Bits to the right of 
the last byte loaded in the last GPR used are set to 0. 


The set of consecutive GPRs loaded starts at register RT, continues through GPR(31), and wraps to 
register 0, loading until the byte count is exhausted, which occurs in register Rejja_. Register RA is 
not altered (unless RA = Reinaz, which is an invalid form of this instruction). Register RB is not altered 
(unless RB = Reinac, which is an invalid form of this instruction). Bytes which would have been loaded 
into registers RA or RB are discarded. 


If XER[TBC] is 0, the byte count is 0 and the contents of register RT are undefined. 
If instruction bit 31 contains 1, the contents of CR[CRO] are undefined. 


Registers Altered 


e RT and subsequent GPRs as described above. 


Preliminary Instruction Set 24-87 


Iswx 
Load String Word Indexed 


Invalid Instruction Forms 

¢ Reserved fields 

¢ RAor RB is in the range of registers to be loaded. 

¢ RA=RT=0 | 

Programming Note 

If XER[TBC] = 0, the contents of register RT are unchanged and Iswx is treated as a no-op. 


The PowerPC Architecture states that, if XER[TBC] = 0 and if the EA is such that a precise data 
exception would normally occur (if not for the zero length), Iswx is treated as a no-op and the precise 
exception will not occur. Data storage exceptions and alignment exceptions are examples of precise 
data exceptions. 


However, the PowerPC Architecture makes no statement regarding imprecise exceptions related to 
Iswx with XER[TBC] = 0. The PPC405GP generates an imprecise exception (machine check) on this 
instruction when all of the following conditions are true: 

* The instruction passes all protection bounds checking 

¢ The address is cachable 

¢ The address is passed to the data cache 

e The address misses in the data cache (resulting in a line fill request) 

¢ The address encounters some form of bus error 


Architecture Note 


This instruction is part of the PowerPC User Instruction Set Architecture. 
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Ilwarx 


Load Word and Reserve Indexed 


Iwarx . RT, RA, RB 


6 11 16 


0 21 31 


EA < (RAIO) + (RB) 
RESERVE < 1 
(RT) <— MS(EA,4) 


An effective address (EA) is formed by adding an index to a base address. The index is the contents 
of register RB. The base address is 0 if the RA field is 0 and is the contents of register RA otherwise. 


The word at the EA is placed into register RT. 

If instruction bit 31 contains 1, the contents of CR[CRO] are undefined. 
Execution of the Iwarx instruction sets the reservation bit. 

Registers Altered 

¢ RT 

Invalid Instruction Forms 

e Reserved fields 

Programming Note 


Iwarx and the stwex. instruction should paired in a loop, as shown in the following example, to create 
the effect of an atomic operation to a memory area used as a semaphore between asynchronous 
processes. Only Iwarx can set the reservation bit to 1. stwex. sets the reservation bit to 0 upon its 
completion, whether or not stwex. sent (RS) to memory. CR[CRO]eq must be examined to determine 
whether (RS) was sent to memory. 


loop: lwarx # read the semaphore from memory; set reservation 
“alter” # change the semaphore bits in register as required 
stwex. # attempt to store semaphore; reset reservation 

bne loop #an asynchronous process has intervened; try again 


If the asynchronous process in the code example had paired Ilwarx with a store other than stwex., the 
reservation bit would not have been cleared in the asynchronous process, and the code example 
would have overwritten the semaphore. 


Exceptions 
An alignment exception occurs if the EA is not word-aligned. 


Architecture Note 


This instruction is part of the PowerPC User Instruction Set Architecture. 


Preliminary Instruction Set 24-89 


Iwbrx 
Load Word Byte-Reverse Indexed 


Iwbrx RT, RA, RB 


6 11 16 


0 21 31 


EA < (RAIO) + (RB) 
(RT) <— MS(EA+3,1) || MS(EA+2,1) |} MS(EA+1,1) || MS(EA,1) 


An effective address (EA) is formed by adding an index to a base address. The index is the contents 
of register RB. The base address is 0 if the RA field is 0 and is the contents of register RA otherwise. 


The word at the EA is byte-reversed: the least significant byte becomes the most significant byte, the 
next least significant byte becomes the next most significant byte, and so on. The resulting word is 
placed into register RT. 


If instruction bit 31 contains 1, the contents of CR[CRO] are undefined. 


Registers Altered 
e RT 
Invalid Instruction Forms 


¢ Reserved fields 


Architecture Note 


This instruction is part of the PowerPC User Instruction Set Architecture. 
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lwz 
Load Word and Zero 


lwz RT, D(RA) 


6 11 


0 16 31 


EA < (RAIO) + EXTS(D) 
(RT) <— MS(EA,4) 


An effective address (EA) is formed by adding a displacement to a base address. The displacement is 
obtained by sign-extending the 16-bit D field to 32 bits. The base address is 0 if the RA field is 0 and 
is the contents of register RA otherwise. 


The word at the EA is placed into register RT. 


Registers Altered 
e RT 


Architecture Note 


This instruction is part of the PowerPC User Instruction Set Architecture. 


Preliminary Instruction Set 24-91 


lwzu 
Load Word and Zero with Update 


lwzu RT, D(RA) 


6 1 


0 16 31 


EA <— (RAIO) + EXTS(D) 
(RA) — EA 
(RT) — MS(EA,4) 


An effective address (EA) is formed by adding a displacement to a base address. The displacement is 
obtained by sign-extending the 16-bit D field to 32 bits. The base address is 0 if the RA field is 0 and 
is the contents of register RA otherwise. The EA is placed into register RA. 


The word at the EA is placed into register RT. 
Registers Altered 


Invalid Instruction Forms 
¢ RA=RT 
¢ RA=0 


Architecture Note 


This instruction is part of the PowerPC User Instruction Set Architecture. 
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Ilwzux 
Load Word and Zero with Update Indexed 


Iwzux RT, RA, RB 


6 11 16 


0 21 31 


EA < (RAIO) + (RB) 
(RA) <— EA 
(RT) — MS(EA,4) 


An effective address (EA) is formed by adding an index to a base address. The index is the contents 
of register RB. The base address is 0 if the RA field is 0 and is the contents of register RA otherwise. 
The EA is placed into register RA. 


The word at the EA is placed into register RT. 
If instruction bit 31 contains 1, the contents of CR[CRO] are undefined. 
Registers Altered 


° RA 
¢ RT 


Invalid Instruction Forms 


« Reserved fields 
® RA=RT 
e RA=0 


Architecture Note 


This instruction is part of the PowerPC. User Instruction Set Architecture. 


Preliminary Instruction Set 24-93 


Iwzx 
Load Word and Zero Indexed 


lwzx RT, RA, RB 


eae ee a ee ee ee 
6 11 16 21 


0 31 


EA < (RAIO) + (RB) 
(RT) — MS(EA,4) 


An effective address (EA) is formed by adding an index to a base address. The index is the contents 
of register RB. The base address is 0 if the RA field is 0 and is the contents of register RA otherwise. 


The word at the EA is placed into register RT. 

If instruction bit 31 contains 1, the contents of CR[CRO] are undefined. 
Registers Altered 

e RT 

Invalid Instruction Forms 

¢ Reserved fields 


Architecture Note 


This instruction is part of the PowerPC User Instruction Set Architecture. 
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macchw RT, RA, RB 
macchw. RT, RA, RB 
macchwo RT, RA, RB 
macchwo. RT, RA, RB 


macchw 


Multiply Accumulate Cross Halfword to Word Modulo Signed 


OE=0, Rc=0 
OE=0, Re=1 
OE=1, Rc=0 
OE=1, Rc=1 


fie te 4 es eee 


0 


prodo:31 < (RA)16:31 X (RB)o-15 signed 


tempo-32 < prodg.3; + (RT) 
(RT) <— tempy.30 


6 11 16 


31 


The low-order halfword of RA is multiplied by the high-order halfword of RB. The signed product is 
summed with the contents of RT and the sum is stored in a 33-bit temporary register. The contents of 


RT are replaced by the low-order 32 bits of the temporary register. 


Registers Altered 
e RT 


e CR[CRO].7. GT, EQ, SO if Re contains 1 
e XER[SO, OV] if OE contains 1 


Architecture Note 


This instruction is part of the Multiply-Accumulate instruction set extensions and complies with the 
architectural requirements for APUs of the IBM PowerPC Embedded Environment. As such, it is not 


part of the PowerPC Architecture, nor is it part of the IBM PowerPC Embedded Environment. 


Programs that use this instruction may not be portable to other implementations. 


Preliminary 


Instruction Set 


24-95 


macchws 
Multiply Accumulate Cross Halfword to Word Saturate Signed 


macchws RT, RA, RB '" OE=0, Rc=0 
macchws. RT, RA, RB OE=0, Rc=1 
macchwso RT, RA, RB OE=1, Rc=0 
macchwso. ‘RT, RA, RB OE=1, Rce=1 


6 11 16 


0 21 22 31 


prodo.31 < (RA)16.31 X (RB)o:15 signed 

tempo:32 < prodg.31 + (RT) 

if ((prodg = RTg) A (RTo # tempy)) then (RT) < (RTo || °'(4RTo)) 
else (RT) < tempy.30 


The low-order halfword of RA is multiplied by the high-order halfword of RB. The signed product is 
summed with the contents of RT and the sum is stored in a 33-bit temporary register. 


If a result does not overflow, the low-order 32 bits of the temporary register are stored in RT. 


If a result overflows, the returned result is the nearest representable value. Thus, if a result is less _ 
than 2, the value stored in RT is -23". Likewise, if a result is greater than 2°" - 1, the value stored 
in RT is 2°' — 1. 


Registers Altered 


°¢ RT 
* CRI[CRO]Lr, ct, ca, so if Re contains 1 
¢ XER[SO, OV] if OE contains 1 


Architecture Note 


This instruction is part of the Multiply-Accumulate instruction set extensions and complies with the 
architectural requirements for APUs of the IBM PowerPC Embedded Environment. As such, it is not 
part of the PowerPC Architecture, nor is it part of the IBM PowerPC Embedded Environment. 
Programs that use this instruction may not be portable to other implementations. 
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macchwsu 
Multiply Accumulate Cross Halfword to Word Saturate Unsigned 


macchwsu RT, RA, RB OE=0, Rc=0 
macchwsu. ‘RT, RA, RB OE=0, Rc=1 
macchwsuo_ ART, RA, RB OE=1, Rc=0 
macchwsuo. RT, RA, RB OE=1, Rc=1 


6 11 16 


0 21 22 31 


prod:31 < (RA) 46:31 X (RB)o.45 unsigned 
tempo.32 < prodp-3; + (RT) 
(RT) < (tempy.32 v 92tempo) 


The low-order halfword of RA is multiplied by the high-order halfword of RB. The unsigned product is 
summed with the contents of RT and the sum is stored in a 33-bit temporary register. 


If a result does not overflow, the low-order 32 bits of the temporary register are stored in RT. 


If a result overflows, the returned result is the nearest representable value. Thus, if a result is greater 
than 2° — 1, the value stored in RT is 29 — 1. 

Registers Altered 

e RT 

© CR[CRO]_7, GT, EQ, SO if Re contains 1 

e XER[SO, OV] if OE contains 1 


Architecture Note 


This instruction is part of the Multiply-Accumulate instruction set extensions and complies with the 
architectural requirements for APUs of the IBM PowerPC Embedded Environment. As such, it is not 
part of the PowerPC Architecture, nor is it part of the IBM PowerPC Embedded Environment. 
Programs that use this instruction may not be portable to other implementations. 


Preliminary Instruction Set 24-97 


macchwu 
Multiply Accumulate Cross Halfword to Word Modulo Unsigned 


macchwu RT, RA, RB OE=0, Rc=0 
macchwu. RT, RA, RB OE=0, Re=1 
macchwuo_~ AT, RA, RB OE=1, Rce=0 
macchwuo. ‘RT, RA, RB OE=1, Re=1 


6 11 16 


0 21 22 31 


prodo.31 <— (RA)16:31 X (RB)o.15 unsigned 
tempo-32 < prodg.31 + (RT) 
(RT) <— tempy.32 
The low-order halfword of RA is multiplied by the high-order halfword of RB. The unsigned product is 


summed with the contents of RT and the sum is stored in a 33-bit temporary register. The contents of 
RT are replaced by the low-order 32 bits of the temporary register. 


Registers Altered 
e RT 


. CR[CRO]_r, GT, EQ, SO if Re contains 1 
¢ XER[SO, OV] if OE contains 1 


Architecture Note 


_ This instruction is part of the Multiply-Accumulate instruction set extensions and complies with the 
architectural requirements for APUs of the IBM PowerPC Embedded Environment. As such, it is not 
part of the PowerPC Architecture, nor is it part of the IBM PowerPC Embedded Environment. 
Programs that use this instruction may not be portable to other implementations. 
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machhw RT, RA, RB 
machhw. RT, RA, RB 
machhwo RT, RA, RB 
machhwo. RT, RA, RB 


machhw 


Multiply Accumulate High Halfword to Word Modulo Signed 


OE=0, Rc=0 
OE=0, Rc=1 
OE=1, Re=0 
OE=1, Re=1 


0 


prodo:31 < (RA)o-15 X (RB)o.15 signed 


tempo-:32 <— prodo.31 + (RT) 
(RT) <— tempy.30 


6 11 16 


31 


The high-order halfword of RA is multiplied by the high-order halfword of RB. The signed product is 
summed with the contents of RT and the sum is stored in a 33-bit temporary register. The contents of 


RT are replaced by the low-order 32 bits of the temporary register. 


Registers Altered 
e¢ RT 


* CRICROIt, at, ca, so if Re contains 1 
¢ XER[SO, OV] if OE contains 1 


Architecture Note 


This instruction is part of the Multiply-Accumulate instruction set extensions and complies with the 
architectural requirements for APUs of the IBM PowerPC Embedded Environment. As such, it is not 


part of the PowerPC Architecture, nor is it part of the IBM PowerPC Embedded Environment. 


Programs that use this instruction may not be portable to other implementations. 


Preliminary 


Instruction Set 


24-99 


machhws 
Multiply Accumulate High Halfword to Word Saturate Signed 


machhws RT, RA, RB OE=0, Rc=0 
machhws. RT, RA, RB OE=0, Rce=1 
machhwso __ RAT, RA, RB OE=1, Rc=0 
machhwso. RT, RA, RB OE=1, Rc=1 


6 11 16 


0 | 21 22 31 


prody.31 <— (RA)o.15 X (RB)o.45 signed 

tempo-32 <— prodg.31 + (RT) 

if ((prodg = RT) A (RT # temp,)) then (RT) <— (RTo || °'(4RTo)) 
else (RT) <— tempy.30 


The high-order halfword of RA is multiplied by the high-order halfword of RB. The signed product is 
summed with the contents of RT and the sum is stored in a 33-bit temporary register. 


If a result does not overflow, the low-order 32 bits of the temporary register are stored in RT. 


If a result overflows, the returned result is the nearest representable value. Thus, if a result is less 
than -2°", the value stored in RT is -2°". Likewise, if a result is greater than 2°" — 1, the value stored 
in RT is 297 — 1. 


Registers Altered 


¢ RT 
* CR[CRO],7, GT, EQ, SO if Re contains 1 
¢ XER[SO, OV] if OE contains 1 


Architecture Note 


This instruction is part of the Multiply-Accumulate instruction set extensions and complies with the 
architectural requirements for APUs of the IBM PowerPC Embedded Environment. As such, it is not 
part of the PowerPC Architecture, nor is it part of the IBM PowerPC Embedded Environment. 
Programs that use this instruction may not be portable to other implementations. 
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| machhwsu 
Multiply Accumulate High Halfword to Word Saturate Unsigned 


machhwsu _ RT, RA, RB OE=0, Rc=0 
machhwsu. _ RT, RA, RB OE=0, Rce=1 
machhwsuo_ ART, RA, RB OE=1, Rc=0 
machhwsuo. RT, RA, RB OE=1, Rc=1 


ee, ae (ee ees ee | 
6 11 16 


0 21 22 31 


prodg.31 < (RA)o.15 X (RB)o:15 unsigned 

tempo;32 < prodo,31 + (RT) 

(RT) & (temp,.30 Vv 32tempo) 
The high-order halfword of RA is multiplied by the high-order halfword of RB. The unsigned product is 
summed with the contents of RT and the sum is stored in a 33-bit temporary register. 
If a result does not overflow, the low-order 32 bits of the temporary register are stored in RT. 


If a result overflows, the returned result is the nearest representable value. Thus, if a result is greater 
than 292 — 1, the value stored in RT is 222 - 1. 

Registers Altered 

e¢ RT 

* CRI[CRO].t7, ct, ca, so if Re contains 1 

¢ XER[SO, OV] if OE contains 1 


Architecture Note 


This instruction is part of the Multiply-Accumulate instruction set extensions and complies with the 
architectural requirements for APUs of the IBM PowerPC Embedded Environment. As such, it is not 
part of the PowerPC Architecture, nor is it part of the IBM PowerPC Embedded Environment. 
Programs that use this instruction may not be portable to other implementations. 


Preliminary Instruction Set 24-101 


machhwu 
Multiply Accumulate High Halfword to Word Modulo Unsigned 


machhwu RT, RA, RB OE=0, Rc=0 
machhwu. RT, RA, RB OE=0, Rc=1 
machhwuo __ RAT, RA, RB OE=1, Rc=0 
machhwuo. _ AT, RA, RB OE=1, Rce=1 


6 im 16 


0 21 22 31 


prodg.3; <— (RA)o-15 x (RB)o.45 unsigned 
tempo.32 <— prodo.3; + (RT) 
(RT) <— tempy.32 
The high-order halfword of RA is multiplied by the high-order halfword of RB. The unsigned product is 


summed with the contents of RT and the sum is stored in a 33-bit temporary register. The contents of 
RT are replaced by the low-order 32 bits of the temporary register. 


Registers Altered 

°¢ RT 

¢ CRI[CRO]L1, ct, Ea, so if Re contains 1 
¢ XER[SO, OV] if OE contains 1 


Architecture Note 


This instruction is part of the Multiply-Accumulate instruction set extensions and complies with the 
architectural requirements for APUs of the IBM PowerPC Embedded Environment. As such, it is not 
part of the PowerPC Architecture, nor is it part of the IBM PowerPC Embedded Environment. 
Programs that use this instruction may not be portable to other implementations. 
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maclhw RT, RA, RB 
maclhw. RT, RA, RB 
maclhwo RT, RA, RB 
maclhwo. RT, RA, RB 


maclhw 


Multiply Accumulate Low Halfword to Word Modulo Signed 


OE=0, Rc=0 
OE=0, Rc=1 
OE=1, Rc=0 
OE=1, Rce=1 


0 


prodg-31 < (RA)16:31 X (RB)16:31 signed 


tempo:32 < prodg.3; + (RT) 
(RT) — tempy.30 


6 11 16 


31 


The low-order halfword of RA is multiplied by the low-order halfword of RB. The signed product is 
summed with the contents of RT and the sum is stored in a 33-bit temporary register. The contents of 


RT are replaced by the low-order 32 bits of the temporary register. 


Registers Altered 
e RT 


¢ CR[CRO]t at, ca, so if Re contains 1 
¢ XER[SO, OV] if OE contains 1 


Architecture Note 


This instruction is part of the Multiply-Accumulate instruction set extensions and complies with the 
architectural requirements for APUs of the IBM PowerPC Embedded Environment. As such, it is not 


part of the PowerPC Architecture, nor is it part of the IBM PowerPC Embedded Environment. 


Programs that use this instruction may not be portable to other implementations. 


Preliminary 


Instruction Set 


24-103 


macihws 
Multiply Accumulate Low Halfword to Word Saturate Signed 


maclhws RT, RA, RB OE=0, Rc=0 
maclhws. RT, RA, RB OE=0, Rce=1 
maclhwso RT, RA, RB OE=1, Rc=0 
maclhwso. RT, RA, RB OE=1, Re=1 


6 11 16 


0 21 22 31 


prodg-31 < (RA)16:31 X (RB)46:31 signed 

tempo,32 < prodo,3; + (RT) 

if ((prodg = RT) A (RTo # tempy)) then (RT) < (RTo [| °"(-RTo)) 
else (RT) <— tempy.go 


The low-order halfword of RA is multiplied by the low-order:halfword of RB. The signed product is 
summed with the contents of RT and the sum is stored in a 33-bit temporary register. 


If a result does not overflow, the low-order 32 bits of the temporary register are stored in RT. 


If a result overflows, the returned result is the nearest representable value. Thus, if a result is less 
than -25' the value stored in RT is -2°". Likewise, if a result is greater than 2°" ~ 1, the value stored 
in RT is 231 — 4, 

Registers Altered 

e RT 

. CR[CRO].7, GT, EQ, SO if Re contains 1 

e XER[SO, OV] if OE contains 1 


Architecture Note 


This instruction is part of the Multiply-Accumulate instruction set extensions and complies with the 
architectural requirements for APUs of the IBM PowerPC Embedded Environment. As such, it is not 
part of the PowerPC Architecture, nor is it part of the IBM PowerPC Embedded Environment. 
Programs that use this instruction may not be portable to other implementations. 
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maclhwsu 
Multiply Accumulate Low Halfword to Word Saturate Unsigned 


maclhwsu RT, RA, RB OE=0, Rce=0 
maclhwsu. RT, RA, RB OE=0, Re=1 
macilhwsuo RT,RA,RB © OE=1, Rc=0 
maclhwsuo. RT, RA, RB OE=1, Re=1 


6 11 16 


0 21 22 31 


prodg-31 < (RA)16:31 X (RB) 16:31 unsigned 

temPpo;32 < prodg:31 + (RT) 

(RT) < (tempy.go Vv 9tempg) 
The low-order halfword of RA is multiplied by the low-order halfword of RB. The unsigned product is 
summed with the contents of RT and the sum is stored in a 33-bit temporary register. 
If a result does not overflow, the low-order 32 bits of the temporary register are stored in RT. 


If a result overflows, the returned result is the nearest representable value. Thus, if a result is greater 
than 2°? — 1, the value stored in RT is 2°? - 1. 

Registers Altered 

e« RT 

. CR[CRO]_1, GT, EQ, SO if Re contains 1 

¢ XER[SO, OV] if OE contains 1 


Architecture Note 


This instruction is part of the Multiply-Accumulate instruction set extensions and complies with the 
architectural requirements for APUs of the IBM PowerPC Embedded Environment. As such, it is not 
part of the PowerPC Architecture, nor is it part of the IBM PowerPC Embedded Environment. 
Programs that use this instruction may not be portable to other implementations. 
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maclhwu 
Multiply Accumulate Low Halfword to Word Modulo Unsigned 


maclhwu RT, RA, RB OE=0, Rc=0 
maclhwu. RT, RA, RB OE=0, Rc=1 
maclhwuo RT, RA, RB OE=1, Rc=0 
maclhwuo. RT, RA, RB OE=1, Rce=1 


6 11 16 


0 21 22 31 


prodo.31 < (RA)16:31 X (RB)16.31 unsigned 
tempo.32 < prodg.3; + (RT) 
(RT) <— tempy.g2 
The low-order halfword of RA is multiplied by the low-order halfword of RB. The unsigned product is 


summed with the contents of RT and the sum is stored in a 33-bit temporary register. The contents of 
RT are replaced by the low-order 32 bits of the temporary register. 


Registers Altered 

e RT 

bd CR[CRO]L1, GT, EQ, SO if Re contains 1 
¢ XER[SO, OV] if OE contains 1 


Architecture Note 


This instruction is part of the Multiply-Accumulate instruction set extensions and complies with the 
architectural requirements for APUs of the IBM PowerPC Embedded Environment. As such, it is not 
part of the PowerPC Architecture, nor is it part of the IBM PowerPC Embedded Environment. 
Programs that use this instruction may not be portable to other implementations. 
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merf 


Move Condition Register Field 


merf BF, BFA 
PR 
0 6 9 11 14 21 31 
m< BFA 
n <— BF 


(CR[CRn]) <— (CR[CRm)) 


The contents of the CR field specified by the BFA field are placed into the CR field specified by the BF 
field. 


Registers Altered 
¢ CR[CRn] where nis specified by the BF field. 


Invalid Instruction Forms 
¢ Reserved fields 


Architecture Note 


This instruction is part of the PowerPC User Instruction Set Architecture. 


Preliminary Instruction Set 24-107 


mecerxr 
Move to Condition Register from XER 


merxr BF 


“n<€&BF 
(CR[CRn]) <— XERp-3 
XERo-3 & 40 


The contents of XERp-3 are placed into the CR field specified by the BF field. XERo.3 are then set to 0. 


This transfer is positional, by bit number, so the mnemonics associated with each.bit are changed. 
See Table 24-18 for clarification. 


Table 24-18. Transfer Bit Mnemonic Assignment 


ina a I XER Usage CR Usage 


If instruction bit 31 contains 1, the contents of CR[CRO] are undefined. 


Registers Altered 


¢ CR[CRn] where nis specified by the BF field. 
e XER[SO, OV, CA] 


Invalid Instruction Forms 
e Reserved fields 


Architecture Note 


This instruction is part of the PowerPC User Instruction Set Architecture. 
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micr 


Move From Condition Register 


mfcr RT 


(RT) < (CR) 
The contents of the CR are placed into register RT. 
If instruction bit 31 contains 1, the contents of CR[CRO] are undefined. 
Registers Altered 
¢ RT 
Invalid Instruction Forms 
e Reserved fields 
Architecture Note 


This instruction is part of the PowerPC User Instruction Set Architecture. 


Preliminary Instruction Set 24-109 


mfdcr 


Move from Device Control! Register 


mfdcr RT, DCRN 


DCRN < DCPFs.9 || DCRFo.4 
(RT) < (DCR(DCRN)) 


The contents of the DCR specified by the DCRF field are placed into register RT. 
If instruction bit 31 contains 1, the contents of CR[CRO] are undefined. 
Registers Altered 

¢ RT 


Invalid Instruction Forms 


¢ Reserved fields 
e Invalid DCRF values 


Programming Note 
Execution of this instruction is privileged. 


The DCR number (DCRN) specified in the assembler language coding of mfdcr refers to a DCR 
number. The assembler handles the unusual register number encoding to generate the DCRF field. 


Architecture Note 


This instruction is implementation-specific and may not be portable to other implementations. 
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mfmsr 


Move From Machine State Register 


mfmsr RT 


(RT) < (MSR) 
The contents of the MSR are placed into register RT. 
If instruction bit 31 contains 1, the contents of CR[CRO] are undefined. 
Registers Altered 
e RT 
Invalid Instruction Forms 
¢ Reserved fields 
Programming Note 
Execution of this instruction is privileged. 
Architecture Note 
This instruction is part of the BM PowerPC Embedded Operating Environment. 


Preliminary Instruction Set 24-111 


mfspr 


Move From Special Purpose Register 


‘mfspr RT, SPRN 


SPRN < SPRFs.9 || SPRFo-4 
(RT) <— (SPR(SPRN)) 


The contents of the SPR specified by the SPRF field are placed into register RT. See “Special 
Purpose Registers” on page 25-1 for a listing of SPR mnemonics and corresponding SPRN and 
SPRF values. 


If instruction bit 31 contains 1, the contents of CR[CRO] are undefined. 
Registers Altered 
e RT 


Invalid Instruction Forms 


e Reserved fields 
e Invalid SPRF values 


Programming Note 


Execution of this instruction is privileged if instruction bit 11 contains 1. See “Privileged Mode 
Operation” on page 3-41. 


The SPR number (SPRN) specified in the assembler language coding of mfspr refers to an SPR 
number (see “Special Purpose Registers” on page 25-1 for a list of SPRN values). The assembler 
handles the unusual register number encoding to generate the SPRF field. Also, see “Privileged 
SPRs’” on page 3-42 for information about privileged SPRs. 


Architecture Note 


This instruction is part of the PowerPC User Instruction Set Architecture. 
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mfccrO 
mfctr 
mfdac1 
mfdac2 
mfdear 
mfdbcr0 
mfdber1 
mfdbsr 
mfdccr 
mfdewr 
mfdvct 
mfdvc2 
mfesr 
mfevpr 
mfiact 
mfiac2 
mfiac3 
mfiac4 
mficer 
mficdbdr 
mflr 
mfpid 
mfpit 
mfpvr 
mfsgr 
mfsler 
mfsprg0 
mfsprg1 
mfsprg2 
mfsprg3 
mfsprg4 
mfsprg5 
mfsprg6 
mfsprg7 
mfsrr0 
mfsrr1 
mfsrr2 
mfsrr3 
mfsuOr 
mftcr 
mftsr 
mfxer 
mfzpr 


mfspr 


Move From Special Purpose Register 


Table 24-19. Extended Mnemonics for mfspr 


Other 
Registers 


Operands Changed 


RT Move from special purpose register SPRN. 
Extended mnemonic for 
mfspr RT,SPRN 


See “Special Purpose Registers” on page 25-1 
for a list of valid SPRN values. 
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mftb 


Move From Time Base 


mftb RT, TBRN 


ea a eee en eee a | 


TBRN < TBRF5.9 | TBRFo.-4 
(RT) < (TBR(TBRN)) 


The contents of the time base register (TBR) specified by the TBRF field are placed into register RT. 
The following table lists the TBRN and TBRF values. 
Table 24-20. Extended Mnemonics for mftb 


TBRN 
Register 
Mnemonic Register Name | Hex | TBRF 


ee a eo 


lf TBRN is a value other than those listed in the table, the results are boundedly undefined. 


Registers Altered 
e RT 
Invalid Instruction Forms 


e Reserved fields 
¢ Invalid TBRF values 


Programming Notes 


The mnemonic mftb serves as both a hardware mnemonic and an extended mnemonic. The 
assembler recognizes an mftb mnemonic having two operands as the hardware form; an mftb 
mnemonic having one operand is recognized as the extended form. 


The TBR number (TBRN) specified in the assembler language coding of the mftb instruction refers to 
a TBR number listed in the preceding table. The assembler handles the unusual register number 
encoding to generate the TBRF field. 


24-114 |= PPC405GP User’s Manual Preliminary 


mftb 


Move From Time Base 
Architecture Note 
This instruction is part of the IBM PowerPC Embedded Virtual Environment. 


Table 24-21. Extended Mnemonics for mftb 


Other Registers 
Operands Altered 


Move the contents of TBL into RT. 
Extended mnemonic for 
mftb RT, TBL 


Move the contents of TBU into RT. 
Extended mnemonic for 
mftb RT, TBU 


Preliminary Instruction Set 24-115 


mitcrf 


Move to Condition Register Fields 


mterf FXM, RS 


11 12 20 21 31 


mask <~ 4(FXMo) || 4(FXMy) |]... I] 4(FXMg) || “(FXMz7) 
(CR) <— ((RS) A mask) v ((CR) A —mask) 


Some or all of the contents of register RS are placed into the CR as specified by the FXM field. 


Each bit in the FXM field controls the copying of 4 bits in register RS into the corresponding bits in the 
CR. The correspondence between the bits in the FXM field and the bit copying operation is shown in 
the following table: 


FXM Bit Bits 
Number Controlled 


If instruction bit 31 contains 1, the contents of CR[CRO] are undefined. 


Registers Altered 
¢ CR 


Invalid Instruction Forms 


¢ Reserved fields 


Architecture Note 
This instruction is part of the PowerPC User Instruction Set Architecture. 


Table 24-22, Extended Mnemonics for mterf 


Other Registers 
Operands Altered 
RS | Move to CR. 
Extended mnemonic for 
mtcrf OxFF,RS 
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mtdcr 


Move To Device Control Register 


mtder DCRN, RS 


DCRN < DCRFs.9 Il DCRFo.4 
(DCR(DCRN)) <— (RS) 


The contents of register RS are placed into the DCR specified by the DCRF field. 
If instruction bit 31 contains 1, the contents of CR[CRO] are undefined. 
Registers Altered 

e DCR(DCRN) 


Invalid Instruction Forms 


« Reserved fields 
e Invalid DCRF values 


Programming Note 
Execution of this instruction is privileged. 


The DCR number (DCRN) specified in the assembler language coding of mtdcr refers to a DCR 
number. The assembler handles the unusual register number encoding to generate the DCRF field. 


Architecture Note 


This instruction is implementation-specific and may not be portable to other implementations. 


Preliminary Instruction Set 24-117 


mitmsr 


Move To Machine State Register 


mtmsr RS 


(MSR) < (RS) 


The contents of register RS are placed into the MSR. 


If instruction bit 31 contains 1, the contents of CR[CRO] are undefined. 


Registers Altered 
e MSR 


Invalid Instruction Forms 
e Reserved fields 


Programming Note 
The mtmsr instruction is privileged and execution synchronizing. 


Architecture Note 


This instruction is part of the IBM PowerPC Embedded Operating Environment. 
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mtspr 


Move To Special Purpose Register _ 


mtspr SPRN, RS 


SPRN < SPRFs.9 || SPRFo.4 
(SPR(SPRN)) < (RS) 


The contents of register RS are placed into register RT. See “Special Purpose Registers” on 
page 25-1 for a listing of SPR mnemonics and corresponding SPRN and SPREF values. 


lf instruction bit 31 contains 1, the contents of CR[CRO] are undefined. 
Registers Altered 
¢ SPR(SPRN) 


Invalid Instruction Forms 


e Reserved fields 
e Invalid SPRF values 


Programming Note 


Execution of this instruction is privileged if instruction bit 11 is a 1. See “Privileged SPRs” on 
page 3-42 for more information. 


The SPR number (SPRN) specified in the assembler language coding of the mtspr instruction refers 
to an SPR number (see “Special Purpose Registers” on page 25-1 for a list of SPRN values). The 
assembler handles the unusual register number encoding to generate the SPRF field. 


Architecture Note 


This instruction is part of the PowerPC User Instruction Set Architecture. 


Preliminary Instruction Set 24-119 


mtspr 


Move To Special Purpose Register - 


Table 24-23. Extended Mnemonics for mtspr 


Other Registers 
Operands Altered 


mtccrO Move to special purpose register SPRN. 
mtctr Extended mnemonic for 
mtdac1 mtspr SPRN,RS 
mtdac2 
mtdbcr0 See “Special Purpose Registers” on page 25-1 
mtdber1 for a list of valid SPRN values. 
mtdbsr 
mtdccr 
mtdewr 
mtdear 
mtdvc1 
mtdvc2 
mtesr 
mtevpr 
mtiac1 
mtiac2 
mtlac3 
mtiac4 
mticcr 
mticdbdr 
mtlr 
mtpid 
mtpit 
mtpvr 
mtsgr 
-| mtsler 
mtsprg0 
mtsprg1 
mtsprg2 
mtsprg3 
mtsprg4 
mtsprg5 
mtsprg6 
mtsprg7 
mtsrr0 
mtsrr1 
mtsrr2 
mtsrr3 
mtsuOr 
mitbl 
mttbu 
mttcr 
mttsr 
mtxer 
mtzpr 
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mulchw 
Multiply Cross Halfword to Word Signed 


mulchw RT, RA, RB Rc=0 
mulchw. RT, RA, RB Rc=1 


0 6 af 16 21 31 


(RT)o:31 — (RA)16:31 X (RB)o:15 signed 
The low-order halfword of RA is multiplied by the high-order halfword of RB. The resulting signed 
product replaces the contents of RT. 
Registers Altered 
¢ RT 
bd CR[CRO]+, GT, EQ, SO if Re contains 1 
Architecture Note 


This instruction is part of the Multiply-Accumulate instruction set extensions and complies with the 
architectural requirements for APUs of the IBM PowerPC Embedded Environment. As such, it is not 
part of the PowerPC Architecture, nor is it part of the IBM PowerPC Embedded Environment. 
Programs that use this instruction may not be portable to other implementations. 


Preliminary Instruction Set 24-121 


mulchwu 
Multiply Cross Halfword to Word Unsigned 


mulchwu RT, RA, RB ~ Re=0 
mulchwu. RT, RA, RB Re=1 


0 6 11 16 21 31 


(RT)o.31 — (RA)16.31 X (RB)o:15 unsigned 
The low-order halfword of RA is multiplied by the high-order halfword of RB. The resulting unsigned 
product replaces the contents of RT. 
Registers Altered 
e RT 
* CRICROJ]Lr, at, Ea, so if Re contains 1 


Architecture Note 


This instruction is part of the Multiply-Accumulate instruction set extensions and complies with the 
architectural requirements for APUs of the IBM PowerPC Embedded Environment. As such, it is not 
part of the PowerPC Architecture, nor is it part of the IBM PowerPC Embedded Environment. 
Programs that use this instruction may not be portable to other implementations. 
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mulhhw 
Multiply High Halfword to Word Signed 


mulhhw RT, RA, RB Rc=0 
mulhhw. RT, RA, RB Re=1 


0 6 11 16 2t : 31 


(RT)o.31 <— (RA)o.15 X (RB)o:15 signed 
The high-order halfword of RA is multiplied by the high-order halfword of RB. The resulting signed 
product replaces the contents of RT. 
Registers Altered 
¢ RT 
* CR[CRO].+ at, Eq, so if Re contains 1 
Architecture Note 


This instruction is part of the Multiply-Accumulate instruction set extensions and complies with the 
architectural requirements for APUs of the IBM PowerPC Embedded Environment. As such, it is not 
part of the: PowerPC Architecture, nor is it part of the IBM PowerPC Embedded Environment. 
Programs that use this instruction may not be portable to other implementations. 


Preliminary Instruction Set 24-123 


mulhhwu 
Multiply High Halfword to Word Unsigned 


mulhhwu RT, RA, RB Rce=0 
mulhhwu. RT, RA, RB Rc=1 


0 6 11 16 21 31 


(RT)0:31 < (RA)o.15 X (RB)o;45 unsigned 
The high-order halfword of RA is multiplied by the high-order halfword of RB. The resulting unsigned 
product replaces the contents of RT. 
Registers Altered 
° RT 
° CRICRO].t at, ca, so if Re contains 1 
Architecture Note 


This instruction is part of the Multiply-Accumulate instruction set extensions and complies with the 
architectural requirements for APUs of the IBM PowerPC Embedded Environment. As such, it is not 
part of the PowerPC Architecture, nor is it part of the IBM PowerPC Embedded Environment. 
Programs that use this instruction may not be portable to other implementations. 


24-124 PPC405GP User’s Manual Preliminary 


mulhw 
Multiply High Word 


mulhw RT, RA, RB Rce=0 
mulhw. RT, RA, RB Re=1 


ea ee (le ae | a a a | eee 
6 11 16 


0 21 22 31 


prodo.g3 <- (RA) x (RB) signed 
(RT) <— prodo,31 


The 64-bit signed product of registers RA and RB is formed. The most significant 32 bits of the result 
is placed into register RT. 


Registers Altered 

¢ RT 

: CRICRO].7, GT, EQ, SO if Rc contains 1 
Programming Note 


The most significant 32 bits of the product, unlike the least significant 32 bits, may differ depending on 
whether the registers RA and RB are interpreted as signed or unsigned quantities. mulhw generates 
the correct result when these operands are interpreted as signed quantities. mulhwu generates the 
correct result when these operands are interpreted as unsigned quantities. 


Architecture Note 


This instruction is part of the PowerPC User Instruction Set Architecture. 


Preliminary Instruction Set 24-125 


mulhwu 


Multiply High Word Unsigned 
mulhwu RT, RA, RB Rc=0 
mulhwu. RT, RA, RB Re=1 


6 11 16 21. 


0 31 


prodg.g3 <- (RA) x (RB) unsigned 
(RT) < prodo-3; 


The 64-bit-unsigned product of registers RA and RB is formed. The most significant 32 bits of the 
result are placed into register RT. 


Registers Altered 

¢ RT 

be CR[CRO],7, GT, EQ, SO if Re contains 1 
Programming Note 


The most significant 32 bits of the product, unlike the least significant 32 bits, may differ depending on 
whether the registers RA and RB are interpreted as signed or unsigned quantities. The mulhw 
instruction generates the correct result when these operands are interpreted as signed quantities. 
The mulhwu instruction generates the correct result when these operands are interpreted as 
unsigned quantities. 


Architecture Note 


This instruction is part of the PowerPC User Instruction Set Architecture. 
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mullhw 
Multiply Low Halfword to Word Signed 


mullhw RT, RA, RB Rc=0 
mulihw. RT, RA, RB Rc=1 


0 6 11 16 21 31 


(RT)9:31 < (RA)16:31 X (RB)16.31 Signed 


The low-order halfword of RA is multiplied by the low-order halfword of RB. The resulting signed 
product replaces the contents of RT. 


Registers Altered 

e RT 

. CR[CRO],7, GT, EQ, SO if Re contains 1 
Architecture Note 


This instruction is part of the Multiply-Accumulate instruction set extensions and complies with the 
architectural requirements for APUs of the IBM PowerPC Embedded Environment. As such, it is not 
part of the PowerPC Architecture, nor is it part of the IBM PowerPC Embedded Environment. 
Programs that use this instruction may not be portable to other implementations. 


Preliminary Instruction Set 24-127 


mullhwu 
Multiply Low Halfword to Word Unsigned 


mullhwu RT, RA, RB OE=0, Rc=0 
mullhwu. RT, RA, RB OE=0, Re=1 


6 11 16 


0 21 31 


(RT)o.31 < (RA)16:31 X (RB)46.31 unsigned 
The low-order halfword of RA is multiplied by the low-order halfword of RB. The resulting unsigned 
product replaces the contents of RT. 
Registers Altered 
°e RT 
* CRICRO]it at, Eq, so if Re contains 1 


Architecture Note 


This instruction is part of the Multiply-Accumulate instruction set extensions and complies with the 
architectural requirements for APUs of the IBM PowerPC Embedded Environment. As such, it is not 
part of the PowerPC Architecture, nor is it part of the IBM PowerPC Embedded Environment. 
Programs that use this instruction may not be portable to other implementations. 
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mulli 


Multiply Low Immediate 


mulli RT, RA, IM 


0 16 31 


a ae ee ee ee ee 
6 11 


prodg.47 <— (RA) x EXTS(IM) signed 
(RT) - prod46-.47 


The 48-bit product of register RA and the sign-extended IM field is formed. Both register RA and the 
IM field are interpreted as signed quantities. The least significant 32 bits of the product are placed into 
register RT. 


Registers Altered 
¢« RT 
Programming Note 


The least significant 32 bits of the product are correct, regardless of whether register RA and field IM 
are interpreted as signed or unsigned numbers. 


Architecture Note 


This instruction is part of the PowerPC User Instruction Set Architecture. 


Preliminary Instruction Set 24-129 


mullw 


Multiply Low Word 

mullw RT, RA, RB | OE=0, Re=0 
mullw. RT, RA, RB OE=0, Rce=1 
mullwo RT, RA, RB OE=1, Re=0 
mullwo. RT, RA, RB OE=1, Re=1 


[a a Se, aes en ie a ee 
6 11 16 


0 21 22 31 


prodg.63 <— (RA) x (RB) signed 
(RT) < prodgo.6g 


The 64-bit signed product of register RA and register RB is formed. The least significant 32 bits of the 
result is placed into register RT. 


If the signed product cannot be represented in 32 bits and OE=1, XER[SO, OV] are set to 1. 
Registers Altered 

e RT 

¢ CRICROI.t, at, cq, so if Re contains 1 

¢ XER[SO, OV] if OE=1 

Programming Note 


The least significant 32 bits of the product are correct, regardless of whether register RA and register 
RB are interpreted as signed or unsigned numbers. The overflow indication is correct only if the 
operands are regarded as signed numbers. 


Architecture Note 


This instruction is part of the PowerPC User Instruction Set Architecture. 
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nand 
NAND 


nand RA, RS, RB Rce=0 
nand. RA, RS, RB Re=1 


Be lee ee eee ee 
0 6 an 16 21 31 


(RA) <— —((RS) ~ (RB)) 


The contents of register RS is ANDed with the contents of register RB; the ones complement of the 
result is placed into register RA. 


Registers Altered 
e RA 
° CR[CRO],1, GT, EQ, SO if Re contains 1 


Architecture Note 


This instruction is part of the PowerPC User Instruction Set Architecture. 


Preliminary Instruction Set 24-131 


neg 


Negate 

neg RT, RA OE=0, Rc=0 
neg. ' RT, RA OE=0, Rc=1 
nego RT, RA OE=1, Rc=0 
nego. RT, RA OE=1, Re=1 


6 11 16 


0 21 22 31 


(RT) <— —(RA) + 1 
The twos complement of the contents of register RA are placed into register RT. 
Registers Altered 
¢ RT 
¢ CRICROILt at, ca, so if Re contains 1 
¢ XER[SO, OV] if OE=1 
Invalid Instruction Forms 
e Reserved fields 
Architecture Note 


This instruction is part of the PowerPC User Instruction Set Architecture. 
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nmacchw 
Negative Multiply Accumulate Cross Halfword to Word Modulo Signed 


nmacchw RT, RA, RB OE=0, Rc=0 
nmacchw. RT, RA, RB OE=0, Re=1 
nmacchwo RT, RA, RB OE=1, Rc=0 
nmacchwo. RT, RA, RB OE=1, Rce=1 


ee ee ae ae ee ee ee eee eee 
6 11 16 


0 21 22 31 


nprodg.31 <— —((RA)46:31 X (RB)o.15) signed 
tempo-32 < nprodg-31 + (RT) 
(RT) <— tempy.30 
The low-order halfword of RA is multiplied by the high-order halfword of RB. The negated signed 


product is summed with the contents of RT and the sum is stored in a 33-bit temporary register. The 
contents of RT are replaced by the low-order 32 bits of the temporary register. 


Registers Altered 

¢ RT 

* CR[CRO].z, ct, ca, so if Re contains 1 
Architecture Note 


This instruction is part of the Multiply-Accumulate instruction set extensions and complies with the 
architectural requirements for APUs of the IBM PowerPC Embedded Environment. As such, it is not 
part of the PowerPC Architecture, nor is it part of the IBM PowerPC Embedded Environment. — 
Programs that use this instruction may not be portable to other implementations. 


Preliminary Instruction Set 24-133 


nmacchws 


Negative Multiply Accumulate Cross Halfword to Word Saturate Signed 


nmacchws RT, RA, RB OE=0, Rc=0 
nmacchws. ‘RT, RA, RB OE=0, Rce=1 
nmacchwso_ AT, RA, RB OE=1, Rc=0 
nmacchwso. RT, RA, RB OE=1, Re=1 


eee ee eee 
6 11 16 


0 21 22 31 


nprodo.31 < —((RA)+6:31 X (RB)o:15 signed 

tempo:32 < Nprodg.3; + (RT) 

if ((nprodg = RT) A (RT # temp,)) then (RT) <— (RT9 || °4(4RT9)) 
else (RT) < tempy.30 


The low-order halfword of RA is multiplied by the high-order halfword of RB. The negated signed 
product is summed with the contents of RT and the sum is stored in a 33-bit temporary register. 


If a result does not overflow, the low-order 32 bits of the temporary register are stored in RT. 


If a result overflows, the returned result is the nearest representable value. Thus, if a result is less 
than -25' | the value stored in RT is -2°". Likewise, if a result is greater than 2°" — 1, the value stored 
in RT is 29! — 1, 

Registers Altered 

e RT 

° CR[CRO].r, GT, EQ, SO if Re contains 1 

¢ XER[SO, OV] if OE contains 1 


Architecture Note 


This instruction is part of the Multiply-Accumulate instruction set extensions and complies with the 
architectural requirements for APUs of the IBM PowerPC Embedded Environment. As such, it is not 
part of the PowerPC Architecture, nor is it part of the IBM PowerPC Embedded Environment. 
Programs that use this instruction may not be portable to other implementations. 
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nmachhw 
Negative Multiply Accumulate High Halfword to Word Modulo Signed 


nmachhw RT, RA, RB OE=0, Rc=0 
nmachhw. _ RAT, RA, RB OE=0, Rce=1 
nmachhwo __ AT, RA, RB OE=1, Rc=0 
nmachhwo._ AT, RA, RB OE=1, Rce=1 


6 11 16 


0 21 22 31 


nprodg.31 < —((RA)o:15 X (RB)o;15) signed 
tempo.32 < Nprodg;3; + (RT) 
(RT) <— tempy.32 
The high-order halfword of RA is multiplied by the high-order halfword of RB. The negated signed 


product is summed with the contents of RT and the sum is stored in a 33-bit temporary register. The 
contents of RT are replaced by the low-order 32 bits of the temporary register. 


Registers Altered 

°¢ RT 

* CRI[CRO].t at, ca, so if Re contains 1 
¢ XER[SO, OV] if OE contains 1 


Architecture Note 


This instruction is part of the Multiply-Accumulate instruction set extensions and complies with the 
architectural requirements for APUs of the IBM PowerPC Embedded Environment. As such, it is not 
part of the PowerPC Architecture, nor is it part of the IBM PowerPC Embedded Environment. 
Programs that use this instruction may not be portable to other implementations. 


Preliminary Instruction Set 24-135 


nmachhws 
Negative Multiply Accumulate High Halfword to Word Saturate Signed 


nmachhws __ RT, RA, RB OE=0, Rc=0 
nmachhws. RT, RA, RB OE=0, Rce=1 
nmachhwso_ AT, RA, RB OE=1, Rc=0 
nmachhwso. RT, RA, RB OE=1, Re=1 


6 11 16 


0 21 22 31 


nprodo.3; <- —((RA)o:15 X (RB)o;45) signed 

tempo:32 <— Nprodo.g; + (RT) 

if ((nprodg = RTp) A (RTo # temp,)) then (RT) — (RT || 21(RTo)) 
else (RT) <— tempyj.30 


The high-order halfword of RA is multiplied by the high-order halfword of RB. The negated signed 
product is summed with the contents of RT and the sum is stored in a 33-bit temporary register. 


If a result does not overflow (i.e., it is accurately representable in 32 bits), the low-order 32 bits of the 
temporary register are stored in RT. 


If a result overflows, the returned result is the nearest representable value. Thus, if a result is less 
than 2 the value stored in RT is -2°'. Likewise, if a result is greater than 29" — 1, the value stored 
in RT is 2°! — 1. 


Registers Altered 

e RT 

* CRICROJLt, at, Ea, so if Re contains 1 
¢ XER[SO, OV] if OE contains 1 


Architecture Note 


This instruction is part of the Multiply-Accumulate instruction set extensions and complies with the 
architectural requirements for APUs of the IBM PowerPC Embedded Environment. As such, it is not 
part of the PowerPC Architecture, nor is it part of the IBM PowerPC Embedded Environment. 
Programs that use this instruction may not be portable to other implementations. 
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nmaclihw | 
Negative Multiply Accumulate Low Halfword to Word Modulo Signed 


nmaclhw RT, RA, RB OE=0, Rc=0 
nmaclhw. RT, RA, RB OE=0, Rce=1 
nmaclhwo RT, RA, RB OE=1, Rce=0 
nmachliwo. _ RT, RA, RB OE=1, Re=1 


6 11 16 


0 21 22 31 


nprodo.31 < —((RA) 16:31 x (RB) 46.31) signed 
tempo.32 < Nprodg.3; + (RT) 
(RT) <— tempy.30 
The low-order halfword of RA is multiplied by the low-order halfword of RB. The negated signed 


product is summed with the contents of RT and the sum is stored in a 33-bit temporary register. The 
contents of RT are replaced by the low-order 32 bits of the temporary register. 


Registers Altered 

e RT 

. CR[CRO]Lr, GT, EQ, SO if Re contains 1 
¢ XER[SO, OV] if OE contains 1 
Architecture Note 


This instruction is part of the Multiply-Accumulate instruction set extensions and complies with the 
architectural requirements for APUs of the IBM PowerPC Embedded Environment. As such, it is not 
part of the PowerPC Architecture, nor is it part of the IBM PowerPC Embedded Environment. 
Programs that use this instruction may not be portable to other implementations. 


Preliminary Instruction Set 24-137 


nmaclhws 
Negative Multiply Accumulate High Halfword to Word Saturate Signed 


nmaclhws RT, RA, RB OE=0, Rc=0 
nmaclhws. RT, RA, RB OE=0, Rc=1 
nmacihwso ART, RA, RB , OE=1, Rc=0 


nmachlwso. RT, RA, RB OE=1, Rc=1 


6 11 16 


0 21 22 © 31 


nprodo.31 < —((RA)+6.31 X (RB)16.31) signed 

tempo.32 <— Nprodo,3, + (RT) 

if ((nprodg = RTo) A (RTo # temp,)) then (RT) < (RTp || 31(4RTo)) 
else (RT) <— tempy.30 


The low-order halfword of RA is multiplied by the low-order halfword of RB. The negated signed 
product is summed with the contents of RT and the sum is stored in a 33-bit temporary register. 


If a result does not overflow, the low-order 32 bits of the temporary register are stored in RT. 


If a result overflows, the returned result is the nearest.representable value. Thus, if a result is less 
than 2". the value stored in RT is —2°'. Likewise, if a result is greater than 2°" — 1, the value stored 
in RT is 2°" — 1. 


Registers Altered 

¢ RT 

¢ CRICRO]:t, et, ca, so if Re contains 1 
¢ XER[SO, OV] if OE contains 1: 


Architecture Note 


This instruction is part of the Multiply-Accumulate instruction set extensions and complies with the 

architectural requirements for APUs of the IBM PowerPC Embedded Environment. As such, it is not 
part of the PowerPC Architecture, nor is it part of the IBM PowerPC Embedded Environment. 
Programs that use this instruction may not be portable to other implementations. 
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nor 
NOR 


nor RA, RS, RB Rce=0 
nor. RA, RS, RB Re=1 


0 6 11 16 21 31 


(RA) <— —((RS) v (RB)) 


The contents of register RS is ORed with the contents of register RB; the ones complement of the 
result is placed into register RA. 


Registers Altered 
e RA 
. CR[CRO]L7, GT, EQ, SO if Re contains 1 


Architecture Note 


This instruction is part of the PowerPC User Instruction Set Architecture. 


Table 24-24. Extended Mnemonics for nor, nor. 


Other Registers 
Operands Altered 


RA, RS Complement register. 
(RA) <— —(RS) 
Extended mnemonic for 
nor RA,RS,RS 
Extended mnemonic for CR[CRO} 
nor. RA,RS,RS 


Preliminary Instruction Set 24-139 


or 


OR 
or RA, RS, RB Rc=0 
or. RA, RS, RB Rce=1 


0 6 11 16 21 31 


(RA) < (RS) v (RB) 


The contents of register RS is ORed with the contents of register RB; the result is placed into register 
RA. 


Registers Altered 

e RA 

° CR[CRO},+, GT, EQ, SO if Rc contains 1 
Architecture Note 


This instruction is part of the PowerPC User Instruction Set Architecture. 


Table 24-25. Extended Mnemonics for or, or. 


Other Registers 
Operands Altered 


RT, RS Move register. 
(RT) < (RS) 
Extended mnemonic for 
or RT,RS,RS 


Extended mnemonic for CR{[CRO] 
or. RT,RS,RS 
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orc 
OR with Complement 


orc RA, RS, RB Rc=0 
orc. RA, RS, RB Rce=1 


0 6 11 16 21 31 


(RA) < (RS) v —(RB) 


The contents of register RS is ORed with the ones complement of the contents of register RB; the 
result is placed into register RA. 


Registers Altered 
° RA | 
bd CR[CRO].+, GT, EQ, SO if Re contains 1 


Architecture Note 


This instruction is part of the PowerPC User Instruction Set Architecture. 


Preliminary Instruction Set 24-141 


ori 


OR Immediate 


ori RA, RS, IM 


0 6 11 “ 16 31 
(RA) <— (RS) v (60 II IM) 


The IM field is extended to 32 bits by concatenating 16 0-bits on the left. Register RS is ORed with the 
extended IM field; the result is placed into register RA. 


Registers Altered 
° RA 


Architecture Note 
This instruction is part of the PowerPC User Instruction Set Architecture. 


Table 24-26. Extended Mnemonics for ori 


Other Registers 
Operands Changed 


Preferred no-op; triggers optimizations based on 
no-ops. 

Extended mnemonic for 

ori 0,0,0 
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oris 
OR Immediate Shifted 


oris RA, RS, IM 
i) 6 11 16 31 


(RA) < (RS) v (IM || 60) 


The IM Field is extended to 32 bits by concatenating 16 0-bits on the right. Register RS is ORed with 
the extended IM field and the result is placed into register RA. 


Registers Altered 
e RA 


Architecture Note 


This instruction is part of the PowerPC User Instruction Set Architecture. 


Preliminary . Instruction Set 24-143 


rfci 


Return From Critical Interrupt 


rfci 


(PC) — (SRR2) 
(MSR) — (SRR3) 


The program counter (PC) is restored with the contents of SRR2 and the MSR is restored with the 
contents of SRR3. 


Instruction execution returns to the address contained in the PC. 


Registers Altered 
¢ MSR 


Programming Note 
Execution of this instruction is privileged and context-synchronizing. 
Architecture Note 


This instruction part of the IBM PowerPC Embedded Operating Environment. 
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rfi 


Return From Interrupt 


rfi 


(PC) < (SRRO) 
(MSR) <— (SRR1) 


The program counter (PC) is restored with the contents of SRRO and the MSR is restored with the 
contents of SRR1. 


Instruction execution returns to the address contained in the PC. 


Registers Altered 
¢ MSR 


Invalid Instruction Forms 
e Reserved fields 


Programming Note 


Execution of this instruction is privileged and context-synchronizing. 


Architecture Note 


This instruction is part of the IBM PowerPC Embedded Operating Environment. 


Preliminary Instruction Set 24-145 


rlwimi 


Rotate Left Word Immediate then Mask Insert 


rlwimi RA, RS, SH, MB, ME - Re=0 
rlwimi. RA, RS, SH, MB, ME Re=1 


6 11 16 21 26 


0 31 


r — ROTL((RS), SH) 
m < MASK(MB, ME) 
(RA) <— (ra m) v ((RA) A =m) 


The contents of register RS are rotated left by the number of bit positions specified in the SH field. A 
mask is generated, having 1-bits starting at the bit position specified in the MB field and ending in the 
bit position specified by the ME field, with O-bits elsewhere. 


If the starting point of the mask is at a higher bit position than the ending point, the 1-bits portion of 
the mask wraps from the highest bit position back around to the lowest. The rotated data is inserted 
into register RA, in positions corresponding to the bit positions in the mask that contain a 1-bit. 


Registers Altered 
e RA 
oye CR[CRO]c7, GT, EQ, SO if Re contains 1 


Architecture Note 


This instruction is part of the PowerPC User Instruction Set Architecture. 


Table 24-27. Extended Mnemonics for rlwimi, rlwimi. 


Other Registers 
Operands Altered 
RA, RS, n,b_ | Insert from left immediate (n > 0). 
(RA)b:b+n-1 — (RS)o:n-1 
Extended mnemonic for 
rlwimi RA,RS,32-—b,b,b+n-1 


Extended mnemonic for CR[CRO] 
rlwimi. RA,RS,32—b,b,b+n—-1 
al _ 


Insert from right immediate. (n > 0) 
(RA)p:bin-1 <— (RS)32-n:31 
Extended mnemonic for 

rlwimi RA,RS,32-b-n,b,b+n-1 


Extended mnemonic for CR[CRO] 
rlwimi. RA,RS,32—b-n,b,b+n-1 | ; 
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rlwinm 
Rotate Left Word Immediate then AND with Mask 


rlwinm RA, RS, SH, MB, ME Rc=0 
rlwinm. RA, RS, SH, MB, ME Re=1 


6 1 16 21 26 


0 31 


r < ROTL((RS), SH) 
m < MASK(MB, ME) 
(RA) — ram 


The contents of register RS are rotated left by the number of bit positions specified in the SH field. A 
mask is generated, having 1-bits starting at the bit position specified in the MB field and ending in the 
bit position specified by the ME field with O-bits elsewhere. 


If the starting point of the mask is at a higher bit position than the ending point, the 1-bits portion of 
the mask wraps from the highest bit position back around to the lowest. The rotated data is ANDed 
with the generated mask; the result is placed into register RA. 


Registers Altered 
e RA 
¢ CRICROI].t ct, Eq, so if Re contains 1 


Architecture Note 


This instruction is part of the PowerPC User Instruction Set Architecture. 


Table 24-28. Extended Mnemonics for rlwinm, rlwinm. 


Other Registers 
Operands Altered 


RA, RS, n Clear left immediate. (n < 32) 
(RA)o:n-1 < "0 
Extended mnemonic for 
rlwinm RA,RS,0,n,31 


Extended mnemonic for CR[CRO] 
rlwinm. RA,RS,0,n,31 


RA, RS, b,n_ | Clear left and shift left immediate. 
(n<sb<32) 
(RA)b-n:3t-n <— (RS)p:31 
(RA)32.n:31 <— "0 
(RA)o:b-n-1 <— °70 
Extended mnemonic for 
rlwinm RA,RS,n,b-n,31-n 


Extended mnemonic for CR[CRO] 
rlwinm. RA,RS,n,b-n,31-n 


Preliminary Instruction Set 24-147 


rlwinm 
Rotate Left Word Immediate then AND with Mask 


Table 24-28. Extended Mnemonics for rlwinm, rlwinm. (continued) 


Other Registers 
Operands Altered 


Clear right immediate. (n < 32) 

(RA)32-n:31 < "0 

Extended mnemonic for 
rlwinm RA,RS,0,0,31—n 


Extended mnemonic for CR[CRO] 
rlwinm. RA,RS,0,0,31-n 


RA, RS, n, b | Extract and left justify immediate. (n > 0) 
(RA)o:n-1 LAS)p: -b+n-1 
(RA)n:31 een 
Extended mnemonic for 
rlwinm RA,RS,b,0,n—1 


Extended mnemonic for CR[CRO] 
rlwinm. RA,RS,b,0,n-1 


RA, RS, n,b_ | Extract and right justify immediate. (n > 0) 


(RA)32-n: at — (RS)p:b+n-1 

(RA)o:31-n <— 770 
Se mnemonic for 
rlwinm RA,RS,b+n,32-n,31 


Extended mnemonic for CR[CRO] 
rlwinm. RA,RS,b+n,32—n,31 


RA, RS, n Rotate left immediate. 
(RA) <— ROTL((RS), n) 
Extended mnemonic for 
rlwinm RA,R§S,n,0,31 


Extended mnemonic for CR[CRO] 
rlwinm. RA,RS,n,0,31 
RA, RS, n Rotate right immediate. 
(RA) <— ROTL((RS), 32-n) 


Extended mnemonic for 
rlwinm RA,RS,32-n,0,31 


Extended mnemonic for CR[CRO] 
rlwinm. RA,RS,32-n,0,31 


RA, RS, n Shift left immediate. (n < 32) 
(RA)o:31-n <— (RS)n:31 


RA)32-n:31 < " 
Extended mnemonic for 
rlwinm RA,RS,n,0,31—n 


Extended mnemonic for CR[CRO] 
rlwinm. RA,RS,n,0,31—-n 
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rlwinm 
Rotate Left Word Immediate then AND with Mask 


Table 24-28. Extended Mnemonics for rlwinm, rlwinm. (continued) 


Other Registers 
Operands Altered 


RA, RS, n Shift right immediate. (n < 32) 
(RA)n:31 <— (RS)o:31-n 
| (RA)o:n-1 <— "0 
Extended mnemonic for 
rlwinm RA,RS,32-n,n,31 
Extended mnemonic for CR[CRO] 
rlwinm. RA,RS,32—n,n,31 


Preliminary ~ Instruction Set 24-149 


riwnm 
Rotate Left Word then AND with Mask 


rlwnm RA, RS, RB, MB, ME Rc=0 
rlwnm. RA, RS, RB, MB, ME Rce=1 


0 31 


a ee ee ee ee ee ee eee 
6 11 16 21 26 


r — ROTL((RS), (RB)27-31) 
m < MASK(MB, ME) 
(RA) < ram 


The contents of register RS are rotated left by the number of bit positions specified by the contents of 
register RBo7.3;. A mask is generated, having 1-bits starting at the bit position specified in the MB 
field and ending in the bit position specified by the ME field with O-bits elsewhere. 


If the starting point of the mask is at a higher bit position than the ending point, the ones portion of the 
mask wraps from the highest bit position back to the lowest. The rotated data is ANDed with the 
generated mask and the result is placed into register RA. 


Registers Altered 
° RA 
© CR[CRO].+, GT, EQ, SO if Re contains 1 


Architecture Note 


This instruction is part of the PowerPC User Instruction Set Architecture. 


Table 24-29. Extended Mnemonics for rilwnm, rlwnm. 


Other Registers 
Operands Altered 


RA, RS, RB | Rotate left. 
(RA) <- ROTL((RS), (RB)o7-31) 
Extended mnemonic for 
rlwnm RA,RS,RB,0,31 
Extended mnemonic for CR[CRO] 
rlwnm. RA,RS,RB,0,31 
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SC 
System Call 


sc 


(SRR1) <— (MSR) 

(SRRO) <— (PC) 

PC EVPRo-15 Il OxOCO0 
(MSRIWE, EE, PR, DR, IR]) <0 


A system call exception is generated. The contents of the MSR are copied into SRR1 and 
(4 + address of sc instruction) is placed into SRRO. 


The program counter (PC) is then loaded with the exception vector address. The exception vector 
address is calculated by concatenating the high halfword of the Exception Vector Prefix Register 
(EVPR) to the left of OxOCOO. 


The MSR[WE, EE, PR, DR, IR] bits are set to 0. 
Program execution continues at the new address in the PC. 
The sc instruction is context synchronizing. 


Registers Altered 


e SRRO 
e SRRI1 
e¢ MSR[WE, EE, PR, DR, IR] 


Invalid Instruction Forms 
e Reserved fields ) 


Architecture Note 


This instruction is part of the PowerPC User Instruction Set Architecture. 


Preliminary Instruction Set 24-151 


slw 


Shift Left Word 
slw RA, RS, RB '  Re=0 
slw. RA, RS, RB Rc=1 


6 11 16 


0 ; 21 31 


n <— (RB)o7-31 
r <— ROTL((RS), n) 
if (RB)og = Othen 
m < MASK(O, 31 —n) 
else 
m< #9 
(RA) <— ram 


The contents of register RS are shifted left by the number of bits specified by the contents of register 
RBoz.31. Bits shifted left out of the most significant bit are lost, and O-bits fill vacated bit positions on 
the right. The result is placed into register RA. 


If RBog = 1, register RA is set to zero. 
Registers Altered 


e RA 
¢ CRICROJ].t et, ca, so if Re contains 1 


Architecture Note 


This instruction is part of the PowerPC User Instruction Set Architecture. 
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Sraw 
Shift Right Algebraic Word 


sraw RA, RS, RB ~Re=0 
sraw. RA, RS, RB Rce=1 


6 11 16 


0 21 31 


n <— (RB)o97:31 
r + ROTL((RS), 32 —n) 
if (RB)og = 0 then 
m < MASK(n, 31) 
else 
m<¢ 0 
Ss & (RS)o 
(RA) <— (r A m) v (s A =m) 
XER[CA] < s a ((r A =m) #0) 


The contents of register RS are shifted right by the number of bits specified the contents of register 
RBo7.31. Bits shifted out of the least significant bit are lost. Register RSg is replicated to fill the vacated 
positions on the left. The result is placed into register RA. 


lf register RS contains a negative number and any 1-bits were shifted out of the least significant bit 
position, XER[CA] is set to 1; otherwise, it is set to 0. 


If bit 26 of register RB contains 1, register RA and XER[CA] are set to bit 0 of register RS. 
Registers Altered 

e RA 

¢ XER[CA] 

* CR{(CROl.r, at, ca, so if Re contains 1 

Architecture Note 


This instruction is part of the PowerPC User instruction Set Architecture. 


Preliminary Instruction Set 24-153 


srawi 
Shift Right Algebraic Word Immediate 


srawi RA, RS, SH Rce=0 
srawi. RA, RS, SH Re=1 


Bee ae etl ee ee a 
0 6 11 16 21 


31 


n < SH 

r < ROTL((RS), 32 —n) 

m < MASK(n, 31) 

Ss < (RS)po 

(RA) <— (r A m) v (Ss A =m) 
XER[CA] < s A ((r A —m)x#0) 


The contents of register RS are shifted right by the number of bits specified in the SH field. Bits 
shifted out of the least significant bit are lost. Bit RSo is replicated to fill the vacated positions on the 
left. The result is placed into register RA. 


If register RS contains a negative number and any 1-bits were shifted out of the least Somiicaltt bit 
position, XER[CA] is set to 1; otherwise, it is set to 0. 


Registers Altered 

e RA 

© XER[CA] 

bd CRICRO]7, GT, EQ, SO if Re contains 1 
Architecture Note 


This instruction is part of the PowerPC User Instruction Set Architecture. 
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.Srw 
Shift Right Word 


srw RA, RS, RB Rc=0 
srw. RA, RS, RB Re=1 


6 11 16 


0 21 31 


n < (RB)97.31 
r < ROTL((RS), 32 —n) 
if (RB)2g = Othen 

m < MASK(n, 31) 
else 

m < 9 
(RA) <—ram 


The contents of register RS are shifted right by the number of bits specified the contents of register 
RBo7.3;. Bits shifted right out of the least significant bit are lost, and 0O-bits fill the vacated bit positions 
on the left. The result is placed into register RA. 


If bit 26 of register RB contains a one, register RA is set to 0. 
Registers Altered 


e RA 
* CR[CRO].1, ct, Ea, so if Re contains 1 


Architecture Note 


This instruction is part of the PowerPC User Instruction Set Architecture. 


Preliminary Instruction Set 24-155 


stb 


Store Byte 


stb RS, D(RA) 


6 14 


0 16 31 


EA < (RAIO) + EXTS(D) 
MS(EA, 1) - (RS)54-34 


An effective address (EA) is formed by adding a displacement to a base address. The displacement is 
obtained by sign-extending the 16-bit D field to 32 bits. The base address is 0 when the RA field is 0, 
and is the contents of register RA otherwise. 


The least significant byte of register RS is stored into the byte at the EA. 


Registers Altered 


e None 


Architecture Note 


This instruction is part of the PowerPC User Instruction Set Architecture. 
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stbu 


Store Byte with Update 


stbu RS, D(RA) 


6 11 


0 16 31 


EA < (RAIO) + EXTS(D) 
MS(EA, 1) - (RS)94-31 
(RA) <— EA 


An effective address (EA) is formed by adding a displacement to a base address. The displacement is 
obtained by sign-extending the 16-bit D field to 32 bits. The base address is 0 when the RA field is 0, 
and is the contents of register RA otherwise. 


The least significant byte of register RS is stored into the byte at the EA. 
The EA is placed into register RA. 

Registers Altered 

e RA 

Invalid Instruction Forms 

RA=0 

Architecture Note 


This instruction is part of the PowerPC User Instruction Set Architecture. 


Preliminary instruction Set 24-157 


stbux 
Store Byte with Update Indexed 


stbux RS, RA, RB 


a a ee ee ee ee eee eee 
6 11 16 


0 21 31 


EA < (RAIO) + (RB) 
MS(EA, 1) < (RS)o24-34 
(RA) <— EA 


An effective address (EA) is formed by adding an index to a base address. The index is the contents 
of register RB. The base address is 0 when the RA field is 0, and is the contents of register RA 
otherwise. 


The least significant byte of register RS is stored into the byte at the EA. 
The EA is placed into register RA. 

If instruction bit 31 contains 1, the contents of CR[CRO] are undefined. 
Registers Altered 

¢ RA 

Invalid Instruction Forms 


e Reserved fields 
e RA=0 


Architecture Note 


This instruction is part of the PowerPC User Instruction Set Architecture. 
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stbx 


Store Byte Indexed 


stbx RS, RA, RB 


6 11 16 


0 21 31 


EA < (RAIO) + (RB) 
MS(EA, 1) <— (RS)a4-31 


An effective address (EA) is formed by adding an index to a base address. The index is the contents 
of register RB. The base address is 0 when the RA field is 0, and is the contents of register RA 
otherwise. 


The least significant byte of register RS is stored into the byte at the EA. 


If instruction bit 31 contains 1, the contents of CR[CRO] are undefined. 


Registers Altered 


e None 


Invalid Instruction Forms 


* Reserved fields 


Architecture Note 


This instruction is part of the PowerPC User Instruction Set Architecture. 


Preliminary Instruction Set 24-159 


sth 


Store Halfword 


sth RS, D(RA) 


6 11 


0 16 31 


EA < (RAIO) + EXTS(D) 
MS(EA, 2) <— (RS) 46-34 


An effective address (EA) is formed by adding a displacement to a base address. The displacement is 
obtained by sign-extending the 16-bit D field to 32 bits. The base address is 0 when the RA field is 0 
and is the contents of register RA otherwise. 


The least significant halfword of register RS is stored into the halfword at the EA in main storage. 


Registers Altered 
e None 


Architecture Note 


This instruction is part of the PowerPC User Instruction Set Architecture. 
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sthbrx 


Store Halfword Byte-Reverse Indexed 


sthbrx RS, RA, RB 


De ee 
6 11 16 


9 
; 21 31 
EA < (RAIO) + (RB) 
MS(EA, 2) < (RS)24.31 Il (RS)16.23 


An effective address (EA) is formed by adding an index to a base address. The index is the contents 
of register RB. The base address is 0 when the RA field is 0, and is the contents of register RA 
otherwise. 


The least significant halfword of register RS is byte-reversed. The result is stored into the halfword at 
the EA. 


If instruction bit 31 contains 1, the contents of CR[CRO] are undefined. 


Registers Altered 
e None 


Invalid Instruction Forms 
e Reserved fields 


Architecture Note 


This instruction is part of the PowerPC User Instruction Set Architecture. 


Preliminary Instruction Set 24-161 


sthu 


Store Halfword with Update 


sthu RS, D(RA) 


6 1 


0 16 31 


EA < (RAIO) + EXTS(D) 
MS(EA, 2) <— (RS)16-31 
(RA) — EA 


An effective address (EA) is formed by adding a displacement to a base address. The displacement is 
obtained by sign-extending the 16-bit D field to 32 bits. The base address is 0 when the RA field is 0, 
and is the contents of register RA otherwise. 


The least significant halfword of register RS is stored into the halfword at the EA. 
The EA is placed into register RA. 

Registers Altered 

° RA 

Invalid Instruction Forms 

°« RA=0 

Architecture Note 


This instruction is part of the PowerPC User Instruction Set Architecture. 
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sthux 
Store Halfword with Update Indexed 


sthux RS, RA, RB 


6 11 16 


0 21 31 


EA < (RAIO) + (RB) 
MS(EA, 2) <— (RS) 16:31 
(RA) < EA 


An effective address (EA) is formed by adding an index to a base address. The index is the contents 
of register RB. The base address is 0 when the RA field is 0, and is the contents of register RA 
otherwise. 


The least significant halfword of register RS is stored into the halfword at the EA. 
The EA is placed into register RA. 

If instruction bit 31 contains 1, the contents of CR[CRO] are undefined. 
Registers Altered 

e RA 


Invalid Instruction Forms 


e Reserved fields - 
e RA=0 


Architecture Note 


This instruction is part of the PowerPC User Instruction Set Architecture. 


Preliminary Instruction Set 24-163 


sthx 


Store Halfword Indexed 


sthx RS, RA, RB 


6 11 16 


0 21 31 


EA < (RAIO) + (RB) 
MS(EA, 2) — (RS)16:31 


An effective address (EA) is formed by adding an index to a base address. The index is the contents 
of register RB. The base address is 0 when the RA field is 0, and is the contents of register RA 
otherwise. 


The least significant halfword of register RS is stored into the halfword at the EA. 


lf instruction bit 31 contains 1, the contents of CR[CRO] are undefined. 


Registers Altered 


« None 


Invalid Instruction Forms 
e Reserved fields 


Architecture Note 


This instruction is part of the PowerPC User Instruction Set Architecture. 
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stmw 
Store Multiple Word 


stmw RS, D(RA) 


ee ee ee 
6 11 


0 16 31 


EA < (RAIO) + EXTS(D) 
r< RS 
do while r < 31 
MS(EA, 4) <— (GPR(r)) 
rert+i 
EA <— EA + 4 


An effective address (EA) is formed by adding a displacement to a base address. The displacement is 
obtained by sign-extending the 16-bit D field to 32 bits. The base address is 0 when the RA field is 0, 
and is the contents of register RA otherwise. 


The contents of a series of consecutive registers, starting with register RS and continuing through 
GPR(31), are stored into consecutive words starting at the EA. 


Registers Altered 


¢ None 


Architecture Note 


This instruction is part of the PowerPC User Instruction Set Architecture. 


Preliminary Instruction Set 24-165 


stswi 


Store String Word Immediate 


stswi RS, RA, NB 


6 am 16 


0 21 31 


EA < (RAIO) 
if NB = O then 
n<€ 32 
else 
n <— NB 
r< RS - 1 
i<¢ 0 
do while n > 0 
if i = O then 
réer+i 
if r = 32 then 
r<oO 
MS(EA,1) — (GPR(*)i:i47) 
i<i+8 
if § = 32 then 
ic 0 
EA <— EA +-1 
nen-1 


An effective address (EA) is determined by the RA field. If the RA field contains 0, the EA is 0; 
otherwise, the EA is the contents of register RA. 


A byte count is determined by the NB field. If the NB field contains 0, the byte count is 32; otherwise, 
the byte count is the contents of the NB field. 


The contents of a series of consecutive GPRs (starting with register RS, continuing through GPR(31), 
wrapping to GPR(0), and continuing to the final byte count) are stored, starting at the EA. The bytes in 
each GPR are accessed starting with the most significant byte. The byte count determines the 
number of transferred bytes. 


If instruction bit 31 contains 1, the contents of CR[CRO] are undefined. 


Registers Altered 
e None 


Architecture Note 


This instruction is part of the PowerPC User Instruction Set Architecture. 
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stswx 
Store String Word Indexed 


stswx RS, RA, RB 


6 11 16 


0 21 31 


EA < (RAIOQ) + (RB) 
n < XER[TBC] 
r<— RS —- 1 
i<¢ 0 
do while n > 0 
if i = O then 
rere 
if r = 32 then 
r<oO 
MS(EA, 1) < (GPR(?):i47) 
ic i+8 
if i = 32 then 
ic 0 
EA < EA + 1 
neon- 


An effective address (EA) is formed by adding an index to a base address. The index is the contents 
of register RB. The base address is 0 when the RA field is 0, and is the contents of register RA 
otherwise. 


A byte count is contained in XER[TBC]. 


The contents of a series of consecutive GPRs (starting with register RS, continuing through GPR(81), 
wrapping to GPR(0), and continuing to the final byte count) are stored, starting at the EA. The bytes in 
each GPR are accessed starting with the most significant byte. The byte count determines the 
number of transferred bytes. 


If instruction bit 31 contains 1, the contents of CR{CRO] are undefined. 
Registers Altered 

¢ None 

Invalid Instruction Forms 

¢ Reserved fields 

Programming Note 

If XER[TBC] = 0, stswx is treated as a no-op. 


The PowerPC Architecture states that if XER[TBC] = 0 and if the EA is such that a precise data 
exception would normally occur (if not for the zero length), stswx is treated as a no-op and the 
precise exception will not occur. Data storage exceptions and alignment exceptions are examples of 
precise data exceptions. 


Preliminary Instruction Set 24-167 


stswx ‘ 
Store String Word Indexed 


However, the architecture makes no statement regarding imprecise exceptions related to stswx when 
XER[TBC] = 0. IBM PowerPC Embedded controllers generate an imprecise exception (machine 
check) on this instruction when all of the following conditions are true: 


The instruction passes all protection bounds checking 

The address is cachable 

The address is passed to the data cache 

The address misses in the data cache (resulting in a line fill request) 

The address encounters some form of bus error (non-configured, for example) 


Architecture Note 


This instruction is part of the PowerPC User Instruction Set. Architecture. 
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stw 


Store Word 
stw RS, D(RA) 
0 6 11 16 31 


EA < (RAIO) + EXTS(D) 
MS(EA, 4) < (RS) 


An effective address (EA) is formed by adding a displacement to a base address. The displacement is 
obtained by sign-extending the 16-bit D field to 32 bits. The base address is 0 when the RA field is 0, 
and is the contents of register RA otherwise. 


The contents of register RS are stored at the EA. 


Registers Altered 
e None 


Architecture Note 


This instruction is part of the PowerPC User Instruction Set Architecture. 


Preliminary Instruction Set 24-169 


stwbrx 


Store Word Byte-Reverse Indexed 


stwbrx RS, RA, RB 


6 11 16 


0 21 31 


EA « (RAIO) + (RB) 
MS(EA, 4) <— (RS)o4:31 Il (RS)16:23 Il (RS)g:15 Il (RS)o-7 


An EA is formed by adding an index to a base address. The index is the contents of register RB. The 
base address is 0 when the RA field is 0, and is the contents of register RA otherwise. 


The contents of register RS are byte-reversed: the least significant byte becomes the most significant 
byte, the next least significant byte becomes the next most significant byte, and so on. The result is 
stored into the word at the EA. 


If instruction bit 31 contains 1, the contents of CR[CRO] are undefined. 


Registers Altered 
e None 


Invalid Instruction Forms 
e Reserved fields 


Architecture Note 


This instruction is part of the PowerPC User Instruction Set Architecture. 
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stwex. 
Store Word Conditional Indexed 


stwex. RS, RA, RB 


6 11 16 


0 21 31 


EA < (RAIO) + (RB) 
if RESERVE = 1 then 
MS(EA, 4) <— (RS) 
RESERVE < 0 
(CR[CRO}) <— 20 || 1 || XERgo 
else 
(CR[CRO}) <— 20 || 0 || XERgo 
An effective address (EA) is formed by adding an index to a base address. The index is the contents 
of register RB. The base address is 0 when the RA field is 0, and is the contents of register RA 
otherwise. 


If the reservation bit contains 1 when the instruction is executed, the contents of register RS are 
stored into the word at the EA and the reservation bit is cleared. If the reservation bit contains 0 when 
the instruction is executed, no store operation is performed. 


CR[CRO}] is set as follows: 


¢ CR[CRO].7, qt are cleared 
¢ CR[CRO]eq is set to the state of the reservation bit at the start of the instruction 
¢ CR[CRO]so is set to the contents of the XER[SO] bit 


Registers Altered 
¢ CRICRO].7, et, ca, so 
Programming Note 


lwarx and the stwex. instruction should paired in a loop, as shown in the following example, to create 
the effect of an atomic operation to a memory area used as a Semaphore between asynchronous 
processes. Only lwarx can set the reservation bit to 1. stwex. sets the reservation bit to 0 upon its 
completion, whether or not stwex. sent (RS) to memory. CR[CRO]eq must be examined to determine 
whether (RS) was sent to memory. . 


loop: lwarx # read the semaphore from memory; set reservation 
“alter” # change the semaphore bits in register as required 
stwex. # attempt to store semaphore; reset reservation 

bne loop #an asynchronous process has intervened; try again 


If the asynchronous process in the code example had paired Iwarx with a store other than stwex., the 
reservation bit would not have been cleared in the asynchronous process, and the code example 
would have overwritten the semaphore. 


Exceptions 


An alignment exception occurs if the EA is not word-aligned. 


Preliminary , Instruction Set 24-171 


StWcCx. 


Store Word Conditional Indexed 


Architecture Note 


This instruction is part of the PowerPC User Instruction Set Architecture. 
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stwu 
Store Word with Update 


stwu RS, D(RA) 


a ae 
6 11 


0 16 31 


EA < (RAIO) + EXTS(D) 
MS(EA, 4) < (RS) 
(RA) — EA 


An effective address (EA) is formed by adding a displacement to a base address. The displacement is 
obtained by sign-extending the 16-bit D field to 32 bits. The base address is 0 when the RA field is 0, 
and is the contents of register RA otherwise. 


The contents of register RS are stored into the word at the EA. 
The EA is placed into register RA. 

Registers Altered 

* RA 

Invalid Instruction Forms 

« RA=0 

Architecture Note 


This instruction is part of the PowerPC User Instruction Set Architecture. 


Preliminary : Instruction Set 24-173 


stwux 
Store Word with Update Indexed 


stwux RS, RA, RB 


pene ie ee | __ e 
6 11. 16 


0 21 31 


EA < (RAIO) + (RB) 
MS(EA, 4) <— (RS) 
(RA) < EA 


An effective address (EA) is formed by adding an index to a base address. The index is the contents 
of register RB. The base address is 0 when the RA field is 0, and is the contents of register RA 
otherwise. 


The contents of register RS are stored into the word at the EA. 

The EA is placed into register RA. 

If instruction bit 31 contains 1, the contents of CR[CRO] are undefined. 
Registers Altered 

e RA 


Invalid Instruction Forms 


e Reserved fields 
e RA=0 


Architecture Note 


This instruction is part of the PowerPC User Instruction Set Architecture. 
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stwx 
Store Word Indexed 


stwx RS, RA, RB 


6 11 16 


0 21 ; 31 


EA < (RAIO) + (RB) 
MS(EA,4) < (RS) 


An effective address (EA) is formed by adding an index to a base address. The index is the contents 
of register RB. The base address is 0 when the RA field is 0, and is the contents of register RA 
otherwise. 


The contents of register RS are stored into the word at the EA. 

If instruction bit 31 contains 1, the contents of CR[CRO] are meee 
Registers Altered 

e None 

Invalid Instruction Forms 

e Reserved fields 

Architecture Note 


This instruction is part of the PowerPC User Instruction Set Architecture. 
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subf 


Subtract From 


subf RT, RA, RB OE=0, Rc=0 
subf. RT, RA, RB OE=0, Rc=1 
subfo RT, RA, RB OE=1, Rc=0 
subfo. RT, RA, RB OE=1, Re=1 


21 22 31 


(RT) < —(RA) + (RB) +1 
The sum of the ones complement of register RA, register RB, and 1 is stored into register RT. 


Registers Altered 

e RT 

be CR[CRO]:7. GT, EQ, SO if Re contains 1 

¢ XER[SO, OV] if OE contains 1 

Architecture Note 

This instruction is part of the PowerPC User Instruction Set Architecture. 


Table 24-30. Extended Mnemonics for subf, subf., subfo, subfo. 


Other Registers 
Operands Altered 


RT, RA, RB | Subtract (RB) from (RA). 
(RT) < —(RB) + (RA) + 1. 
Extended mnemonic for 

subf RT,RB,RA 


Extended mnemonic for CR[CRO] 
subf. RT,RB,RA 

Extended mnemonic for XER[SO, OV] 
subfo RT,RB,RA 

Extended mnemonic for CR[CRO] 
subfo. RT,RB,RA XER[SO, OV] 
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subfc 
Subtract From Carrying 


subfc RT, RA, RB OE=0, Rc=0 
subfe. RT, RA, RB OE=0, Re=1 
subfco RT, RA, RB OE=1, Rce=0 
subfco. RT, RA, RB OE=1, Rc=1 


21 22 31 


(RT) < —(RA) + (RB) + 1 

if -(RA) + (RB) +1 5 252-1 then 
XER[CA] < 1 

else 
XER[CA] < 0 


The sum of the ones complement of register RA, register RB, and 1 is stored into register RT. 


XER|[CA] is set to a value determined by the unsigned magnitude of the result of the subtract 
operation. 

Registers Altered 

e RT 

° XER[CA] | 

. CR[CRO]_7, GT, EQ, SO if Re contains 1 

e XER[SO, OV] if OE contains 1 


Architecture Note 


This instruction is part of the PowerPC User Instruction Set Architecture. 


Table 24-31. Extended Mnemonics for subfc, subfc., subfco, subfco. 


Other Registers 
Operands Altered 


RT, RA, RB | Subtract (RB) from (RA). 
(RT) <— —(RB) + (RA) +1. 


Place carry-out in XER[CA]. 
Extended mnemonic for 
subfc RT,RB,RA 


Extended mnemonic for CR[CRO] 
subfc. RT,RB,RA 

Extended mnemonic for . | XER[SO, OV] 
subfco RT,RB,RA 

Extended mnemonic for CR{CRO} 
subfco. RT,RB,RA XER[SO, OV] 
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subfe 
Subtract From Extended 


subfe RT, RA, RB OE=0, Rc=0 
subfe. RT, RA, RB OE=0, Rce=1 
subfeo RT, RA, RB OE=1, Re=0 
subfeo. RT, RA, RB OE=1, Re=1 


6 11 16 


0 21 22 31 


(RT) < —(RA) + (RB) + XER[CA] 

if =(RA) + (RB) + XER[CA] $ 2°? — 1 then 
XER[CA] < 1 

else 
XER[CA] < 0 


The sum of the ones complement of register RA, register RB, and XER[CA] is placed into register RT. 


XER[CA] is set to a value determined by the unsigned magnitude of the result of the subtract 
operation. 


Registers Altered 

e RT 

¢ XER[CA] 

° CR[CRO].7, GT, EQ, SO if Re contains 1 
¢ XER[SO, OV] if OE contains 1 
Architecture Note 


This instruction is part of the PowerPC User Instruction Set Architecture. 
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subfic 


Subtract From Immediate Carrying 


subfic RT, RA, IM 


6 11 , 


0 16 31 


(RT) — —(RA) + EXTS(IM) + 1 

if -(RA) + EXTS(IM) + 1 $ 292-1 then 
XER[CA] < 1 

else 
XER[CA] <— 0 


The sum of the ones complement of RA, the IM field sign-extended to 32 bits, and 1 is placed into 
register RT. 


XER|[CA] is set to a value determined by the unsigned magnitude of the result of the subtract 
operation. 


Registers Altered 
e¢ RT 
¢ XER[CA] 


Architecture Note 


This instruction is part of the PowerPC User Instruction Set Architecture. 


Preliminary Instruction Set 24-179 


subfme 


Subtract from Minus One Extended 


subfme RT, RA OE=0, Rc=0 
subfme. RT, RA OE=0, Re=1 
subfmeo RT, RA OE=1, Rce=0 
subfmeo. RT, RA OE=1, Re=1 


ee ee ee 
6 11 16 


0 21 22 31 


(RT) <— (RA) - 1 + XER[CA] 

if «(RA) + OXFFFF FFFF + XER[CA] $ 292 — 1 then 
XER[CA] < 1 i 

else 
XER[CA] <— 0 


The sum of the ones complement of register RA, -1, and XER[CA] is placed into register RT. 


XER[CA] is set to a value determined by the unsigned magnitude of the result of the subtract 
operation. 


Registers Altered 

° RT 

¢ CRI[CRO]Lt, at, cq, so if Re contains 1 
¢ XER[SO, OV] if OE contains 1 

¢ XER[CA] 

Invalid Instruction Forms 

e Reserved fields 

Architecture Note 


This instruction is part of the PowerPC User Instruction Set Architecture. 
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subfze 


Subtract from Zero Extended 


subfze RT, RA OE=0, Rc=0 
subfze. RT, RA OE=0, Rc=1 
subfzeo RT, RA OE=1, Rc=0 
subfzeo. RT, RA OE=1, Rce=1 


Oi ee eer A 
6 11 16 


0 21 22 31 


(RT) — —(RA) + XER[CA] 

if (RA) + XER[CA] $ 292 -— 1 then 
XER[CA] < 1 

else 
XER[CA] < 0 


The sum of the ones complement of register RA and XER[CA] is stored into register RT. 


XER[CA] is set to a value determined by the unsigned magnitude of the result of the subtract 
operation. 


Registers Altered 

° RT 

e¢ XER[CA] 

¢ CRICROI.t at, ca, so if Re contains 1 
e XER[SO, OV] if OE contains 1 
Invalid Instruction Forms 

e Reserved fields 


Architecture Note 


This instruction is part of the PowerPC User Instruction Set Architecture. 


Preliminary Instruction Set 24-181 


sync 


Synchronize 


sync 


The sync instruction guarantees that all instructions initiated by the processor preceding sync will 
complete before syne completes, and that no subsequent instructions will be initiated by the 
processor until after syne completes. When sync completes, all storage accesses that were initiated 
by the processor before the sync instruction will have been completed with respect to all mechanisms 
that access storage. 


If instruction bit 31 contains 1, the contents of CR[CRO] are undefined. 
Registers Altered 

e None. 

Invalid Instruction Forms 

¢ Reserved fields 

Programming Note 


Architecturally, the eieio instruction orders storage access, not instruction completion. Therefore, | 
non-storage operations that follow eieio could complete before storage operations that precede eieio. 
The sync instruction guarantees ordering of instruction completion and storage access. For the 
PPC405GP, the eieio instruction is implemented to behave as a sync instruction. 


To write code that is portable between various PowerPC implementations, programmers should use 
the mnemonic that corresponds to the desired behavior. 


Architecture Note 


This instruction is part of the PowerPC User Instruction Set Architecture. 
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tibia 


TLB {nvalidate All 


tibia 


ee ee ee 0 a 


0 6 21 31 


All of the entries in the TLB are invalidated and become unavailable for translation by clearing the 
valid (V) bit in the TLBHI portion of each TLB entry. The rest of the fields in the TLB entries are 
unmodified. 


Registers Altered 

e None. 

Invalid Instruction Forms 
¢ None. 

Programming Note 


This instruction is privileged. Translation is not required to be active during the execution of this 
instruction. The effects of the invalidation are not guaranteed to be visible to the programming model 
until the completion of a context synchronizing operation. 


Architecture Note 


This instruction is part of the IBM PowerPC Embedded Operating Environment. 
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‘tlbre 


TLB Read Entry 


tlbre RT, RA, WS 


ae as ae ae a a ee 
0 6 11 16 21 


31 


if WS, = =1 
(RT) < TLBLO[(RAgd¢.- aur 
else 
(RT) <— TLBHI[(RA2¢-31)] 
(PID) <— TID from TLB[(RAg¢6-31)] 


The contents of the selected TLB entry is placed into register RT (and possibly into PID). 


Bits 26:31 of the contents of RA is used as an index into the TLB. If this index specifies a TLB entry 
that does not exist, the results are undefined. 


The WS field specifies which portion (TLBHI or TLBLO) of the entry is loaded into RT. If TLBHI is 
being accessed, the PID SPR is set to the value of the TID field in the TLB entry. 


If the WS field is not 0 or 1, the instruction form is invalid and the result is undefined. 
If instruction bit 31 contains 1, the contents of CR[CRO] are undefined. 


Registers Altered 
e RT 
¢ PID (if ws =0) 


Invalid Instruction Forms 


e Reserved fields 
* Invalid WS value 


Programming Notes 


This instruction is privileged. Translation is not required to be active during the execution of this 
instruction. 


The contents of RT after the execution of this instruction are interpreted as follows: 


lf WS = 0 (TLBHI): 
RT[0:21] — EPN(0:21] 
RT[22:24] — SIZE[0:2] 
RT(25] — V 
RT([26] —E 
alah < U0 
RT[28:31] — 0 

7 we eels 31] TID[O: 7]; (note that the TID is copied to the PID, not to RT) 
RT[(0: at = Bento: 21] 
RT[22:23] — EX,WR 
RT[24:27] — ZSEL[0:3] 
RT[28:31] — WIMG 
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tlbre 


TLB Read Entry 
Architecture Note 


This instruction part of the IBM PowerPC Embedded Operating Environment. 


Table 24-32. Extended Mnemonics for tlbre 


Other Registers 
Operands Altered 


RT, RA Load TLBHI portion of the selected TLB entry into RT. 

Load the PID register with the contents of the TID field 
of the selected TLB entry. 
(RT) <— TLBHI[(RA)] 
(PID) < TLB[(RA)Iip 
Extended mnemonic for 
tlbre RT,RA,O 

ih Load TLBLO portion of the selected TLB entry into 


RT. 
(RT) <— TLBLO[(RA)] 

Extended mnemonic for 
tlbre RT,RA,1 
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tibsx 


TLB Search Indexed 


tlbsx RT, RA, RB Re=0 
tibsx. RT, RA, RB Re=1 


pecorino ees eS ee 
0 6 11 16 21 31 
EA < (RAIO) + (RB) 
if Re =1 
CR[CRO],7 <- 0 
CR[CRO]gt < 0 
CR[CRO]so <- XER[SO] 
if Valid TLB entry matching EA and PID is in the TLB then 
(RT) < Index of matching TLB Entry 
if Re = 1 
CR[CRO]eg < 1 
else 
(RT) Undefined 
ifRe=1 . 
CR[CRO]eg < 0 


An effective address is formed by adding an index to a base address. The index is the contents of 
register RB. The base address is 0 if the RA field is 0 and is the contents of register RA otherwise. 


The TLB is searched for a valid entry which translates EA and PID. See XREF for details. The record 
bit (Rc) specifies whether the results of the search will affect CR[CRO] as shown above. The intention 
is that CR[CRO]eq can be tested after a tibsx. instruction if there is a possibility that the search may 
fail. 


Registers Altered 
od CR[CRO]Lr, GT, EQ, SO if Re contains 1 
Invalid Instruction Forms 


« None. 


Programming Note 


This instruction is privileged. Translation is not required to be active during the execution of this 
instruction. . 


Architecture Note 


This instruction part of the IBM PowerPC Embedded Operating Environment. 
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tlbsync 


TLB Synchronize 


tlbsync 


The tibsync instruction is provided in the PowerPC architecture to support synchronization of TLB 
operations among the processors of a multi-processor system. In the PPC405GP, this instruction 
performs no operation, and is provided to facilitate code portability. 


Registers Altered 

e None. 

Invalid Instruction Forms 
¢ None. 

Programming Notes 


This instruction is privileged. Translation is not required to be active during the execution of this 
instruction. 


Since the PPC405GP does not support tightly-coupled multiprocessor systems, tlbsync performs no 
operation. 


Architecture Note 


This instruction is part of the IBM PowerPC Embedded Operating Environment. 
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tlbwe 


TLB Write Entry 


tlbwe RS, RA, WS 


eS eee ee ee ee ee ee ee 
6 11 16 


9 
0 21 31 


if WS, = 1 
TLBLO[(RAz6:31)] <— (RS) 
else 
TLBHI[(RAz¢6-31)] <— (RS) 
TID of TLB[(RAz6-31)] <— (P!D24-31) 


The contents of the selected TLB entry is replaced with the contents of register RS (and possibly 
PID). 


Bits 26:31 of the contents of RA are used as an index into the TLB. If this index specifies a TLB entry 
that does not exist, the results are undefined. 


The WS field specifies which portion (TLBHI or TLBLO) of the entry is replaced from RS. For 
instructions that specify TLBHI, the TID field in the TLB entry is supplied from PIDo4.34. 


If the WS field is not 0 or 1, the instruction form is invalid and the result is undefined. 
If instruction bit 31 contains 1, the contents of CR[CRO] are undefined. 


Registers Altered 
¢ None. 


Invalid Instruction Forms 
e Reserved fields 


¢ Invalid WS value 
Programming Notes 


This instruction is privileged. Translation is not required to be active during the execution of this 
instruction. 


The effects of this update are not guaranteed to be visible to the programming model until the 
completion of a context synchronizing operation. For example, updating a zone selection field within 
the TLB while in supervisor code should be followed by an isync instruction (or other context 
synchronizing operation) to guarantee that the desired translation and protection domains are used. 


tlbwe writes the TLB fields from RS and the PID as follows: 


lf WS = 0 (TLBHI): 
EPN([0:21] — RS[0:21] 
SIZE[0:2] — RS[22:24] 
V — RS[25] 
E — RS[26] 
U0 — RS[27] 
— TID[0:7] — PID[24:31]; (note that the TID is written from the PID, not RS) 
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tlbwe 
TLB Write Entry 
lf WS = 1 (TLBLO): 
RPN[0:21] — RT[0:21] 
EX,WR < RS[22:23] 
ZSEL[0:3] — RS[24:27] 
WIMG <— RS[28:31] 


Architecture Note 
This instruction part of the IBM PowerPC Embedded Operating Environment. 


Table 24-33. Extended Mnemonics for tlbwe 


Other 
Registers 
Operands Altered 


RS, RA Write TLBHI portion of the selected TLB entry from 
RS. 
Write the TID register of the selected TLB entry from 
the PID register. 
TLBHI[(RA)] <— (RS) 
TLB[(RA)Itin <— (P!D24:31) 
Extended mnemonic for 
tlbwe RS,RA,O 


RS, RA Write TLBLO portion of the selected TLB entry from 
RS. 
TLBLO[(RA)}] < (RS) 
Extended mnemonic for 
tlbwe RS,RA,1 


Preliminary Instruction Set 24-189 


tw 
Trap Word 


tw TO, RA, RB 


Pe el Ree ae ee ee ee 
6 : 11 16 


0 21 31 


if ( ((RA) < (RB) A TO 
((RA) > (RB) A TO, 
((RA) = (RB) A TO» 
((RA) < (RB) A TO3 
((RA) 5 (RB) A TO, 


Register RA is compared with register RB. If any comparison condition selected by the TO field is 
true, a TRAP occurs. The behavior of a TRAP depends upon the debug mode of the processor, as 
described below: 


¢ If TRAP is not enabled as a debug event (DBCR[TDE] = 0 or DBCR[EDM,|IDN] = 0,0): 


TRAP causes a program interrupt. See “Program Interrupt” on page 10-40. 


| nS | | 
—_ oh 
ate, Cee, le, <i < 


then TRAP (see details below) 


(SRRO) < address of tw instruction 
(SRR1) — (MSR) 

(ESR[PTR]) < 1 

(MSR[WE, EE, PR, DR, IR]) < 0 
PC <— EVPRp.15 |! 0x0700 


¢ If TRAP is enabled as an external debug event (DBCR[TDE] = 1 and DBCR[EDM}] = 1): 
TRAP goes to the debug stop state, to be handled by an external debugger with hardware control. 
(DBSR[TIE]) <— 1 


In addition, if TRAP is also enabled as an internal debug event (DBCR[!IDM] = 1) 
and debug exceptions are disabled (MSR[DE] = 0), then report an imprecise event: 


(DBSR[IDE]) <— 1 
PC ¢ address of tw instruction 


¢ If TRAP is enabled as an internal debug event and not an external debug event (DBCR[TDE] = 1 
and DBCR[EDM,!IDM] = 0,1) and debug exceptions are enabled (MSR[DE] = 1): 


TRAP causes a debug interrupt. See “Debug Interrupt” on page 10-44. 


(SRR2) < address of tw instruction 
(SRR3) <— (MSR) 

(DBSRITIE]) <— 1 

(MSR[WE, EE, PR, CE, DE, DR, IR]) <- 0 
PC <— EVPRo:15 11 Ox2000 


¢ If TRAP is enabled as an internal debug event and not an external debug event (DBCR[TDE] = 1 
and DBCR[EDM, IDM] = 0,1) and Debug Exceptions are disabled (MSR[DE] = 0): 


TRAP reports the debug event as an imprecise event and causes a program interrupt. See 
“Program Interrupt” on page 10-40. 
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tw 
Trap Word 


(SRRO) < address of tw instruction 
(SRR1) — (MSR) 

(ESR[PTR]) < 1 

(DBSR[TIE,IDE]) — 1,1 

(MSR[WE, EE, PR, DR, IR]) — 0 
PC — EVPRo.15 || 0x0700 


If instruction bit 31 contains 1, the contents of CR[CRO] are undefined. 


Registers Altered 
e None 


Invalid Instruction Forms 
e Reserved fields 


Programming Note 


This instruction is inserted into the execution stream by a debugger to implement breakpoints, and is 
not typically used by application code. 


Architecture Note 


This instruction is part of the PowerPC User Instruction Set Architecture. 


Table 24-34. Extended Mnemonics for tw 


Other Registers 
Operands Altered 


Trap unconditionally. 
Extended mnemonic for 
tw 31,0,0 


Trap if (RA) equal to (RB). 
Extended mnemonic for 
tw 4,RA,RB 


Trap if (RA) greater than or equal to (RB). 
Extended mnemonic for 
tw 12,RA,RB 


Trap if (RA) greater than (RB). 
Extended mnemonic for 
tw 8,RA,RB 


Trap if (RA) less than or equal to (RB). 
Extended mnemonic for 
tw 20,RA,RB 


Trap if (RA) logically greater than or equal to (RB). 
Extended mnemonic for 
tw 5,RA,RB 


Trap if (RA) logically greater than (RB). 
Extended mnemonic for 
tw 1,RA,RB 
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tw 
Trap Word 


Table 24-34. Extended Mnemonics for tw (continued) 


Other Registers 
Operands Altered 


Trap if (RA) logically less than or equal to (RB). 
Extended mnemonic for 
tw 6,RA,RB 


Trap if (RA) logically less than (RB). 
Extended mnemonic for 
tw 2,RA,RB 


Trap if (RA) logically not greater than (RB). 
Extended mnemonic for 
tw 6,RA,RB 


Trap if (RA) logically not less than (RB). 
Extended mnemonic for 


tw 5,RA,RB 


Trap if (RA) less than (RB). 
Extended mnemonic for 
tw 16,RA,RB 


Trap if (RA) not equal to (RB). 
Extended mnemonic for 
tw 24,RA,RB 


Trap if (RA) not greater than (RB). 
Extended mnemonic for 
tw 20,RA,RB 


Trap if (RA) not less than (RB). 
Extended mnemonic for 
tw 12,RA,RB 
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twi 


Trap Word Immediate 


twi TO, RA, IM 


Lee Pt le alle ee 
0 6 11 16 


31 


1) 
1) 
1) 
1) v 

1) ) then TRAP (see details below) 


if( ((RA) < EXTS(IM) A TOg 
((RA) > EXTS(IM) a TO, 
((RA) = EXTS(IM) A TOs 
((RA) < EXTS(IM) - TO3 
((RA) & EXTS(IM) A TO4 


<<< 


Register RA is compared with the IM field, which has been sign-extended to 32 bits. If any 
comparison condition selected by the TO field is true, a TRAP occurs. The behavior of a TRAP 
depends upon the Debug Mode of the processor, as described below: 


If TRAP is not enabled as a debug event (DBCR[TDE] = 0 or DBCR[EDM, IDM] = 0,0): 
TRAP causes a program interrupt. See “Program Interrupt” on page 10-40. 


(SRRO) < address of twi instruction 
(SRR1) <— (MSR) 

(ESR[PTR]) < 1 

(MSR[WE, EE, PR, DR, IR]) <— 0 

PC e EVPRo:15 || Ox0700 


If TRAP is enabled as an External debug event (DBCR[TDE] = 1 and DBCR[EDM] = 1): 


TRAP goes to the Debug Stop state, to be handled by an external debugger with hardware control 
of the PPC405GP. 


(DBSR[TIE]) <— 1 
In addition, if TRAP is also enabled as an Internal debug event (DBCR[IDM] = 1) 
and Debug Exceptions are disabled aes 0), then report an imprecise event: 
(DBSR[IDE]) <— 1 

PC < address of twi instruction 


If TRAP is enabled as an Internal debug event and not an External or event (DBCR[TDE] = 1 
and DBCR[EDM,|IDM] = 0,1) and Debug Exceptions are enabled (MSR[DE] = 1): 


TRAP causes a Debug interrupt. See “Debug Interrupt” on page 10-44. 


(SRR2) < address of twi instruction 
(SRR3) <— (MSR) 

(DBSR[TIE]) < 1 

(MSR[WE, EE, PR, CE, DE, DR, IR]) < 0 
PC <— EVPRo-15 It Ox2000 


If TRAP is enabled as an Internal debug event and not an External debug event (DBCR[TDE] = 1 
and DBCR[EDM,IDM] = 0,1) and Debug Exceptions are disabled (MSR[DE] = 0): 


TRAP will report the debug event as an imprecise event and will cause a Program interrupt. See 
“Program Interrupt” on page 10-40. 


Preliminary . Instruction Set 24-193 


twi 
Trap Word Immediate 
(SRRO) <— address of twi instruction 
(SRR1) — (MSR) 
(ESR[PTR]) < 1 
(DBSRITIE,IDE]) — 1,1 
(MSR[WE, EE, PR, DR, IR]) <— 0 
PC < EVPRo.15 Il 0x0700 


Registers Altered 
e None 


Programming Note 


This instruction is inserted into the execution stream by a debugger to implement breakpoints, and is 
not typically used by application code. 


Architecture Note 
This instruction is part of the PowerPC User Instruction Set Architecture. 


Table 24-35. Extended Mnemonics for twi 


Trap if (RA) equal to EXTS(IM). 
Extended mnemonic for 
. twi 4,RA,IM 


Trap if (RA) greater than or equal to EXTS(IM). 
Extended mnemonic for 
twi 12,RA,IM 


Trap if (RA) greater than EXTS(IM). 
Extended mnemonic for 
twi 8,RA,IM 


Trap if (RA) less than or equal to EXTS(IM). 
Extended mnemonic for 
twi 20,RA,IM 


Trap if (RA) logically greater than or equal to 
EXTS(IM). 

Extended mnemonic for 

twi 5,RA,IM 


Trap if (RA) logically greater than EXTS(IM). 
Extended mnemonic for 
twi 1,RA,IM 


Trap if (RA) logically less than or equal to EXTS(IM). 
Extended mnemonic for 
twi 6,RA,IM 


Trap if (RA) logically less than EXTS(IM). 
Extended mnemonic for 
twi 2,RA,IM 


Trap if (RA) logically not greater than EXTS(IM). 
Extended mnemonic for 
twi 6,RA,IM 


24-194 PPC405GP User’s Manual Preliminary 


twi 


Trap Word Immediate 


Table 24-35. Extended Mnemonics for twi (continued) 


Other Registers 
Operands Altered 

twinli RA, IM Trap if (RA) logically not less than EXTS(IM). 

Extended mnemonic for 

twi 5,RA,IM , 
twiti RA, IM Trap if (RA) less than EXTS(IM). 

Extended mnemonic for 

twi 16,RA,IM 


RA, IM Trap if (RA) not greater than EXTS(IM). 
Extended mnemonic for 
twi 20,RA,IM 


RA, IM Trap if (RA) not less than EXTS(IM). 
Extended mnemonic for 
twi 12,RA,IM 


RA, IM Trap if (RA) not equal to EXTS(IM). 
Extended mnemonic for 
twi 24,RA,IM 


Preliminary Instruction Set 24-195 


wrtee 


Write External Enable 


wrtee RS 


MSR[EE] <— (RS)ig 
The MSR[EE] is set to the value specified by bit 16 of register RS. 


If instruction bit 31 contains 1, the contents of CR[CRO] are undefined. 

Registers Altered | 

¢ MSR[EE] 

Invalid Instruction Forms: 

e Reserved fields 

Programming Note 

Execution of this instruction is privileged. 

This instruction is used to provide atomic update of MSR[EE]. Typical usage is: 
mfmsr Rn #save EE in Rn[16] 


wrteei 0 #Turn off EE 
e #Code with EE disabled 


wrtee Rn = #restore EE without affecting any MSR changes that occurred in the disabled code 
Architecture Note 


This instruction part of the IBM PowerPC Embedded Operating Environment. 


24-196 PPC405GP User’s Manual Preliminary 


wrteei 


Write External Enable Immediate 


wrteei E 


0 6 16 17 21 31 


MSR[EE] <— E 
MSR{[EE] is set to the value specified by the E field. 
If instruction bit 31 contains 1, the contents of CR[CRO] are undefined. 
Registers Altered 
¢ MSR[EE] 
Invalid Instruction Forms: 
¢ Reserved fields 
Programming Note . 
Execution of this instruction is privileged. . 
This instruction is used to provide an atomic update of MSR[EE}. Typical usage is: 
mfmsr Rn  #save EE in Rn{16] 


wrteei 0 #Turn off EE 
° #Code with EE disabled 


wrtee Rn #restore EE without affecting any MSR changes that occurred in the disabled code 
Architecture Note 


This instruction part of the IBM PowerPC Embedded Operating Environment. 


Preliminary Instruction Set 24-197 


xor 


XOR 
xor RA, RS, RB Rce=0 
xor. RA, RS, RB Rc=1 


0 6 11 16 21 31 
(RA) < (RS) ® (RB) 


The contents of register RS are XORed with the contents of register RB; the result is placed into 
register RA. 


Registers Altered 


bd CR[CRO],7, GT, EQ, SO if Re contains 1 
e RA 


Architecture Note 


This instruction part of the IBM PowerPC Embedded Operating Environment. 
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xori 
XOR Immediate 


xori RA, RS, IM 


6 11 


0 16 31 


(RA) — (RS) ® (‘60 II IM) 


The IM field is extended to 32 bits by concatenating 16 0-bits on the left. The contents of register RS 
are XORed with the extended IM field; the result is placed into register RA. 


Registers Altered 
« RA 


Architecture Note 


This instruction is part of the PowerPC User Instruction Set Architecture. 


Preliminary Instruction Set 24-199 


xoris 
XOR Immediate Shifted 


xoris RA, RS, IM 


a 
0 6 11 16 31 
(RA) <— (RS) @ (IM Il 160) 


The IM field is extended to 32 bits by concatenating 16 0-bits on the right. The contents of register RS 
are XORed with the extended IM field; the result is placed into register RA. 


Registers Altered 
« RA 


Architecture Note 


This instruction is part of the PowerPC User Instruction Set Architecture. 
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Chapter 25. Register Summary 


The registers are grouped into categories, based on access mode: General Purpose Registers 
(GPRs), Special Purpose Registers (SPRs), Time Base Registers (TBRs), the Machine State 
Register (MSR), the Condition Register (CR), Device Control Registers (DCRs), and memory- 
mapped I/O (MMIO) registers. 


25.1 Reserved Registers 


Any register numbers not listed in the tables which follow are reserved, and should be neither read 
nor written. These reserved register numbers may be used for additional functions on future PowerPC 
embedded products. 


25.2 Reserved Fields 


For all registers with fields marked as reserved, the reserved fields should be written as zero and read 
as undefined. That is, when writing to a reserved field, write a zero to that field. When reading from a 
reserved field, ignore that field. 


The recommended coding practice is to perform the initial write to a register with reserved fields as 
described in the preceding paragraph, and to perform all subsequent writes to the register using a 
read-modify-write strategy: read the register, alter desired fields with logical instructions, and then 
write the register. 


25.3 General Purpose Registers 


The PPC405GP processor core provides 32 General Purpose Registers (GPRs). The contents of 
these registers can be loaded from memory using load instructions and stored to memory using store 
instructions. GPRs are also addressed by all integer instructions. 


Table 25-1. PPC405GP General Purpose Registers 


GPR Number 


Register Name 


RO-R31 General Purpose Register 0-31 0x0-0x1F 


25.4 Machine State Register and Condition Register 


Because these registers are accessed using special instructions, they do not require addressing. 


25.5 Special Purpose Registers 


Special Purpose Registers (SPRs), which are part of the PowerPC Embedded Architecture, are 
accessed using the mtspr and mfspr instructions. SPRs controj the use of the debug facilities, 
timers, interrupts, storage contro! attributes, and other architected processor resources. 


Preliminary Register Summary 25-1 


Table 25-2 shows the mnemonics, names, and numbers of the SPRs. The columns under “SPRN” list 
the register numbers used as operands in assembler language coding of the mfspr and mtspr 
instructions. The column labeled “SPRF’” lists the corresponding fields contained in the machine code 
of mfspr and mtspr. The SPRN field contains the five-bit subfields of the SPRF field, which are 
reversed in the machine code for the mfspr and mtspr instructions (SPRN <— SPRFs-9 || SPRFo.4) 
for compatibility with the POWER Architecture. Note that the assembler handles the special coding 
transparently. 


All SPRs are privileged, except the Count Register (CTR), the Link Register (LR), SPR General 
Purpose Registers (SPRG4—-SPRG7, read-only), User SPR General Purpose Register (USPRGO), 
and the Fixed-point Exception Register (XER). Note that access to the Time Base Lower (TBL) and 
Time Base Upper (TBU) registers, when addressed as SPRs, is write-only and privileged. However, 
when addressed as Time Base Registers (TBRs), read access to these registers is not privileged. 
See “Time Base Registers” on page 25-3 for more information. 


Table 25-2 lists the SPRs, their mnemonics and names, their numbers (SPRN) and the corresponding 
SPRF numbers, and access. All SPR numbers not listed are reserved, and should be neither read nor 
written. 


Table 25-2. Special Purpose Registers 


[eee od 
nme] tone [i | 


[SOR [Gave Confgwaton Reaitero [S47 [O85_|Oa7 |Raaane | 
[orm [Gaunt Resiner «dL —* 0008 [OR [Rena 
[DoWr [Data Cache Wre-trough Regier [954 [OBA [OxG80 [esate 
[ovoi—[DataVaue Compare’ +950 [OBB [0200 [Resa | 
[BvC2 [Daa Vatie Compare? ——————=*( SBT OGB7_| ORD [Renae | 
[DEAR —[DataEvorAiess Regier [961 [G05 [25 |ReeaWite 
ESR | seperate” [560 0aD"_| O25 [Ree 
[EVPR__[ExcepionVesorPreficRegiiar [982 [306 [20E [Resa | 
acs [Traatn Adress Compares [948 [OBA [0200 [Resa | 
aca [Insulin Adess Compare [949 [O85 [O20 [Resa | 
a CC 
PO [PensssD «(SRS BH | 2S [Rena | 
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Table 25-2. Special Purpose Registers (continued) 


poe =f 
en} tery || 


2600 


Ox3BC | 0x39D | Read/Write 


25.6 Time Base Registers 


The PowerPC Architecture provides a 64-bit time base. Chapter 11, “Timer Facilities,” describes the 
architected time base. In the PPC405GP, the time base is implemented as two 32-bit time base 


registers (TBRs). The low-order 32 bits of the time base are read from the TBL and the high-order 32 


bits are read from the TBL. 


User-mode access to the TBRs is read-only, and there is no explicitly privileged read access to the 
time base. 


Preliminary Register Summary 25-3 


The mftb instruction reads from TBL and TBU. (Writing the time base is accomplished by moving the 
contents of a GPR to a pair of SPRs, which are also called TBL and TBU, using the mtspr 
instruction.) 


Table 25-3 shows the mnemonics, names, and numbers of the TBRs. The columns under “TBRN” list 
the register numbers used as.operands in assembler language coding of the mftb and mtspr 
instructions. The column labeled “TBRF” lists the corresponding fields contained in the machine code 
of mftb and mtspr. The TBRN field contains two five-bit subfields of the TBRF field; the subfields are 
reversed in the machine code for the mftb and mtspr instructions (TBRN <— TBRFs,9 || TBRFo-s). 
Note that the assembler handles the special coding transparently. 


Table 25-3. Time Base Registers 


TBRN 
Register Name | Decimal | Hex | TBRF 


Time Base Lower (Read-only) 0x10C |0x188 | Read-only 
Time Base Upper (Read-only) 0x10D ‘| 0x1A8 | Read-only 


25.7 Device Control Registers 


Device Control Registers (DCRs) are on-chip registers that are architecturally outside of the 
processor core. They are used to control, configure, and hold status for various functional units. DORs 
are accessed using the mfder and mtdcr instructions. 


The mfder and mtder instructions are privileged, for all DCR numbers. Therefore, all DCR accesses 
are privileged. All DCR numbers are reserved, and should be neither read nor written. 


25.7.1 Directly Accessed DCRs 
The following DCRs are directly accessed, that is, they are accessed using their DCR numbers. 


Table 25-4. Directly Accessed DCRs 


DCR 
Register Number Description 


DCRs Used for Indirect Access 


OCM0_ISARC 0x018 OCM Instruction-Side Address Range Compare 
Register 


OCMO_ISCNTL 0x019 OCM Instruction-Side Control Register 


OCM0_DSARC Ox01A OCM Data-Side Address Range Compare Register 
OCM0_DSCNTL 0x01B OCM Data-Side Control Register 
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Table 25-4. Directly Accessed DCRs (continued) 


DCR 
Register Number _ Description 


On-Chip Buses 


PLBO_BESR 0x084 R/Clear PLB Error Status Register 
PLBO_BEAR 0x086 PLB Error Address Register 
PLBO_ACR 0x087 PLB Arbiter Control Register 


POBO_BESRO Ox0A0 R/Clear PLB to OPB Error Status Register 0 
POBO_BEAR Ox0A2 [R ——s[ PLB to OPB Error Address Register 
POBO_BESR1 Ox0A4 PLB to OPB Error Status Register 1 
Clocking, Power Management, and Chip Control 


CPCO_PLLMR Ox0BO PLL Mode Register 


CPCO_CRO 0x0B1 Chip Control Register 0 


CPCO_CR1 Ox0B2 Chip Control Register 1 

CPCO_PSR 0x0B4 Chip Pin Strapping Register 
fOPGO_MTAGIO [BSR SSC* STAG DRegister 
CPCO_SR | oxoB8 |R | CPM Status Register 

Universal Interrupt Controller 


/W 
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Table 25-4. Directly Accessed DCRs (continued) 


DCR 
Register Number Description 
DMAO_CR3 0x118 DMA Channel Control Register 3 
DMA0O_CT3 0x119 DMA Count Register 3 


DMA0_DA3 Ox11A DMA Destination Address Register 3 


RW 
DMAO_SA3 | Ox11B_ = |RAW —_—| DMA Source Address Register 3 
DMAO_SG3 _ | = Ox1iC_ = | RW | DMA Sccatter/Gather Descriptor Address 
DMAO_SR DMA Status Register 
DMAO0_SGC | 0x123, | RAW —_s| DMA Scatter/Gather Command Register 
DMAO_SLP | 0x125. -|RAV —_—s|. DMA Sleep Mode Register 


R/W 

R/W 

R/W 

R/W 

R/W 
DMAO_POL DMA Polarity Configuration Register 
Media Access Layer 


MALO_TXDEIR Tx Descriptor Error Interrupt Register 
MALO_RXCASR Rx Channel Active Register (Set) 


MALO_TXCTPOR 0x1A0 Channel Tx 0 Channel Table Pointer Register 


MALO_TXCTP1R Ox1A1 Channel Tx 1 Channel Table Pointer Register 


MALO_RXCTPOR 0x1C0 Channel Rx 0 Channel Table Pointer Register 


MALO_RCBSO 0x1E0 Channel RX 0 Channel Buffer Size Register 


25.7.2 Indirectly Accessed DCRs 


The DCRs for the SDRAM controller, external bus controller (EBC), and decompression controller are 
indirectly accessed. 


Tx Channel Active Register (Reset) 

Tx End of Buffer Interrupt Status Register 
|MALO_TXDEIR | 

|MALO_RXCASR | 


The following general procedure can be used to access the SDRAM controller, EBC, and 
decompression controller: 


1. Write an offset to an address DCR. 


Offsets for the SDRAM controller registers, listed in Table 25-6, are written to the Memory 
Controller Address Register (SDRAMO_CFGADDR); its address is in Table 25-5. 


Offsets for the EBC registers, listed in Table 25-8, “Offsets for EBC Registers,” on page 25-8, are 
written to the Peripheral Controller Address Register (EBCO_CFGADDR); its address is in 
Table 25-7, “EBC DCR Usage,” on page 25-8. 
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Offsets for the decompression controller registers, listed in Table 25-10, “Offsets for 
Decompression Controller Registers,” on page 25-9, are written to the Decompression Controller 
Address Register (DCPO_CFGADDR); its address is in Table 25-9, “Decompression Controller 
DCR Usage,” on page 25-9. 


2. Read data from or write data to a data DCR. 
Data associated with the unit is written to or read from the target register. 


25.7.2.1 Indirect Access of SDRAM Controller DCRs 
The following procedure accesses the SDRAM controller registers listed in Table 25-5. 


1. Write the offset from Table 25-6 to the Memory Controller Address Register 
(SDRAMO_CFGADDR). 


2. Read data from or write data to the Memory Controller Data Register (SDRAMO_CFGDATA). 
Table 25-5. SDRAM Controller DCR Usage 


DCR 
Register Number Description 


SDRAMO_CFGADDR 0x010 Memory Controller Address Register 
SDRAMO_CFGDATA 0x011 Memory Controller Data Register 


Table 25-6. Offsets for SDRAM Controller Registers 


[Register Ose | Access_[——~—SC~«ieseption 
oxi0 
[SORAMO_CFG | 0x@0__[RW_____[Mermory Controler Options = 
oxa0 
Ordo 
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25.7.2.2 Indirect Access of EBC DCRs 

The following procedure accesses the EBC registers listed in Table 25-7. 

1. Write the offset from Table 25-8 to the Peripheral Controller Address Register (EBCO_CFGADDR). 
2. Read data from or write data to the Peripheral Controller Data Register (EBCO_CFGDATA). 


Table 25-7. EBC DCR Usage 


DCR 
Register Number Description 


EBCO_CFGADDR 0x012 Peripheral Controller Address Register 
EBCO_CFGDATA 0x013 Peripheral Controller Data Register 


Table 25-8. Offsets for EBC Registers 


Register | _Offset__| Access _| Description 
EBCO_BOCR Peripheral Bank 0 Configuration Register 
EBCO_BiCR Peripheral Bank 1 Configuration Register 


PEBCO_BECR | __ox06__[RIW [Peripheral Bank 6 Configuration Register 


25-8 PPC405GP User’s Manual Preliminary 


25.7.2.3 Indirect Access of Decompression Controller DCRs 
The following procedure accesses the decompression controller registers listed in Table 25-9. 


1. Write the offset from Table 25-10 to the Decompression Controller Address Register 
(DCPO_CFGADDR). 


2. Read data from or write data to the Decompression Controller Data Register (DCPO_CFGDATA). 


Table 25-9. Decompression Controller DCR Usage 


DCR 
Register Number Description 


DCPO_CFGADDR 0x014 Decompression Controller Address Register 
DCPO_CFGDATA 0x015 Decompression Controller Data Register 


Table 25-10. Offsets for Decompression Controller Registers 


[Register| Offset [_Aecess_ [Description 
DOPO_fTOR2 


DCPO_ADDR1 0x05 R/W Address Decode Definition Register 1 
DCPO_CFG R/W Decompression Core Configuration Register 


DCPO_ID | 0x41 =|R ~——_| Decompression Core ID Register 
DCPO_VER | x42 JR Decompression Core Version Number Register 
DCPO_PLBBEAR | = oxsO— [RO Bus Error Address Register (PLB address) 


DCPO_MEMBEAR 0x51 Bus Error Address Register (DCP to EBC 
address) 


DCPO_ESR R/Clear Bus Error Status Register 0 (masters 0-3) 


DCPO_RAMO— 0x400-Ox7FF | R/W Decode Tables 
DCPO_RAM3FF 
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25.8 MMIO Registers 


Some registers associated with on-chip peripherals are MMIO registers. Such registers are accessed 
using load/store instructions. 


25.8.1 Directly Accessed MMIO Registers 


Directly-accessed MMIO registers are accessed using load/store instructions that contain the register 
addresses. Table 25-11 lists the directly-accessed MMIO registers. 


Table 25-11. Directly Accessed MMIO Registers 


MMIO Registers Used for Indirect Access 


PCI Configuration Address Register 
PCI Configuration Data Register 
Serial Ports . 


UARTO_DLL 


UARTO_RBR OxEF600300 UART 0 Receiver Buffer Register 
Note: Set UARTO_LCR[DLAB] = 0 to access. 
UARTO_THR W UART 0 Transmitter Holding Register 
Note: Set UARTO_LCR[DLAB] = 0 to access. 
R/W UART 0 Baud-rate Divisor Latch LSB 
Note: Set UARTO_LCR[DLAB] = 1 to access. 
UARTO_IER OxEF600301 R/W UART 0 Interrupt Enable Register 
; Note: Set UARTO_LCR[DLAB] = 0 to access. 
UARTO_DLM R/W UART 0 Baud-rate Divisor Latch MSB 
Note: Set UARTO_LCR[DLAB] = 1 to access. 


UARTO_IIR OxEF600302 PAs: UART 0 Interrupt Identification Register 


UARTO_FCR OxEF600302 |W UART 0 FIFO Contro! Register 
UARTO_LCR OxEF600303 UART 0 Line Control Register 
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Table 25-11. Directly Accessed MMIO Registers (continued) 


——reaiior [tess —Resoes | —___Bessipfon 
OxEF600305 UART 0 Line Status Register 


UART1_RBR OxEF600400 UART 1 Receiver Buffer Register 

Note: Set UART1_LCR[DLAB] = 0 to access. 
UART1_THR WwW UART 1 Transmitter Holding Register 

Note: Set UART1_LCR/[DLAB] = 0 to access. 
UART1_DLL , R/W UART 1 Baud-rate Divisor Latch LSB 

Note: Set UART1_LCR[DLAB] = 1 to access. 

UART1_lIER OxEF600401 R/W UART 1 Interrupt Enable Register 

Note: Set UART1_LCR[DLAB] = 0 to access. 
UART1_DLM R/W UART 1 Baud-rate Divisor Latch MSB 

Note: Set UART1_LCR[DLAB] = 1 to access. 
UART1_lIR OxEF600402 aaa UART 1 Interrupt Identification Register 
UART1_FCR OxEF600402 UART 1 FIFO Control Register 
UART1_LCR OxEF600403 UART 1 Line Control Register 
UART1_MCR OxEF600404 UART 1 Modem Control Register 
UART1_LSR OxEF600405 UART 1 Line Status Register 
UART1_MSR OxEF600406 | R/W UART 1 Modem Status Register 
UART1_SCR OxEF600407 UART 1 Scratch Register 


Inter-Integrated Circuit 

TO Nasir Data Ble 
0 Slave Dal Bu 
R/W IICO Low Master Address 
ICO High Maser Ads 
160 Con 

ICO Mode Cont 

iO Sis 

R/W 1ICO Extended Status 
R/W IICO Low Slave Address 
ICO High Slave Adeess 
R/W ICO Clock Divide 

ICO rtorupt Mask 

R 1ICO Transfer Count 


!CO Extended Control and Slave Status 
ICO Direct Control 


ICO_XTCNTLSS OxEF60050F 
11CO_DIRECTCNTL OxEF600510 


OPBAO_PR OxEF600600 
OPBAO_CR ~~ | OxEFG00601 


D| D 
=| =| = 


{e) 
vU 
ive] 
> 
= 
S. 
= 
oO 
= 


PB Arbiter Priority Register 
PB Arbiter Control Register 


i 
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Table 25-11. Directly Accessed MMIO Registers (continued) 


[Revister[Adaress [Assess [Description 
General-Purpose I/O 
[GPIOOIR————=«OXEFGOOTIG [R__|[ GPIOO_IRO Input Register 


EMACO_MRO OxEF600800 Mode Register 0 
EMACO_MR1 OxEF600804 Mode Register 1 


EMACO_TMR1 OxEF60080C 

EMACO_RMR OxEF600810 

EMACO_ISR OxEF600814 | R/W 
/W 


Transmit Mode Register 0 


Transmit Mode Register 1 


D| D| D 


Interrupt Status Register 
EMACO_ISER OxEF600818 Interrupt Status Enable Register 
EMACO_IAHR OxEF60081C Individual Address High 


EMACO_IALR OxEF600820 RAW . Individual Address Low 


EMACO_VTPID OxEF600824 VLAN TPID Register 


Receive Mode Register 


Pause Timer Register 
ndividual Address Hash Table 1 


EMACO_GAHT2 OxEF600844 R/W Group Address Hash Table 2 
/W 


A 
FEMAGO_LSAH | OxEF000850_[R [Last Sowoo Aderess ow 
rEMAGO_LSAL ox F60085¢ [A Last Sourea AasressFigh | 
Inter-Packet Gap Value Register 

am 
zy 
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25.8.2 Indirectly Accessed MMIO Registers 


The PCI configuration registers, listed in Table 25-13, “PCI Configuration Registers,” on page 25-13, 
are indirectly accessed. , 


The following procedure accesses the PCI configuration registers, using the address and data 
registers listed in Table 25-12: 


1. OR the Enable/Bus/Device/Function bits with the high-order 6 bits of the offset from Table 25-13 
and write the result to register PCI Configuration Address Register (PCICO_CFGADDR). 


2. OR the low-order 2 bits of the offset from Table 25-13 with PCI Configuration Data Register 
(PCICO_CFGDATA) to form an address. 


3. Read data from or write data to the address. 


Table 25-12. PCl Configuration Address and Data Registers 


[Register [Address [Access [Description 
PCICO_CFGADDR OxEEC00000 PCI Configuration Address Register 
PCICO_CFGDATA OxEEC00004 PCI Configuration Data Register 


Table 25-13. PCI Configuration Registers 


| esse | ote BT FT] entntn 


PCICO_VENDID 0x01-0x00 [RW =|R [PCI Vendor ID 
PCICO_DEVID 0x03-0x02 RW [R | PCI Device ID 


PCICO_CMD 0x05-0x04 R/W _ | PCI Command Register 
PCICO_STATUS 0x07-0x06 PCI Status Register — 
PCICO_CLS 0x0B-0x09 |RAW  [R__| PCI Class Register 
PCICO_CACHELS }oxoc = {RRs {R__—s[ PC Cache Line Size 


= 


PCIC_LATTIN 
POICO_HDIVPE __[Ox0E [A _[R___[PCIHeader ype 
PCICO_BIST joo [RA __[R___[PCTBuitin Sef Test Goniroy 
PCICO_BARO oxi@-O0 |R__[R_[PCIReseved BRO —*S 
PCICO_PTWMBAR | Oxt7-Ox14 
PCICO_PIMEBAR __|OxiB-Oxt8 [AW [RM 
PCICO__BARS foxtrot | — | — [PCIResened BARS 
PCICO_ BARA for2a-ox20 | — [= [PCIResened BARS 
PCICO_ BARS jox2i-oxe7 | — | — | POIResened BARS SC=*S 
PCICO_CISPTR | 0x0B-0x28 | _— | _— [Unused Carcbus CIS Ponty 
POICO_SBSYSVID___|Ox2D-020 AMY _[R___|PCISubsystem VendorID 
PCICO_SBSYSID___[ox2F-O@E [AW _[R__[PCISubsystemID 

j= [Unused Expansion ROW Base Aaaress | 

a 

ae 


R 
= : 
PCICO_REVID R/AW PCI Revision !D 
R 
R 
R 


PCICO_EROMBA 0x33-0x30 | — | Unused Expansion ROM Base Address 
PCICO_CAP }ox34 [RO PCI Capabilities Pointer 
PCICO_INTLN R/W | PCl Interrupt Line 


PCICO_INTPN foxx RO [RO PCI Interrupt Pin 
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Table 25-13. PCI Configuration Registers (continued) 


[POCSMINGNT —[O@e[R_[R | POIMinimum Grant —————SSSCSC~—S 
POIOO_MAXCINGY _[OGF__[R [A __[PCIMaximum Latency ————SS—=S 
PCICO_ICS 
POICO_ERREN RW [RW [Enorenable 
PCICO_ERRSTS 
PCICO_BROGOPT 
PCICO_PLBBESRO _[OxtF-ox4 [RW [AW [PLB Slave Error SynaromeO = 
PCICO_PLBBESRI RW _[RIW [PLB Siave EvorSyncromet 


PCICO_CAPID 


Es 
BY) 


3 


= 


2 


3 
3 


PCICO_PLBBEAR 

fA [R___[Capabiityidenifier 
PCICO_NEXTIPTR _[ox50___[R___[R___[New’liemPonter 
PCICO_PMIC [OxSB-OSA [R[F ___[ Power Management Capabiifes 
PCICO_PMCSR 


PCICO_PMCSRBSE [OxSE ==|R  |R | PMCSR PCI to PCI bridge Support Extensions 
PCIGO_DATA foxsr | — | — [UnusedData 
PCICO_BRDGOPT2 0x63-0x60 PCI Bridge Options 2 


PCICO_PMSCRR Power Management State Change Request 
Register 


25.9 Alphabetical Register Listing 


wD 


The following pages list the registers available in the PPC405GP. For each register, the following 
information is supplied: 


e Register mnemonic and name 
¢ Cross 

¢ Register type (SPR or TBR) 

e Register number (address) 


¢ A diagram illustrating the register fields (all register fields have mnemonics, unless there is only 
one field) 


¢ A table describing the register fields, giving field mnemonic, field bit location, field name, and the 
function associated with various field values 
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CCRO 


Core Configuration Register 0 
SPR 0x3B3 


See “Cache Control and Debugging Features” on page 4-11. 
LWL SWOA _ IPP LBDE PFNC FWOA CWS 
(oS e [78 [Si TAT TaS[I6___Taleoeyae[asaa—sepa7]2e S03 


LWOA DPP1 UOXE PFC NCRS Cis 


Figure 25-1. Core Configuration Register 0 (CCRO) 


Cae Reserved 


LWL Load Word as Line 

0 The DCU performs load misses or non- 
cachable loads as words, halfwords, or 
bytes, as requested 

1 For load misses or non-cachable loads, 
the DCU moves eight words (including 
the target word) into the line buffer 

7 LWOA_ | Load Without Allocate 
0 Load misses result in line fills 
‘| 1 Load misses do not result in a line fill, but 

in non-cachable loads 


SWOA } Store Without Allocate 
O Store misses result in line fills 
1 Store misses do not result in line fills, but 


in non-cachable stores 


DPP1 DCU PLB Priority Bit 1 Note: DCU logic dynamically controls DCU 
0 DCU PLB priority 0 on bit 1 ’ priority bit 0. 
1 DCU PLB priority 1 on bit 1 


10:11 ICU PLB Priority Bits 0:1 
00 Lowest ICU PLB priority 
01 Next to lowest ICU PLB priority 
; 10 Next to highest ICU PLB priority 
11 Highest ICU PLB priority 


BS 


14 UOXE Enable UO Exception 
0 Enables the U0 exception 
1 Disables the U0 exception 
15 LDBE Load Debug Enable 
0 Load data is invisible on data-side (on- 
chip memory (OCM) 
1 Load data is visible on data-side OCM 


20 PFC ICU Prefetching for Cachable Regions 
0 Disables prefetching for cachable 
regions 
1 Enables prefetching for cachable regions 
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CCRO (cont.) 


Core Configuration Register 0 


ICU Prefetching for Non-Cachable Regions 

0 Disables prefetching for non-cachable 
regions 

1 Enables prefetching for non-cachable 
regions 


Non-cachable ICU request size 
O Requests are for four-word lines 
1 Requests are for eight-word lines 


Fetch Without Allocate 

0 An ICU miss results in a line fill. 

1 An ICU miss does not cause a line fill, 
but results in a non-cachable fetch. 


Cache Information Select 
0 Information is cache data. 
1 Information is cache tag. 


Cache Way Select 
0 Cache way is A. 
1 Cache way is B. 
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CPCO_CRO 


Chip Control Register 0 
DCR 0x0B1 
See “Chip Control Register 0 (CPCO_CRO)” on page 7-12. 
TRE G11EG13E G15E G17E GI19E. G21E G23E RDS DRE UO0EC UDIV 


FoI TA IO aI Ee ED 


G10E G12E Gi4E G16E G18E G20E G22E DCS DTE DAEC UI1EC 


Figure 25-2. Chip Control Register 0 (CPCO_CRO) 


f 0:3 [ee Reserved 


4 TRE CPU Trace Enable Trace interface cannot be used when GPIO 
0 GPIO1-9 are enabled is enabled. 
1 GPIO1-9 are disabled 

a G10E GPIO 10 Enable 
PY “ 
~ 


GPIO 12 Enable 
0 Enable PerCS3 as a chip select - 
1 Enable PerCS3 as GPIO12 


GPIO 13 Enable 
0 Enable PerCS4 as a chip select 
1 Enable PerCS4 as GPIO13 


GPIO 14 Enable 
0 Enable PerCS5 as a chip select 
1 Enable PerCS5 as GPIO14 


GPIO 15 Enable 
0 Enable PerCS6 as a chip select 
1 Enable PerCS6 as GPIO15 


GPIO 16 Enable 
0 Enable PerCS7 as a chip select 
1 Enable PerCS7 as GPIO16 


GPIO 17 Enable The purpose of GPIO_17_EN through 
0 Enable interrupt IRQO as an interrupt GPIO_23_EN is to isolate the interrupt 
1 Enable interrupt IRQ0 as GPIO17 controller from activity on a shared pin 
when that pin is being used as a GPIO. For 
instance, when G17E is set to a 1, IRQO at 
the UIC will always be forced to a zero. 
Note: Setting G17E to a 0 will not prevent 
GPIO channel 17 (if configured as an 
output) from creating contention with 
the off-chip source of the IRQ input. 
Therefore, be sure to leave the shared 
GPIO channel disabled when using 
the pin as an interrupt input. 


0 Enable PerCS1 as a chip select 
1 Enable PerCS1 as GPIO10 
GPIO 11 Enable 
G13E 
ra — 
~ 
12 


0 Enable PerCS2 as a chip select 
G16E 


1 Enable PerCS2 as GPIO11 
G17E 
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CPCO_CRO (cont.) 


Chip Control Register 0 


=x — — ak 
ee) N oO ol 


= 
o 


nN 
De 


GW _ 


fh 
tt 


i) 
fo) 
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GPIO 18 Enable 
0 Enable interrupt !RQ1 as an interrupt 
1 Enable interrupt [RQ1 as GPIO18 


GPIO 19 Enable 
0 Enable interrupt IRQ2 as an interrupt 
1 Enable interrupt IRQ2 as GPIO19 


GPIO 20 Enable 
0 Enable interrupt IRQ3 as an interrupt 
1 Enable interrupt IRQ3 as GP1O20 


GPIO 21 Enable 
0 Enable interrupt IRQ4 as an interrupt 
1 Enable interrupt IRQ4 as GPIO21 


GPIO 22 Enable 
O Enable interrupt IRQ5 as an interrupt 
1 Enable interrupt IRQ5 as GPIO22 


GPIO 23 Enable 
0 Enable interrupt IRQ6 as an interrupt 
1 Enable interrupt IRQ6 as GPIO23 


DSR/CTS select — 
O DSR is selected. 
1 CTS is selected. 


RTS/DTR select 
0 RTS is selected. 


1 DTR is selected. 


DMA Transmit Enable for UARTO 
O DMA transmit channel is disabled. 
1 DMA transmit channel is enabled. 


DMA Receive Enable for UARTO 
O DMA receive channel is disabled. 
1 DMA receive channel is enabled. 


DMA Allow Enable Clear for UARTO 

O DTE and DRE for UARTO are not cleared 
when the UART receives a corresponding 
terminal count. 

1 DTE and DRE for UARTO are cleared 
when the UART receives a corresponding 
terminal count. 


Select External Clock for UARTO 

0 UARTO uses the internally derived serial 
clock 

1 UARTO uses the external serial clock 
input 

Select External Clock for UART1 

0 UART1 uses the internally derived serial 
clock 

1 UART1 uses the external serial clock 
input 
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CPCO0O_CRO (cont.) 


Chip Control Register 0 


UART Internal Clock Divisor UDIV specifies the divisor of the CPU clock 

00000 Divide by 1 frequency used to derive a UART serial 

00001 Divide by 2 clock frequency. For example, if the CPU is 

00010 Divide by 3 running at 200MHz, a divider value of 20 

‘ sets the serial clock frequency to 10MHz. © 
Note: The maximum serial clock 

; frequency is less than 1/2 x OPB 

11110 Divide by 31 frequency 

11111 Divide by 32 


a 


26:30 | UDIV 
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CPCO_CR1 


Chip Control! Register 1 
DCR 0x0B2 


Figure 25-3. Chip Control Register 1 (CPCO_CR1) 


|__| Reserved 


7 ee CPU External Timer Enable 
0 CPU timers increment at CPU clock 
frequency. 
1 CPU timers increment at frequency of 
TmrClk input. 


|__| Reserved 


| 9:16 | 16 
pee PCI Interrupt Enable/Peripheral Write 
Enable 
0 PCI interrupt signal can be used. 
1 Peripheral write enable signal can be 
enabled. 


reap [Rms 
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CPCO_ER 


CPM Enable Register 


DCR 0x0B9 


See “CPM Enable Register (CPCO_ER)” on page 13-3. 
IC CPU BRG EBC PLB UARTO UIC EMAC_MM —EMAC_TM 


olij2isia{s|e[7lelefrojrajrfrjrafisjre}y7 
* 


PCI DMA ne SDRAM GPIO UART1 EMAC_RM 
CPU_TMRCLK 


Figure 25-4. CPM Enable Register (CPCO_ER) 


Class 3 


PPC405GP Processor Core Class 2 
DMA Controller Class 2 


BRG PLB to OPB Bridge Class 2 


CodePack Class 2 
[6 [eB | RowsRaw Perpher Concer Glass 
Class 2 
PLB Bus Arbiter Class 2 
UARTO Serial Port 0 Class 1 
UART1 Serial Port 1 Class 1 


Ethernet MM Unit Class 1 
i 
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CPCO_FR 


CPM Force Register 
DCR 0x0BA 


See “CPM Force Register (CPCO_FR)” on page 13-3. 
iC CPU BRG EBC PLB UARTO UIC EMAC_MM —EMAC_TM 


PC! DMA DCP SDRAM GPIO UART1 EMAC_RM 
CPU_TMRCLK 


Figure 25-5. CPM Force Register (CPCO_FR) 


La IIC Interface Class 3 
1 PCI 


PCI Bridge . Class 3 


}2 | cpu PPC405GP Processor Core Class 2 
[3 | DMA DMA Controller Class 2 


EMAC_RM Ethernet RM Unit Class 1 
EMAC_TM Ethernet TM Unit Class 1 


Reserved 


17:31 


a [era[PiBtworseae SSC 
[__ [EBC | ROMSRAN Pophaal Gano ase 
fe [Re [Pipette 
[a [ari [Gena Purp tsa Gano Gass 
E 
E 
r 
15 a 

16 is 
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CPCO_JTAGID 


JTAG ID Register 
DCR 0x0B5 Read-Only 
See “JTAG ID Register (CPCO_JTAGID)” on page 12-4. 


MANF LOC 


ee ee ee aaa a7eB 


PART VERS 


Figure 25-6. JTAG ID Register (CPCO_JTAGID) 


MANF. | Manufacturer Identifier 
12:23 | PART Part Number 
24:27 Developer Location 
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CPCO_PLLMR 


PLL Mode Register © 


DCR 0x0B 
See “PLL Mode Register (CPCO_PLLMR)” on page 7-10. 
FWDV TUN OPDV EPDV 


Figure 25-7. PLL Mode Register (CPCO_PLLMR) 


Forward Divisor PLLOUTA Value: 
000 Forward divisor is 8. 50 MHz-100 MHz 
001 Forward divisor is 7. 58 MHz—114 MHz 
010 Forward divisor is 6. 66 MHz-134 MHz 
011 Forward divisor is 5. ; 80 MHz—160 MHz 
100 Forward divisor is 4. 100 MHz—200 MHz 
101 Forward divisor is 3. 133 MHz—267 MHz 
110 Forward divisor is 2. 200 MHz—400 MHz 
111 Forward divisor is 1. 400 MHz—800 MHz 
Note: PLLOUTA is the CPU clock in 
PPC405GP. 


Feedback Divisor 

0000 Feedback divisor is 16. 
0001 Feedback divisor is 1. 
0010 Feedback divisor is 2. 
0011 Feedback divisor is 3. 
0100 Feedback divisor is 4. 
0101 Feedback divisor is 5. 
0110 Feedback divisor is 6. 
0111 Feedback divisor is 7. 
1000 Feedback divisor is 8. 
1001 Feedback divisor is 9. 
1010 Feedback divisor is 10. 
1011 Feedback divisor is 11. 
1100 Feedback divisor is 12. 
1101 Feedback divisor is 13. 
1110 Feedback divisor is 14. 
1111 Feedback divisor is 15. 


TUNE[5:0] Field Note: The tune bits adjust parameters that 
control PLL jitter. The recommended 
values minimize jitter for the PLL 
implemented in the PPC405GP. 
These bits are shown for information 
only, and do not require modification 
except in special clocking 
circumstances, such as spread 
spectrum clocking. For details on the 
use of spread spectrum clock 
generators (SSCGs) with the 
PPC405GP, visit the technical 
documents area of the IBM 
PowerPC web site. 
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CPCO_PLLMR (cont.) 


PLL Mode Register 


13:14 | CBDV | CPU:PLB Frequency Divisor 
00 CPU:PLB divisor is 1 
01 CPU:PLB divisor is 2 
10 CPU:PLB divisor is 3 
11 CPU:PLB divisor is 4 
15:16 | OPDV | OPB-PLB Frequency Divisor 
00 OPB-PLB divisor is 1 
01 OPB-PLB divisor is 2 
10 OPB-PLB divisor is 3 
11 OPB-PLB divisor is 4 


17:18 | PPDV_ | PCI-PLB Frequency Divisor See “PCI Clocks” on page 7-8 for details 
00 PCI-PLB divisor is 1 regarding asynchronous PCI clocking and 
01 PCI-PLB divisor is 2 how it relates to synchronous clocking. 


10 PCI-PLB divisor is 3 
11 PCI-PLB divisor is 4 


EPDV | External Bus—-PLB Frequency Divisor 
00 External bus—PLB divisor ratio is 2:1 
01 External bus-PLB divisor ratio is 3:1 
10 External bus~PLB divisor ratio is 4:1 
11 External bus—PLB divisor ratio is 5:1 
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CPCO_PSR 


Chip Pin Strapping Register 
DCR 0x0B3 Read-Only 
See “Chip Pin Strapping Register (CPCO_PSR)” on page 9-1. 
PFWD PT ODP EBDP RL PAE 


foi f2 safes a]? ole won ale ule vel ral alle 


PFBD PDC PDP RW PAME 


Figure 25-8. Chip Pin Strapping Register (CPCO_PSR) 


PLL Forward Divider 
00 Bypass Mode 

01 Divide by 3 

10 Divide by 4 

11 Divide by 6 


PLL Feedback Divider 
00 Divide By 1 
01 Divide By 2 
10 Divide By 3 
11 Divide By 4 


PLL Tuning Note: The tune bits adjust parameters that 

000 Choice 1; TUNE[5:0] = 010001 control PLL jitter. The recommended values 

001 Choice 2; TUNE[5:0] = 010010 minimize jitter for the PLL implemented in 

010 Choice 3; TUNE[5:0] = 010011 the PPC405GP. These bits are shown for 

011 Choice 4; TUNE[5:0] = 010100 information only, and do not require 

100 Choice 5; TUNE[5:0] = 010101 modification except in special clocking 

101 Choice 6; TUNE[5:0] = 010110 circumstances, such as spread spectrum 

110 Choice 7; TUNE[5:0] = 010111 clocking. For details on the use of spread 

111 Choice 8; TUNE[5:0] = 100100 spectrum clock generators (SSCGs) with 
the PPC405GP, visit the technical ~ 
documents area of the IBM PowerPC web 
site. 


PLB Divider from CPU 
00 Divide By 1 
01 Divide By 2 
10 Divide By 3 
11 Divide By 4 


OPB Divider from PLB 
00 Divide By 1 
01 Divide By 2 
10 Divide By 3 
11 Divide By 4 


PCI Divider from PLB 
00 Divide By 1 
01 Divide By 2 
10 Divide By 3 
11 Divide By 4 
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CPCO_PSR (cont.) 


Chip Pin Strapping Register 


13:14 | EBDP | External Bus Divider from PLB 
00 Divide By 2 
01 Divide By 3 
10 Divide By 4 
11 Divide By 5 
15:16 | RW ROM Width 
00 8-bit ROM 
01 16-bit ROM 
10 32-bit ROM 
11 Reserved 


17 RL ROM Location 
0 405GP Peripheral Attach 
1 405GP PCI Attach 
18 ee 


Reserved 


19 PAME | PCI Asynchronous Mode Enable 
0 Synchronous PCI Mode 
1 Asynchronous Mode 


a 


21 PAE PCI Arbiter Enable 
O Internal Arbiter Disabled 
1 Internal Arbiter Enabled 


A 
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CPCO_SR 


CPM Status Register 


DCR 0x0B8 Read-Only 


See “CPM Status Register (CPCO_SR)” on page 13-3. 
IC CPU BRG EBC PLB UARTO UIC EMAC_MM —EMAC_TM 


PCl DMA DCP SDRAM GPIO UART1 EMAC_RM 
CPU_TMRCLK 


Figure 25-9. CPM Status Register (CPCO_SR) 
lIC Interface 

PCI Bridge 

PPC405GP Processor Core 

DMA Controller 


ROM/SRAM Peripheral Controller —_. 
SDRAM Memory Controller 
PLB Bus Arbiter 


Universal Interrupt Controller 


CPU_TMRCLK | CPU Timers 
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CR 


Condition Register 
See “Condition Register (CR)” on page 3-12. 
CRO CR2 CR4 CR6 


oC 37s eae Oa 


CRI CR3 CR5 CR7 


Figure 25-10. Condition Register (CR) 


[oR | Conon Raitor 


20:23 | CR5 Condition Register Field 5 
CR6 Condition Register Field 6 
28:31 | CR7 Condition Register Field 7 
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CTR 


Count Register 
SPR 0x009 
See “Count Register (CTR)” on page 3-7. 


0 31 


Figure 25-11. Count Register (CTR) 


Used as count for branch conditional with 
decrement instructions, or as address for 


branch-to-counter instructions. 
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DAC1—DAC2 


Data Address Compare Registers 
SPR 0x3F6-0x3F7 
See “Data Address Compare Registers (DAC1—DAC2)” on page 12-14. 


Figure 25-12. Data Address Compare Registers (DAC1—DAC2) 


0:31 Data Address Compare (DAC) byte DBCRO[D1S] determines which address 
address bits are examined. 
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DBCRO 


Debug Control Register 0 
SPR 0x3F2 
See “Debug Control Registers” on page 12-9. 


EDM RST BT TDE tA2 IA12X_ 1A4_ IA34X IA34T 


Figure 25-13. Debug Control Register 0 (DBCRO) 


External Debug Mode 
0 Disabled 
1 Enabled 


Internal Debug Mode 
0 Disabled 
1 Enabled 


Reset Causes a processor reset request when 
00 No action set by software. 

01 Core reset 

10 Chip reset 

11 System reset 


Attention: Writing 01, 10, or 11 to this field causes a processor reset request. 


Instruction Completion Debug Event 
0 Disabled 
1 Enabled 


Branch Taken Debug Event 
0 Disabled 
1 Enabled 


Exception Debug Event 
0 Disabled 
1 Enabled 


Trap Debug Event 
0 Disabled 
1 Enabled 


IAC 1 Debug Event 
0 Disabled 
1 Enabled 


IAC 2 Debug Event 
0 Disabled 
1 Enabled 


Instruction Address Range Compare 1-2. ~_— Registers !AC1 and IAC2 define an 
0 Disabled address range used for IAC address 
1 Enabled comparisons. 


Enable Instruction Address Exclusive Selects the range defined by !AC1 and 
Range Compare 1-2 IAC2 to be inclusive or exclusive. 

0 Inclusive 

1 Exclusive 
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IAC 3 Debug Event 
0 Disabled 
1 Enabled 


IAC 4 Debug Event 
0 Disabled 
1 Enabled 


Instruction Address Range Compare 3-4 
0 Disabled 
1 Enabled 


Instruction Address Exclusive Range 
Compare 3-4 

0 Inclusive 

1 Exclusive 


Instruction Address Range Compare 1-2 
Toggle 

0 Disabled 

1 Enable 


Instruction Address Range Compare 3-4 
Toggle 

0 Disabled 

1 Enable 


Freeze timers on debug event 
0 Timers not frozen 
1 Timers frozen 


Preliminary 


DBCRO (cont.) 


Debug Control Register 0 


Registers |AC3 and IAC4 define an 
address range used for IAC address 
comparisons. 


Selects range defined by IAC3 and IAC4 to 
be inclusive or exclusive. 


Toggles range 12 inclusive, exclusive 
DBCR{[IA12X] on debug event. 


Toggles range 34 inclusive, exclusive 
DBCR[IA34X] on debug event. 


Register Summary 


25-33 


DBCR1 


Debug Control Register 1 


SPR 0x3BD 


See “Debug Control Registers” on page 12-9. 


DIR DiW DIS 


D2R Dew 


DA12 DV1M 


Olt [3]4 5]6 Tsao M2 tala wie —taSO——C DA 


D2S DA12X DV2M 


DV2BE 


Figure 25-14. Debug Control Register 1 (DBCR1) 


DAC1 Read Debug Event 
0 Disabled 
1 Enabled 


DAC 2 Read Debug Event 
0 Disabled 
1 Enabled 


DAC 1 Write Debug Event 
0 Disabled 
1 Enabled 


DAC 2 Write Debug Event 
0 Disabled 
1 Enabled 


DAC 1 Size 

00 Compare all bits 

01 Ignore Isb (least significant bit) 
10 Ignore two Isbs 

11 Ignore five Isbs 


DAC 2 Size 

00 Compare all bits 

01 Ignore Isb (least significant bit) 
10 Ignore two Isbs 

11 Ignore five Isbs 


Enable Data Address Range Compare 1:2 


0 Disabled 
1 Enabled 


Data Address Exclusive Range Compare 
1:2 

0 Inclusive 
1 Exclusive 


pons [arenes 
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Address bits used in the compare: 


Byte address 

Halfword address 

Word address 

Cache line (8-word) address 


Address bits used in the compare: 


Byte address 

Halfword address - 

Word address 

Cache line (8-word) address 


Registers DAC1 and DAC2 define an 
address range used for DAC address 
comparisons 


Selects range defined by DAC1 and DAC2 


to be inclusive or exclusive 


Preliminary 


DBCR1 (cont.) 


Debug Control Register 1 


12:13 | DViM | Data Value Compare 1 Mode Type of data comparison used: 
00 Undefined 
01 AND All bytes selected by DBCR1[DV1BE] must 
compare to the appropriate bytes of DVC1. 
10 OR One of the bytes selected by 
DBCR1[DV1BE] must compare to the 
appropriate bytes of DVC1. 
11 AND-OR The upper halfword or lower halfword must 
compare to the appropriate halfword in 
DVC1. When performing halfword 
compares set DBCR1[DV1BE] = 0011, 
1100, or 1111. 
14:15 | DV2M_ | Data Value Compare 2 Mode Type of data comparison used 
00 Undefined 
01 AND All bytes selected by DBCR1[DV2BE] must 
compare to the appropriate bytes of DVC2. 
10 OR One of the bytes selected by 
DBCR1[DV2BE] must compare to the 
appropriate bytes of DVC2. 
11 AND-OR The upper halfword or lower halfword must 
compare to the appropriate halfword in 
DVC2. When performing halfword 
compares set DBCR1[DV2BE] = 0011, 
1100, or 1111. 


16:19 | DV1BE | Data Value Compare 1 Byte Selects which data bytes to use in data 
0 Disabled value comparison 

20:23 | DV2BE | Data Value Compare 2 Byte Selects which data bytes to use in data 

0 Disabled value comparison 

1 Enabled 


1 Enabled 
24:31 aa Reserved 
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-DBSR 


Debug Status Register 
SPR 0x3F0 Read/Clear 
See “Debug Status Register (DBSR)” on page 12-12. 


IC EDE UDE IA2 DW1 DW2 _sIA3 MRR 


BT TIE JIA1 DR1 DR2~ IDE 1A4 


Figure 25-15. Debug Status Register (DBSR) 


Instruction Completion Debug Event 
0 Event did not occur 
1 Event occurred 


Branch Taken Debug Event 
O Event did not occur 
1 Event occurred 


Exception Debug Event 
O Event did not occur 
1 Event occurred 


Trap Instruction Debug Event 
0 Event did not occur 
1 Event occurred 


Unconditional Debug Event 
0 Event did not occur 
1 Event occurred 


IAC1 Debug Event 
0 Event did not occur 


1 Event occurred 


IAC2 Debug Event 
0 Event did not occur 
1 Event occurred 


DAC1 Read Debug Event 
O Event did not occur 
1 Event occurred 


DAC1 Write Debug Event 
O Event did not occur 
1 Event occurred 


DAC2 Read Debug Event 
0 Event did not occur 
1 Event occurred 


DAC2 Write Debug Event 
0 Event did not occur 
1 Event occurred 
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DBSR (cont.) 


Debug Status Register 


Imprecise Debug Event 

0 No circumstance that would cause a 
debug event (if MSR[DE] = 1) occurred 

1 A debug event would have occurred, but 
debug exceptions were disabled 
(MSR[DE] = 1) 


IAC3 Debug Event 
O Event did not occur 
1 Event occurred 


IAC4 Debug Event 
O Event did not occur 
1 Event occurred 


Reserved 


Most Recent Reset This field is set to a value, indicating the 

00 No reset has occurred since last type of reset, when a reset occurs. 
cleared by software. 

01 Core reset 

10 Chip reset 

11 System reset 


| 24:81 fe Reserved 
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DCCR 


Data Cache Cacheability Register — 


SPR 0x3FA 


See “Real-mode Storage Attribute Control” on page 6-17. 


So S2 S4 


S6 S8 S10 


$12 


$14 


$16 


$18 


$20 S22 S24 S26 


$28 


$30 
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$9 


$11 


$13 


$15 


$17 


$19 


$21 S23 S25 $27 


Figure 25-16. Data Cache Cachability Register (DCCR) 


0 Noncachable 
1 Cachable 


0 Noncachable 
1 Cachable 


0 Noncachable 
1 Cachable 


0 Noncachable 
1 Cachable 


0 Noncachable 
1 Cachable 


0 Noncachable 
1 Cachable 


0 Noncachable 
1 Cachable 


0 Noncachable 
1 Cachable 


0 Noncachable 
1 Cachable 


0 Noncachable 
1 Cachable 


0 Noncachable 
1 Cachable 


0 Noncachable 
1 Cachable 


0 Noncachable 
1 Cachable 


0 Noncachable 
1 Cachable 


O Noncachable 
1 Cachable 


0 Noncachable 
1 Cachable 
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0x0000 0000-0x07FF FFFF 
0x0800 0000-Ox0FFF FFFF 
0x1000 0000-0x17FF FFFF 
0x1800 0000-0x1FFF FFFF 
0x2000 0000-0x27FF FFFF 
0x2800 0000-Ox2FFF FFFF 
0x3000 0000-0x37FF FFFF 
0x3800 0000-0x3FFF FFFF 
0x4000 0000-0x47FF FFFF 
0x4800 0000-0x4FFF FFFF 
0x5000 0000 -0x57FF FFFF 
0x5800 0000—Ox5FFF FFFF 
0x6000 0000-0x67FF FFFF 
0x6800 0000-0x6FFF FFFF 
0x7000 0000—0x77FF FFFF 


0x7800 0000 -0x7FFF FFFF 


Preliminary 


$29 


}9] 1] 2] 8] 4] 5] 6] 7] 8] 9] 10/14] 12] 13) 14] 15] 16] 17] 18) 19] 20] 21] 22] 23] 24) 25) 26) 27) 28] 29) 30] 31 | 


$31 


DCCR (cont.) 


Data Cache Cacheability Register 


16 S16 0 Noncachable 0x8000 0000—0x87FF FFFF 
1 Cachable 

17 $17 | 0 Noncachable 0x8800 0000 —0x8FFF FFFF 
1 Cachable 

18 $18 0 Noncachable 0x9000 0000—0x97FF FFFF 
1 Cachable , 

19 $19 0 Noncachable ; 0x9800 0000—Ox9FFF FFFF 
1 Cachable 

20 $20 0 Noncachable 0xA000 0000—-0xA7FF FFFF 
1 Cachable 

21 $21 0 Noncachable OxA800 0000—OxAFFF FFFF 
1 Cachable 

22 O Noncachable 0xB000 0000-0xB7FF FFFF 
1 Cachable ' 

$23 0 Noncachable 0xB800 0000-OxBFFF FFFF 

1 Cachable 

24 $24 | 0 Noncachable 0xC000 0000-0xC7FF FFFF 
1 Cachable 

25 $25 0 Noncachable 0xC800 0000 —-OxCFFF FFFF 
1 Cachable 
0 Noncachable 0xD000 0000 —0xD7FF FFFF 
1 Cachable 

27 $27 0 Noncachable 0xD800 0000 -OxDFFF FFFF 
1 Cachable 

$28 0 Noncachable O0xE000 0000 -0xE7FF FFFF 

1 Cachable 


0 Noncachable O0xE800 0000—OxEFFF FFFF 
1 Cachable 


0 Noncachable 
1 Cachable 


0 Noncachable 
1 Cachable 


OxF000 0000—OxF7FF FFFF 


OxF800 0000—OxFFFF FFFF 
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DCP0_ADDRO-DCP0_ADDR1 


Address Decode Definition Register 0-1 
DCR Accessed using DCPO0_CFGADDR, DCP0_CFGDATA; Offset 0x04—0x05 


See “Decompression Address Decode Definition Registers (DCPO_ADDRO-DCPO_ADDRY1)” on 
page 14-5. 
DRBA DREN 


o_o rope a 


DRS 


Figure 25-17. Decompression Address Decode Definition Registers 
(DCPO_ADDRO-DCP0_ADDR1) 


Decode Region Base Address High-order decode region address bits 


Reserved 


D 
DRS | Decode Region Size 
. 0000-0100 Reserved 
0101 4MB 
0110 8MB 
0111 16MB 
1000 32MB 
1001 64MB 
1010 128MB 
1011 256MB 
1100 512MB 
1101 1GB 
1110 2GB 
1111 4GB 


Reserved 


DREN | Enable Decode Region 
0 Decoding is disabled for region 
1 Decoding is enabled for region. 
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DCP0O_CFG 


Decompression Core Configuration Register 
DCR Accessed using DCPO0_CFGADDR, DCP0_CFGDATA; Offset 0x40 
See “Decompression Configuration Register (DCPO_CFG)” on page 14-5. 


SDLY CDB 


Figure 25-18. Decompression Controller Configuration Register (DCPO_CFG) 


orm [fone 
18:27 | SLDY | Sleep Delay Sleep delay 


SLEN | Sleep Enable . 
0 Disable sleep 
1 Enable sleep 
CDB | Clear Decompression Buffer Self-clearing; always reads 0 
0 Normal operation 
1 Clear decompression buffer 


Enable Decrompression 


0 Decompression is enabled; U0 storage 
attribute is recognized 

1 Decompression is disabled; UO storage 

attribute is ignored 
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DCPO_CFGADDR 


Decompression Controller Address Register 


DCR 0x014 
See “Decompression Controller Registers” on page 14-3. 


This register is used to determine offsets for decompression controller DCRs. 
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DCPO_CFGDATA 


Decompression Controller Data Register 
DCR 0x015 
See “Decompression Controller Registers” on page 14-3. 


This register is used to indirectly access decompression controller DCRs. 
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DCPO_ESR 


Decompression Controller Bus Error Status Register 0 
DCR Accessed using DCPO0_CFGADDR, DCP0_CFGDATA; Offset 0x52 Read/Clear 
See “Decompression Controller Error Status Register 0 (DCPO_ESR)” on page 14-7. 


DETO FLO DET1 FL DET2 FL2 DET3 FL3 


O27 3[4s]e Bf aiojiii2 —tafisieli7jis — 20/2if22jasjaq 


Rwo ALO RW1 ALT RW2 AL2 RW3 ALS 


Figure 25-19. Decompression Controller Error Status Register 0 (DCPO_ESR) 
DETO 


Decompression Error Type for Master 0 Master 0 is the processor core instruction 
000 Time-out during ITE fetch cache unit (ICU). 
001 Time-out during block fetch 
010 Memory controller error during ITE 
fetch 
011 Memory controller error during block 
fetch 
100-111 Reserved 


Read/Write Status for Master 0 This implementation only reports errors for 
0 Error operation was a write compressed reads. 
1 Error operation was a read 


DCPO_ESR Field Lock for Master 0 DCPO_ESR register fields are locked when 
0 DCPO_ESR fields are unlocked the PLB_lockErr signal was active in the 
1 DCPO_ESR fields are locked cycle in which the error occurred. 


DCPO_MEMBEAR/DCP0_PLBBEAR DCPO_MEMBEAR and DCP0O_PLBBEAR 
Address Lock for Master 0 are locked to this master address when the 
0 Master has not locked PLB_lockErr signal was active in the cycle 
DCPO_MEMBEAR and in which the error occurred. 
DCPO_PLBBEAR 
1 Master has locked DCPO_MEMBEAR 
and DCPO_PLBBEAR 


Decompression Error Type for Master 1 


RWO 


FLO 


(=) 


ALO 


DET1 


See description for DCPO_ESR[DETO]. 
Master1 is the processor core data cache 
unit (DCU). 


Read/Write Status for Master 1 This implementation only reports errors for 
O Error operation was a write compressed reads. 
1 Error operation was a read 


DCPO_ESR Field Lock for Master 1 DCPO_ESR register fields are locked when 
0 DCPO_ESR fields are unlocked the PLB_lockErr signa! was active in the 
1 DCPO_ESR fields are locked cycle in which the error occurred. 


DCPO_MEMBEAR/DCP0_PLBBEAR DCPO_MEMBEAR and DCPO_PLBBEAR 

Address Lock for Master 1 are locked to this master address when the 

O Master has not locked PLB_lockErr signal was active in the cycle 
DCPO_MEMBEAR and in which the error occurred. 
DCPO_PLBBEAR 

1 Master has locked DCPO_MEMBEAR 

and DCPO_PLBBEAR 


a 
| § 


—_ 


0 FL1 


11 AL1 
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DCP0_ESR (cont.) 


Decompression Controller Bus Error Status Register 0 


DET2 | Decompression Error Type for Master 2 See description for DCPO_ESR[DETO}. 
Master 2 is the external master. 


RW2 | Read/Write Status for Master 2 This implementation only reports errors for 
0 Error operation was a write compressed reads. 
1 Error operation was a read 


DCPO_ESR Field Lock for Master 2 DCPO_ESR register fields are locked when 
0 DCPO_ESR fields are unlocked the PLB_lockErr signal was active in the 
1 DCPO_ESR fields are locked cycle in which the error occurred. 


17 AL2 | DCPO_MEMBEAR/DCP0_PLBBEAR DCPO_MEMBEAR and DCPO_PLBBEAR 
Address Lock for Master 2 are locked to this master address when the 
0 Master has not locked PLB_lockErr signal was active in the cycle 
DCPO_MEMBEAR and in which the error occurred. 
DCPO_PLBBEAR 
1 Master has locked DCPO_MEMBEAR 
and DCPO_PLBBEAR 


18:20 | DET3 | Decompression Error Type for Master 3 See description for DCPO_ESR[DETO]. 
Master 3 is PCI. 


Read/Mrite Status for Master 3 _ This implementation only report errors for 
O Error operation was a write compressed reads. 
1 Error operation was a read 


DCPO_ESR Field Lock for Master 3 DCPO_ESR register fields are locked when 
0 DCPO_ESR fields are unlocked the PLB_lockErr signal was active in the 
1 DCPO_ESR fields are locked cycle in which the error occurred. 


DCPO_MEMBEAR/DCP0_PLBBEAR DCPO_MEMBEAR and DCPO_PLBBEAR 
Address Lock for Master 3 are locked to this master address when the 
0 Master has not locked PLB_lockErr signal was active in the cycle 
DCPO_MEMBEAR and in which the error occurred. 
DCPO_PLBBEAR 
1 Master has locked DCPO_MEMBEAR 
and DCPO_PLBBEAR 


| 2481 ft] Reserved 


16 FL2 
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DCPO_ID 


Decompression Controller ID Register 


DCR Accessed using DCP0_CFGADDR, DCP0_CFGDATA; Offset 0x41 Read-Only 
See “Decompression Controller ID Register (DCPO_ID)” on page 14-6. 


2 31 
Figure 25-20. Decompression Controller ID Register (DCP0O_ID) 
0:31 hese od Decompression Controller ID Read-only, value is 0000504D 
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DCP0_ITORO-DCP0O_ITOR3 


Index Table Origin Register 0-3 
DCR Accessed using DCPO0_CFGADDR, DCP0_CFGDATA; Offset 0x00—0x03 


See “Index Table Origin Registers (DCPO_ITORO-DCPO_ITORS3)” on page 14-4. 


ITO 


Figure 25-21. Decompression Index Table Origin Registers (DCP0O_ITORO—DCPO_ITOR3) 


ine Reserved 
21:31 Index Table Origin High-order index table address bits 
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DCPO_MEMBEAR 


Decompression Controller Bus Error Address Register 
‘DCR Accessed using DCPO_CFGADDR, DCP0_CFGDATA; Offset 0x51 Read-Only 
See “Decompression Controller Bus Error Address Register (DCPO_MEMBEAR)”’ on page 14-7. 


Figure 25-22. Decompression Controller Bus Error Address Register (DCPO_MEMBEAR) 


post | | Address of SDRAM or EBC Error 
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DCPO_PLBBEAR 


Decompression Controller PLB Error Address Register 
DCR Accessed using DCPO_CFGADDR, DCP0_CFGDATA; Offset 0x50 Read-Only 


See “Decompression Controller PLB Error Address Register (DCPO_PLBBEAR)” on page 14-7. 


Figure 25-23. Decompression Controller PLB Error Address Register (DCPO_PLBBEAR) 


| 0:31 | | Address of PLB Error 
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DCP0O_RAM0-DCP0_RAM3FF 


Decompression Controller SRAM/ROM 


DCR 0x400-0x7FF 
See “Decompression Controller Registers” on page 14-3. 


These registers store decode tables for the decompression controller. 


25-50 PPC405GP User’s Manual 


Preliminary 


DCPO_VER 


Decompression Controller Version Register 


DCR Accessed using DCPO_CFGADDR, DCP0_CFGDATA; Offset 0x42 Read-Only 
See “Decompression Controller Version Register (DCPO_VER)” on page 14-6. 


2 31 
Figure 25-24. Decompression Controller Version Register (DCPO_VER) 
0:31 =e Decompression Controller Version Read-only, value is 00000200 
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DCWR 


Data Cache Write-through Register 
SPR 0x3BA 
See “Real-mode Storage Attribute Control” on page 6-17. 


wo We W4 W6 ws Wi0 Wi2 W14 W1i6 W18 W20 W22 W24 W26 W28 W30 


[Of 1] 2} 3] 4] 5] 6] 7] 8] 9] 10] 14] 12] 13] 14] 15] 16] 17] 18] 19/20] 21|22]23}24) 26] 26]27] 28] 29/30/31) 


Ww1 W3 WS W7 W9 Wit W13 W115 W17 W19 W221 W23 W25 We7 We9 WS! 


Figure 25-25. Data Cache Write-through Register (DCWR) 


Wo 0 Write-back 0x0000 0000—0x07FF FFFF 
1 Write-through 


1 W1 0 Write-back 0x0800 0000-—0x0FFF FFFF 
1 Write-through 
2 W2 0 Write-back 0x1000 0000—0x17FF FFFF 
1 Write-through 
3 W3 0 Write-back 0x1800 0000—-0x1FFF FFFF 
1 Write-through 
4 W4 0 Write-back 0x2000 0000 —-0x27FF FFFF 
1 Write-through 
5 W5 0 Write-back 0x2800 0000—-0x2FFF FFFF 
1 Write-through 
W6 0 Write-back 0x3000 0000—0x37FF FFFF 
1 Write-through 
7 W7 0 Write-back 0x3800 0000-—Ox3FFF FFFF 
1 Write-through 


W8 0 Write-back 0x4000 0000 ~—0x47FF FFFF 
1 Write-through 

wg 0 Write-back 0x4800 0000 —-Ox4FFF FFFF 
1 Write-through 

W10 0 Write-back 0x5000 0000-—0x57FF FFFF 
1 Write-through 
W111 0 Write-back 0x5800 0000 -OxSFFF FFFF 

1 Write-through 


W12 | 0 Write-back 0x6000 0000 —0x67FF FFFF 
1 Write-through 


a 
Lae 
11 
12 
W13 | 0 Write-back 0x6800 0000 -Ox6FFF FFFF 


1 Write-through 


W14 | 0 Write-back 0x7000 0000 —0x77FF FFFF 
1 Write-through 


W115 | O Write-back 0x7800 0000 —0x7FFF FFFF 
1 Write-through 
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DCWR (cont.) 


Data Cache Write-through Register 


0 Write-back 0x8000 0000—0x87FF FFFF 
1 Write-through 


W17 | 0 Write-back O0x8800 0000-—Ox8FFF FFFF 

1 Write-through 

W118 | 0 Write-back 0x9000 0000-—0x97FF FFFF 
1 Write-through 

19 | 0 Write-back 0x9800 0000—Ox9FFF FFFF 
1 Write-through 

20 | 0 Write-back O0xA000 0000-—0xA7FF FFFF 
1 Write-through 

1 Wet 0 Write-back 0xA800 0000—0xAFFF FFFF 
1 Write-through 

2 W22 | 0 Write-back 0xB000 0000 -0xB7FF FFFF 
1 Write-through 

3 W23 | 0 Write-back 0xB800 0000—-OxBFFF FFFF 
1 Write-through 


4 W24 | 0 Write-back 0xC000 0000—O0xC7FF FFFF 
1 Write-through 


0 Write-back 0xC800 0000 —-O0xCFFF FFFF 
1 Write-through 


0 Write-back 0xD000 0000—0xD7FF FFFF 
1 Write-through 


27 | 0 Write-back 0xD800 0000—OxDFFF FFFF ~ 
1 Write-through 


28 | 0 Write-back OxE000 0000—-OxE7FF FFFF 
1 Write-through 


W2g_ | 0 Write-back OxE800 0000 —-OxEFFF FFFF 
1 Write-through 


0 Write-back OxFO00 0000 —OxF7FF FFFF 
1 Write-through 


O Write-back OxF800 0000—OxFFFF FFFF 
1 Write-through 
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DEAR | 


Data Exception Address Register 


SPR 0x3D5 
See “Data Exception Address Register (DEAR)” on page 10-34. 


Figure 25-26. Data Exception Address Register (DEAR) 


0:31 fe Address of Data Error (synchronous) 
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DCR 0x100, 0x108, 0x110, 0x118 


DMA0_CRO—DMAO0_CR3 


DMA Channel Control Registers 0-3 


See “DMA Channel Control Registers (DMAO_CRO-DMA0_CR3)” on page 18-8. 


CE TD PW SAI T PWC 


cP PCE 


PHC TCE DEC 


Figure 25-27. DMA Channel Control Registers (DMA0O_CR0O-DMA0_CR3) 


Channel Enable 
O Channel is disabled 
1 Channel is enabled 


Channel Interrupt Enable 
0 Disable interrupts from this channel 
1 Enable interrupts from this channel 


In peripheral mode: 
O Transfers are from memory-to-peripheral 


This field is automatically cleared when 
the transfer completes or an error occurs. 


When enabled, interrupts are generated 
for terminal count, end of transfer, and 
errors conditions. See “DMA Interrupts” 
on page 18-15.. 


TD is not used (don’t care) for software- 
initiated memory-to-memory transfers. 


1 Transfers are from peripheral-to-memory 
In device-paced memory-to-memory mode: 
0 Peripheral is at the destination address 

1 Peripheral is at the source address 


Peripheral Location 
0 External peripheral (EBC) bus 
1 OPB (UARTO) 


Peripheral Width/Memory alignment 
00 Byte (8 bits) 
01 Halfword (16 bits) 


Transfer width equals peripheral width for 
peripherals. 


10 Word (82 bits) 
11 Doubleword (64 bits) memory-to-memory 
transfers only 


Destination Address Increment 

O Do not increment destination address 

1 After each data transfer increment the 
destination address by: 
1, if the transfer width is a byte (8 bits) 
2, if the transfer width is a halfword (16 bits) 
4, if the transfer width is a word (32 bits) 
8, if the transfer width is a doubleword (64 bit) 


Source Address Increment 
0 Do not increment source address 
1 After each data transfer increment the source 
address by: 
1, if the transfer width is a byte (8 bits) 
2, if the transfer width is a halfword (16 bits) 
4, if the transfer width is a word (32 bits) 
8, if the transfer width is a doubleword (64 bit) ~ 
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DMA0_CRO-DMAO_CR3 (cont.) 


DMA Channel Control Registers 0-3 


25-56 


Buffer Enable 
0 Disable DMA 32-byte buffer 
1 Enable DMA 32-byte buffer 


Transfer mode 

00 Peripheral 

01 Reserved 

10 Software-initiated memory-to-memory 
11 Device-paced memory-to-memory 


Peripheral Setup Cycles 
0-3 


Peripheral Wait Cycles 
0-63 


Peripheral Hold Cycles 
0-7 


End-of-Transfer/Terminal Count (EOTn[TCn]) 
Pin Direction 

0 EOTn[TCn] is an EOT input 

1 EOTn[TCn] is a TC output 


Terminal Count (TC) Enable 
0 Channel! does not stop when TC is reached 
1 Channel stops when TC is reached 


Channel Priority 

00 Low priority 

01 Medium low priority 
10 Medium high priority 
11 High priority 


Memory Read Prefetch Transfer 
00 Prefetch 1 doubleword 

01 Prefetch 2 doublewords 

10 Prefetch 4 doublewords 

11 Reserved 


Parity Check Enable 
0 Disable parity checking 
1 Enable parity checking 


Address Decrement 
0 SAI and DAI fields control memory address 
incrementing. 


1 After each data transfer the memory address 


is decremented by the transfer width. 
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lf BEN=0 discrete read and write 
operations occur for each data transfer. 


Number of PerCik cycles that the EBC 
peripheral bus is idle from the last 
peripheral bus transaction to DMAAckn 
becoming active. Used only for the 
peripheral side of peripheral mode 
transfers. 


DMAAckn remains active for PWC+1 
PerClk cycles. Used only for the 
peripheral side of peripheral mode 
transfers. 


The number of PerClk cycles between 
the time that DMAAckn becomes inactive 
until the peripheral bus is available for the 
next bus access. Used only during the 
peripheral side of peripheral mode 
transfers. 


ETD must be set to 1 if the channel is 
configured for software-initiated memory- 
to-memory transfers. 


If TCE=1, it is required that ETD=1. 


Actively requesting channels of the same 
priority are ranked in order by channel 
number, channel 0 having the highest 
priority. See “Channel Priorities” on 
page 18-13 for more information. 


Used only during memory-to-peripheral 
and deviced-paced memory-io-memory 
transfers. To enable prefetching it is 


required that BEN=1. 


Enables parity checking for peripheral 
mode transfers. See “Data Parity During 
DMA Peripheral Transfers” on 

page 18-14. 


If DEC=1, it is required that BEN=0. This 
field is valid only for peripheral mode 
transfers (TM=00). 


Preliminary 


DMA0_CRO-DMA0_CR3 (cont.) 


DMA Channel Control Registers 0-3 


aoa [Rene 
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DMA0_CTO0—DMAO_CT3 


DMA Count Register 0-3 


DCR 0x101, 0x109, 0x111, 0x119 


See “DMA Count Registers (DMAO_CTO-DMA0_CTS3)” on page 18-11. 
NTR 


Figure 25-28. DMA Count Registers (DMA0_CT0-DMAO_CTS3) 


16:31 PNTR | Number of transfers remaining 
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DMA0_DA0-—DMA0_DA3 


DMA Destination Address Register 0-3 
DCR 0x102, 0x10A, 0x112, 0x11A 
See “DMA Destination Address Registers (DMAO_DAO-DMAO_DAS3)” on page 18-11. 


Figure 25-29. DMA Destination Address Registers (DMA0_DA0-DMA0_DA3) 


Destination address for memory-to- 
memory and peripheral-to-memory 


transfers. 
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DMAO0_POL 


DMA Polarity Configuration Register 
DCR 0x126 
See “DMA Polarity Configuration Register (DMAO_POL)” on page 18-5. 


ROP EOP A1P R2P E2P A3P 


[Of 4] 2} 3] 4/5) 6) 7/8] 9/10] 14] 712 


AOP RiP E1P A2P R38P_ E3P 


Figure 25-30. DMA Polarity Configuration Register (DMAO_POL) 
DMAReq0 Polarity 
0 DMARe¢0 is active high 
1 DMAReq0 is active low 
DMAAckO Polarity 
0 DMAAckO is active high 
1 DMAAck0O is active low 
EOTO[TCO] Polarity 
0 EOTO[TCO] is active high 
1 EOTO[TCO] is active low 
DMAReq1 Polarity 
0 DMAReq?1 is active high 
1 DMAReqd1 is active low 
DMAAck1 Polarity 
0 DMAAcK‘1 is active high 
1 DMAAck1 is active low 


EOT1[TC1] Polarity 
0 EOT1[TC1] is active high 


1 EOT1[TC14] is active low 


DMAReq2 Polarity 
0 DMARe¢@2 is active high 
1 DMAReq2 is active low 


DMAAckz2 Polarity 
0 DMAAcK? js active high 


sa 


1 DMAAckz2 is active low 
EOT2[TC2] Polarity 

0 EOT2[TC2] is active high 
1 EOT2[TC2] is active low 
DMAReg3 Polarity 

0 DMAReq3 is active high 
1 DMARedg$ is active low 
DMAAck3 Polarity 

0 DMAAcks3 is active high 
1 DMAAck3 is active low 
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DMAO_POL 


DMA Polarity Configuration Register 


11 E3P EOT3[T C3] Polarity 
0 EOT3[TC3] is active high 
1 EOT3[TC3] is active low 


piast[ Reseed SSS 
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DMA0_SA0—DMA0O_SA3 


DMA Source Address Registers 0-3 


DCR 0x103, 0x10B, 0x113, 0x11B 
See “DMA Source Address Registers (DMAO_SAO—DMAO_SA3)” on page 18-10. 


Figure 25-31. DMA Source Address Registers (DMA0_SA0-DMA0_SA3) 


0:31 Source address for memory-to-memory 
and memory-to-peripheral transfers. 
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DMA0_SG0—DMA0_SG3 


DMA Scatter/Gather Descriptor Address Registers 0-3 
DCR 0x104, 0x10C, 0x114, 0x11C 
See “DMA Scatter/Gather Descriptor Address Registers (DMAO_SGO-DMA0_SG3)” on page 18-12. 


Figure 25-32. DMA Scatter/Gather Descriptor Address Registers (DMA0_SGO—DMA0_SG3) 


ek Address of next scatter/gather descriptor 
table. 


a 
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DMA0_SGC 


DMA Scatter/Gather Command Register 


DCR 0x123 
See “DMA Scatter/Gather Command Register (DMAO_SGC)” on page 18-13. 
SSGO SSG2 EMO EM2 
18116] 17/18/ 19120" 
SSG1 SSG3 EM1 ali 


Figure 25-33. DMA Scatter/Gather Command Register (DMA0_SGC) 


Start Scatter/Gather for channels 0-3. To start a scatter/gather operation for 
0 Scatter/gather support is disabled channel n, EM[n] must also be set. 


SSG[0:3] 
1 Scatter/gather support is enabled 


Enable Mask for channels 0-3. To write SSG[n], EM[n] must be set. 
0 Writes to SSG[n] are ignored Otherwise, writing SSG[n] has no effect. 
1 Allow writing to SSG[n] 


Reserved 
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DMA0_SLP 


DMA Sleep Mode Register 
DCR 0x125 | 
See “DMA Sleep Mode Register (DMAO_SLP)” on page 18-6. 


if gil 
DNR) a | 
IDL 


Figure 25-34. DMA Sleep Mode Register (DMAO_SLP) 


0:4 IDU Idle Timer Upper 
0-31 


Upper 5-bits of the idle timer. 


IDL Idle Timer Lower Lower 5-bit portion of the idle timer. 
Hardcoded to 0b11111 Writing this field has no effect. 
1 Sleep enabled Management macro to put the DMA 


10 SME Sleep Mode Enable If SME=1, also set CPMO_ER[DMA] to 
. controller to sleep. 


0 Sleep disabled enable the Clock and Power 
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DMA0_SR 


DMA Status Register 
DCR 0x120 


See “DMA Scatter/Gather Command Register (DMAO_SGC)” on page 18-13. 
cso cS2 TSO TS2 RIO Ri2 IRO IR2 ERO ER2 CBO CB2 SGo SsG2 


0] 4] 2] 3] 4] 5] 67] 8] 9 10/11) 12/13] 14] 15] 16] 17] 18] 19] 20/21} 22] 23]24) 25) 26) 27| 


cS1 CS3 TSi TS3 Alt RI3 IR1 IR3 ER1 ER3 CB1 CB3 SGi_ SG3 


Figure 25-35. DMA Status Register (DMA0_SR) 


CS[0:3] | Channel 0-3 Terminal Count Status Set when the transfer count reaches 0. 
0 Terminal count has not occurred 
1 Terminal count has been reached 


TS[0:3] | Channel 0-3 End of Transfer Status Only valid for channels with 
0 End of transfer has not been requested DMAO_CRn[ETD]=0. 
1 End of transfer has been requested 

RI[0:3] | Channel 0-3 Error Status See “Errors” on page 18-14 for more 
0 No error information. 
1 Error occurred 

12:15 | IR[0:3] | Internal DMA Request 

0 No internal DMA request pending 
1 Internal DMA request is pending 


4:7 
8:11 
16:19 | ER[0:3] | External DMA Request 
0 No external DMA request pending 
1 External DMA request is pending 
20:23 | CB[0:3] | Channel Busy 
0 Channel is idle 
1 Channel currently active 


24:27 | SG[0:3] | Scatter/Gather Status 
0 No scatter/gather operation in progress 
1 Scatter/gather operation in progress 


Reserved 
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DVC1-—DVC2 


Data Value Compare Registers 
SPR 0x3B6—0x3B7 
See “Data Value Compare Registers (DVC1—DVC2)” on page 12-15. 


Fa en ES 


Figure 25-36. Data Value Compare Registers (DVC1—DVC2) 


0:31 | | Data Value to Compare 
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EBCO_BEAR 


‘ Peripheral Bus Error Address Register 
DCR Accessed using EBCO_CFGADDR; EBC0_CFGDATA; Offset 0x20 
See “Peripheral Bus Error Address Register (EBCO_BEAR)” on page 16-29. 


Figure 25-37. Peripheral Bus Error Address Register (EBCO_BEAR) 
0:31 be aa Address of Bus Error (asynchronous) 
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EBCO_BESRO 


Peripheral Bus Error Status Register 0 
DCR Accessed using EBCO_CFGADDR; EBCO_CFGDATA; Offset 0x21 
See “Peripheral Bus Error Status Register 0 (EBCO_BESRO)” on page 16-30. 


pig 1 Ae EET3 FL3 
oO apse se BlepO Te ase re eo eaeaee 


RWSO RWS1 RWS2 RWS3 AL3 


Figure 25-38. Peripheral Bus Error Status Register 0 (EBCO_BESRO) 


0 Error operation was a write operation 


3 RWSO 
1 Error operation was a read operation 


ae [reed SCS 


f EET1 | Error type for master 1 Master 1 is the processor data side. 
O Error operation was a write operation 


000 No error 
RWS1 
1 Error operation was a read operation 


001 Parity error 
10:11 ey Reserved 


010 Reserved 
12:14 | EET2 | Error type for master 2 Master 2 is the external bus master. 


011 Reserved 
000 No error 
“a 


Master 0 is the processor instruction fetcher. 


Error type for master 0 
000 No error 

001 Parity error 

010 Reserved 

011 Reserved 

100 Protection error 
101 Reserved 

110 External bus input error 
111 External bus timeout error 


Read/write status for master 0 


Read/write status for master 1 


100 Protection error 
101 Reserved 

110 External bus input error 
111 External bus timeout error 
001 Parity error 

010 Reserved 

011 Reserved 

100 Protection error 

101 Reserved 


110 External bus input error 
111 External bus timeout error 


Read/write status for master 2 
O Error operation was a write operation 
1 Error operation was a read operation 
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EBCO_BESRO (cont.) 


Peripheral Bus Error Status Register 0 


16:17 | Reserved 


18:20 | EETS | Error type for master 3 Master 3 is the PCI bridge. 
000 No error 
001 Parity error 
010 Reserved 
011 Reserved 
100 Protection error 
101 Reserved 
110 External bus input error 
111 External bus timeout error 


21 RWS3 | Read/write status for master 3 
O Error operation was a write operation 
1 Error operation was a read operation 
22 FL3 Field lock for master 3 
0 EETS3 and RWS3 fields are unlocked 
1 EET3 and RWSS fields are locked 
23 AL3 EBCO_BEAR address lock for master 3 
0 EBCO_BEAR address unlocked 
1 EBCO_BEAR address locked 


24:31 | _| Reserved 
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EBCO_BESR1 


Peripheral Bus Error Status Register 1 


DCR Accessed using EBCO_CFGADDR; EBC0O_CFGDATA; Offset 0x22 
See “Peripheral Bus Error Status Register 1 (EBCO_BESR1)” on page 16-32. 


EET5 FL5 
CRs spi Te a 
RWS5 ALS 


Figure 25-39. Peripheral Bus Error Status Register 1 (EBCO_BESR1) 


Error type for master 4 Master 4 is the MAL. 
000 No error , 

001 Parity error 

010 Reserved 

011 Reserved 

100 Protection error 

101 Reserved 

110 External bus input error 

111 External bus timeout error 


Read/write status for master 4 
0 Error operation was a write operation 
1 Error operation was a read operation 


Field lock formaster4 
0 EET4 and RWS4 fields are unlocked 
1 EET4 and RWS4 fields are locked 


EBCO_BEAR address lock for master 4 
0 EBCO_BEAR address unlocked 
1 EBCO_BEAR address locked 


Error type for master 5 Master 5 is the DMA controller. 
000 No error 

001 Parity error 

010 Reserved 

011 Reserved 

100 Protection error 

101 Reserved 

110 External bus input error 

111 External bus timeout error 


Read/write status for master 5 
O Error operation was a write operation 
1 Error operation was a read operation 


Field lock for master 5 
0 EET5 and RWSS fields are unlocked 
1 EET5 and RWSS fields are locked 


EBCO_BEAR address lock for master 5 
0 EBCO_BEAR address unlocked 
1 EBCO_BEAR address locked 


Preliminary Register Summary 25-71 


EBCO_BESR1 (cont.) 


Peripheral Bus Error Status Register 1 


| Reserved 
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EBCO_BnAP 


Peripheral Bank 0—7 Access Parameters 
DCR Accessed using EBCO_CFGADDR; EBCO_CFGDATA; Offset 0x10—0x17 


Sée “Peripheral Bank Access Parameters (EBCO_BnAP)” on page 16-26. 
BME TWT CSN WBN TH SOR PEN 


t i t Tey ot 


FWT BWT OEN WBF RE BEM 


Figure 25-40. Peripheral Bank Access Parameters (EBCO_BnAP) 


Burst Mode Enable 
0 Bursting is disabled 
1 Bursting is enabled 


Transfer Wait Wait states on all transfers when BME=0. 
0-255 PerClk cycles 


First Wait If BME=1, number of wait states on the first 
0-31 PerClk cycles transfer of a burst. 


Burst Wait lf BME=1, number of wait states on non-first 
0-7 PerClk cycles transfers of a burst. 


en [To [awenes SCSC“‘“*S*S~C~*S 
12:13 | CSN _ | Chip Select On Timing Number of cycles from peripheral address 
0-3 PerClk cycles driven to PerCSn low. 
14:15 Output Enable On Timing Number of cycles from PerCSn low to 
0-3 PerClk cycles PerOE low. 


16:17 | WBN _ | Write Byte Enable On Timing If BEM=0, number of cycles from PerCSn 
0-3 PerClk cycles low to PerWBE0:3 active. 


18:19 | WBF | Write Byte Enable Off Timing lf BEM=0 and RE=0, number of cycles 
0-3 PerClk cycles PerWBEn becomes inactive prior to PerCSn 
inactive. 


20:22 | TH Transfer Hold Contains the number of hold cycles inserted 
0-7 PerClk cycles at the end of a transfer. 
Ready Enable . 


0 PerReady is disabled 
1 PerReady is enabled 


Sample on Ready 

0 Data transfer occurs one PerClk cycle after 
PerReady is sampled active 

1 Data transfer occurs in the same PerClk 
cycle that PerReady becomes active 


Byte Enable Mode If BEM=0, PerWBE0:3 timing is controlled by 
0 PerWBE0:3 are only active for write cycles WBN and WBF. If BEM=1, PerWBE0:3 has 
1 PerWBEO:3 are active for read and write the same timing as PerAddr0:31. 

cycles 


Parity Enable The EBC implements odd parity. 
0 Disable parity checking 
1 Enable parity checking 
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EBCO_BnAP (cont.) 


Peripheral Bank 0-7 Access Parameters 
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EBCO_BnCR 


Peripheral Bank Configuration Registers 
DCR Accessed using EBCO_CFGADDR; EBCO_CFGDATA; Offset 0x00-0x07 
See “Peripheral Bank Configuration Registers (EBCO_BnCR)” on page 16-25. 


BAS BS BU BW 
0 11412 14/15 16}17 18/19 31 


Figure 25-41. Peripheral Bank Configuration Registers (EBCO_BnCR) 


0:11 BAS | Base Address Select Specifies the bank starting address, which 
must be a multiple of the bank size. 
12:14 BS | Bank Size 

000 1 MB bank 

001 2 MB bank 

010 4 MB bank 

011 8 MB bank 

100 16 MB bank 

101 32 MB bank 

110 64 MB bank 

111 128 MB bank 


Bank Usage Specifies the type of accesses allowed for 
00 Disabled the bank. A protect error occurs if a write is 
01 Read-only attempted to a read-only bank or a read 

10 Write-only from a write-only bank. 

11 Read/Write 


Bus Width 
00 8-bit bus 
01 16-bit bus 
10 32-bit bus 
11 Reserved 


| 19:34 | Reserved 
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EBCO_CFG 


External Peripheral Control Register 
DCR Accessed using EBCO_CFGADDR; EBC0O_CFGDATA; Offset 0x23 
See “EBC Configuration Register (EBCO_CFG)” on page 16-23. 
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Figure 25-42. EBC Configuration Register (EBCO_CFG) 


External Bus Three-State Control 

0 Address, data and control signals are 
high-Z between EBC transfers. 

1 Between EBC transfers the peripheral data 
bus, address bus and control signals are 
driven. 


Device-Paced Time-out Disable 
O Enabled time-outs 
1 Disable time-outs 


Ready Timeout Count 
000 16 PerClk cycles 
001 32 PerClk cycles 
010 64 PerClk cycles 
011 128 PerClk cycles 
100 256 PerClk cycles 
101 512 PerClk cycles 
110 1024 PerClk cycles 
111 2048 PerClk cycles 


External Master Priority Low 
00 Low 

01 Medium low 

10 Medium high 

11 High 


External Master Priority High 
00 Low 

01 Medium low 

10 Medium high 

11 High 


Chip Select Three-state Control 

0 PerCS0:7 are high-Z between EBC 
transfers and when an external master is 
active (HoldAck=1) 

1 PerCS0:7 are always driven. 


Burst Prefetch 

00 Prefetch 1 doubleword 
01 Prefetch 2 doublewords 
10 Prefetch 4 doublewords 
11 Reserved 
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Default after reset is EBTC=1. See “Effect of 
Driver Enable Programming on EBC Signal 
States” on page 16-5. 


lf PTD=1, the EBC waits indefinitely for 
assertion of PerReady during device-paced 
accesses. 


When PTD=0, the number of cycles from 
PerAddr0:31 changing until a time-out error 
occurs. 


The PLB priority for external master initiated 
transfers when the external master hold 
priority input is low (HoldPri=0). 


The PLB priority for external master initiated 
transfers when the external master hold 
priority input is high (HoldPri=1). 


Default after reset is CSTC=1. See “Effect of 
Driver Enable Programming on EBC Signal 
States” on page 16-5. 


Controls the amount of data prefetching 
when the EBC is servicing a PLB burst read. 
For most applications set this field to Ob00. 


Preliminary 


EBCO_CFG (cont.) 


External Peripheral Control Register 


12:13 | EMS | External Master Size Width of the attached external master. 
00 8-bit 
' 101 16-bit 
10 32-bit 
11 No external master attached 


14 PME | Power Management Enable 
0 Disabled 
1 Enabled 


15:19 | PMT | Power Management Timer The EBC makes a sleep request to the Clock 
0-31 and Power Management unit when PME=1 
and the EBC has been idle for 32*PMT 
PerClk cycles. 


veo | Reserved 
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EBCO_CFGADDR 


Peripheral Controller Address Register 


DCR 0x012 
See “EBC Registers” on page 16-23. 
This register is used to determine offsets for the indirectly-accessed EBC DCRs. 
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EBCO_CFGDATA 


Peripheral Controller Data Register 
DCR 0x013 
See “EBC Registers” on page 16-23. 


This register is used to access the indirectly-accessed EBC DCRs. 


Preliminary ; Register Summary 25-79 


EMAC0O_GAHT1—EMAC0O_GAHT4 


Group Address Hash Tables 1—4 


_ MMIO OxEF600840-0xEF60084C 
See “Group Address Hash Tables 1-4 (EMACO_GAHT1—-EMACO_GAHT4)” on page 19-37. 


Figure 25-43. Group Address Hash Tables 1-4 (EMACO_GAHT1—EMAC0O_GAHT4) 


[O15 fe Reserved 
el 


16:31 Group Address Hash Number 
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EMAC0_IAHR 


Individual Address High Register 
MMIO OxEF60081C 


See “Individual Address High (EMACO_IAHR)” on page 19-35. 


16 31 


Figure 25-44. Individual Address High Register (EMACO_IAHR) 


a 


High-order halfword of the station unique This field contains bits 0:15 of the 
individual address destination address (bit 0 is the most 
significant bit). 
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EMACO0O_IAHT1—EMACO_IAHT4 


Individual Address Hash Tables 1—4 


MMIO 0xEF600830—0xEF60083C 
See “Individual Address Hash Tables 1-4 (EMACO_IAHT1—EMACO_IAHT4)” on page 19-37. 
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Figure 25-45. STA Control Register (EMACO_STACR) 


PHY data 


Operation Complete 
0 EMACO_STACR is addressed 
1 PHY data transfer complete 


PHY Error 
O Successful read transaction 
1 Read transaction was not successful 


STA Command 
00 Reserved 
01 Read 

10 Write 

11 Reserved 


OPB Bus Clock Frequency 


00 50 MHz 
01 66 MHz 
10 83 MHz 
11 100 MHz 


PHY Command Destination Address 
PHY Register Address 
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Data to be sent to the PHY if the command 
is a write, or data is read from the PHY if 
the command is a read. 


EMACO_STACR[PHYE] = 0 when a read is 
successful. 


EMAC sets EMACO_STACR[STAC] = 0 
when the command is completed. 


EMACO_STACR[OPBC} is used to 
generate the Management Data Clock 
(EMCMDCIk. 

When the operational frequency differs 
from those in the list, then the next greater 
frequency should be chosen. 


Preliminary 


EMACO_TMRO 


Transmit Mode Register 0 
MMIO 0xEF600808 
See “Transmit Mode Register 0 (EMACO_TMRO)” on page 19-27. 


GNPOGNFD 


Figure 25-46. Transmit Mode Register 0 (EMACO_TMR0O) 


Get New Packet 0 EMACO_TMRO[GNPO] = 0 if EMAC is 
0 Writing 0 has no effect. programmed in dependent mode. 


1 Packet ready for transmission on TX 
Channel 0 


Get New Packet 1 EMACO_TMRO[GNP'1] = 0 if EMAC is 
0 Writing 0 has no effect. programmed in dependent mode. 
1 Packet ready for transmission on TX 

Channel 1 


Get New Packet for Dependent Mode '  EMACO_TMRO[GNPD] = 0 if EMAC is not 


0 Writing 0 to this bit has no effect programmed in dependent mode. 
1 Packet ready for transmission in EMACO_TMRO[GNPD] = 1 activates the 
dependent mode EMAC transmit path in dependent mode. 


First Channel EMACO_TMRO|FC] is only meaningful in 


0 Activate TX Channel 0 first when GNPD = dependent mode, after resetting 
is 1 EMACO_ISR[DBDM]. 


1 Activate TX Channel 1 first when GNPD EMACO_TMRO[FC] = 0 if EMAC is not 
is 1 programmed in dependent mode. 


Reserved 
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EMACO_TMR1 


Transmit Mode Register 1 


MMIO 0xEF60080C 
See “Transmit Mode Register 1 (EMACO_TMR1)” on page 19-28. 


a 
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EMACO_TRTR 


Transmit Request Threshold Register 
MMIO 0xEF600860 
See “Transmit Request Threshold Register (EMACO_TRTR)” on page 19-40. 


TRT 


CIE: ei 


Figure 25-48. Transmit Request Threshold Register (EMACO_TRTR) 


0:4 TRT Transmit Request Threshold 
The following number of bytes must be 
placed in the Transmit FIFO before 
initiating a transmit request. 
00000 64 bytes 
00001 128 bytes 
00010 192 bytes 
00011 256 bytes 
11111 2048 bytes 


a 
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EMACO_VTCI 


VLAN TCI Register 


MMIO OxEF600828 
See “VLAN TCI Register (EMACO_VTCI)” on page 19-36. 


VTCl 


Figure 25-49. VLAN TCI Register (EMACO_VTC}) 


vc! | VLAN TCI tag 
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EMACO_VTPID 


VLAN TPID Register 
MMIO 0xEF600824 
See “VLAN TPID Register (EMACO_VTPID)” on page 19-36. 


VIDT 


On 15) 16 31 


Figure 25-50. VLAN TPID Register (EMACO_VTPID) 


a 
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ESR 


Exception Syndrome Register 
SPR 0x3D4 
See “Exception Syndrome Register (ESR)” on page 10-31. 
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Figure 25-51. Exception Syndrome Register (ESR) 


Machine check—instruction 
0 Instruction machine check did not occur. 
1 Instruction machine check occurred. 


Reserved 


Program interrupt—illegal 
0 Illegal Instruction error did not occur. 
1 Illegal Instruction error occurred. 


Program interrupt—privileged 
0 Privileged instruction error did not occur. 
1 Privileged instruction error occurred. 


Program interrupt—trap 

0 Trap with successful compare did not 
occur. 

1 Trap with successful compare occurred. 


| Reserved 


Data storage interrupt—store fault 

0 Excepting instruction was not a store. 

1 Excepting instruction was a store 
(includes debi, dcbz, and decci). 


Data/instruction storage interrupt—zone 
fault 

0 Excepting condition was not a zone fault. 
1 Excepting condition was a zone fault. 


| Reserved 


Data storage interrupt—UO fault 

0 Excepting instruction did not cause a U0 
fault. 

1 Excepting instruction did cause a UO 
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EVPR 
Exception Vector Prefix Register 
SPR 0x3D6 


See “Exception Vector Prefix Register (EVPR)” on page 10-31. 
EVP 


ES } a1 


Figure 25-52. Exception Vector Prefix Register (EVPR) 


Exception Vector Prefix 
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GPIOO_IR 


GPIO Input Register 
MMIO 0xEF60071C Read-Only 
See “GPIO Input Register (GPIOO_IR)” on page 23-6. 


Figure 25-53. GPIO Input Register (GPIOO_IR) 


Ls 
ear [Rees 
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GPIOO_ODR 


GPIO Open Drain Register 
MMIO 0OxEF600718 
See “GPIO Open Drain Register (GPIOO_ODR)” on page 23-6. 
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Figure 25-54. GPIO Open Drain Register (GPIOO_ODR) 
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GPIOO_OR 


GPIO Output Register 
MMIO 0xEF600700 
See “GPIO Output Register (GPIOO_OR)” on page 23-5. 


POLAT 2T S14] ST S171 8] 9 [volt 12] 13] 14] 15] 16] 17] 18] 19] 20] 21] 2a]28 [ee 


Figure 25-55. GPIO Output Register (GPIOO_OR) 


| | GPIO register bits 
Ee Recoved 


fo 
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GPIOO_TCR 


GPIO Three-State Control Register 
MMIO OxEF600704 


See “GPIO Three-State Control Register (GPIOO_TCR)” on page 23-5. 


[0] 1] 2] 3] 4] 5] 6] 7] 8] 9] 10] 11] 12) 13] 14] 15] 16] 17] 18] 19] 20] 21] 22] 23] 24ST 


Figure 25-56. GPIO Three-State Register (GPIOO_TCR) 


GPIO register bits 
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GPRO-—GPR31 


General Purpose Registers 


See “General Purpose Registers (RO-R31)” on page 3-6. 


Figure 25-57. General Purpose Registers (RO-R31) 


[0:31 | General Purpose Register data 
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IAC1—IAC4 


Instruction Address Compare Registers 


SPR 0x3F4—0x3F5, 0x3B4—0x3B5 
See “Instruction Address Compare Registers (IAC1—IAC4)” on page 12-14. 


0 29[30 37] 


Figure 25-58. Instruction Address Compare Registers (IAC1-IAC4) 
0:29 Instruction Address Compare word Omit two low-order bits of complete 
address address. 


[soar [Rasen 
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ICCR 


Instruction Cache Cacheability Register 


SPR 0x3FB 


See “Real-mode Storage Attribute Control” on page 6-17. 


$0 S2 S4 


$6 S8 $10 


$12 


$14 


$16 


$18 


$20 S22 S24 


$26 


$28 


$30 


[OT 1 [2] 3] 4] 5] 6] 7] 8] 9] 10] 11] 12] 13] 14] 15] 16] 17] 18] 19] 20] 21] 22] 23] 24] 25] 26] 27] 26] 28] 30] 31] 
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$3 


$5 


14 $14 
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$7 $9 


$11 


$13 


$15 


$17 


$19 


$21 $23 $25 $27 


Figure 25-59. Instruction Cache Cachability Register (ICCR) 


0 Noncachable 
1 Cachable 


0 Noncachable 
1 Cachable 


0 Noncachable 
1 Cachable 


0 Noncachable 
1 Cachable 


0 Noncachable 
1 Cachable 


0 Noncachable 
1 Cachable 


0 Noncachable 
1 Cachable 


0 Noncachable 
1 Cachable 


0 Noncachable 
1 Cachable 


0 Noncachable 
1 Cachable 


0 Noncachable 
1 Cachable 
0 Noncacnabie 
1 Cachable 


0 Noncachable 
1 Cachable 


0 Noncachable 
1 Cachable 


0 Noncachable 
1 Cachable 


0 Noncachable 
1 Cachable 
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0x0000 0000-0x07FF FFFF 


0x0800 0000 —OxOFFF FFFF 


0x1000 0000-0x17FF FFFF 


0x1800 0000-0x1FFF FFFF 


0x2000 0000 -0x27FF FFFF 


0x2800 0000—Ox2FFF FFFF 


0x3000 0000-0x37FF FFFF 


0x3800 0000—0x3FFF FFFF 


0x4000 0000--0x47FF FFFF 


0x4800 0000 —-Ox4FFF FFFF 


0x5000 0000—-0x57FF FFFF 


0x6000 0000—0x67FF FFFF 


0x6800 0000-Ox6FFF FFFF 


0x7000 0000—-0x77FF FFFF 


0x7800 0000-0x7FFF FFFF 


Preliminary 


$29 


$31 


Peles: 


$19 


‘| 1 Cachable 


0 Noncachable 
1 Cachable 


0 Noncachable 
1 Cachable 


0 Noncachable 
1 Cachable 


0 Noncachable 
1 Cachable 


0 Noncachable 
1 Cachable 


0 Noncachable 
1 Cachable 


0 Noncachable 
1 Cachable 


0 Noncachable 
1 Cachable 


0 Noncachable 
1 Cachable 


0 Noncachable 
1 Cachable 


0 Noncachable 
1 Cachable 


0 Noncachable 
1 Cachable 


0 Noncachable 
1 Cachable 


0 Noncachable 
1 Cachable 


0 Noncachable 


0 Noncachable 
1 Cachable 
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ICCR (cont.) 


Instruction Cache Cacheability Register 


0x8000 0000-0x87FF FFFF 


0x8800 0000-Ox8FFF FFFF 


0x9000 0000 -0x97FF FFFF 


0x9800 0000-Ox9FFF FFFF 


0xA000 0000-OxA7FF FFFF 


0xA800 0000-OxAFFF FFFF 


0xB000 0000-0xB7FF FFFF 


0xB800 0000 -OxBFFF FFFF 


0xC000 0000-0xC7FF FFFF 


OxC800 0000 -OxCFFF FFFF 


0xD000 0000-0xD7FF FFFF 


OxD800 0000-OxDFFF FFFF 


OxE000 0000 -OxE7FF FFFF 


OxE800 0000-OxEFFF FFFF 


OxF000 0000-OxF7FF FFFF 


OxF800 0000-OxFFFF FFFF 
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ICDBDR 


Instruction Cache Debug Data Register 
SPR 0x3D3 Read-Only 
See “ICU Debugging” on page 4-14. 


Figure 25-60. Instruction Cache Debug Data Register (ICDBDR) 
0:31 | | Instruction cache information See icread on page 24-68. 


ICU tag information is placed into the ICDBDR as shown: 


TAG Cache Tag 


aa Reserved 


Cache Line Valid 
0 Not valid 
1 Valid 


Reserved 


Least Recently Used (LRU) 
0 A-way LRU 
1 B-way LRU 
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liCO_CLKDIV 


ICO Clock Divide 


MMIO 0OxEF60050C 
See “IICO Clock Divide Register’ on page 22-15. 
DIVO Div2 Div4 Dive 


DIV1 DIV3 DIVS DIV7 


Figure 25-61. IICO Clock Divide Register (IICO_CLKDIV) 


[fo ove [ower Sd 
fo [ose 
[sons [owserets 
re fone [oweeres 
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ICO _CNTL : | 


ICO Control 
MMIO OxEF600506 


See “IICO Control Register’ on page 22-6. 
HMT TCT 


“CHT PT 


AMD 


RPST RW 


Figure 25-62. IICO Control Register (IICO_CNTL) 


HMT Halt Master Transfer 
0 Normal transfer operation. 
1 Issue Stop signal on the IIC bus as soon 
as possible to halt master transfer. 


Addressing Mode 

0 Use 7-bit addressing. 
1 Use 10-bit addressing. 
Transfer Count 


00 Transfer one byte. 
01 Transfer two bytes. 
10 Transfer three bytes. 
11 Transfer four bytes. 


Repeated Start 
0 Normal start operation 


1 Use repeated Start function to start 
transfer. 


Chain Transfer 
0 Transfer is only or last transfer. 


1 Transfer is one of a sequence of transfers 


(but not last in sequence). 
Read/Write 
0 Transfer is a write. 
1 Transfer is a read. 
Pending Transfer 
0 Most recent requested transfer is 
complete. 
1 Start transfer if bus is free. 


If no transfer is in progress, no action is 
taken. 

IICO_CNTL[PT] needs not be set. 

If IICO_MDCNTLI[EINT] = 1, an interrupt is 
generated. 

Does not affect slave transfers. 


Completion of a requested transfer causes 
a Stop signal to be issued on the IIC bus. 
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Preliminary 


lICO_DIRECTCNTL 


(ICO Direct Control 


MMIO 0xEF600510 
See “IICO Direct Contro! Register’ on page 22-20. 
SDAC MSDA 


Scc MSC 


Figure 25-63. 11ICO Direct Control Register (IICO_DIRECTCNTL) 


eee ee Reserved 


IICSDA Output Control 

Directly controls the IICSDA output. 

0 IICSDA is a logic 0 

1 IICSDA is a logic 1 

IICSCL Output Control! 

Directly controls the IICSCL output 

0 NCSCL is a logic 0 

1 IICSCL is a logic 1 

Monitor IICSDA Read-only 
Used to monitor the IICSDA input 

0 IICSDA is a logic 0 

1 IICSDA is a logic 1 

Monitor IICSCL. Used to monitor the Read-only 
IICSCL input. 


0 IICSCL is a logic 0 
1 IICSCL is a logic 1 
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liCO_EXTSTS 


11CO Extended Status 
MMIO OxEF600509 © 


See “IICO Extended Control and Slave Status Register’ on page 22-18. 
IRQP IRQD_ ICT 


Figure 25-64. {ICO Extended Status Register (IICO_EXTSTS) 


IRQ Pending * IICO_EXTSTS[IRQP] might be set 
0 No IRQ is pending. momentarily while an IRQ moves from 
1 An IRQis active, another IRQ is on-deck, the Pending to the On-deck state. 
and another interrupt-generating An interrupt remains pending, 
condition has occurred. liCO_EXTSTS[IRQP]=1, until the current 
on-deck interrupt becomes active, 
IICO_STS[IRQD]=0 and 
IICO_STS[IRQA]]=1. 
Writing 1 to IICO_EXTSTS[IRQP] clears 
the field. 
When the IIC interrupt is disabled, 
IICO_MDCNTL[IRQP] = 0, 
lICO_EXTSTS[IRQP] should be ignored. 


Bus Control State Read-only. 


000 Unused; if this value is read, a major 
IC hardware problem occurred. 

001 Slave-selected state; the IIC interface 
has detected and decoded a slave 
transfer request on the IIC bus. 

010 Slave Transfer state; the IIC interface 
has detected but has not decoded a 
slave transfer request on the IIC bus. 

011 Master Transfer state; entered after a 
master transfer request has started on 
the IIC bus. 

100 Free Bus state; the bus is free and no 
transfer request is pending. 

101 Busy Bus state; the bus is busv. 

110 Unknown state; value after IIC reset. 

111 Unused; if this value is read, a major 
liC hardware problem occurred. 
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IRQ On-Deck 


0 No IRQ is on-deck. 

1 An interrupt is active, and another 
interrupt-generating condition has 
occurred. 


Lost Arbitration 


0 Normal operation. 
1 Loss of arbitration has ended the 


requested master transfer. 


Incomplete Transfer 


0 Normal operation. 
1 Some of the bytes of the requested 
master transfer were not transferred. 


Transfer Aborted 


0 No transfer is pending, or transfer is in 
progress. 

1 Arequested master transfer was aborted 
by a NACK during the transfer of the 
address byte, or was aborted because 
arbitration was lost. Lost arbitration can 
be caused by the loss of data during the 
transfer of the second or subsequent 
data byte. 


Preliminary 


liCO_EXTSTS (cont.) 


ICO Extended Status 


I1CO_EXTSTS[IRQD] might be set 
momentarily while an IRQ moves from 
the On-deck to the Active state. 

An interrupt remains on-deck, 
IICO_LEXTSTS[IRQD = 1, until the cur- 
rent active interrupt is no longer active, 
IICO_STS[IRQA] = 0. 

If ICO_EXTSTS[IRQP] = 1, 
[1CO_EXTSTS[IRQD] is set on the next 
OPB clock. 

Writing 1 to 1ICO_EXTSTS[IRQD] clears 
the field. 

When the IIC interrupt is disabled, 
IICO_MDCNTL[IRQP]=0, 
IICO_LEXTSTS[IRQD] should be ignored. 


If arbitration is lost, any requested mas- 
ter transaction may have terminated pre- 
maturely. Read data may be incomplete 
and not all write data may have been 
written. 

lf arbitration is lost during a repeat start, 
the master may not own the IIC bus. 


For an incomplete transfer, read the 
transfer count, IICO_XFRCNT, to determine 
how bytes were transferred. 


Transfer aborted. When set toai,a 
requested master transfer was aborted by 
a NOT acknowledge during the transfer of 
the address byte. It is also set to a 1 when 
a requested master transfer loses data. 
Lost arbitration can be caused by the Joss 
of data during the transfer of the second or 
subsequent data byte. 
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liCO_HMADR 


ICO High Master Address 
MMIO 0xEF600505 
See “IICO High Master Address Register’ on page 22-6. 


AO A2 A4 = A6 


Ai A383 AS AZ 


Figure 25-65. !1ICO High Master Address Register (IICO_HMADR) 


(o[xO[aaeessono tacts 
SN 
[x [Rates erases 
Eo 
[A [assests terface 
oa 


Address bit 5 MSb for 10-bit addresses 
[6 | AB Address bit 6 Next to MSb for 10-bit addresses 


Address bit 7 ; Don't care for 10-bit addresses 
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lICO_HSADR 


ICO High Master Address 
MMIO 0xEF60050B 


See “IICO High Slave Address Register’ on page 22-14. 
AO A2 A4 AG 


po} 1/2 3/4) 5/6) 7] 


Ai AS AS A7 


Figure 25-66. IICO High Slave Address Register (IICO_HSADR) 


CE 
Ea 
[s_ [x8 [ rasan Frases 
Lc 
EE 
[e_ [AS [Aedes Reto reas 
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liCO_INTRMSK 


lICO Interrupt Mask 
MMIO OxEF60050D 


See “IICO Interrupt Mask Register’ on page 22-16. 


25-106 


EIRC EIWC EIHE EITA 


EWCSEIWS EIIC EIMTC 


Figure 25-67. lICO Interrupt Mask Register (IICO_INTRMSK) 


Enable IRQ on Slave Read Complete 


0 Disable 
1 Enable 


Enable IRQ on Slave Read Needs Service 


0 Disable 
1 Enable 


Enable IRQ on Slave Write Complete 


0 Disable 
1 Enable 


Enable IRQ on Slave Write Needs Service 


0 Disable 
1 Enable 


Enable IRQ on Halt Executed 

O Disable 

1 Enable 

Enable IRQ on Incomplete Transfer 
O Disable 

1 Enable 

Enable IRQ on Transfer Aborted 


0 Disable 
1 Enable 


Enable IRQ on Requested Master Transfer 
Complete 
0 Disable 
1 Enable 
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The interrupt is activated upon receipt of a 
Stop during a slave read on the IIC bus. 


IICO_XTCNTLSS[SRC] = 1 indicates a 
Slave Read Complete. 


The interrupt is activated upon receipt of a 
slave read on the IIC bus and the slave 
buffer was empty or went empty and more 
data was requested on the IIC bus. 


Note: IICO_XTCNTLSS[SRS] = 1 
indicates a Slave Read Needs 
Service. 


The interrupt is activated upon receipt of a 


- Stop during a slave write on the lIC bus. 


Note: IICOXTCNTLSS[SWC] = 1 indicates 
a Slave Write Compete. 


The interrupt is activated when the slave 
buffer becomes full during a slave write on 
the lIC bus. 


Note: IICO_XTCNTLSS/[SWS] = 1 
indicates a Slave Write Needs 
Service. ; 


Preliminary 


liCO_LMADR 


I1CO Low Master Address 
MMIO 0xEF600504 
See “IICO Low Master Address Register’ on page 22-5. 


AO A2 A4 = A6 


Al AS AS AZ 


Figure 25-68. IICO Low Master Address Register (IICO_LMADR) 


fo [AO [AdiessbtoSOSC—~—SC“‘“(SSCOC#*#*C 


Address bit 7 LSb for 10-bit addresses; don’t care for 


7-bit addresses 
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liCO_LSADR 


1ICO Low Slave Address 
MMIO 0xEF60050A 
See “IICO Low Slave Address Register’ on page 22-14. 


AO A2 A4 A6 


At A3 AS = A7 


Figure 25-69. IICO Low Slave Address Register (IICO_LSADR) 


LSb for 7-bit addresses 


7 A7 Address bit 7 LSb for 10-bit addresses; don’t care for 
7-bit addresses 
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liCO_MDBUF 


ICO Master Data Buffer 
MMIO 0xEF600500 
See “IICO Master Data Buffer’ on page 22-3. 


Figure 25-70. ICO Master Data Buffer (IICO_MDBUF) 


LC 
a 
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IICO_MDCNTL 


IICO Mode Control 
MMIO 0xEF600507 


See “IICO Mode Control Register’ on page 22-8. 
FSDB EGC ESM EUBS 


FMDB FSM EINT HSCL 


Figure 25-71. IICO Mode Control! Register (IICO_MDCNTL) 


FSDB Flush Slave Data Buffer Cleared after buffer is emptied. 
0 Normal operation 
1 Set slave data buffer to empty. 
Flush Master Data Buffer Cleared after buffer is emptied. 
0 Normal operation 
1 Set master data buffer to empty. 


Enable General Call IICO_MDCNTL[ESM] overrides this field; if 
0 Ignore general call on IIC bus. IICO_LMDCNTL[ESM] = 1, a general call is 


1 Respond to general call on IIC bus. ignored. 


Fast/Standard Mode 


0 IIC transfers run at 100 kHz (standard 
mode). 
1 IIC transfers run at 400 kHz (fast mode). 


Enable Slave Mode Program liCO_LSADR and IICO_LHSADR 
0 Slave transfers are ignored. before setting this field. 

1 Slave transfers are enabled. 

Enable Interrupt 


O Interrupts are disabled. 
1 Enables interrupts for interrupts enabled 
in IHCO_INTRMSK. 


Exit Unknown IIC Bus State If the IIC bus control state machine is ina 


0 Normal operation. known state, setting 
1 IIC bus control state machine exits I1CO_LMDCNTL[EUBS] = 1 has no effect. 


unknown bus state, if in an unknown 
state. 


Hold lIC Serial Clock Low This field is used only when in slave mode. 


0 If slave is not ready, issue a NACK in 
response to slave transfer request. 

1 If slave is not ready, hold the [IICSCL 
signal low until slave is ready. 


25-110 PPC405GP User’s Manual Preliminary 


—1C0O_SDBUF 
ICO SLave Data Buffer 
MMIO OxEF600502 
See “IICO Slave Data Buffer’ on page 22-4. 


Figure 25-72. lICO Slave Data Buffer (IICO_SDBUF) 


a | 
eat 
[eae SSOSCOCSOSOSOSOSCSCSC“‘“‘“S~—C*Y 
a 
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ieee 
ae 
lod 


Data bit 
Data bit 
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IItCO_STS 


ICO Status 
MMIO OxEF600508 


See “IICO Status Register’ on page 22-10. 
SSS MDBSSCMP IRQA 


SLPR MDBF ERR PT 


Figure 25-73. IICO Status Register (IICO_STS) 


Slave Status Set 


0 No slave operations are in progress. 
1 Slave operation is in progress. 


Sleep Request 


0 Normal operation. 
1 Sleep mode (CPCO_ER|IIC] = 1). 


Master Data Buffer Status 

0 Master data buffer is empty. 

1 Master data buffer contains data. 
Master Data Buffer Full 

0 Master data buffer is not full. 

1 Master data buffer is full. 

Stop Complete 


0 No request to halt transfer, or master 
data transfer, is complete. 

1 Request to halt transfer, or master data 
transfer, is complete. 


Error 

O No error has occurred. 

1 One of the following fields is set: 
IICO_EXTSTSJLA, ICT, XFRA] = 1. 

IRQ Active 


0 No IIC interrupt has been sent to the 
universal interrupt controller (UIC). 


1 An lIC interrupt has been sent to the UIC. 


Pending Transfer 

0 No transfer is pending, or transfer is in 
progress. 

1 Transfer is pending. 
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Read-only; this field is set when any of th 
following fields are set: : 
1ICO_XTCNTLSS[SRC, SRRS, SWC, 
SWRS]. 


Read-only. The IIC interface is awakened 
when a start signal is detected on the IIC 
bus or when the CPCO_ERT[IIC] is 


cleared. 


Read-only. 


Read-only. 


To clear IICO_STS[SCMP], set 
I1CO_STS[SCMP] = 1. 


Read-only. 


To clear IICO_STS[IRQA], set 
IICO_STS[IRQA] = 1. 


If ICO_MDCNTL[EINT] = 0, then 
IICO_STS[IRQA] is not set. 


Read-only. 


Preliminary 


ICO_XFRCNT 


ICO Transfer Count 
MMIO OxEF60050E 
See “lICO Transfer Count Register’ on page 22-17. 


STC 


MTC 


Figure 25-74. IICO Transfer Count Register (IICO_XFRCNT) 


1:3 STC Slave Transfer Count 

000 0 bytes transferred 
001 1 byte transferred 
010 2 bytes transferred 
011 3 bytes transferred 
100 4 bytes transferred 
101 Reserved 

110 Reserved 

111 Reserved 


SN 


5:7 MTC | Master Transfer Count 

000 0 bytes transferred 
001 1 byte transferred 
010 2 bytes transferred 
011 3 bytes transferred 
100 4 bytes transferred 
101 Reserved 

110 Reserved 

111 Reserved 
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HCO_XTCNTLSS 


11CO Extended Control and Slave Status 


MMIO 0xEF60050F 
See “IICO Extended Control and Slave Status Register” on page 22-18. 
SRC SWC SBDD EPI 


SRS SWS SDBF SRST 


Figure 25-75. l1CO Extended Control and Slave Status Register (IICO_XTCNTLSS) 


Check whether the read operation emptied 
IICO_SDBUF. 


Slave Read Complete 


0 Normal operation, or 
IICO_MDCNTL[HSCL] = 0, IICO_SDBUF 
is empty, and a read operation is in 
progress. 

1 A NACK or Stop condition was received 
over the IIC bus, or a repeated Start 
condition ended a read operation. 


Slave Read Needs Service 

0 Normal operation or slave read does not 
need service. 

1 I1CO_SDBUF is empty, and a read 
operation was requested on the IIC bus. 

The set condition may also indicate that 

IICO_SDBUF is empty due to a slave read 

and additional data is requested by the 


1. If ICO_MDCNTL[HSCL]=0 and 
1ICO_SDBUF contains no data, the slave 
will issue a NACK and 
lICO_XTCNTLSS[SRS] is set. 

2. If ICOMDCNTL{[HSCL]=0, and 
1ICO_SDBUF contains data, the slave will 
send the data. IICO_XTCNTLSS[SRS] is 
not set unless the master request 


additional data. 


3. If HCO_MDCNTL[HSCL]=0, and 
IICO_SDBUF contains no data, the slave 
will hold II1CSCL low to indicate the slave is 
busy. IICO_XTCNTLSS[SRS] is set until the 
IICO_SDBUF is filled. Once filled, IICSCL is 
released, IICO_XTCNTLSS[SRS] is 
cleared, and the slave sends the data. 

4. \f ICO_MDCNTL[HSCL]=1, and 
1ICO_SDBUF contains data, the slave will 
send the data. !ICO_XTCNTLSS[SRS] is 
not set unless the master requests 
additional data. 


master. 


Slave Write Complete 


0 Normal operation or slave write in 
progress. 

1 A Stop signal was received during a write 
operation, or a repeated Start condition 
ended a write operation. 
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l1CO_XTCNTLSS (cont.) 


IICO Extended Control and Slave Status 


Slave Write Needs Service 1. If ICO_LMDCNTL[HSCL] = 1 and 


0 Normal operation or slave write does not —!!CO_SDBUF is full, the slave will hold 
need service. IICSCL low to indicate the slave is busy. 

1 IICO_SDBUF is full during a slave write. !'CO_XTONTLSS[SWS] is set until 
lICO_SDBUF is empty. Once empty, 
IICSCL is released, 
IICO_XTCNTLSS[SWS] is cleared, and the 
slave receives the data. 
2. If ICO_MDCNTL[HSCL] = 0 and 
IICO_SDBUF is full, the slave will issue a 
NACK and IICO_XTCNTLSS[SWS] is set. 


Slave Data Buffer Has Data Read-only 


0 IlICO_SDBUF is empty 
1 IICO_SDBUF contains data 


Slave Data Buffer Full Read-only 


0 I1CO_SDBUF is not full 
1 IICO_SDBUF is full 


Enable Pulsed IRQ on Transfer Aborted 

0 The internal IIC interrupt signal to the 
UIC remains active until the status is 
cleared, IICOSTS[IRQA] =0. 

1 The internal {IC interrupt signal to the 
PPC405GP UIC is active for one OPB 
clock cycle. 


Soft Reset 


0 Normal operation 
1 Soft reset 
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LR 


Link Register 
SPR 0x008 
See “Link Register (LR)” on page 3-8. 


Figure 25-76. Link Register (LR) 


0:31 Fl Link Register contents 
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If (LR) represents an instruction address, 
LR39.31 should be 0. 


Preliminary 


DCR 0x180 


MALO_CFG 


MAL Configuration Register 


See “MAL Configuration Register (MALO_CFG)” on page 20-25. 


: GA PLBLE 
POP Tse tet ne 2] 8 910) 11] 12/18 


PLBP OA PLBLT 


PLBB pig SD 
3 Ed 2 IOSD 


OPBBL LEA 


Figure 25-77. MAL Configuration Register (MALO_CFG) 


MAL Software Reset 
0 MAL reset is complete 
1 Reset the MAL 


PLB Priority 
00 Lowest 


Guarded Active 

0 GUARDED signal not 
applied to the PLB slave 

1 GUARDED signal applied 
to the PLB slave 


Ordered Active 

0 ORDERED signal not 
applied to the PLB slave 

1 ORDERED signal applied 
to the PLB slave 


PLB Lock Error 

0 LOCKERROR signal not 
applied to the PLB slave 

1 LOCKERROR signal 
applied to the PLB slave 


13:16 | PLBLT PLB Latency Timer 


17 PLBB PLB Burst 
0 Burst transactions not 


allowed 


1 Burst transactions allowed 


Preliminary 


This bit is used to generate a general reset to MAL 
through a software command. 

After setting this bit, MAL hardware (registers, 
interface and internal state machines) returns to the 
power-on reset value. 

The software writes 1 to this bit in order to drive 
MAL to the reset state. The bit is cleared by the 
hardware when the reset is completed (one system 
clock). 


Determines the priority of MAL requests on the PLB. 


When this bit is set, MAL applies the GUARDED 
signal to the PLB slave when itis the initiator on the 
bus. 

When set, the slave can access all the memory in 
the current page as well as the subsequent page. 


When this bit is set, MAL applies the ORDERED 
signal to the PLB slave when it is initiator on the bus 
during data write transactions. 

Note that the ORDERED signal is always driven 
active during status write transactions. 


When this bit is set, MAL applies the LOCKERROR 
signal to the PLB slave when it is the initiator during 
PLB transactions. 


Determines the number of cycles allowed for burst 
transactions on the PLB. 


When this bit is reset, MAL is not allowed to perform 
burst transactions. 
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MALO_CFG (cont.) 


MAL Configuration Register 


OPB Bus Lock 
O OPB not locked 
1 OPB locked 


_| Reserved 


End of Packet Interrupt 

Enable 

0 Generate interrupt on every 
end-of-packet only if the 
buffers | bit is set 

1 Generate interrupt is on 
every end-of-packet 


Locked Error Active 

0 Handle errors in a non- 
locked mode 

1 Handle errors in locked 
mode 


MAL Scroll Descriptor 

0 Do not scroll to the first 
descriptor of the next 
packet 

1 Scroll to the first descriptor 
of the next packet 
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When this bit is set, MAL locks the OPB during data 
transfers to and from the COMMACs. 


When this bit is set, an interrupt is generated on 

every end of packet (both transmit and receive). 

When clear, end of packet/buffer interrupt is 

generated only if the buffers | bit is set (1). 

Note: An interrupt is generated for every descriptor 
on which the | bit is set, regardless of the 
state of the EOPIE bit. 


Determines MALs error handling mode. When this 
bit is set, MAL will handle errors in the locked mode, 
otherwise it will handle errors in a non-locked mode. 


Determines whether or not MAL should scroll to the 
first descriptor of the next packet, following an early 
packet termination initiated by the related 
COMMAC. When set, Scrolling mode is active. 


Preliminary 


MALO_ESR 


MAL Error Status Register 
DCR 0x181 Read/Clear 
See “MAL Error Status Register (MALO_ESR)” on page 20-29. 


EVB DE OTE PEIN , ONE! OSEI 


CID ONE OSE DE! OTE! PBEI 


Error Valid Bit When this bit is set, bits 1-6 include the ID 
0 Bit 1:15 are available forlatchingnew __ of the erroneous channel (in case of OPB 
error information. errors). Bits 11-15 indicate the type of 
1 Bits 1:15 contain last error. A new error. 
error cannot be latched. In non-locked mode, the error indication 
describes the last error that had occurred. 
In locked mode, the error is the first one 
that had occurred after this bit was 
cleared. 
This bit is set when an error occurs and 
remains set until reset by the software. In 
locked mode, new errors cannot be 
latched in the error lock indication fields if 
this bit is set 


Channel ID This field contains the number of the 
channel which caused the locked error. 
Bit 1 indicates whether the channel ID 
represents an RX channel (1) or a TX 
channel (0). 

Bits 2:6 indicates the number of the 

channel that caused the error. 

Note: An error on the PLB cannot be 
related to a channel. The error 
condition may be resolved by using 
the error information optionally 
locked in the PLB slave. 


EO 


11 Descriptor Error Indicates that the error is a non-valid 
0 No error descriptor, which is not the first descriptor 
1 Non-valid descriptor in a TX packet. 


OPB Non-fullword Error Indicates that the error is a non-fullword 
0 No error acknowledge asserted by an OPB slave. 
1 Non-fullword asserted 


OPB Timeout Error Indicates the error is an OPB timeout. 
0 No error 
1 OPB timeout 
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MALO_ESR (cont.) _ 


MAL Error Status Register 


25-120 


OPB Slave Error 
0 No error 
1 OPB slave error 


PLB Bus Error Indication 
O No error 
1 PLB bus error 


Reserved 


Descriptor Error Interrupt 
0 No error 
1 Descriptor data error recognized 


OPB Non-fullword Error Interrupt 

0 No error 

1 Non-fullword acknowledgment froma 
slave 


OPB Timeout Error Interrupt 
0 No error 
1 OPB time-out 


OPB Slave Error Interrupt 
O No error 
1 OPB error from a slave 


PLB Bus Error Interrupt 
O No error 
1 PLB error indication 
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Indicates the error is an error indication 
asserted by an OPB slave. 


When this bit is set, the detected erroris a 
PLB error. There is no meaning to the 
Channel ID field in this case. 


A descriptor data error is recognized 
during access to the descriptor table. 

This error indication is asserted when a 
non-valid descriptor is accessed, which is 
not the first descriptor in a TX packet. Set 
condition for this bit generates a maskable 
interrupt. 


This bit is set following a non-fullword 
acknowledgment coming from a slave. Set 
condition for this bit generates a maskable 
interrupt. 


This bit is set following an OPB time out 
error indication. Set condition for this bit 
generates a maskable interrupt. 


This bit is set following an OPB error 
indicated by the slave. Set condition for 
this bit generates a maskable interrupt. 


This bit is set following a PLB error 
indication (from the PLB slave). Set 
condition for this bit generates a maskable 
interrupt. 


Preliminary 


MALO_IER 


MAL Interrupt Enable Register 
DCR 0x182 Read/Only 
See “MAL Interrupt Enable Register (MALO_IER)” on page 20-31. 


Figure 25-79. MAL Interrupt Enable Register (MALO_IER) 
[Resend 
Descriptor Error When set, this bit enables the descriptor 
error (descriptor not valid) interrupt. 


NWE_ | Non_W_Err_Int_Enable ' When set, this bit enables OPB non-word 
TO 


transfer error interrupt. 


Time_Out_Int_Enable When set, this bit enables OPB time-out 
error interrupt. 


27 
30 


31 PLB PLB_Err_Int_Enable When set, this bit enables the PLB error 
interrupt. 


OPB OPB_Err_Int_Enable When set, this bit enables the OPB Slave 
error interrupt. 
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MALO_RCBSO 


‘ MAL Receive Channel Buffer Size Register 


DCR 0x1E0 
See “Buffer Length for Receive” on page 20-13. 


Figure 25-80. RX Channel Buffer Size Register 0 (MALO_RCBS0O) 


FG 
24:31 ae Receive Channel Buffer Size 
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DCR 0x191 


MALO_RXCARR 


MAL RX Channel_Active Reset Register 


See “Channel Active Set and Reset Registers” on page 20-26. 


| Of 1 


31 


Figure 25-81. RX Channel_Active Reset Register (MALO_RXCARR) 


Preliminary 


Receive Channel Active Reset 


[Rane 


Each bit represents its related 
channel (bit 0 for channel 0, etc.). 
When 0 is written to the bit, channel 
operation is disabled. 

There is only one RX channel in the 
PPC405GP. 
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MALO_RXCASR 


MAL RX Channel Active Set Register — 
DCR 0x190 
See “Channel Active Set and Reset Registers” on page 20-26. 


Each bit represents its related 
channel (bit 0 for channel 0 etc.). 


When 1 is written to the bit, channel 
operation is enabled. 

There is only one RX channel in the 
PPC405GP. 


a 
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MALO_RXCTPOR 


MAL Receive Channel 0 Pointer Register 


DCR 0x1C0 
See “Channel Table Pointer Registers (MALO_TXCTPxR, MALO_RXCTPOR)” on page 20-33. 


Figure 25-83. RX Channel Table Pointer x Register (MALO_RXCTPxR) 


Channel Table Pointer Pointer to the base address in memory of 
the buffer descriptor table used by the 
channel. The value entered should be a 
pointer to a location in memory 


accommodating an aligned double fullword 
(this requires the three least significant bits 
of this pointer must be 000) 

There is one receive channel (x = 0). 
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MALO_RXDEIR 


MAL Receive Descriptor Interrupt Register 


DCR 0x193 Read/Clear 
See “Descriptor Error Interrupt Registers (MALO_TXDEIR, MALO_RXDEIR)” on page 20-32. 


Figure 25-84. RX Descriptor Error Interrupt Register (MALO_RXDEIR) 


Receive Descriptor Error Interrupt Each bit represents its related 
channel (bit 0 for channel 0 etc.). 
When one or more bits are set, 
MAL_DESC_ERF_INT is set. Writing 1 to 
a bit resets it. 


There is only one RX channel in the 
PPC405GP. 


| Reserved 
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MALO_RXEOBISR 


MAL Receive End-of-Buffer Interrupt Status Register 
DCR 0x192 Read/Clear 
See “End of Buffer Interrupt Status Registers” on page 20-28. 


Ok a 


Figure 25-85. RX End of Buffer Interrupt Status Register (MALO_RXEOBISR) 


Receive Channel End-of-Buffer Interrupt Each bit represents its related 
channel (bit 0 for channel 0, etc.). 
Writing 1 to a bit resets it. 


There is only one RX channel in the 
PPC405GP. 
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MALO_TXCARR 


MAL TX Channel Active Reset Register 


DCR 0x185 
See “Channel Active Set and Reset Registers” on page 20-26. 


Figure 25-86. TX Channel_Active Reset Register (MALO_TXCARR) 


0:1 Transmit Channel! Active Reset Each bit represents its related 
channel (bit 0 for channel 0, etc.). 
When 1 is written to the bit, channel 
operation is disabled. 
There are only two TX channels in the 
PPC405GP. 


2st a Rane 
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MALO_TXCASR 


MAL TX Channel Active Set Register 
DCR 0x184 
See “Channel Active Set and Reset Registers” on page 20-26. 


[0 1] 2 | 3 


Figure 25-87. TX Channel_Active Set Register (MALO_TXCASR) 


0:1 Transmit Channel Active Set Each bit represents its related 
channel (bit 0 for channel 0, etc.). 
When 1 is written to the bit, channel 
operation is enabled. 
There are only two TX channels in the 
PPC405GP. 


pas [Rene 
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MALO_TXCTPxR 


MAL Transmit Channel Pointer Registers 


DCR 0x1A0-0x1A1 Read/Write 
See “Channel Table Pointer Registers (MALO_TXCTPxR, MALO_RXCTPOR)” on page 20-33. 


Channel Table Pointer Pointer to the base address in memory of 
the buffer descriptor table used by the 
channel. The value entered should be a 


pointer to a location in memory 
accommodating an aligned double fullword 
(this requires the three least significant bits 
of this pointer must be 000). 

There are two transmit channels (x = 0 
and 1). 


25-130 §PPC405GP User's Manual Preliminary 


DCR 0x187 Read/Clear 


MALO_TXDEIR 


MAL Transmit Descriptor Interrupt Register 


See “Descriptor Error Interrupt Registers (MALO_TXDEIR, MALO_RXDEIR)” on page 20-32. 


Preliminary 


Each bit represents its related 
channel (bit 0 for channel 0, etc.). 

When one or more bits are set, 
MAL_DESC_ERF_INT is set. Writing 1 to 
a bit resets it. 

There are only two TX channels in the 
PPC405GP. 


Register Summary 25-131 


MALO_TXEOBISR 


MAL Transmit End-of-Buffer Interrupt Status Register 


DCR 0x186 Read/Clear 
See “End of Buffer Interrupt Status Registers” on page 20-28. 


Each bit represents its related 


channel (bit 0 for channel 0, etc.). 
Writing 1 to a bit resets it. 

There are only two TX channels in the 
PPC405GP. 


i 
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MSR 


Machine State Register 


See “Machine State Register (MSR)” on page 10-28. 


CE PR ME DWE DR 


a Sd I 


DE 


WE EE 


Figure 25-91. Machine State Register (MSR) 


P02 feed Reserved 


lf MSR[WE] = 1, the processor remains in 


0 The processor is not in the wait state. the wait state until an interrupt is taken, a 
1 The processor is in the wait state. reset occurs, or an external debug tool 
clears WE. 


Critical Interrupt Enable Controls the critical interrupt input and 


Wait State Enable 
14 CE 

0 Critical interrupts are disabled. watchdog timer first time-out interrupts. 

1 Critical interrupts are enabled. 


A 


16 External Interrupt Enable Controls the non-critical external interrupt 
0 Asynchronous interrupts (external to the — input, PIT, and FIT interrupts. 
cs 


processor core) are disabled. 


1 Asynchronous interrupts are enabled. 


20 ee 


Problem State 

0 Supervisor state (all instructions 
allowed). 

1 Problem state (some instructions not 

allowed). 


Reserved 


Machine Check Enable 
0 Machine check interrupts are disabled. 
1 Machine check interrupts are enabled. 


Reserved 


Debug Wait Enable 
0 Debug wait mode is disabled. 
1 Debug wait mode is enabled. 


Debug Interrupts Enable 


22 
0 Debug interrupts are disabled. 
1 Debug interrupts are enabled. 


| 23:25 | | Reserved 


Pi Instruction Relocate 


0 Instruction address translation is 
disabled. 

1 Instruction address translation is 
enabled. : 
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MSR (cont.) 


Machine State Register 


Data Relocate 
0 Data address translation is disabled. 


1 Data address translation is enabled. 


ES 
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OCM0_DSARC 


OCM Data-Side Address Range Compare Register 


DCR 0x01A 
See “OCM Data-Side Address Range Compare Register (OCMO_DSARC)” on page 5-6. 


DSAR 


Figure 25-92. OCM Data-Side Address Range Compare Register (OCM0_DSARC) 


DSAR | Data-side OCM address range 
fea (GEE| Reon 
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OCM0_DSCNTL 


OCM Data-Side Address Control Register 


DCR 0x01B 
See “OCM Data-Side Control Register (OCMO_DSCNTL)” on page 5-7. . 


Data-Side OCM Enable 
0 Data-side OCM accesses are disabled. 
1 Data-side OCM accesses are enabled. 


1 This field should remain set to 1. 
=| Reserved 
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OCMO_ISARC 


OCM Instruction-Side Address Range Compare Register 
DCR 0x018 


See “OCM Instruction-Side Address Range Compare Register (OCMO_ISARC)” on page 5-5. 


ISAR 


Figure 25-94. OCM Instruction-Side Address Range Compare Register (OCM0_ISARC) 


ISAR | Instruction-side OCM address range 
eat Saree 
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OCMO_ISCNTL 


OCM Instruction-Side Control Register 
DCR 0x019 
See “OCM Instruction-Side Control Register (OCMO_ISCNTL)” on page 5-6. 


Instruction-Side OCM Enable 
0 Instruction-side OCM accesses are 


disabled. 
1 Instruction-side OCM accesses are 
enabled. 


Instruction-Side Two Cycle Mode OCMO_ISCNTL[ISTCM], which has a reset 
0 Instruction-side OCM accesses are value of 1, should be set to 

returned in one cycle. OCMO_ISCNTL[ISTCN] = 0 during chip 
1 Instruction-side OCM accesses are initialization. 

returned in two cycles. 


| Reserved 
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OPBAO_CR 


OPB Arbiter Control Register 
MMIO 0xEF600600 
See “OPB Arbiter Control Register (OPBAO_CR)” on page 2-12. 


Figure 25-96. OPB Arbiter Control Register (OPBA0O_CR) 


Dynamic Priority Enable 
0 Dynamic priority disabled 
1 Dynamic priority enabled 


Park Enable 


0 Park disabled 
1 Park enabled 


Park on Master Not Last 
0 Park on master last 


1 Park on master not last 


Parked Master ID Master 0 is DMA; master 2 is the OPB to 
00 Master ID 0 PLB bridge. 

01 Reserved 

10 Master ID 2 

11 Reserved 


En Reserved 
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OPBAO_PR 


OPB Arbiter Priority Register 
MMIO 0xEF600601 
See “OPB Arbiter Priority Register (OPBAO_PR)” on page 2-13. 


MIDO 


jo [2 cst4 sje | 


Figure 25-97. OPB Arbiter Priority Register (OPBAO_PR) 


High Priority Master ID 
00 Master ID 0 

01 Reserved 

10 Reserved 

11 Reserved 


At reset, this priority is assigned to DMA. 


01 Reserved 


asf [Reset 
10 Master ID 2 


4:5 MID2 | Low Priority master ID At reset, this priority is assigned to the OPB 
11 Reserved 


00 Reserved to PLB bridge. 
[oot ig] Resened 
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PCICO_BARO 


PCI Base Address Register 0 
Accessed using PCICO_CFGADDR, PCICO_CFGDATA; offset 0x10 Read-Only — 
See “Unused PCI Base Address Register Space” on page 17-37. 


Figure 25-98. PCI Base Address Register (PCICO_BAR0) 


730 ff PCI Base Address Unimplemented; always returns 0. 
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PCICO_BIST 


PCI Built In Self Test Control 
Accessed using PCICO_CFGADDR, PCICO_CFGDATA; offset Ox0F Read-Only 
See “PCI Built-In Self Test (BIST) Control Register (PCICO_BIST)” on page 17-37. 


Figure 25-99. PCI Built-in Self Test Control Register (PCICO_BIST) 


eT [raresremis Sd 
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PCICO_BRDGOPT1 


PCI Bridge Options 1 
Accessed using PCICO_CFGADDR, PCICO_CFGDATA; offset 0x4B-0x4A 


See “Bridge Options 1 Register (PCICO_BRDGOPT1)” on page 17-44. 
PLMTCR PRP PAPM APLRM 


PLESE PGMAE PTMRCI 


Figure 25-100. Bridge Options 1 Register (PCICO_BRDGOPT1) 


PMLTCR | PLB Master Latency Timer Count Register PMLTCR contains the value used by the 
PLB master to load its latency timer. The 
granularity of this timer is 16 PLB cycles; 
therefore, the low-order bits of this 

register are read-only and are hardwired 
to 1. 


PLB Lock Error Status Enable PLESE controls the handling of slave 
0 Slave error locking is disabled. error locking. 
1 Slave error locking is enabled. 


PLB Request Priority PRP controls the request priority for PLB 
11 Highest accesses. 

10 Next highest 

01 Next highest 

00 Lowest 


PLB Guarded Memory Access Enable PGMAE controls whether PLB accesses 
0 Bridge PLB master memory accesses are guarded or unguarded. 
are unguarded. 
1 Bridge PLB master memory accesses 
are guarded. 


PCI Arbiter Park Mode PAPB defines how the internal PC! arbiter 
0 The arbiter parks on requester 0 (the handles bus parking. 
bridge PCI master). 
1 The arbiter parks on the last master 
granted the bus. 


; 


2:1 PTMRCI | PCI Target Memory Read Command PTMRCI enables the PC! bridge to be 
Interpretation forced to treat a PCI memory read as a 
00 Memory Read memory read multiple, or as a memory 
01 Memory Read Line read line, with respect to the burst size 
10 Memory Read Multiples implied by the read commands. This is for 
11 Reserved masters that use memory read for multiple 
beat bursts. 


Atomic PLB Line Read Mode APLRM controls the behavior of the 
0 bridge PLB slave with respect to PLB line 
1 PLB slave asserts Addrack andbegins = reads. APLRM must not be se t to 1 
its data tenure immediately after the PCI —_ unless all PCI target devices can 
master receives the first read data word. guarantee no disconnects for PLB line 
reads. 


APLRM 
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-PCICO_BRDGOPT2 


PCI Bridge Options 2 

Accessed using PCICO_CFGADDR, PCICO_CFGDATA; offset 0x61-0x60 

See “Bridge Options 2 Register (PCICO_BRDGOPT2)” on page 17-52. 
DPR PTDT 


EWPCI PSTLTD HCE 


ae 25-101. Bridge Options 2 Register (PCICO_BRDGOPT2) 


Reserved 


Software can also set or clear this bit. 


External Write to PCI Command Interrupt 

0 No write to PCICO_CMD has occurred. 

1 External PCI master has written to 
PCICO_CMD. 


Drive PCI Reset Software that asserts this bit must leave is 

0 Normal operation asserted long enough to guarantee the 

1 Causes PClReset pin to be asserted. PCI pulse width requirements. DPR does 
not reset PLB bus interface registers or 
PCI bridge registers. 

PCiReset is also asserted when the PCI 

bridge is reset. 


al ™ 


He PSSTLD 


ae 


Subsequent Target Latency Timer Duration Only set on reads. 
Specifies the number of PCI clocks that a In synchronous mode, PSSLTD equals the 
PCI master burst can be held in a wait maximum number of PCI clocks to 

state before a target disconnectis initiated. disconnect. In asynchronous mode, 
PSSLTD plus 3 equals the maximum 
number of PCI clocks to disconnect. The 
asynchronous value must be 2 or less. 


Reserved 


PCI Discard Timer Disable When enabled, the PC! bridge never 
0 Disabled discards delayed read data. 


1 Enabled 


Reserved 


Host Configuration Enable HCE controls host PCI access to the PCI 


{ Enabled attempts to access the | PCI bridge PC! 
configuration registers are retried. This 
give the local CPU (PLB master) time to 

initialize them before the host sees them. 
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PCICO_CACHELS 


PCI Cache Line Size 
Accessed using PCICO_CFGADDR, PCICO_CFGDATA; offset 0x0C Read-Only 
See “PCI Cache Line Size Register (PCICO_CACHELS)” on page 17-35. 


Figure 25-102. PCI Cache Line Size Register (PCICO_CACHELS) 


p70 | PCI Cache Line Size 
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PCICO_CAP 


PCI Capabilities Pointer 
Accessed using PCICO_CFGADDR, PCICO_CFGDATA; offset 0x34 Read-Only 


See “PCI Capabilities Pointer (PCICO_CAP)” on page 17-40. 


Figure 25-103. PC! Capabilities Pointer (PCICO_CAP) 


[70 PCI Capabilities Pointer 
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PCICO_CAPID 


PCI Capability Identifier 
Accessed using PCICO_CFGADDR, PCICO_CFGDATA; offset 0x58 Read-Only 
See “Capability Identifier (PCICO_CAPID)” on page 17-49. . 


Figure 25-104. Capability Identifier (PCICO_CAPID) 


p70 | | PCI Capability Identifier 
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PCICO_CFGADDR 


PCI Configuration Address Register 


0xEEC00000 
See “PCI Configuration Address Register (PCICO_CFGADDR)” on page 17-29. 
EN DN RN ra) 


Enable 
0 Disabled 
1 Enabled 


a 
eee [oN [Banner 
oP [Rieter Naber 
[re [| Reg tonbe 
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PCICO_CFGDATA 


PCI Configuration Data Register 
0xEEC00004 


See “PC! Configuration Data Register (PCICO_CFGDATA)” on page 17-30. 


31 


Figure 25-106. PCI Configuration Data Register (PCICO_CFGDATA) 
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PCICO_CLS 


PC! Class Register 
Accessed using PCICO_CFGADDR, PCICO_CFGDATA; offset 0x09 Read-Only (PCI), R/W (PLB) 
See “PCI Class Register (PCICO_CLS)” on page 17-35. 

BASE INT 


BARTS ie 


SUB 


Figure 25-107. PCI Class Register (PCICO_PCICLS) 


23:16 | BASE | Base Class Reset to 0x06, which indicates bridge 
device. 
Users of the RISCWatch debugger must 
use the PCICO_BASECC register to 

access this field. 

Subclass Reset to 00, which indicates host bridge. 
Users of the RISCWatch debugger must 
use the PCICO_SUBCLS register to 
access this field. 


Interface Class Reset to 00. 
Users of the RISCWatch debugger must 

use the PCICO_INTCLS register to access 
this field. 
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PCICO_CMD 


PCI Command Register 
Accessed using PCICO_CFGADDR, PCICO_CFGDATA; offset 0x05-0x04 


See “PC] Command Register (PCICO_CMD)” on page 17-31. 
FBB AS PS SC MA 


BoB ee 


SE PER MWI ME _IOA 


Figure 25-108. PCI Command Register (PCICO_CMD) 


a 


Fast Back-to-Back Write Enable Enables PCI masters to perform fast back- 
to-back transactions. Because he PCI 
bridge does not perform fast back-to-back 
transactions; FBB is read-only and returns 

O when read. 


PCISErr Enable Enables driving PCISErr when a PCI bus 
0 Disabled parity error is detected when the PCI 

1 Enabled bridge is the PCI target. PCICO_CMD/[PER] 
must be enabled for address parity errors. 
PCICO_CMD/PER] and 
PCICO_ERREN[WDPE] must be enabled 
for write data parity errors. 


Address stepping wait states. The PCI bridge does not address step 
(except for address stepping when 
generating a Config Type 0 cycle); AS is 


read-only and returns 0 when read. 


Parity error response This bit is enabled for all types of PCI bus 
0 Disabled parity errors, including the following: 
1 Enabled ¢ PCI data bus parity errors while PCI is 
master. 
¢ PCI data bus parity errors while PCI is 
target. 
¢ PCI address bus parity errors. 
When parity error response is disabled, 
detection of these errors is masked and 
PCIPErr (PERR*#) is not asserted, although 
parity is still generated. 


Palette Snooping Enable special palette snooping. 
The PCI bridge is not a VGA device; PS is 


read-only and returns 0 when read 


Memory Write and Invalidate Enable The PCI bridge does not generate this 
command; MWI is read-only and returns 0 


when read. 


Special Cycle Operations Enable The PCI bridge never monitors special 
cycles; SC is read-only and returns 0 when 


read. 
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PCICO_CMD (cont.) 


PC! Command Register 


25-152 


Master Enable 
0 Disabled 
1 Enabled 


Memory Access 
0 Disabled 
1 Enabled 


/O Access 
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Enables PCI bridge-to-master cycles on 
the PC! bus. When ME is 0, the PC! bridge 
only responds as a PLB slave to 
PCICO_CFGADDR, PCICO_CFGDATA, 
and PCI bridge local configuration register 
access. Except for configuration cycles, the 
PCI bridge cannot master cycles to the PCI 
bus. If the pin strapping setting reflected in 
CPCO_PSR[RL] = 1, ME resets to 1. 


Controls PCI bridge response as a PCI 
memory target. MA is disabled at reset. 


Controls the PCI bridge response as a PCI 
\/O target. The PCI bridge does not 
respond to I/O space accesses; IOA is 
read-only and returns 0 when read. 


Preliminary 


PCICO_DATA 


PCI Data 
Accessed using PCICO_CFGADDR, PCICO_CFGDATA; offset OxSF Read-Only 
See “PCI Data Register (PCICO_DATA)” on page 17-52. 


Figure 25-109. PCI Data (PCICO_DATA) 


Ee 
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PCICO_DEVID 


PCI Device ID 
Accessed using PCICO_CFGADDR, PCICO_CFGDATA; offset 0x03-0x02 Read-Only (PCI), R/W (PLB) 


See “PC/ Device ID Register (PCICO_DEVID)” on page 17-31. 


Figure 25-110. PCI Device ID Register (PCICO_DEVID) 


15:0 fone PCI Device ID 


25-154 PPC405GP User's Manual Preliminary 


PCICO_ERREN 


PCI Error Enable 


Accessed using PCICO_CFGADDR, PCICO_CFGDATA; offset 0x48 
See “Error Enable Register (PCICO_ERREN)” on page 17-42. 


TAEE 


MEDE WDPE 


‘MERE MEAE MAEE 


Figure 25-111. Error Enable Register (PCICO_ERREN) 


Reserved 


Target Abort Error Enable 
0 Disabled 
1 Enabled 


PLB Bus Error Response Enable 

00 No action is taken. 

01 The PCI target should drive PCISErr on 
the PCI bus. 

10 Target should target abort the offending 
read. 

11 Indicates the PCI target should drive 
PCISErr and target abort. 


PLB Master Error Detection Enable 


0 Disables detection of PLB master errors. 


1 Enables detection of PLB master errors. 


PLB Bus Error Assertion Enable 
0 Disabled 
1 Enabled 


Write Data Parity PCISErr Enable 
0 Disabled 
1 Enabled. 


Master Abort Error Enable 
0 Disabled 
1 Enabled 


Preliminary 


While the PCI bridge is the PCI master, 
this bit enables the detection of a target 
abort as an error condition. If TAEE is 
enabled, the PCI bridge reports PLB bus 
errors. 


MERE controls the response taken by the 

PCI bridge on the PCI bus (as the PCI 

target) when PLB bus errors are asserted 

to the PCI bridge PLB master. 

Note: Only reads can be target aborted. 

Note: Modes 10 and 11 cannot be used in 
asynchronous mode. 


MEDE enables the detection of PLB bus 
errors when the PCI bridge is a PLB 
master. 


MEAE enables the reporting of a PLB bus 
error when the PCI bridge is a PLB slave. 


The PCI bridge drives PCISErr when a 
data parity error is detected on a write 
cycle when the PCI bridge is the PCI 
target. PCICO_CMD{SE] must also be 1. 


MAEE enables the detection of a master 
abort as an error condition when the PCI 
bridge is the master. The PCI bridge drives 
SI_MErr on the PLB bus in response to a 
master abort. If this bit is disabled, driving 
of Sl_Merr in response to master abort is 
masked. 
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PCICO_ERRSTS 


PCI Error Status 


Accessed using PCICO_CFGADDR, PCICO_CFGDATA; offset 0x49 


See “Error Status Register (PCICO_LERRSTS)” on page 17-43. 
MED WDPE 


SARME MEAE PUR 


Figure 25-112. Error Status Register (PCICO_ERRSTS) 


PCISErr Asserted on Received PLB Bus Set when PCI bridge asserts PCISErr on 

Error the PCI bus in response to PCI bridge 
receiving a PLB bus error while PLB 
master. 


PLB Bus Error Detected Set when a PLB bus error signal is 
1 Error detected asserted when PCI bridge is the PLB 
master. MED is set regardless of whether 
the PCI bridge is enabled to treat this as an 
error condition (the setting of MED is not 
maskable), 


PLB Bus Error Assertion Event Set when an error occurs that would cause 
1 An PCI bridge error, which can cause a —_- PCI bridge (as PLB slave) to assert a PLB 
PLB bus error, occurred. bus error signal. MEAE is set regardless of 
whether the the PLB bus error assertion is 

enabled (the setting of MEAE is not 
maskable). 


Set when the PCI bridge drives PCISErr in 
response to a data parity error detected on 
a PCI write to PLB memory. PCIPErr is 

also driven. 


Set when the PCI bridge is a PLB slave 
and detects an unsupported request from 
a PLB master to an address range that PCI 
bridge decodes. The PCI bridge allows 
such requests to time out. 


PClSerr on Write Data Parity Error 


PLB Unsupported Request 
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PCICO_HDTYPE 


PCI Header Type 
Accessed using PCICO_CFGADDR, PCICO_CFGDATA; offset OxOE Read-Only 
See “PCI Header Type Register (PCICO_HDTYPE)” on page 17-36. 


Figure 25-113. PCl Header Type Register (PCICO_HDTYPE) 


7 | [Poteerie C*S 
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PCICO_ICS 


PCI Interrupt Control/Status 
Accessed using PCICO_CFGADDR, PCICO_CFGDATA; offset 0x44 
See “PCI Interrupt Control/Status Register (PCICO_ICS)” on page 17-42. 


Figure 25-114. PCI Interrupt Control/Status Register 


oo __| Reserved These bits return 0 when read. 


API Asset PCI interrupt When software sets this bit, the PCI bridge 
asserts its Interrupt pin. 
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PCICO_INTLN 


PCI Interrupt Line 
Accessed using PCICO_CFGADDR, PCICO_CFGDATA; offset 0x3C 
See “PCI Interrupt Line Register (PCICO_INTLN)” on page 17-40. 


Figure 25-115. PCI Interrupt Line Register (PCICO_INTLN) 


P70 | | PCI Interrupt Line 
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PCICO_INTPN 


PCI Interrupt Pin 
Accessed using PCICO_CFGADDR, PCICO_CFGDATA; offset 0x3D Read-Only 


See “PCI Interrupt Pin Register (PCICO_INTPN)” on page 17-41. 


Figure 25-116. PCI Interrupt Pin Register (PCICO_INTPN) 


ro [Potente 
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PCICO_LATTIM 


PCI Latency Timer 
Accessed using PCICO_CFGADDR, PCICO_CFGDATA; offset 0x0D 
See “PC! Latency Timer Register (PCICO_LATTIM)” on page 17-36. 


Figure 25-117. PCl Latency Timer Register (PCICO_LATTIM) 


ee [[Potiane tne 


Preliminary Register Summary 25-161 


PCICO_MAXLTNCY 


PCI Maximum Latency 
Accessed using PCICO_CFGADDR, PCICO_CFGDATA; offset Ox3F Read-Only 
See “PC] Maximum Latency Register (PCICO_MAXLTNCY)” on page 17-41. 


Figure 25-118. PCI Maximum Latency Register (PCICO_MAXLTNCY) 


[70 | PCI Maximum Latency 
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PCICO_MINGNT 


PCI Minimum Grant 
Accessed using PCICO_CFGADDR, PCICO_CFGDATA; offset 0x3E Read-Only 
See “PCI Minimum Grant Register (PCICO_MINGNT)” on page 17-41. 


Figure 25-119. PCI Minimum Grant Register (PCICO_MINGNT) 


oT [Poninimmeae 
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PCICO_NEXTIPTR 


PCI Next Item Pointer . 
Accessed using PCICO_CFGADDR, PCICO_CFGDATA; offset 0x59 Read-Only 
See “Next Item Pointer (PCICO_NEXTIPTR)” on page 17-49. 


Figure 25-120. Next Item Pointer (PCICO_NEXTIPTR) 


[770] PCI Next Item Pointer 
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PCICO_PLBBEAR 


PLB Slave Error Address Register 
Accessed using PCICO_CFGADDR, PCICO_CFGDATA; offset 0x57-0x54 
See “PLB Slave Error Address Register (PCICO_PLBBEAR)” on page 17-48. 


Figure 25-121. PLB Slave Error Address Register (PCICO_PLBBEAR) 


31:0 | | PLB Slave Error Address 
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PCICO_PLBBESRO 


PLB Slave Error Syndrome Register 0 ; 

Accessed using PCICO_CFGADDR, PCICO_CFGDATA; offset 0x4F-0x4C 

See “PLB Slave Error Syndrome Register 0 (PCICO_PLBBESRO)” on page 17-45. 
MOET MOFL MiET MiFL M2ET £M2FL MS3ET  MSFL 


FE) 2 za ESE EB Rl 


MORWS MOAL M1RWS MiAL M2RWS M2AL M3RWS MS3AL 


Figure 25-122. PLB Slave Error Syndrome Register 0 (PCICO_PLBBESRO) 


31:29 | MOET Master 0 Error Type 

000 No Error 

001 Parity Error 

010 Reserved 

011 Reserved 

100 Reserved 

101 Non-configured Bank Error 
110 Reserved 

111 Reserved 


MORWS | Master 0 Read/Write Status 

0 Error operation was a write 
1 Error operation was a read 

27 MOFL Master 0 PCICO_PLBBESRO Field Lock 
0 PCICO_PLBB ESRO unlocked 
1 PCICO_PLBB ESRO locked 

26 MOAL Master 0 PCICO_PLBBEAR Address Lock 
0 PCICO_PLBBEAR unlocked by Master 0 
1 PCICO_PLBBEAR locked by Master 0 


M1ET | Master 1 Error Type See PCICO_PLBBESRO[MOET] 
21 M1FL Master 1 PCICO_PLBBESRO Field Lock 
0 PCICO_PLBB ESRO unlocked 
1 PCICO_PLBB ESRO locked 
20 M Master 1 PCICO_PLBBEAR Address Lock 
1 PCICO_PLBBEAR locked by Master 1 
M2ET | Master 2 Error Type See PCICO_PLBBESRO[MOET] 
Master 2 PCICO_PLBBESRO Field Lock 
0 PCICO_PLBB ESRO unlocked 


22 M1RWS | Master 1 Read/Write Status 

O Error operation was a write 

1 Error operation was a read 

0 PCICO_PLBBEAR unlocked by Master 1 
16 M2RWS | Master 2 Read/Write Status 

0 Error operation was a write 

1 Error operation was a read 

1 PCICO_PLBB ESRO locked 


25-166 PPC405GP User’s Manual Preliminary 


PCICO_PLBBESRO (cont.) 


PLB Slave Error Syndrome Register 0 


Master 2 PCICO_PLBBEAR Address Lock 
0 PCICO_PLBBEAR unlocked by Master 2 
1 PCICO_PLBBEAR locked by Master 2 


13:11 | M3ET Master 3 Error Type See PCICO_PLBBESRO[MOET] 


10 M3RWS | Master 3 Read/Write Status 
O Error operation was a write 
1 Error operation was a read 


M3FL Master 3 PCICO_PLBBESRO Field Lock 
0 PCICO_PLBBESRO unlocked 
1 PCICO_PLBBESRO locked 
M3AL Master 3 PCICO_PLBBEAR Address Lock 
_ | 0 PCICO_PLBBEAR Unlocked by Master 2 
1 PCICO_PLBBEAR Locked by Master 2 
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PCICO_PLBBESR1 


PLB Slave Error Syndrome Register 1 

Accessed using PCICO_CFGADDR, PCICO_CFGDATA; offset 0x53-—0x50 

See “PLB Slave Error Syndrome Register 1 (PCICO_PLBBESR1)” on page 17-47. 
M4ET M4FL MSET MB5FL M6ET M6FL M7ET M7FL 


si OPER Pees  Weetaoe ep ys oe spy 


M4RWS M4AL M5RWS MSAL M6RWS M6AL M7RWS M7AL 


Figure 25-123. PLB Slave Error Syndrome 1 (PCICO_PLBBESR1) 


Master 4 Error Type 
000 No Error 

001 Parity Error 
010 Reserved 

011 Reserved 

100 Reserved 

101 Non-configured Bank Error 
110 Reserved 

111 Reserved 


See PCICO_PLBBESR1[M4ET] 


31:29 | M4ET 
0 PCICO_PLBBESR1 unlocked 
1 PCICO_PLBBESRi1 locked 
M4AL Master 4 PCICO_PLBBEAR Address Lock 
1 PCICO_PLBBEAR locked by Master 4 
25:23 | M5ET Master 5 Error Type 
22 M5RWS | Master 5 Read/Write Status 
0 Write error operation 
1 Read error operation 
0 PCICO_PLBBESR1 Unlocked 
1 PCICO_PLBBESR1 Locked 
M5AL Master 5 PCICO_PLBBEAR Address Lock 
M6ET | Master 6 Error Type See PCICO_PLBBESR1[M4ET] 
16 M6RWS | Master 6 Read/Write Status 
0 Write error operation 
1 Read error operation 
M6FL | Master 6 PCICO_PLBBESR1 Field Lock 


M4RWS | Master 4 Read/Write Status 
0 Write error operation 
1 Read error operation 
0 PCICO_PLBBEAR unlocked by Master 5 
0 PCICO_PLBBESR1 unlocked 
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M4FL Master 4 PCICO_PLBBESR1 Field Lock 
0 PCICO_PLBBEAR unlocked by Master 4 
M5FL Master 5 PCICO_PLBBESRi1 Field Lock 
20 
1 PCICO_PLBBEAR locked by Master 5 
1 PCICO_PLBBESR1 locked 


PCICO_PLBBESR1 (cont.) 


14 M6AL Master 6 PCICO_PLBBEAR Address Lock 
0 PCICO_PLBBEAR unlocked by Master 6 
1 PCICO_PLBBEAR l!ocked by Master 6 


13:11 Master 7 Error Type See PCICO_PLBBESR1[M4ET] 


M7RWS | Master 7 Read/Write Status 
O Write error operation 
1 Read error operation 


PLB Slave Error Syndrome Register 1 


M7FL Master 7 PCICO_PLBB ESRi Field Lock 
0 PCICO_PLBBESR1 unlocked 
1 PCICO_PLBBESR1 locked 

M7AL Master 7 PCICO_PLBBEAR Address Lock 
0 PCICO_PLBBEAR unlocked by Master 7 
1 PCICO_PLBBEAR locked by Master 7 


70 fe Reserved 
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PCiICO_PMC 


PCI Power Management Capabilities 


Accessed using PCICO_CFGADDR, PCICO_CFGDATA; offset 0x5A (Read-Only) 


See “Power Management Capabilities (PCICO_PMC)” on page 17-50. 
PMES DIS DsI VERS 


D2s AUXCUR PMECLK 


Figure 25-124. Power Management Capabilities Register (PCICO_PMC) 


15:11 | PMES PME Support The PCI bridge does not support PME#; 


therefore, PMES is hardwired to Ob00000. 


10 D2s D2 Support The PCI bridge does not support the D2 
Determines if the D2 power management power management state; therefore, D2S 

State is supported. is hardwired to 0. 
DIS D1 Support The PCI bridge supports the D1 power 
Determines if the D1 power management management state; therefore, D1S is 
me AUXCUR 


state is supported. hardwired to 1. 


| Reserved 


ils PMECLK 
— - 


Auxiliary Current Support The PCI bridge does not support 
Aux_Current; therefore, AUXCUR is 


hardwired to Ob000. 


Device Specific Initialization This bit indicates whether special 
0 after reset initialization of this function is required 
(beyond the standard PCI configuration 
header) before the generic class device 
driver is able to use it. 


Always read as 0. 


This bit is hardwired to 0 indicating that 
the function does not support PME# 
generation in any state. 


Returns 0b010 on reads, indicating that 
PMC complies with Revision 1.1 of PC/ 
Power Management Interface 

Specification. 
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PCICO_PMCSR 


PCI Power Management Control Status 


Accessed using PCICO_CFGADDR, PCICO_CFGDATA; offset 0x5D-0x5C 


See “Power Management Control/Status Register (PCICO_PMCSR)” on page 17-50. 
PMEST DSEL PSTAT 


saws Ss epea ea OT 


DSCAL PMEEN 


Figure 25-125. Power Management Control/Status Register (PCICO_PMCSR) 


pe Aree The PCI bridge does not support PME#; 
therefore, PMEST is hardwired to 0. 


14: hale — The PCI bridge does not support data 
register; therefore, DSCAL is hardwired to 
Ob00. 
DSEL The PC! bridge does not support a data 
register; therefore, DSEL is hardwired to 
0b0000. 


The PCI bridge does not support PME 


generation; therefore, PMEEN is hardwired 
to 0. 


on Returns 0 when read. 


1:0 PSTAT | Determine the current power state of a If software attempts to write a value for an 
function and sets the function into a new unsupported power state to PSTAT, its value 
power state. does not change. Writing this fiield may 
00 DO change PCIO_PMSCRR. 

01 D1 
10 D2 
11 D3 Hot 


Preliminary Register Summary 25-171 


PCICO_PMCSRBSE 


PMCSR PCI to PCI Bridge Support Extensions 
Accessed using PCICO_CFGADDR, PCICO_CFGDATA; offset 0x5E Read-Only 
See “PMCSR PCI-to-PCI Bridge Support Extensions (PCICO_PMCSRBSE)” on page 17-51. 


Figure 25-126. PMCSR PCI to PCI Bridge Support Extensions (PCICO_PMCSRBSE) 


[70 | | PCI to PCI Bridge Support Extensions 
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PCICO_PMSCRR 


PCI Power Management State Change Request Register 
Accessed using PCICO_CFGADDR, PCICO_CFGDATA; offset 0x64 
See “Power Management State Change Request Register (PCICO_PMSCRR)” on page 17-54. 
SCR DWE 


APW REQST 


Figure 25-127. Power Management State Change Request Register (PCICO_ Jabs edc sal! 


cael eee Reserved Always read as 0. 


Accept PMCIO_PCMSR Writes The local processor sets APW when the 

Always 1 if DWE is 0. local processor is ready to change the 
power management state. APW is cleared 
when the host configuration writes to the 
PCICO_PMCSR register is accepted. The 
local processor can write 0 to APW. 


State Change Request : The PCI bridge sets SCR when a host 
writes PCICO_PMCSR to request a power 
management state change. This drives an 
interrupt to the local processor informing it 
of a state change request. The local 
processor must simultaneously clear SCR 
and set APW = 1 when the local processor 
is ready to change the state. After SCR is 
cleared, new requests are not detected 
until the outstanding delayed write is - 


accepted. The local processor can set 
SCR = 1. Note that any host side write to 
any byte (0x5C-—Ox5F) is considered a 
power state change request. 


2:1 REQST | Request State Indicates the new power management 
state requested by a delayed host write to 
PCICO_PMCSR. This field is read-only 
from the PLB side. 


DWE Delayed Write Enable When DWE is set to 1, any configuration 

0 Immediate write write to the PCICO_PMCSR is completed 

1 Delayed write as a delayed write. All writes to 
PCICO_PMCSR are retried until the local 
processor sets the “Accept PCICO_PMCSR 
Write bit” (bit 4). When 0, any configuration 
write to the PCICO_PMCSR is completed 
immediately. DWE is a don’t care if a host 
write to PCICO_PMCSR requests a state 
change from D3hot to DO. 
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PCICO_PTM1BAR 


PCI PTM 1 Base Address Range 


Accessed using PCICO_CFGADDR, PCICO_CFGDATA; offset 0x17-0x14 


See “PCI PTM 1 BAR (PCICO_PTM1BAR)” on page 17-37. 
BA PF LT 


BAZ MSI 


Figure 25-128. PCI PTM 1 BAR Register (PCICO_PTM1BAR) 


31:12 | BA Base Address Only corresponding bits in PCILO_PTM1MS 
These bits determine where in PCI memory _ that are set to 1 are writable. Bits in 
address space this region is located. PCILO_PTM1MS that are set to 0 cause 

the corresponding Base Address register 
bits to be always 0. PCILO_PTM1MS must 
be initialized by a PLB master before any 
PCI device is allowed to configure this 
register. 


Base Address Always Zero BAZ = 0x00 because the minimum size of 


this range is 4KB. 


PF Prefetchable PR = 1 to indicate that prefetching is 
allowed. 

2:1 LT Location Type LT = 0b00 to indicate that the memory 
space can be located anywhere in the 32- 
bit address space. 

MSI Memory Space Indicator MSI! = 0 to indicate memory space, rather 
than I/O space. 
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PCICO_PTM2BAR 


PCI PTM 2 Base Address Range 


Accessed using PCICO_CFGADDR, PCICO_CFGDATA; offset 0x1B-0x18 


See “PCI PTM 2 BAR (PCICO_PTM2BAR)” on page 17-38. 
BA PF 


Figure 25-129. PCI PTM 2 BAR Register (PCICO_PTM2BAR) 


31:12 | BA Base Address Only corresponding bits in 
These bits determine where in PCI PCILO_PTM2MS that are set to 1 are 
Memory address space this region is writable. Bits in PCILO_PTM2MS that 
located. : are set to 0 cause the corresponding 
Base Address register bits to be always 
0. PCILO_PTM2MS must be initialized 
by a PLB master before any PCI device 
can configure this register. 


11:4 BAZ Base Address Always Zero BAZ = 0x00 because the minimum size 
of this range is 4KB. 


3 PF Prefetchable PF = 1 to indicate that prefetching is 
allowed. 

2:1 LT Location Type LT = 0b00 to indicate that the memory 
space can be located anywhere in the 
32-bit address space. 

MSI Memory Space Indicator MSI = 0 to indicate memory space, 
rather than I/O space. 
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PCICO_REVID 


PCI Revision ID 
Accessed using PCICO_CFGADDR, PCICO_CFGDATA; offset 0x08 Read-Only 
See “PCI Revision ID Register (PCICO_REVID)” on page 17-34. 


Figure 25-130. PCI Revision ID Register (PCICO_REVID) 


cae ae Revision ID Revision level of device. 
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PCICO_SBSYSID 


- PCI Subsystem ID 
Accessed using PCICO_CFGADDR, PCICO_CFGDATA; Offset 0x2D-0x2C 
See “PCI Subsystem ID Register (PCICO_SBSYSID)” on page 17-39. 


Figure 25-131. PCI Subsystem ID Register (PCICO_SBSYSID) 


15:0 Fd PCI Subsystem ID 
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PCICO_SBSYSVID 


PC! Subsystem Vendor ID 
Accessed using PCICO_CFGADDR, PCICO_CFGDATA; Offset 0x2F-0x2E 
See “PCI Subsystem Vendor ID Register (PCICO_SBSYSVID)” on page 17-39. 


Figure 25-132. PCl Subsystem Vendor ID Register (PCICO_SBSYSVID) 


15:0 aa PCI Subsystem Vendor ID 
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PCICO_STATUS 


PCI Status Register 
Accessed using PCICO_CFGADDR, PCICO_CFGDATA; offset 0x07-0x06 


See “PCI Status Register (PCICO_STATUS)” on page 17-33. 
DEPE RMA STA DST FBBC 66C 


15/14/13} 12) 17/10 9/8] 7] 6] 5/4] 3 Ol 


SSE RITA 


DPE UDFS CL 


| Figure 25-133. PC! Status Register (PCICO_STATUS) 


Detected Parity Error 
Write 1 to clear. 


Signaled System Error 
Write 1 to clear. 


Received Master Abort 
Write 1 to clear. 


Received Target Abort 
Write 1 to clear. 


Signaled Target Abort 
Write 1 to clear. 


PCIDevSel Response Timing 
Read-only. 


Data Parity Error Detected 
Write 1 to clear. 


Preliminary 


The PCI bridge sets DEPE when the PCI 

bridge detects a PCI bus parity error, 

‘regardless of the setting of any enable bits 

(DEPE is non-maskable). 

The following events set DEPE: 

¢ PCI address bus parity error detected 
when PCI bridge is a target. 

¢ PCI data bus parity error detected when 
a PCI master writes to PLB memory 
(PCI bridge is the target). 

¢ PCI data bus parity error detected when 
PCI bridge masters a PCI read cycle. 


The PCI bridge sets SSE if the PCI bridge 
asserts PCISErr (see “Error Handling” on 
page 17-55 for causes of PCISErr 
assertion). 


The PCI bridge sets RTA when a PCI cycle 
for which the PCI bridge is the master is 
terminated with master abort. 


The PCI bridge sets RTA when a PCI cycle 
for which it is the master is terminated with 
target abort. 


The PCI bridge sets STA when a PCI cycle 
for which it is the target is terminated with 
target abort. 


The PCli bridge asserts PC/DevSel on the 
second clock after PCiFframe is asserted 
(called medium response time). 
Read-only; always returns 0b01 when 
read. 


DPE is set when the following conditions 
are met: 


¢ The PCI bridge detects a data parity 


error (PCIPErr is asserted) when the PCI 
bridge is the master on a PCI read cycle, 
or is the master when it samples 
PCIPErr asserted on a PCI write cycle. 
PCICO_CMD[PER] = 1. 
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PCICO_ STATUS (cont.) 


PCI Status Register 


7 FBBC Fast Back-to-Back Capable Indicates that the PCI target can accept 
Read-only; returns 0 when read. fast back-to-back transactions when the 
transactions are not to the same agent. 
The PCI bridge target does not accept this 
type of fast back-to-back transaction. 


UDFS UDF Supported Indicates device support of user-definable 
Read-only; returns 0 when read. features. The PCI bridge does not support 
user-definable features. 


5 66C 66 MHz Capable Indicates that the device can run at 66 
0 At reset MHz. The PCI bridge can be configured to 
1 PCI bridge is configured for 66MHz run at 33 MHz max or 66 MHz. The local 
operation. CPU (PLB master) sets 66C to 1 if PCI 
, bridge is configured for 66 MHz operation. 


4 CL Capabilities List Indicates that the value at offset 0x34 is a 
This bit is read only and returns 1 when pointer in configuration space to a linked 
read. list of new capabilities. 


En Reserved These bits return Os when read. 
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PCICO_VENDID 


PCI Vendor ID 
Accessed using PCICO_CFGADDR, PCICO_CFGDATA; Offset 0x01-—0x00 Read-Only (PCI), R/W (PLB) 
See “PCI Vendor ID Register (PCICO_VENDID)” on page 17-31. 


15 0 


Figure 25-134. PCI Vendor ID Register (PCICO_VENDID) 


15:0 fone Vendor ID 
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PCILO_PMMOLA 


PMM 0 Local Address 


MMIO 0xEF400000 


See “PMM 0 Local Address Register (PCILO_PMMOLA)” on page 17-21. 
WLA 


Figure 25-135. PMM 0 Local Address Register (PCILO_PMMOLA) 


31:12 Writable PLB Local Address 
pio | | PLB Local Address Always 0 


25-182 | PPC405GP User’s Manual _ Preliminary 


PCILO PMMOMA 


PMM 0 Mask/Attribute 
MMIO 0xEF400004 


See “PMM 0 Mask/Attribute Register (PCILO_PMMOMA)” on page 17-22. 
MASK ENA 


The mask bits determine the size of the The mask must be of the form 111....0000. 

address map range. Bits set to 1 cause the corresponding 
PCILO_PMMOLA bits to be compared with 
incoming PLB addresses. Note that the 
minimum range size is 4KB, and valid 
ranges are powers of 2. For example, a 
128MB range would be encoded as 
OxF8000 and a 4KB range would be 
encoded as all ones. 


Read Prefetching Enable If read prefetch is enabled, the PCI bridge 

1 Read prefetching is enabled. prefetches 64 bytes from PCI memory in 
response to a PLB single-beat, byte-burst, 
or half word burst read from PMM 0. 


PLB to PCI Memory Mapping Enable Note that PCILO_PMMOLA, 

1 Memory mapping is enabled. PCILO_PMMOPCIHA, and 
PCILO_PMMOPCILA must be initialized 
before enabling. 
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PCILO_PMMOPCIHA 


PMM 0 PCI High Address 
MMIO OxEF40000C 
See “PMM 0 PCI High Address Register (PCILO_PMMOPCIHA)” on page 17-23. 


Figure 25-137. PMM 1 PCI High Address Register (PCILO_PMM1PCIHA) 


31:0 a PCI High Address 
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PCILO_PMMOPCILA 


PMM 0 PCI Low Address 


MMIO 0xEF400008 
See “PMM 0 PCI Low Address Register (PCILO_PMMOPCILA)” on page 17-22. 
te 
31 12/11 0 


-Figure 25-138. PMM 0 PCI Low Address Register (PCILO_PMMOPCILA) 
WLA_ | Writable PCI Low Address 


P10 | | PCI Low Address Always 0 
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PCILO_PMMiLA 


PMM 1 Local Address 


MMIO 0xEF400010 
See “PMM 1 Local Address Register (PCILO_PMM1LA)” on page 17-23. 


Figure 25-139. PMM 1 Local Address Register (PCILO_PMM1LA) 


31:0 | | PLB Local Address 
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PCILO_PMM1MA 


PMM 1 Mask/Attribute 


MMIO 0xEF400014 
See “PMM 1 Mask/Attribute Register (PCILO_PMM1MA)” on page 17-24. 
MASK ENA 


PRE 


Figure 25-140. PMM 1 Mask/Attribute Register (PCILO_PMM1MA) 


31:12 | MASK | The mask bits determine the size of the The mask must be of the form 111....0000. 
address map range. Bits set to 1 cause the corresponding 
PCILO_PMM1LA bits to be compared with 
incoming PLB addresses. Note that the 
minimum range size is 4KB, and valid 
ranges are powers of 2. For example, a 
128MB range would be encoded as 
OxF8000 and a 4KB range would be 
encoded as 0x11111. 


we es Reserved Returns 0 when read. 


Read Prefetching Enable If read prefetch is enabled, the PCI bridge 

1 Read prefetching is enabled. prefetches 64 bytes from PCI memory in 
response to a PLB single-beat, byte-burst, 
or half word burst read from PMM 0. 


PLB to PC! Memory Mapping Enable Note that PCILO_PMM1LA, 

1 Memory mapping is enabled. PCILO_PMM1PCIHA, and 
PCILO_PMM1PCILA must be initialized 
before enabling. 
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PCILO_PMM1PCIHA 


PMM 1 PCI High Address 
MMIO 0xEF40001C 
See “PMM 1 PCI High Address Register (PCILO_PMM1PCIHA)” on page 17-25. 


Figure 25-141. PMM 1 PCI High Address Register (PCILO_PMM1PCIHA) 


31:0 i PCI High Address 
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PCILO_PMM1PCILA 


PMM 1 PCI Low Address 
MMIO OxEF400018 
See “PMM 1 PCI Low Address Register (PCILO_PMM1PCILA)” on page 17-24. 


31 


Figure 25-142. PMM 1 PCI Low Address Register (PCILO_PMM1PCILA) 


31:0 a. ol PCI Low Address 
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PCILO_PMM2LA 


-PMM 2 Local Address 
MMIO O0xEF400020 
See “PMM 2 Local Address Register (PCILO_PMM2LA)” on page 17-25. 


Figure 25-143. PMM 2 Local Address Register (PCILO_PMM2LA) 


31:0 | | PLB Local Address . . 
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PCILO_PMM2MA 


PMM 2 Mask/Attribute 


MMIO OxEF400024 
See “PMM 2 Mask/Attribute Register (PCILO_PMM2MA)” on page 17-25. 
MASK ENA 


PRE 


The mask bits determine the size of the The mask must be of the form 111....0000. 

address map range. Bits set to 1 cause the corresponding 
PCILO_PMM2LA bits to be compared with 
incoming PLB addresses. Note that the 
minimum range size is 4KB, and valid 
ranges are powers of 2. For example, a 


Figure 25-144. PMM 2 Mask/Attribute Register (PCILO_PMM2MA) 
128MB range would be encoded as 
OxF8000 and a 4KB range would be 


31:12 | MASK 
encoded as 0x11111. 


i ee Reserved Returns 0 when read. 


Read Prefetching Enable If read prefetch is enabled, the PCI bridge 
1 Read prefetching is enabled. prefetches 64 bytes from PCI memory in 

response to a PLB single-beat, byte-burst, 
or half word burst read from PMM 0. 


PLB to PCI Memory Mapping Enable Note that PCILO_PMM2LA, 
1 Memory mapping is enabled. PCILO_PMM2PCIHA, and 

PCILO_PMM2PCILA must be initialized 
before enabling. 
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PCILO_PMM2PCIHA 


PMM 2 PCI High Address 
MMIO OxEF40002C 
See “PMM 2 PCI High Address Register (PCILO_PMM2PCIHA)” on page 17-27. 


31 0 


Figure 25-145. PMM 2 PCI High Address Register (PCILO_PMM2PCIHA) 


31:0 Re | PCI High Address 
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PCILO_PMM2PCILA 


PMM 2 PCI Low Address 
MMIO 0xEF400028 
See “PMM 2 PCI Low Address Register (PCILO_PMM2PCILA)” on page 17-26. 


Figure 25-146. PMM 2 Low Address Register (PCILO_PMM2PCILA) 


31:0 | | PCI Low Address 
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PCILO_PTM1LA 


PTM 1 Local Address 
MMIO 0xEF400034 
See “PTM 1 Local Address Register (PCILO_PTM1LA)” on page 17-27. . 


WLA . 


31 12/11 0 


Figure 25-147. PTM 2 Local Address Register (PCILO_PTM1LA) 


31:12 Writable PTM 1 Local Address Writable 
41:0 | PTM 1 Local Address Always 0 
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PCILO_PTM1MS 


PTM 1 Memory Size 


MMIO 0xEF400030 
See “PTM 1 Memory Size/Attribute Register (PCILO_PTM1MS)” on page 17-27. 
SIZE 


Figure 25-148. PTM 1 Memory Size/Attribute Register (PCILO_PTM1MS) 


31:12 | MASK Defines the size of the region of PCI The minimum range size is 4KB. Valid 
memory space that is mapped to local ranges are always a power of 2. 
__ | (PLB) space using PTM 1. For example, a value of OxFFO00000 


indicates that the region contains 16MB. 


Ett Eee Reserved Returns 0 when read. 


Determines if range 1 is enabled to map 
PCI memory space to PLB space. 
Always 1 (enabled). 
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PCILO_PTM2LA 


PTM 2 Local Address 
MMIO OxEF40003C 
See “PTM 2 Local Address Register (PCILO_PTM2LA)” on page 17-28. 


31 


Figure 25-149. PTM 2 Local Address Register (PCILO_PTM2LA) 


31:0 f | PTM 2 Local Address 
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PCILO_PTM2MS 


PTM 2 Memory Size 
MMIO 0xEF400038 


See “PTM 2 Memory Size/Attribute Register (PCILO_PTM2MS)” on page 17-28. 
SIZE 


31 72114 TO) 


Figure 25-150. PTM 2 Memory Size/Attribute Register (PCILO_PTM2MS) 


31:12 | MASK Defines the size of the region of PCI The minimum range size is 4KB. Valid 
memory space mapped to local (PLB) ranges are always a power of 2. 
space using PTM 2. For example, a value of OxFFO00000 
indicates that the region contains 16MB. 


Defines the size of the region of PCI The minimum range size is 4KB. Valid 
memory space mapped to local (PLB) ranges are always a power of 2. 


space using PTM 2. For example, a value of OxFFOO0000 
indicates that the region contains 16MB. 


Determines if range 2 is enabled to map When EMM is disabled, PCICO_PTM2BAR 
PCI memory space to PLB space. cannot be written. Set PCICO_PTM2BAR 
to 0 before disabling EMM. 
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PID 


Process ID 


SPR 0x3B1 
See “Address Translation” on page 6-1. 


Figure 25-151. Process ID (PID) 


Tom ere 
feet] [Pees 


25-198 PPC405GP User’s Manual Preliminary 


PIT 


Programmable Interval Timer 
SPR 0x3DB 


See “Programmable Interval Timer (PIT)” on page 11-4. 


Figure 25-152. Programmable Interval Timer (PIT) 


el | Programmed interval remaining Number of clocks remaining until the PIT 
event 
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PLBO_ACR 


PLB Arbiter Control Register . 


DCR 0x087 


See “PLB Arbiter Control Register (PLBO_ACR)” on page 2-5. 
PPM HBU 


PPO 


Figure 25-153. PLB Arbiter Control Register (PLBO_ACR) 


PLB Priority Mode 
0 Fixed 
1 Fair 


PLB Priority Order 
000 Masters 0, 1, 
001 Masters 1, 
010 Masters 2, 
011 Masters 3, 
100 Masters 4, 
101 Masters 5, 
110 Reserved 
111 Reserved 


High Bus Utilization 
0 Disabled 
1 Enabled 


| Reserved 
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PLBO_BEAR 


PLB Error Address Register 


DCR 0x086 
See “PLB Error Address Register (PLBO_BEAR)” on page 2-5. 


Figure 25-154. PLB Error Address Register (PLBO_BEAR) 


[o31 | | Address of bus timeout error 
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PLBO_BESR 


PLB Error Status Register 
DCR 0x084 Read/Clear 
See “PLB Error Status Register (PLBO_BESR)” on page 2-6. 


PTEO FLKO PTE1 FLK1 PTE2 FLK2 PTES FLK3 PTE4 FLK4 PTES FLK5 


ENED ENES AEN 


R/WO ALKO R/W1 ALK1 R/W2 ALK2 RWS ALK3 R/W4 ALK4 R/WS5  ALKS 


Figure 25-155. PLB Error Status Register (PLBO_BESR) 


Master 0 PLB Timeout Error Status Master 0 is the processor core ICU. 
O No master 0 timeout error 
1 Master 0 timeout error 


Master 0 Read/Write Status 
O Master 0 error operation was a write 
1 Master 0 ICU error operation was a read 


Master 0 PLBO_BESR Field Lock 
O Master 0 PLBO_BESR field is unlocked 
1 Master 0 field is locked 


Master 0 PLBO_BEAR Address Lock 
0 Master 0 PLBO_BEAR is unlocked 
1 Master 0 PLBO_BEAR is locked 


Master 1 PLB Timeout Error Status Master 1 is the processor core DCU. 
0 No master 1 timeout error 
1 Master 1 timeout error 


Master 1 Read/Write Status 
0 Master 1 error operation was a write 
1 Master 1 error operation was a read 


Master 1PLBO_BESR Field Lock 
0 Master 1 PLBO_BESR field is unlocked 
1 Master 1 PLBO_BESR field is locked — 


Master 1 PLBO_BEAR Address Lock 
0 Master 1 PLBO_BEAR is unlocked 
1 Master 1 PLBO_BEAR is locked 


Master 2 PLB Timeout Error Status Master 2 is the external master. 
0 No master 2 timeout error 
1 Master 2 timeout error 


Master 2 Read/Write Status 
O Master 2 error operation was a write 
1 Master 2 error operation was a read 


Master 2 PLBO_BESR Field Lock 
O Master 2 PLBO_BESR field is unlocked 
1 Master 2 PLBO_BESR field is locked 


Master 2 PLBO_BEAR Address Lock 
0 Master 2 PLBO_BEAR is unlocked 
1 Master 2 PLBO_BEAR is locked 
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eat 


Master 3 PLB Timeout Error Status 
O No Master 3 timeout error 
1 Master 3 timeout error 


Master 3 Read/Write Status 
0 Master 3 error operation was a write 
1 Master 3 error operation was a read 


Master 3 PLBO_BESR Field Lock 
0 Master 3 PLBO_BESR field is unlocked 
1 Master 3 PLBO_BESR field is locked 


Master 3 PLBO_BEAR Address Lock 
0 Master 3 PLBO_BEAR is unlocked 
1 Master 3 PLBO_BEAR is locked 


Master 4 PLB Timeout Error Status 
0 No master 4 timeout error 
1 Master 4 timeout error 


Master 4 Read/Write Status 
0 Master 4 error operation was a write 
1 Master 4 error operation was a read 


Master 4 PLBO_BESR Field Lock 
0 Master 4 PLBO_BESR field is unlocked 
1 Master 4 field is locked 


Master 4 PLBO_BEAR Address Lock 
0 Master 4 PLBO_BEAR is unlocked 
1 Master 4 PLBO_BEAR is locked 


Master 5 PLB Timeout Error Status 
O No master 5 timeout error 
1 Master 5 timeout error 


Master 5 Read/Write Status 
O Master 5 error operation was a write 
1 Master 5 error operation was a read 


Master 5 PLBO_BESR Field Lock 
0 Master 5 PLBO_BESR field is unlocked 
1 Master 5 PLBO_BESR field is locked 


Master 5 PLBO_BEAR Address Lock 
0 Master 5 PLBO_BEAR is unlocked 
1 Master 5 PLBO_BEAR is locked 


Reserved 


Preliminary 


PLBO_BESR (cont.) 


PLB Error Status Register 


Master 3 is PCI. 


‘ Master 4 is MAL. 


Master 5 is DMA. 


Register Summary 
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POBO_BEAR 


Bridge Error Address Register 
DCR 0x0A2 Read-Only 
See “Bridge Error Address Register (POBO_BEAR)” on page 2-8. 


Figure 25-156. Bridge Error Address Register (POBO_BEAR) 


Ox0B2 | Address of bus error 
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DCR O0x0A0 Read/Clear 
See “Bridge Error Status Registers (POBO_BESRO-POBO_BESR1)” on page 2-8. 


POBO_BESRO 


Bridge Error Status Register 0 


PTEO FLKO PTE1 FLK1 PTE2 FLK2 PTE3 FLK3 


fo i[2[|a[s 6[7e[afo nlahapaps wiriepeeo—SSCSC~S~S~S 


PTEO 


Figure 25-157. Bridge Error Status Register 0 (POBO_BESR0O) 


PLB Timeout Error Status Master 0 
00 No master 0 error occurred 

01 Master 0 timeout error occurred 
10 Master 0 slave error occurred 
11 Reserved 


Read Write Status Master 0 
O Master 0 error operation is a read 
1 Master 0 error operation is a write 


POBO_BESRO Field Lock Master 0 
0 Master 0 POBO_BESRO field is unlocked 
1 Master 0 POBO_BESRO field is locked 


POBO_BEAR Address Lock Master 0 

0 Master 0 POBO_BEAR address is 
unlocked 

1 Master 0 POBO_BEAR address is locked 


PLB Timeout Error Status Master 1 
00 No master 1 error occurred 

01 Master 1 timeout error occurred 
10 Master 1 slave error occurred 


11 Reserved 


Read/Write Status Master 1 
0 Master 1 error operation is a read 
1 Master 1 error operation is a write 


POBO_BESRO Field Lock Master 1 
0 Master 1 POBO_BESRDO field is unlocked 
1 Master 1 POBO_BESRDO field is locked 


POBO_BEAR Address Lock Master 1 

0 Master 1 POBO_BEAR address is 
unlocked 

1 Master 1 POBO_BEAR address is locked 


PLB Timeout Error Status Master 2 
00 No master 2 error occurred 

01 Master 2 timeout error occurred 
10 Master 2 slave error occurred 
11 Reserved 


Read/Write Status Master 2 
0 Master 2 error operation is a read 
1 Master 2 error operation is a write 


Preliminary 


Master 0 is the processor core ICU. 


Master 1 is the processor core DCU. 


Master 2 is the external master. 


Register Summary 
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POBO_BESRO (cont.) 


Bridge Error Status Register 0 


POBO_BESRO Field Lock Master 2 
O Master 2 POBO_BESR0O field is unlocked 
1 Master 2 POBO_BESR0O field is locked 


POBO_BEAR Address Lock Master 2 

O Master 2 POBO_BEAR address is 
unlocked 

1 Master 2 POBO_BEAR address is locked 


PLB Timeout Error Status Master 3 Master 3 is PCI. 
00 No master 3 error occurred 

01 Master 3 timeout error occurred 

10 Master 3 slave error occurred 

11 Reserved 


Read/Write Status Master 3 


O Master’3 error operation is a read 
1 Master 3 error operation is a write 


POBO_BESRO Field Lock Master 3 
O Master 3 POBO_BESR0O field is unlocked . 
1 Master 3 POBO_BESRO field is locked 


POBO_BEAR Address Lock Master 3 

0 Master 3 POBO_BEAR address is 
unlocked 

1 Master 3 POBO_BEAR address is locked 


Reserved 
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POBO_BESR1 


Bridge Error Status Register 1 
DCR 0x0A4 Read/Clear 
See “Bridge Error Status Registers (POBO_BESRO-POBO_BESR1)” on page 2-8. 


PTE4 FLK4 PTES5  FLKS 


Figure 25-158. Bridge Error Status Register 1 (POBO_BESR1) 


PLB Timeout Error Status Master 4 Master 4 is MAL. 
00 No Master 4 error occurred 

01 Master 4 timeout error occurred 

10 Master 4 slave error occurred 

11 Reserved 


Read/Write Status Master 4 
O Master 4 error operation is a read 
1 Master 4 error operation is a write 


POBO_BESR1 Field Lock Master 4 
O Master 4 POBO_BESR1 field is unlocked 
1 Master 4 POBO_BESR?1 field is locked 


POBO_BEAR Address Lock Master 4 

0 Master 4 POBO_BEAR address is | 
unlocked 

1 Master 4 POBO_BEAR address is locked 


PLB Timeout Error Status Master 5 Master 5 is DMA. 


00 No Master 5 error occurred 

01 Master 5 timeout error occurred 
10 Master 5 slave error occurred 
11 Reserved 


Read/Write Status Master 5 
0 Master 5 error operation is a read 
1 Master 5 error operation is a write 


POBO_BESR1 Field Lock Master 5 
O Master 5 POBO_BESR_T1 field is unlocked 
1 Master 5 POBO_BESR’1 field is locked 


POBO_BEAR Address Lock Master 5 

0 Master 5 POBO_BEAR address is 
unlocked 

1 Master 5 POBO_BEAR address is locked 


pos [Tp [Rene 
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PVR 


Processor Version Register 


SPR 0x11F Read-Only 
See “Processor Version Register (PVR)” on page 3-12. 


Figure 25-159. Processor Version Register (PVR) 


0:31 i al Assigned PVR value 
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SDRAMO0_BOCR-SDRAM0_B3CR 


Memory Bank 0-3 Configuration Registers 
DCR Accessed using SDRAMO_CFGADDR; SDRAMO_CFGDATA; Offset 0x40-0x4C 
See “Memory Bank 0-3 Configuration (SDRAMO_BOCR-SDRAM0_B3CR)” on page 15-6. 


BA AM 


[TG GR EC 


$Z BE 


Figure 25-160. Memory Bank 0-3 Configuration Registers 
(SDRAM0O_BOCR-SDRAM0_B3CR) 


BA | Base Address The base address must be aligned on 
a boundary that matches the size of 
the region as defined by the SZ field. 
For example, a 4MB region must begin 
on an address that is divisible by 4MB. 


A 


12:14 SZ Size 

000 4M byte 
001 8M byte 
010 16M byte 
011 32M byte 
100 64M byte 
101 128M byte 
110 256M byte 
111 Reserved 


Ps freee 


16:18 | AM _ | Addressing Mode See “SDRAM Addressing Modes” on 

000 Mode 1 - | page 15-7. 

001 Mode 2 

010 Mode 3 

011 Mode 4 

100 Mode 5 

101 Mode 6 

110 Mode 7 

111 Reserved 


oa [paws 


it ial Memory Bank Enable 


0 Bank is disabled 
1 Bank is enabled 
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SDRAM0O_BEAR 


PLB Master Bus Error Address Register 
DCR Accessed using SDRAMO_CFGADDR; SDRAMO_CFGDATA; Offset 0x10 


See “Bus Error Address Register (SDRAMO_BEAR)” on page 15-17. 
SDRAMO_BEAR 


Figure 25-161. Bus Error Address Register (SDRAMO_BEAR) 


0:31 | SDRAMO_BEAR_ | Address of ECC Error. 
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SDRAMO_BESRO 


Bus Error Syndrome Register 0 
DCR Accessed using SDRAMO_CFGADDR; SDRAM0_CFGDATA; Offset 0x00 Read/Clear 
See “Bus Error Syndrome Register 0 (SDRAMO_BESR0O)” on page 15-17. 


EETO EET1 EET2 EET3 FL3 


ose se some Meee Ae CSC~ST 
RWSO le RWS2 RWS3 AL3 


Figure 25-162. Bus Error Syndrome Register 0 (SDRAMO_BESR0O) 


EETO | Error type for master 0 Master 0 is the processor instruction fetcher. 
000 No error 
001 Reserved 
01X ECC uncorrectable error 
1XX Reserved 


3 RWSO | Read/write status for master 0 
O Error operation was a write operation 
1 Error operation was a read operation 


pas [aemed SSCS 


EET1 | Error type for master 1 Master 1 is the processor data side. 
000 No error 
001 Reserved 
01X ECC uncorrectable error 
1XX Reserved 


RWS1 | Read/write status for master 1 
O Error operation was a write operation 
1 Error operation was a read operation 


12:14 | EET2 | Error type for master 2 Master 2 is the external bus master. 
000 No error 
001 Reserved 
01X ECC uncorrectable error 


1XX Reserved 


RWS2 | Read/write status for master 2 
O Error operation was a write operation 
1 Error operation was a read operation 


Sd 


18:20 | EET3 | Error type for master 3 Master 3 is the PCI bridge. 
000 No error 
001 Reserved 
01X ECC uncorrectable error 
1XX Reserved 


21 RWS3 | Read/write status for master 3 
0 Error operation was a write operation 
1 Error operation was a read operation 
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SDRAMO_BESRO (cont.) 


Bus Error Syndrome Register 0 


Field lock for master 3 
0 EET3 and RWSS3 fields are unlocked 
1 EETS3 and RWSS3 fields are locked 


SDRAMO_BEAR address lock for master 3 
0 SDRAMO_BEAR address unlocked 
1 SDRAMO_BEAR address locked 


eet [Trees 
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SDRAMO0O_BESR1 


Bus Error Syndrome Register B 
DCR Accessed using SDRAMO_CFGADDR; SDRAM0_CFGDATA; Offset 0x08 Read/Clear 
See “Bus Error Syndrome Register 1 (SDRAMO_BESR1)” on page 15-18. 
EET4 FL4 EETS 


a eee 
pO 243] 4] 5/6 8] 8/102 a ee ee oa ST] 
RWS4 AL4 RWSS5 


Figure 25-163. Bus Error Status Register 1 (SDRAMO0_BESR1) 


Error type for master 4 Master 4 is the MAL. 
000 No error 

001 Reserved 

01X ECC uncorrectable error 


1XX Reserved 


Read/write status for master 4 
O Error operation was a write operation 
1 Error operation was a read operation 


Field lock for master 4 
O EET4 and RWS4 fields are unlocked 
1 EET4 and RWS4 fields are locked 


SDRAMO_BEAR address lock for master 4 
0 SDRAMO_BEAR address unlocked 
1 SDRAMO_BEAR address locked 


Error type for master 5 
000 No error 

001 Reserved 

01X ECC uncorrectable error 
1XX Reserved 


Master 5 is the DMA controller. 


Read/write status for master 5 
0 Error operation was a write operation 
1 Error operation was a read operation 
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SDRAMO_CFG 


Memory Controller Configuration Register 


DCR Accessed using SDRAM0O_CFGADDR; SDRAMO0_CFGDATA; Offset 0x20 
See “Memory Controller Configuration Register (SDRAMO_CFG)” on page 15-3. 


REGEN 


DCE PME 


SRE 
MEMCHK 


DRW 


EMDULR 
BRPF 


ECCDD 


Figure 25-164. Memory Controller Configuration (SDRAMO_CFG) 


MEMCHK 
REGEN 


BRPF 
ECCDD 


SDRAM Controller Enable 
O Disable 
1 Enable 


Self-Refresh Enable 
O Disable 
1 Enable 


Power Management Enable 
0 Disable 
1 Enabled 


Memory Data Error Checking 
0 None 
1 ECC 


Registered Memory Enable 
0 Disabled 
1 Enabled 


SDRAM Width 
00 32-bit 

01 Reserved 
10 Reserved 
11 Reserved 


Burst Read Prefetch Granularity 


00 Reserved 
01 16 bytes 
10 32 bytes 
11 Reserved 


ECC Driver Disable 


0 Check bit data output on ECC7:0. 
1 ECC7:0 are placed in high-Z state. 


All SDRAM controller configuration 
registers must be initialized and valid prior to 
setting DCE. 


See “Self-Refresh” on page 15-19. 
See “Power Management” on page 15-20. 


See “Error Checking and Correction (ECC)” 
on page 15-14. 


Must be set to 2’b00. 


Most applications should set with field to 
2’b01. 


Regardless of whether ECC checking is 
enabled, SDRAM writes cause the 
PPC405GP to output check bit data on 
ECC7:0. If ECC is not used, setting 
ECCDD=1 disables these drivers. 


EMDULR | Enable Memory Data Unless Read 
0 MemData0:31 are high-Z unless a 

memory write is being performed. 
1 MemData0:31 are driven unless a 

memory read is being performed. 
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SDRAM0_CFG 


Memory Controller Configuration Register 


| Reserved 
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SDRAM0_CFGADDR 


Memory Controller Address Register 
DCR 0x010 
See “Accessing SDRAM Registers” on page 15-2. 


This register is used to determine offsets for SDRAM controller DCRs. 
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SDRAMO0_CFGDATA 


Memory Controller Data Register 
DCR 0x011 
See “Accessing SDRAM Registers” on page 15-2. 


This register is used to indirectly access SDRAM controller DCRs. 
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SDRAM0_ECCCFG 


ECC Configuration Register 
Offset 0x94 DCR Accessed using SDRAMO_CFGADDR; SDRAM0_CFGDATA; Offset 0x94 
See “ECC Configuration Register (SDRAMO_ECCCFG)” on page 15-14. 


CEn 


Figure 25-165. ECC Configuration Register (SDRAMO_ECCCFG) 


per fprered 


8:11 CEn ECC Correction Enable for bank n. When CEn is set, ECC correction is 


0 Disabled enabled for bank n (BankSeln). When 

1 Enabled cleared, the ECC logic ignores the check 
bits and passes read data along 
unmodified. 


Reserved 


aor 
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SDRAMO0O_ECCESR 


ECC Error Status Register 
DCR Accessed using SDRAMO_CFGADDR; SDRAM0_CFGDATA,; Offset 0x98 Read-Only 
See “ECC Error Status Register (SDRAMO_ECCESR)” on page 15-16. 


BLnCE + ah 
OC SSeS Rae Sanna eo eT 
CBE UE 


Figure 25-166. ECC Error Status Register (SDRAMO_ECCESR) 


0:3 BLnCE | Byte Lane n Corrected Error 
0 No error 
1 Error occurred in byte lane n 


| 47 fee sa Reserved 


CBE Error Detected in Check bits 
00 No error 
01 Error in lower check bits 
10 Error in upper check bits 
11 Error in both sets of check bits 


Correctable Error . 
Uncorrectable Error 


16:19 BKnE Bank n Error 
0 No error 
1 Error occurred in bank n 


i 
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SDRAMO_PMIT 


Power Management Idle Timer 


DCR Accessed using SDRAMO_CFGADDR; SDRAM0_CFGDATA; Offset 0x34 


See “Power Management Idle Timer (SDRAMO_PMIT)” on page 15-20. 
CNT 


Always 0b11111 
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SDRAMO_RTR 


Refresh Timer Register 


DCR Accessed using SDRAMO_CFGADDR; SDRAMO_CFGDATA; Offset 0x30 
See “Refresh Timer Register (SDRAMO_RTR)” on page 15-13. 
00 000 


2:12 IV Interval Reset value is 0b00010111110 (that is, 
Ox3FF8 for the complete 16-bit field). 


Figure 25-168. Refresh Timing Register (SDRAMO_RTR) 
Programmable between 0b00000000000 0x05F0 for the complete 16-bit field) 
and 0611111111111 (that is, Ox0000 to 
13:15 fo Always 0b000 
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SDRAMO_TR 


SDRAM Timing Register 


DCR Accessed using SDRAMO_CFGADDR; SDRAM0O_CFGDATA; Offset 0x80 


See “SDRAM Timing Register (SDRAMO_TR)” on page 15-9. 
PTA LDF RCD 


CASL CTP RFTA 


Qos 


Figure 25-169. SDRAM Timing Register (SDRAMO_TR) 
- 1 Reserved 


SDRAM CAS latency. 

00 Reserved 

01 2 MemCikOut1:0 cycles 
10 3 MemC!kOut1:0 cycles 
11 4 MemCikOut1:0 cycles 


Reserved 


SDRAM Precharge Command to next 
Activate Command minimum. 

00 Reserved 

01 2 MemClkOut1:0 cycles 

10 3 MemClkOut1:0 cycles 

11 4 MemClkOut1:0 cycles 


SDRAM Read / Write Command to 
Precharge Command minimum. 
00 Reserved 

01 2 MemCikOut1:0 cycles 

10 3 MemClkOut1:0 cycles 


11 4 MemCikOut1:0 cycles 


SDRAM Command Leadoff. 
00 Reserved 

01 2 MemClkOut1:0 cycles 
10 3 MemClkOut1:0 cycles 
11 4 MemClkOut1:0 cycles 


. 
SDRAM CAS before RAS Refresh 
Command to next Activate Command 
minimum. 

000 4 MemClkOut1:0 cycles 
001 5 MemClkOut1:0 cycles 
010 6 MemClkOut1:0 cycles 
011 7 MemC!kOut1:0 cycles 
100 8 MemClkOut1:0 cycles 
101 9 MemClkOut1:0 cycles 
110 10 MemClkOut1:0 cycles 
111 Reserved 
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SDRAMO_TR 
SDRAM Timing Register 
RCD | SDRAM RAS to CAS Delay 


00 Reserved 
01 2 MemClkOut1:0 cycles 


10 3 MemClkOut1:0 cycles 
11 4 MemClkOut1:0 cycles 
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SGR 


Storage Guarded Register 
SPR 0x3B9 
See “Real-mode Storage Attribute Control” on page 6-17. 


GO G2 G4 G6 G8 G10 Gi2 Gi4 G16 G18 G20 G22 G24 G26 SG28 G30 


0] 1] 2] 8} 4/5] 6] 7] 8] 9] 10) 11) 12) 13) 14] 15) 16] 17] 18] 19] 20/21] 22/23/24) 25) 26) 27/28) 29] 30/ 31] 


Gi G3 G5 G7 G9 G1ii Gi3 G15 G17 G19 G21 G23 G25 G27 G29 ~ G31 


Figure 25-170. Storage Guarded Register (SGR) 


GO 0 Normal 0x0000 0000—-0x07FF FFFF 
1 Guarded 
1 Gt 0 Normal 0x0800 0000 —-OxOFFF FFFF 
1 Guarded 
2 G2 0 Normal 0x1000 0000—-0x17FF FFFF 
1 Guarded 
3 G3 0 Normal 0x1800 0000—0x1FFF FFFF 
1 Guarded 
4 G4 0 Normal 0x2000 0000 -0x27FF FFFF 
1 Guarded 
an oa 0 Normal 0x2800 0000-Ox2FFF FFFF 
G6 0 Normal 
1 Guarded 


1 Guarded 
7 G7 0 Normal 0x3800 0000 —Ox3FFF FFFF 
1 Guarded 
G8 0 Normal 0x4000 0000-0x47FF FFFF 
1 Guarded 
G9 0 Normal 0x4800 0000—Ox4FFF FFFF 
1 Guarded 


10 G10 0 Normal 0x5000 0000 -0x57FF FFFF 
1 Guarded 


G11 0 Normal 0x5800 0000 —0x5FFF FFFF 
1 Guarded 


12 G12 | 0 Normal 0x6000 0000 -0x67FF FFFF 
1 Guarded 


13 0 Normal 0x6800 0000—Ox6FFF FFFF 
1 Guarded 


0 Normal 
1 Guarded 


0 Normal 
1 Guarded 


0x3000 0000 -0x37FF FFFF 


0x7000 0000-0x77FF FFFF 


0x7800 0000—0x7FFF FFFF 
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Gi6 O Normal 
1 Guarded 


0 Normal 
1 Guarded 


0 Normal 
1 Guarded 


19 G19 0 Normal 
1 Guarded 

20 G20 0 Normal 
1 Guarded 
0 Normal 


1 Guarded 


O Normal 
1 Guarded 


O Normal 
1 Guarded 


0 Normal 
1 Guarded 


25 G25 0 Normal 
1 Guarded 

G26 O Normal 
1 Guarded 

27 G27 0 Normal 


1 Guarded 


G28 0 Normal 
1 Guarded 


G29 0 Normal 
1 Guarded 


30 G30 0 Normal 
1 Guarded 

31 G31 0 Normal 
1 Guarded 


Preliminary 


SGR (cont.) 


Storage Guarded Register 


0x8000 0000-0x87FF FFFF 


0x8800 0000—Ox8FFF FFFF 


0x9000 0000-0x97FF FFFF 


0x9800 0000-Ox9FFF FFFF 


0xA000 0000-0xA7FF FFFF 


0xA800 0000-OxAFFF FFFF 


0xB000 0000-0xB7FF FFFF 


0xB800 0000—0xBFFF FFFF 


0xC000 0000-0xC7FF FFFF 


0xC800 0000-OxCFFF FFFF 


O0xDO00 0000-0xD7FF FFFF 


0xD800 0000 -OxDFFF FFFF 


OxE000 0000-0xE7FF FFFF 


OxE800 0000-OxEFFF FFFF 


OxF000 0000-OxF7FF FFFF 


OxF800 0000-OxFFFF FFFF 


Register Summary 


SLER 


Storage Little-Endian Register 
SPR 0x3BB 
See “Real-mode Storage Attribute Control” on page 6-17. 


$0 S2 S4 S6 S8 S10 S12 S814 S16 S18 S20 S22 S24 S26 $28 S30 


[0] 1] 2] 3) 4/5] 6) 7/8] 9] 10] 11] 12) 13] 14) 15] 16) 17/18] 19] 20) 21] 22) 23) 24] 25) 26) 27/28/29] 30/31) 


Si S3 S5 S87 S9 S11 S13 S15 S17 Si9 Set S23 S25 S27 $§29 S31 


Figure 25-171. Storage Little-Endian Register (SLER) 


SO 0 Big endian 0x0000 0000 —0x07FF FFFF 
1 Little endian 
1 S1 0 Big endian 0x0800 0000—-OxOFFF FFFF 
1 Little endian 
2 S2 0 Big endian 0x1000 0000-0x17FF FFFF 
1 Little endian 
3 $3 0 Big endian 0x1800 0000 -0x1FFF FFFF 
1 Little endian 
4 S4 0 Big endian 0x2000 0000 —-0x27FF FFFF 
1 Little endian 
0 Big endian 0x2800 0000 —0x2FFF FFFF 
1 Little endian 
$6 0 Big endian 0x3000 0000 —-0x37FF FFFF 
1 Little endian 
7 S7 0 Big endian 0x3800 0000 -Ox3FFF FFFF 
1 Little endian ; 
$8 0 Big endian 0x4000 0000 -0x47FF FFFF 
1 Little endian 
$9 0 Big endian 0x4800 0000 -—0x4FFF FFFF 
1 Little endian 
10 $10 


0 Big endian 0x5000 0000-0x57FF FFFF 
1 Little endian . 
11 $11 ‘0 Big endian 0x5800 0000 —Ox5FFF FFFF 


1 Little endian 


12 | $12 | 0 Big endian 0x6000 0000-0x67FF FFFF 
1 Little endian 

13 S13 | 0 Big endian 0x6800 0000-Ox6FFF FFFF 
1 Little endian 

14 $14 | 0 Big endian 0x7000 0000-0x77FF FFFF 
1 Little endian 

15 S15 | 0 Bigendian 0x7800 0000—0x7FFF FFFF 
1 Little endian 
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SLER (cont.) 


Storage Little-Endian Register 


S16 | 0 Big endian 0x8000 0000-0x87FF FFFF 
1 Little endian 


$17 0 Big endian 0x8800 0000—0x8FFF FFFF 
1 Little endian 


0 Big endian 0x9000 0000-0x97FF FFFF 


1 Little endian 
19 $19 0 Big endian 0x9800 0000 —0x9FFF FFFF 
1 Little endian 
20 $20 | 0 Big endian 0xA000 0000-0xA7FF FFFF 
1 Little endian 
21 $21 0 Big endian OxA800 0000 -O0xAFFF FFFF 
1 Little endian 
$22 0 Big endian 0xB000 0000 -0xB7FF FFFF 
1 Little endian 
23 $23 0 Big endian OxB800 0000-—OxBFFF FFFF 
1 Little endian 
24 $24 0 Big endian OxC000 0000 —0xC7FF FFFF 
1 Little endian 
25 $25 0 Big endian 0xC800 0000—OxCFFF FFFF 
1 Little endian 


26 0 Big endian 0xD000 0000 -—0xD7FF FFFF 
; 1 Little endian 


27 $27 0 Big endian 0xD800 0000 -—OxDFFF FFFF 
1 Little endian 


28 $28 | 0 Big endian OxE000 0000-OxE7FF FFFF 
1 Little endian 

$29 | 0 Big endian OxE800 0000-—OxEFFF FFFF 
1 Little endian 


0 Big endian OxF000 0000-0xF7FF FFFF 
1 Little endian 


0 Big endian OxF800 0000—OxFFFF FFFF 


1 Little endian 
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SPRGO-SPRG7 


Storage Little-Endian Register 


SPR 0x104—0x107 (Read-only); 0x110—0x113 (Read/Write); 0x114-0x117 (Read/Write) 
See “Special Purpose Register General (SPRGO—SPRG7)” on page 3-11. 


an 31 
Figure 25-172. Special Purpose Registers General (SPRGO-SPRG7) 
0:31 a General data Software value; no hardware usage. 
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SRRO 


Save/Restore Register 0 
SPR 0x01A 
See “Save/Restore Registers 0 and 1 (SRRO-SRR1)” on page 10-29. 


0 29[30 37] 


Figure 25-173. Save/Restore Register 0 (SRRO) 


SRRO receives an instruction address when a non-critical interrupt is taken; 
the Program Counter is restored from SRRO when rfi executes. 


Reserved 
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SRR1 


Save/Restore Register 1 
SPR 0x01B 
See “Save/Restore Registers 0 and 1 (GRRO-SRR1)” on page 10-29. 


CE PR ME DWE DR 


Sse Pa oOET Ea 


WE EE 


Figure 25-174. Save/Restore Register 1 (SRR1) 


SRRA1 receives a copy of the MSR when an interrupt is taken; the MSR is restored from 
SRR1 when rfi executes. 
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SRR2 


Save/Restore Register 2 


SPR 0x3DE 
See “Save/Restore Registers 2 and 3 (SRR2-SRR3)” on page 10-30. 


Figure 25-175. Save/Restore Register 2 (SRR2) 


SRR2 receives an instruction address when a critical interrupt is taken; the Program 
Counter is restored from SRR2 when rfci executes. 
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SRR3 


Save/Restore Register 3 
SPR 0x3DF 
See “Save/Restore Registers 2 and 3 (SRR2~SRR3)” on page 10-30. 


CE PR ME DWE DR 


2 2 13] 14] 15/16] 17/18] 19|20/21]22 23° 


WE 


EE 


Figure 25-176. Save/Restore Register 3 (SRR3) 


0:31 SRR3 receives a copy of the MSR when a critical interrupt is taken; the MSR is restored 
from SRR3 when rfci executes. 
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SUOR 


Storage User-Defined 0 Register 


SPR 0x3BC 
See “Real-mode Storage Attribute Control” on page 6-17. 


UDO UD2 UD4 UD6 UD8 UD10 UD12 UD14 UD1t6 UD18 UD20 UD22 UD24 UD26 UD28 UD30 


0] 1] 2] 3] 4] 5] 6] 7] 8] 9] 10] 14] 12] 13] 14] 15) 16) 17] 18] 19] 20] 21] 22/23] 24] 25] 26] 27/28] 29/30/31) 


UD1 UD3 UDS UD7 UD9 UD11 UD1I3 UD1I5 UD17 UD19 UD21 UD23 UD25 UD27 UD29 UD31 


Figure 25-177. Storage User-defined 0 Register (SUOR) 
UDO 0 Storage compression is off 0x0000 0000-0x07FF FFFF 
1 Storage compression is on 
1 UD1 0 Storage compression is off 0x0800 0000 —-OxOFFF FFFF 
1 Storage compression is on 
UD2 0 Storage compression is off 0x1000 0000—0x17FF FFFF 
1 Storage compression is on 
UD3 0 Storage compression is off 0x1800 0000 —Ox1FFF FFFF 
1 Storage compression is on 
4 UD4 0 Storage compression is off 0x2000 0000 —0x27FF FFFF 
1 Storage compression is on 
UD5 0 Storage compression is off 0x2800 0000 —Ox2FFF FFFF 
1 Storage compression is on 


UD6 0 Storage compression is off 0x3000 0000—-0x37FF FFFF 
1 Storage compression is on 
7 UD7 | 0 Storage compression is off 0x3800 0000-Ox3FFF FFFF 
1 Storage compression is on 


0 Storage compression is off 0x4800 0000-Ox4FFF FFFF 
1 Storage compression is on 


UD8 0 Storage compression is off 0x4000 0000 —0x47FF FFFF 
1 Storage compression is on 


10 UD10 | 0 Storage compression is off 0x5000 0000 —0x57FF FFFF 


1 Storage compression is on 
11 UD11 | 0 Storage compression is off 0x5800 0000 —Ox5FFF FFFF 
1 Storage compression is on 
12 UD12 | 0 Storage compression is off 0x6000 0000 —0x67FF FFFF 
1 Storage compression is on 
13 UD13 | 0 Storage compression is off 0x6800 0000 —Ox6FFF FFFF 
1 Storage compression is on 
14 UD14 | 0 Storage compression is off 0x7000 0000 -0x77FF FFFF 
1 Storage compression is on 


UD15 | 0 Storage compression is off 0x7800 0000—0x7FFF FFFF 
1 Storage compression is on ; 
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SUOR (cont.) 


Storage User-Defined 0 Register 
16 UD16 | 0 Storage compression is off 0x8000 0000 -0x87FF FFFF 
1 Storage compression is on 
17 UD17 | 0 Storage compression is off 0x8800 0000 —Ox8FFF FFFF 
1 Storage compression is on 
UD18 | 0 Storage compression is off 0x9000 0000 —0x97FF FFFF 
1 Storage compression is on 


UD19 | 0 Storage compression is off *  Qx9800 0000 ~Ox9FFF FFFF 


1 Storage compression is on 


UD20 | 0 Storage compression is off 0xA000 0000—-OxA7FF FFFF 
1 Storage compression is on 


21 UD21 | 0 Storage compression is off OxA800 0000 —OxAFFF FFFF 
1 Storage compression is on 


UD22 | 0 Storage compression is off 0xB000 0000-—0xB7FF FFFF 
1 Storage compression is on 

UD23 | 0 Storage compression is off 0xB800 0000—-OxBFFF FFFF 
1 Storage compression is on 

UD24 | 0 Storage compression is off OxC000 0000-—0xC7FF FFFF 
1 Storage compression is on 


UD25 | 0 Storage compression is off 0xC800 0000 -OxCFFF FFFF 
1 Storage compression is on 


26 UD26 | 0 Storage compression is off 0xD000 0000-0xD7FF FFFF 
1 Storage compression is on 

27 UD27 | 0 Storage compression is off 0xD800 0000 -0xDFFF FFFF 
1 Storage compression is on 


heal UD28 | 0 Storage compression is off OxE000 0000 -OxE7FF FFFF 


23 
24 


1 Storage compression is on 
29 UD29 | 0 Storage compression is off OxE800 0000-OxEFFF FFFF 
1 Storage compression is on 
UD30 | 0 Storage compression is off OxFO000 0000 -—OxF7FF FFFF 
1 Storage compression is on 
31 UD31 | 0 Storage compression is off OxF800 0000 —OxFFFF FFFF 
1 Storage compression is on 
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TBL 


Time Base Lower 
TBR 0x10C (Read-only); SPR 0x11C (Privileged write-only) 


See “Time Base” on page 11-2. 


Figure 25-178. Time Base Lower (TBL) 


0:31 Le Time Base Lower Current count; low-order 32 bits of time 
base. 
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TBU 


Time Base Upper 


TBR 0x10D (Read-only); SPR 0x11D (Privileged write-only) 


See “Time Base” on page 11-2. 


Figure 25-179. Time Base Upper (TBU) 


0:31 Ld Time Base Upper Current count, high-order 32 bits of time 
base. 
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TCR 


Timer Control Register 
SPR 0x3DA 
See “Timer Control Register (TCR)” on page 11-9. 


WP WIE FP FIE 


fo t]2 3[4]s[6 7[e)e 


WRC PIE ARE 


Figure 25-180. Timer Control Register (TCR) 


Watchdog Period 
00 217 clocks 
01 221 clocks 
10 225 clocks 
11 229 clocks 


Watchdog Reset Control TCR[WRC] resets to 00. 

00 No Watchdog reset will occur. This field can be set by software, but 

01 Core reset will be forced by the cannot be cleared by software, except by a 
Watchdog. software-induced reset. 

10 Chip reset will be forced by the 
Watchdog. 

11 System reset will be forced by the 
Watchdog. 


Watchdog Interrupt Enable 
0 Disable watchdog interrupt. 
1 Enable watchdog interrupt. 


PIT Interrupt Enable 
0 Disable PIT interrupt. 
1 Enable PIT interrupt. 


FIT Period 

00 2° clocks 

01 2'3 clocks 

10 2'” clocks 

11 271 clocks 

FIT Interrupt Enable 

0 Disable FIT interrupt. 
1 Enable FIT interrupt. 
Auto Reload Enable Disables on reset. 
0 Disable auto reload. 
1 Enable auto reload. 


Reserved 


Preliminary Register Summary 25-237 


TSR 


Timer Status Register 
SPR 0x3D8 Read/Clear 
See “Timer Status Register (TSR)” on page 11-8. 


ENW WRS_ FIS 


Wis PIS 


Figure 25-181. Timer Status Register (TSR) 


Enable Next Watchdog Software must reset TSR[ENW] = 0 after 
0 Action on next watchdog event is to set each watchdog timer event. 
TSR[ENW] = 1. 
1 Action on next watchdog event is 
governed by TSR[WIS]. 
Watchdog Interrupt Status 
0 No Watchdog interrupt is pending. 
1 Watchdog interrupt is pending. 
Watchdog Reset Status 


00 No Watchdog reset has occurred. 
01 Core reset was forced by the watchdog. 


10 Chip reset was forced by the watchdog. 
11 System reset was forced by the 
watchdog. 


PIT Interrupt Status 

0 No PIT interrupt is pending. 
1 PIT interrupt is pending. 
FIT Interrupt Status 

0 No FIT interrupt is pending. 
1 FIT interrupt is pending. 


_-| Reserved 
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UARTx_DLL 


UART Baud-Rate Divisor Latch LSB Registers 


MMIO OxEF600300, 0xEF600400 
See “UART Baud-Rate Divisor Latch (LSB) Registers (UARTx_DLL)” on page 21-14. 


8 15 


Figure 25-182. UART Baud-Rate Divisor Latch (LSB) Registers (UARTx_DLL) 


8:15 fal Data bits 


Note: UARTx_DLL is shown in standard PowerPC bit notation, where 0 is the MSb and 7 is the LSb. 
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UARTx_DLM 


UART Baud-Rate Divisor Latch MSB Registers 


MMIO OxEF600301, OxEF600401 
See “UART Baud-Rate Divisor Latch (MSB) Registers (UARTx_DLM)” on page 21-14. 


Figure 25-183. UART Baud-Rate Divisor Latch (MSB) Registers (UARTx_DLM) 


a 


Note: UARTx_DLM is shown in standard PowerPC bit notation, where 0 is the MSb and 7 is the LSb. 
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MMIO OxEF600302, OxEF600402 Write-Only 


See “FIFO Control Registers (UARTx_FCR)” on page 21-7. 


RFTL 


[0 12 3/4] 5/6) 7] 


TFR FC 


UARTx_FCR 


UART FIFO Control Registers 


Figure 25-184. UART FIFO Control Registers (UARTx_FCR) 


0:1 RFTL Receiver FIFO Trigger Level 
00 1 byte 
01 4 bytes 
10 8 bytes 
11 14 bytes 


a 


DMA Mode Select 
0 Mode 0 = single transfer 
1 Mode 1 = multiple transfers 


Transmitter FIFO Reset 
0 Operation complete 
1 Reset the transmitter FIFO 


Receiver FIFO Reset 
0 Operation complete 
1 Reset the receiver FIFO 


FIFO Enable 
0 Disable FIFOs 
1 Enable FIFOs 


Select single or multiple transfer mode if 
UARTx_FCR[7] = 1. 


A 1 written to this bit clears all bytes in the 
transmitter FIFO and resets all of its 
counter logic to 0. The transmitter shift 
register is not cleared. This bit is self- 
clearing. 


A 1 written to this bit clears all bytes in the 
receiver FIFO and resets all of its counter 
logic to 0. The receiver shift register is not 
cleared. This bit is self-clearing. 


When set to 1, both the receiver and 
transmitter FIFOs are enabled. When set 
to 0, both receiver and transmitter FIFOs 
are reset. Data is automatically cleared 
from both FIFOs when changing to and 
from FIFO and 16450 modes. 
Programming other bits will be ignored if 
this bit is not a 1. 


Note: UARTx_FCR is shown in standard PowerPC bit notation, where 0 is the MSb and 7 is the LSb. 


Preliminary 
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UARTx_IER 


UART Interrupt Enable Registers 
MMIO OxEF600301, xEF600401 


See “Interrupt Enable Registers (UARTx_IER)” on page 21-5. 
ELSI ERBFI 


Receiver Line Status Interrupt enable 
0 Enable receiver line status interrupt 
1 Disable receiver line status interrupt 


Transmitter Holding Register Empty 

Interrupt enable 

0 Enable transmitter holding register empty 
interrupt 

1 Disable transmitter holding register 
empty interrupt 


Received Data Available Interrupt enable In FIFO mode, timeout interrupts follow the 
0 Disable received data available interrupt | enable/disable state of ERBFI. 
1 Enable received data available interrupt 


Note: UARTx_IER is shown in standard PowerPC bit notation, where 0 is the MSb and 7 is the LSb. 
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UARTx_IIR 


UART Interrupt Identification Registers 
MMIO OxEF600302, 0xEF600402 Read-Only 
See “Interrupt Identification Registers (UARTx_IIR)” on page 21-6. 
FCI IPL 


(oz 3]4 5 617] 


IP 


Figure 25-186. UART Interrupt Identification Registers (UARTx_IIR) 


FIFO Control Indicator 

00 FIFOs disabled (UARTx_FCR[FC] = 0) 
Ot Reserved 

10 Reserved 

11 FIFOs enabled (UARTx_FCR[FC] = 1) 


Interrupt Priority Level See Table 21-3. 

000 Priority level 4 

001 Priority level 3 Note: Priority 1 is highest priority. 
010 Priority level 2 - 

011 Priority level 1 

100 Reserved 

101 Reserved 

110 Priority level 2 

111 Reserved 


Interrupt Pending When set to 0, IIR contents can be used as 
0 Interrupt is pending a pointer to the appropriate interrupt 
1 No interrupt pending service routine. 


Note: UARTx_IIR is shown in standard PowerPC bit notation, where 0 is the MSb and 7 is the LSb. 
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UARTx_LCR 


UART Line Control Registers 
MMIO 0xEF600303, O0xEF600403 
See “Line Control Registers (UARTx_LCR)” on page 21-8. 


DLAB SP PEN WLS 


SB EPS SBS 


Figure 25-187. UART Line Control Registers (UARTx_LCR) 


Divisor Latch Access Bit 

0 Address RBR, THR and JER with 
LTADR2-0 for read or write operation 

1 Address Divisor Latches with LTADR2-0 
for read or write operation 


Set Break 
O Disable Break 
1 Enable Break 


Sticky Parity 
0 Disable sticky parity 
1 Enable sticky parity 


Even Parity Select 


0 Generate odd parity 
1 Generate even parity 


Parity Enable 
0 Disable parity checking 
1 Enable parity checking 


Stop Bit Select 
0 Characters have 1 stop bit 
1 Characters have 1.5 or 2 stop bits 


Word Length Select Bits 0,1 
00 Use 5-bit characters 
01 Use 6-bit characters 
10 Use 7-bit characters 
11 Use 8-bit characters 
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Causes a break condition to be transmitted 
to the UART when the core is receiving. 
SOUT is forced to the spacing state (0). 
This bit acts only on SOUT and has no 
effect on the transmitter logic. 


If UARTx_LCR[EPS] = 1 and 
UARTx_LCRIPE] = 1, the parity bit is 
transmitted and checked as 0. If 
UARTx_LCR [EPS] = 0 and 
UARTx_LCR[PE] = 1,the parity bit is 
transmitted and checked as 1. 


This bit is significant only if 
UARTx_LCR[PE] = 1. 


lf UARTx_LCRI[CL] = 00, characters have 
1.5 stop bits. For any other value of 
UARTx_LCR[CL], characters have 2 stop 
bits. 

The receiver checks the first stop bit only, | 
regardless of how many stop bits are 
selected. 


Note: UARTx_LCR is shown in standard PowerPC bit notation, where 0 is the MSb and 7 is the LSb. 
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UARTx_LSR 


UART Line Status Registers 


MMIO OxEF600305, OxEF600405 
See “Line Status Registers (UARTx_LSR)” on page 21-11. 
RFE THRE FE OE 


TEMT Bl PE ODOR 


Figure 25-188. UART Line Status Registers (UARTx_LSR) 


Receiver FIFO Error Indicator 

0 In FIFO mode, reset to 0 when the 
processor reads the UARTx_LSR, 
provided there are no subsequent errors 
in the FIFO. 

1 There are one or more instances of 
parity error, framing error or break 
indication in the FIFO. 


Transmitter Empty Indicator 

O Reset to 0 whenever the THR or the 
transmitter shift register contain a 
character. In FIFO mode, it is reset to 0 
whenever the transmitter FIFO or the 
transmitter shift register contain a 
character. 


Set to 1 when the THR and the 
Transmitter shift register are both empty. 
In FIFO mode, it is set to 1 when the 
transmitter FIFO and the transmitter shift 
register are both empty. 


Transmitter Holding Register Empty 

Indicator 

0 Concurrent reset to 0 with the loading of 
the THR by the processor. In FIFO mode 
‘it is reset to O when at least one byte is 
written to the transmitter FIFO. 
Set to 1 when the UART is ready to 
accept a new character for transmission. 
In FIFO mode, this bit is set when the 
transmitter FIFO is empty. 


Break Interrupt Indicator. 

0 Reset to 0 whenever processor reads 
Line Status Register (LSR). 

1 Set to 1 whenever the received data 
input is held at the spacing level (0) for 
longer than a full word transmission time. 


Preliminary 


Always 0 in 16450 mode. 


When UARTx_IER[THRE] = 1, the UART 
issues an interrupt to the PPC405GP 
interrupt controller. This bit is set to 1 when 
a character is transferred from the THR to 
the transmitter shift register. 


The full word transmission time is the time 
required for the start bit, data bits (can be 
5-8 bits), parity and stop bits. In FIFO 
mode, this error is revealed to the 
processor when the character this error is 
associated with is at the top of the FIFO. 
Only one 0 character is loaded into the 
receiver FIFO when a break occurs. After 
the next valid start bit is received and has - 
gone into the marking state, the next © 
character transfer is enabled. Error causes 
a Receiver Line Status Interrupt. 
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UARTx_LSR (cont.) 


UART Line Status Registers 


Framing Error Indicator. 

0 Reset to 0 whenever processor reads 
LSR. 

1 Set to 1 whenever stop bit following the 
last data bit or parity bit is detected as 0 
(spacing level).Indicates that a valid stop 
bit was not found in the received 
character. 


Parity Error Indicator. 

0 Reset to 0 whenever processor reads 
UARTx_LSR. 

1 Indicates that the received data 
character does not have the correct _ 
parity as determined by the even parity 
select bit (UARTx_LCR.[EPS]). Set to 1 
upon detection of a parity error. 


Overrun Error Indicator. 

0 Reset to 0 whenever processor reads 
UARTx_LSR. 

1 Data in the RBR was read by the 
processor before the next character was 
transferred into the UARTx_RBR, hence 
the original data was lost. 


Receiver Data Ready Indicator. 

0 Reset to 0 when all data has been read 
from the receiver FIFO or the 
UARTx_RBR. 

1 An entire incoming character has been 
received into the UARTx_RBR or 
receiver FIFO. 


Error causes a Receiver Line Status 
Interrupt. 


In FIFO mode, this error is revealed to the 
processor when the character this error is 
associated with is at the top of the FIFO. 
Error causes a Receiver Line Status 
Interrupt. 


In FIFO mode, if the incoming data 
continues to fill the FIFO beyond the trigger 
level, an OE occurs only after the FIFO is 
completely full and the entire next 
character has been received in the receiver 
shift register. The processor is informed of 
the OE immediately upon occurrence. The 
character in the shift register will be 
overwritten and will not be transferred to 
the FIFO. Error causes a Receiver Line 
Status Interrupt. 


Note: UARTx_LSR is shown in standard PowerPC bit notation, where 0 is the MSb and 7 is the LSb. 
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Preliminary 


UARTx_MCR 


UART Modem Control Registers 
MMIO OxEF600304, 0xEF600404 
See “Modem Control Registers (UARTx_MCR)” on page 21-10. 


LM OUT1 DTR 


OUT2 RTS 


Figure 25-189. UART Modem Control Registers (UVARTx_MCR) 


a 


Loopback Mode Prous: a local loopback feature for diagnostic 
0 Disabled testing of the UART. The following occurs: 
1 Enabled 1. SOUT is set to the marking state (logic 1) SIN is 
disconnected. 
2. The output of the transmitter shift register feeds 
the input of the receiver shift register. 
3. The four modem control inputs DSR, CTS, RI, 
and DCD are disconnected. 
4. The four modem control outputs DTR, RTS, 
OUT1, and OUT2 are set to a logic 1 (their 
inactive state). 
5. The four modem control outputs are connected 
internally to the four modem control inputs. 
Transmitted data is immediately received to verify 
the UART transmit and receive data paths. 
Receiver and transmitter interrupts are operational. 
Their Sources are external to the UART. Also 
operational are the modem control interrupts, but 
their source is the low-order 4 bits of UARTx_MCR 
instead of the modem control inputs to the UART. 
UARTx_IER still controls the interrupts. 


Auxiliary user designated output. 


0 OUT2 inactive (1) 
1 OUT2 active (0) 
User Output 1 
0 OUT1 inactive (1) 
1 OUT1 active (0) 
Request To Send 
0 RTS inactive (1) 
1 RTS active (0) 
Data Terminal Ready 
0 DTR inactive (1) 

1 DTR active (0) 


Auxiliary user designated output. 


Note: UARTx_MCR is shown in standard PowerPC bit notation, where 0 is the MSb and 7 is the LSb. 
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UARTx_MSR 


UART Modem Status Registers 
MMIO OxEF600306, 0xEF600406 
See “Modem Status Registers (UARTx_MSR)” on page 21-13. 


Figure 25-190. UART Modem Status Registers (UARTx_MSR) 


Data Carrier Detect In loopback mode (UARTx_MCRILB] is 1), 
it is equivalent to VARTx_MCR[OUT2]. 


Complement of Ring Indicator In loopback mode (UARTx_MCRILB] is 1), 
: it is equivalent to UARTx_MCR[OUT1]. 


CDSR | Complement of Data Set Ready In loopback mode (UARTx_MCR[LB] is 1), 
it is equivalent to VARTx_MCR[DTR]. 

CCTS | Complement of Clear To Send In loopback mode (UARTx_MCRILB] is 1), 
it is equivalent to UARTx_MCR[RTS]. 


1 
DCD | Delta Data Carrier Detect Indicates that the DCD input to the UART 


DCD 
CRI 


1 Rl input changed from 0 to 1 modem status interrupt is generated. 


Delta Data Set Ready Indicates that the DSR input to the UART 
0 Set when processor reads the Modem has changed state since the processor last 


0 Set when processor reads the Modem has changed state since the processor last 
Status Register read the Modem Status Register. Amodem 
1 DCD input changed state status interrupt is generated. 
TERI Trailing Edge of Ring Indicator Indicates that the RI input to the UART 
0 Set when processor reads the Modem changed from 0 to 1 since the processor 
Status Register read the Modem Status Register. Amodem 
1 DSR input changed state status interrupt is generated. 
DCTS | Delta Clear To Send Indicates that the CTS input to the UART 
0 Set when processor reads the Modem has changed state since the processor last 
Status Register read the Modem Status Register. Amodem 


Status Register last read the Modem Status Register. A 
1 CTS input changed state status interrupt is generated. 


Note: UARTx_MSR is shown in standard PowerPC bit notation, where 0 is the MSb and 7 is the LSb. 


25-248 PPC405GP User’s Manual Preliminary 


UARTx_RBR 


UART Receiver Buffer Registers 


MMIO 0xEF600300, 0xEF600400 Read-Only 
See “Receiver Buffer Registers (UARTx RBR)” on paae 21-5. 


Figure 25-191. UART Receiver Buffer Registers (UARTx_RBR) 


ree 


Note: UARTx_RBR is shown in standard PowerPC bit notation, where 0 is the MSb and 7 is the LSb. 
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UARTx_SCR 


UART Scratchpad Registers 
MMIO OxEF600307, 0xEF600407 
See “Scratchpad Registers (UARTx_SCR)” on page 21-13. 


Figure 25-192. Scratchpad Registers (UARTx_SCR) 


er [eae SCSCSCSCSSC*‘d 


Note: UARTx_SCR is shown in standard PowerPC bit notation, where 0 is the MSb and 7 is the LSb. 


25-250 PPC405GP User's Manual Preliminary 


UARTx_THR 


UART Transmitter Holding Registers 


MMIO 0xEF600300, 0OxEF600400 Write-Only 
See “Transmitter Holding Registers (UARTx_THR)” on page 21-5. 


Figure 25-193. UART Transmitter Holding Registers (UARTx_THR) 
BS AOE Se ee 


Note: UARTx_THR is shown in standard PowerPC bit notation, where 0 is the MSb and 7 is the LSb. 
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UICO_CR 


UIC Critical Register 
DCR 0x0C3 | 
See “UIC Critical Register (UICO_CR)” on page 10-8. 


UOIC IICIC PCIIC D1IC D38IC MSIC MREIC MRDIC EPSIC PPMIC EIR1C EIR38C EIR5C 


[Of 1] 2/3] 4] 5/6] 7/8] 9/10/14] 12) 13/14] 15] 16/17] 18/19 24] 25] 26]27]28/29/30/31] 


U1IT EMIC DOIC D2IC EWIC MTEICMTDIC ENIC’ ECIC EIROC EIR2C EIR4C EIR6C 


Figure 25-194. UIC Critical Register (UICO_CR) 


UARTO Interrupt Class 
0 UARTO interrupt is non-critical. 
1 UARTO interrupt is critical. 


UART1 Interrupt Class 
0 UART1 interrupt is non-critical. 
1 UART‘1 interrupt is critical. 


lIC Interrupt Class 
0 IIC interrupt is non-critical. 
1 {IC interrupt is critical. 


External Master Interrupt Class 
0 External master interrupt is non-critical. 
1 External master interrupt is critical. 


PCI Interrupt Class 
0 PCI interrupt is non-critical. 
1 PCl interrupt is critical. 


DMA Channel 0 Interrupt Class 
0 DMA channel 0 interrupt is non-critical. 
1 DMA channel 0 interrupt is critical. 


DMA Channel 1 Interrupt Class 
0 DMA channel 1 interrupt is non-critical. 
1 DMA channel 1 interrupt is critical. 


DMA Channel 2 Interrupt Class 
0 DMA channel 2 interrupt is non-critical. 
1 DMA channel 2 interrupt is critical. 


DMA Channel 3 Interrupt Class 
| 0 DMA channel 3 interrupt is non-critical. 
1 DMA channel 3 interrupt is critical. 


Ethernet Wake-up Interrupt Class 
0 Ethernet wake-up interrupt is non-critical. 
1 Ethernet wake-up interrupt is critical. 


MAL SERR Interrupt Class 
0 MAL SERR interrupt is non-critical. 
1 MAL SERR interrupt is critical. 


MAL TX EOB Interrupt Class 
0 MAL TX EOB interrupt is non-critical. 
1 MAL TX EOB interrupt is critical. 
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UICO_CR (cont.) 


UIC Critical Register 


MREIC | MAL RX EOB Interrupt Class 
O MAL RX EOB interrupt is non-critical. 
1 MAL RX EOB interrupt is critical. 


MAL TX DE Interrupt Class 
O MAL TX DE interrupt is non-critical. 
1 MAL TX DE interrupt is critical. 


MAL RX DE Interrupt Class 
0 MAL RX DE interrupt is non-critical. 
1 MAL RX DE interrupt is critical. 


Ethernet Interrupt Class 
0 An Ethernet interrupt is non-critical. 
1 An Ethernet interrupt is critical. 


External PCI SERR Interrupt Class 

0 External PCI SERR interrupt is non- 
critical. 

1 External PCI SERR interrupt is critical. 


ECC Correctable Error Interrupt Class 
0 ECC correctable error interrupt is non- 
Critical. 


1 ECC correctable error interrupt is critical. 


PCI Power management Interrupt Class 

0 PCI power management interrupt is non- 
Critical. 

1 PCI power management interrupt is 
Critical. 


Reserved 


External IRQ 0 Class 

O An external IRQ 0 interrupt is non- 
Critical. 

1 An external IRQ 0 interrupt is critical. 


External IRQ 1 Class 

0 An external IRQ 1 interrupt is non- 
critical. 

1 An external IRQ 1 interrupt is critical. 


External IRQ 2 Class 

0 An external IRQ 2 interrupt is non- 
Critical. 

1 An external IRQ 2 interrupt is critical. 


External |RQ 3 Class 

0 An external IRQ 3 interrupt is non- 
Critical. 

1 An external IRQ 3 interrupt is critical. 


External IRQ 4 Class 

0 An external IRQ 4 interrupt is non- 
Critical. 

1 An external IRQ 4 interrupt is critical. 
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UICO_CR (cont.) 


UIC Critical Register 


EIR5C | External IRQ 5 Class 
0 An external IRQ 5 interrupt is non- 
Critical. 
1 An external IRQ 5 interrupt is critical. 
EIR6C | External !RQ 6 Class 
0 An external IRQ 6 interrupt is non- 
critical. 
1 An external IRQ 6 interrupt is critical. 
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UICO_ER 


UIC Interrupt Enable Register 


DCR 0x0C2 
See “UIC Enable Register (UICO_ER)” on page 10-6. 


UOIE IICIE PCIIE D1IE D3IE MSIE MREIE MRDIE EPSIE PPMIE EIR1E EIRSE EIRS5E 


Of 1] 2] 8) 4] 5] 6] 7] 8] 9] 10) 11] 12] 13] 14] 15] 16] 17] tef1g 24) 25) 26) 27/28/29) 30/31) 


UiIE EMIE DOIE D2IE EWIE MTEIEMTDIE ENIE  ECIE EFIROE EIR2E EIR4E EIR6E 


Figure 25-195. UIC Enable Register (UICO_ER) 


UARTO Interrupt Enable 
0 UARTO interrupt is disabled. 
1 UARTO interrupt is enabled. 


UART‘1 Interrupt Enable 
0 UART1 interrupt is disabled. 
1 UART1 interrupt is enabled. 


lIC Interrupt Enable 
0 IIC interrupt is disabled. 
1 IIC interrupt is enabled. 


External Master Interrupt Enable 
100 External master interrupt is disabled. 
1 OxxExternal master interrupt is enabled. 


PCI Interrupt Enable 
0 PCI interrupt is disabled. 
1 PCl interrupt is enabled. 


DMA Channel 0 Interrupt Enable 
0 DMA channel 0 interrupt is disabled. 
1 DMA channel 0 interrupt is enabled. 


DMA Channel 1 Interrupt Enable 
0 DMA channel 1 interrupt is disabled. 
1 DMA channel! 1 interrupt is enabled. 


DMA Channel 2 Interrupt Enable 
0 DMA channel 2 interrupt is disabled. 
1 DMA channel 2 interrupt is enabled. 


DMA Channel 3 Interrupt Enable 
0 DMA channel 3 interrupt is disabled. 
1 DMA channel 3 interrupt is enabled. 


Ethernet Wake-up Interrupt Enable 
0 Ethernet wake-up interrupt is disabled. 
1 Ethernet wake-up interrupt is enabled. 


MAL SERR Interrupt Enable 
0 MAL SERR interrupt is disabled. 
1 MAL SERR interrupt is enabled. 
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UICO_ER (cont.) 


UIC Interrupt Enable Register 


11 MTEIE | MAL TX EOB Interrupt Enable 
0 MAL TX EOB interrupt is disabled. 
1 MAL TX EOB interrupt is enabled. 


MAL RX EOB Interrupt Enable 
0 MAL RX EOB interrupt is disabled. 
1 MAL RX EOB interrupt is enabled. 


MAL TX DE Interrupt Enable 
0 MAL TX DE interrupt is disabled. 
1 MAL TX DE interrupt is enabled. 


MAL RX DE Interrupt Enable 
0 MAL RX DE interrupt is disabled. 
1 MAL RX DE interrupt is enabled. 


Ethernet Interrupt Enable 
0 An Ethernet interrupt is disabled. 
1 An Ethernet interrupt is enabled. 


External PCI SERR Interrupt Enable 
0 External PCI SERR interrupt is disabled. 
1 External PCI SERR interrupt is enabled. 


ECC Correctable Error Interrupt Enable 

0 ECC correctable error interrupt is 
disabled. 

1 ECC correctable error interrupt is 
enabled. 


PCI Power management Interrupt Enable 


0 PCI power management interrupt is 
disabled. 


1 PCl power management interrupt is 
enabled. 


Reserved 


External IRQ 0 Enable 
0 An external IRQ 0 interrupt is disabled. 
1 An external IRQ 0 interrupt is enabled. 


External IRQ 1 Enable © 
0 An external IRQ 1 interrupt is disabled. 
1 An external IRQ 1 interrupt is enabled. 


External IRQ 2 Enable 
0 An external IRQ 2 interrupt is disabled. 
1 An external {RQ 2 interrupt is enabled. 


External IRQ 3 Enable 
0 An external IRQ 3 interrupt is disabled. 
1 An external IRQ 3 interrupt is enabled. 


External IRQ 4 Enable 
0 An external IRQ 4 interrupt is disabled. 
1 An external IRQ 4 interrupt is enabled. 


External IRQ 5 Enable 
0 An external IRQ 5 interrupt is disabled. 
1 An external IRQ 5 interrupt is enabled. 
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UICO_ER (cont.) 


UIC Interrupt Enable Register 


External IRQ 6 Enable 
0 An external IRQ 6 interrupt is disabled. 


1 An external IRQ 6 interrupt is enabled. 
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UICO_MSR 


UIC Masked Status Register 
DCR 0x0C6 Read-Only 
See “UIC Masked Status Register (UICO_MSR)” on page 10-16. 


UIOS IICIS PCIIS D1IS D3IS MSIS MREIS MRDIS EPSIS PPMIS EIR1S EIR3S EIRS5S 


Olt 2] S415] 6] 78] 9] 101] 12] 1a] 1a] TS] 16] 7 [TS 


UNS EMIS DOIS D2IS EWIS MTEISMTDIS ENIS’ ECIS EIROS EIR2S EIR4S EIR6S 


Figure 25-196. UIC Masked Status Register (UICO_MSR) 


UoIS UARTO Masked Interrupt Status 
0 A UARTO interrupt has not occurred. 
1 A UARTO interrupt occurred. 


UART1 Masked Interrupt Status 
0 A VART1 interrupt has not occurred. 
1 AUART1 interrupt occurred. 


IC Masked interrupt Status 
0 An IIC interrupt has not occurred. 
1 An lIC interrupt occurred. 


External Master Masked Interrupt Status 

O An external master interrupt has not 
occurred. 

1 An external master interrupt occurred. 


PCI Masked Interrupt Status 
0 A PCI interrupt has not occurred. 
1 A PCI interrupt occurred. 


DMA Channel 0 Masked Interrupt Status 

0 A DMA channel 0 interrupt has not 
occurred. 

1 A DMA channel 0 interrupt occurred. 


DMA Channel 1 Masked Interrupt Status 

0 A DMA channel! 1 interrupt has not 
occurred. 

1 A DMA channel 1 interrupt occurred. 


DMA Channel 2 Masked Interrupt Status 

0 A DMA channel 2 interrupt has not 
occurred. 

1 A DMA channel 2 interrupt occurred. 


DMA Channel 3 Masked Interrupt Status 

0 A DMA channel 3 interrupt has not 
occurred. 

1 A DMA channel 3 interrupt occurred. 
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Ethernet Wake-up Masked Interrupt Status 

O An Ethernet wake-up interrupt has not 
occurred. 

1 An Ethernet wake-up interrupt occurred. 


MAL SERR Masked Interrupt Status 
O AMAL SERR interrupt has not occurred. 
1 AMAL SERR interrupt occurred. 


MAL TX EOB Masked Interrupt Status 

O AMAL TX EOB interrupt has not 
occurred. 

1 AMAL TX EOB interrupt occurred. 


MAL RX EOB Masked Interrupt Status 

0 AMAL RX EOB interrupt has not 
occurred. 

1 AMAL RX EOB interrupt occurred. 


MAL.TX DE Masked Interrupt Status 
0 AMAL TX DE interrupt has not occurred. 
1 A MAL TX DE interrupt occurred. 


MAL RX DE Masked Interrupt Status 
0 A MAL RX DE interrupt has not occurred. 
1 AMAL RX DE interrupt occurred. 


Ethernet Masked Interrupt Status 
0 An Ethernet interrupt has not occurred. 


1 An Ethernet interrupt occurred. 


External PC] SERR Masked Interrupt 

Status - 

0 An external PCI SERR interrupt has not 
occurred. 

1 An external PC! SERR interrupt 
occurred. 


ECC Correctable Error Masked Interrupt 

Status 

0 An ECC correctable error interrupt did 
not occur. 

1 An ECC correctable error interrupt 
occurred. 


PCI Power Management Masked Interrupt 

Status 

0 A PCI power management interrupt did 
not occur. 

1 A PCI power management interrupt 
occurred. 


Reserved 


External IRQ 0 Masked Status 

0 An external IRQ 0 interrupt has not 
occurred. 

1 An external IRQ 0 interrupt occurred. 


Preliminary 
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UIC Masked Status Register 
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UICO_MSR (cont.) 


UIC Masked Status Register 


External IRQ 1 Masked Status 

0 An external IRQ 1 interrupt has not 
occurred. 

1 An external IRQ 1 interrupt occurred. 


External IRQ 2 Masked Status 

0 An external IRQ 2 interrupt has not 
occurred. 

1 An external IRQ 2 interrupt occurred. 


External IRQ 3 Masked Status 

0 An external IRQ 3 interrupt has not 
occurred. 

1 An external IRQ 3 interrupt occurred. 


External IRQ 4 Masked Status 

0 An external IRQ 4 interrupt has not 
occurred. 

1 An external IRQ 4 interrupt occurred. 


External IRQ 5 Masked Status 

0 An external IRQ 5 interrupt has not 
occurred. 

1 An external IRQ 5 interrupt occurred. 


External IRQ 6 Masked Status 

0 An external IRQ 6 interrupt has not 
occurred. 

1 An external IRQ 6 interrupt occurred. 
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UICO_PR 


UIC Polarity Register 


DCR 0x0C4 
See “UIC Polarity Register (UICO_PR)” on page 10-10. 


UIOP IICIP PCIIP D1IP D3IP MSIP MREIP MRDIP EPSIP PPMIP EIR1P EIRSP EIRSP 


9] 1] 2/3] 4] 5] 6] 7] 8] 9] 10/11] 12] 13) 14] 1S] te] t7]iafig 24) 25) 26/27/28) 29/30] 31] 
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Figure 25-197. UIC Polarity Register (UICO_PR) 


UARTO Interrupt Polarity Must be set to 1. 
0 UARTO interrupt has negative polarity. 
1 UARTO interrupt has positive polarity. 


UART1 Interrupt Polarity Must be set to 1. 
0 UART1 interrupt has negative polarity. 
1 UART1 interrupt has positive polarity. 


lIC Interrupt Polarity Must be set to 1. 
0 IIC interrupt has negative polarity. 
1 IIC interrupt has positive polarity. 


External Master Interrupt Polarity Must be set to 1. 
0 External master interrupt has negative polarity. 
1 External master interrupt has positive polarity. 


PCI Interrupt Polarity Must be set to 1. 
0 PCI interrupt has negative polarity. 
1 PCI interrupt has positive polarity. 


DMA Channel 0 Interrupt Polarity Must be set to 1. 
0 DMA channel 0 interrupt has negative polarity. 
1 DMA channel 0 interrupt has positive polarity. 


DMA Channel 1 Interrupt Polarity ‘Must be set to 1. 
0 DMA channel 1 interrupt has negative polarity. 
1 DMA channel 1 interrupt has positive polarity. 


DMA Channel 2 Interrupt Polarity Must be set to 1. 
0 DMA channel 2 interrupt has negative polarity. 
1 DMA channel 2 interrupt has positive polarity. 


DMA Channel 3 Interrupt Polarity Must be set to 1. 
0 DMA channel 3 interrupt has negative polarity. 
1 DMA channel 3 interrupt has positive polarity. 


Ethernet Wake-up Interrupt Polarity Must be set to 1. 
0 Ethernet wake-up interrupt has negative polarity. 
1 Ethernet wake-up interrupt has positive polarity. 


MAL SERR Interrupt Polarity Must be set to 1. 
0 MAL SERR interrupt has negative polarity. 
1 MAL SERR interrupt has positive polarity. 


MAL TX EOB Interrupt Polarity Must be set to 1. 
O MAL TX EOB interrupt has negative polarity. 
1 MAL TX EOB interrupt has positive polarity. 
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UICO_PR (cont.) 


UIC Polarity Register 


MAL RX EOB Interrupt Polarity 
0 MAL RX EOB interrupt has negative polarity. 
1 MAL RX EOB interrupt has positive polarity. 


MTDIP | MAL TX DE Interrupt Polarity 


0 MAL TX DE interrupt has negative polarity. 
1 MAL TX DE interrupt has positive polarity. 


MAL RX DE Interrupt Polarity 
0 MAL RX DE interrupt has negative polarity. 
EPSIP 
ECIP 
1 ECC correctable error interrupt has positive 
polarity. 


1 MAL RX DE interrupt has positive polarity. 
EIP 
PPMIC | PCI Power management Interrupt Class Must be set to 1. 
0 PCI power management interrupt has negative 
polarity. 
1 PCI power management interrupt has positive 


polarity. 


Must be set to 1. 


Must be set to 1. 


Must be set to 1. 


Ethernet Interrupt Polarity Must be set to 1. 
0 An Ethernet interrupt has negative polarity. 


1 An Ethernet interrupt has positive polarity. 


External PCI SERR Interrupt Polarity 

0 External PCI SERR interrupt has negative 
polarity. ; 

1 External PC! SERR interrupt has positive 
polarity. 


—_ 


=e mee = = 
o ai A wo ine) 


Must be set to 1. 


—_ 


i\e) —_ 
o fee) N 


ECC Correctable Error Interrupt Polarity Must be set to 1. 
0 ECC correctable error interrupt has negative 


polarity. 


19:24 Reserved 


External IRQ 0 Polarity 
0 An external IRQ 0 interrupt has negative polarity. 
1 An external IRQ 0 interrupt has positive polarity. 


External IRQ 1 Polarity 
0 An external IRQ 1 interrupt has negative polarity. 
1 An external IRQ 1 interrupt has positive polarity. 


External IRQ 2 Polarity 
0 An external IRQ 2 interrupt has negative polarity. 
1 An external IRQ 2 interrupt has positive polarity. 


External IRQ 3 Polarity 
0 An external IRQ 3 interrupt has negative polarity. 
1 An external IRQ 3 interrupt has positive polarity. 


External IRQ 4 Polarity 
0 An external IRQ 4 interrupt has negative polarity. 
1 An external IRQ 4 interrupt has positive polarity. 


External IRQ 5 Polarity 
0 An external IRQ 5 interrupt has negative polarity. 
1 An external IRQ 5 interrupt has positive polarity. 


EIR2P 


De) 
foe) 


Le) 
NJ 


EIR3P 


29 EIR4P 


Le 


0 EIRSP 
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UICO_PR (cont.) 


UIC Polarity Register 


External IRQ 6 Polarity 
0 An external IRQ 6 interrupt has negative polarity. 


1 An external IRQ 6 interrupt has positive polarity. 
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UICO_SR 


UIC Status Register 
DCR 0x0CO Read/Clear 
See “UIC Status Register (UICO_SR)” on page 10-3. 


UIOS IICIS PCIIS D1IS D3ls MsIS MREIS MRDIS EPSIS PPMIS EIR1S EIR38S EIR5S 


0] 4] 2] 3] 4] 5) 6] 7] 8] 9/10/11] 12] 13] 14] 15] 16] 17] 18) 19 
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Figure 25-198. UIC Status Register (UICO_SR) 


UARTO Interrupt Status 
0 A UARTO interrupt has not occurred. 
1 A UARTO interrupt occurred. 


UART1 Interrupt Status 
0 A UART1 interrupt has not occurred. 
1 A UART1 interrupt occurred. 


lIC Interrupt Status 
0 An IIC interrupt has not occurred. 
1 An JIC interrupt occurred. 


External Master Interrupt Status 

0 An external master interrupt has not 
occurred. 

1 An external master interrupt occurred. 


PCI Interrupt Status 
0 A PCI interrupt has not occurred. 
1 A PCI interrupt occurred. 


DMA Channel 0 Interrupt Status 

0 A DMA channel 0 interrupt has not 
occurred. 

1 A DMA channel 0 interrupt occurred. 


DMA Channel 1 Interrupt Status 

0 ADMA channel 1 interrupt has not 
occurred. 

1 ADMA channel 1 interrupt occurred. 


DMA Channel 2 Interrupt Status 

0 A DMA channel! 2 interrupt has not 
occurred. 

1 A DMA channel 2 interrupt occurred. 


DMA Channel 3 Interrupt Status 

0 A DMA channel 3 interrupt has not 
occurred. 

1 ADMA channel 3 interrupt occurred. 


Ethernet Wake-up Interrupt Status 

0 An Ethernet.wake-up interrupt has not 
occurred. 

1 An Ethernet wake-up interrupt occurred. 
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EIR1S 


EIR2S 


MAL SERR Interrupt Status 
0 AMAL SERR interrupt has not occurred. 
1 AMAL SERR interrupt occurred. 


MAL TX EOB Interrupt Status 

0 AMAL TX EOB interrupt has not 
occurred. 

1 AMAL TX EOB interrupt occurred. 


MAL RX EOB Interrupt Status 

O AMAL RX EOB interrupt has not 
occurred. 

1 AMAL RX EOB interrupt occurred. 


MAL TX DE Interrupt Status 
0 AMAL TX DE interrupt has not occurred. 
1 AMAL TX DE interrupt occurred. 


MAL RX DE Interrupt Status 
0 AMAL RxX DE interrupt has not occurred. 
1 AMAL RX DE interrupt occurred. 


Ethernet Interrupt Status 
0 An Ethernet interrupt has not occurred. 
1 An Ethernet interrupt occurred. 


External PCI SERR Interrupt Status 

0 An external PCI SERR interrupt has not 
occurred. 

1 An external PC! SERR interrupt 
occurred. 


ECC Correctable Error Interrupt Status 

0 An ECC correctable error interrupt did 
not occur. 

1 An ECC correctable error interrupt 
occurred. 


PCI Power Management Interrupt Status 

0 A PCI power management interrupt did 
not occur. 

1 A PCI power management interrupt 
occurred. 


Reserved 


External IRQ 0 Status 

0 An external IRQ 0 interrupt has not 
occurred. 

1 An external IRQ 0 interrupt occurred. 


External IRQ 1 Status 

0 An external IRQ 1 interrupt has not 
occurred. 

1 An external IRQ 1 interrupt occurred. 


External IRQ 2 Status 

0 An external IRQ 2 interrupt has not 
occurred. 

1 An external IRQ 2 interrupt occurred. 
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UICO_SR (cont.) 


UIC Status Register 


External IRQ 3 Status 

0 An external IRQ 3 interrupt has not 
occurred. 

1 An external IRQ 3 interrupt occurred. 


External IRQ 4 Status 
0 An external IRQ 4 interrupt has not 
occurred. 


1 An external IRQ 4 interrupt occurred. 


External IRQ 5 Status 
0 An external IRQ 5 interrupt has not 
occurred. 


1 An external IRQ 5 interrupt occurred. 


External IRQ 6 Status 
0 An external IRQ 6 interrupt has not 
occurred. 


1 An external IRQ 6 interrupt occurred. 
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Preliminary 


UICO_TR 


UIC Triggering Register 


DCR 0x0C5 
See “UIC Trigger Register (UICO_TR)” on page 10-13. 


UIOT IICIT PCIIT D1IT D3IT MSIT MREIT MRDIT EPSIT PPMIT EIR1T EIR3T EIRST 
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UNT EMIT DOIT D2iT EWIT MTEITMTDIT ENIT  ECIT EIROT EIR2T EIR4T EIR6T 


Figure 25-199. UIC Trigger Register (UICO_TR) 


UARTO Interrupt Trigger Must be set to 0. 
0 UARTO interrupt is level-sensitive. 
1 UARTO interrupt is edge-sensitive. 


UART1 Interrupt Trigger Must be set to 0. 
0 UART1 interrupt is level-sensitive. 
1 UART‘1 interrupt is edge-sensitive. 


lIC tnterrupt Trigger Must be set to 0. 
0 IIC interrupt is level-sensitive. 
1 IIC interrupt is edge-sensitive. 


External Master Interrupt Trigger Must be set to 1. 
0 External master interrupt is level- 

sensitive. 
1 External master interrupt is edge- 

sensitive. 


PCI Interrupt Trigger Must be set to 0. 
O PCI interrupt is level-sensitive. 
1 PCI interrupt is edge-sensitive. 


DMA Channel 0 Interrupt Trigger . Must be set to 0. 
0 DMA channel 0 interrupt is level- 

sensitive. 
1 DMA channel 0 interrupt is edge- 

sensitive. 


DMA Channel 1 Interrupt Trigger Must be set to 0. 
0 DMA channel 1 interrupt is level- 

sensitive. 
1 DMA channel 1 interrupt is edge- 

sensitive. 


DMA Channel 2 Interrupt Trigger Must be set to 0. 
0 DMA channel 2 interrupt is level- 

sensitive. 
1 DMA channel 2 interrupt is edge- 

sensitive. 


DMA Channel 3 Interrupt Trigger Must be set to 0. 
0 DMA channel 3 interrupt is level- 

sensitive. 
1 DMA channel! 3 interrupt is edge- 

sensitive. 
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UICO_TR (cont.) 


UIC Triggering Register 


EWIT Ethernet Wake-up Interrupt Trigger Must be set to 0. 
0 Ethernet wake-up interrupt is level- 

sensitive. 
1 Ethernet wake-up interrupt is edge- 

sensitive. 


MSIT MAL SERR Interrupt Trigger Must be set to 0. 
0 MAL SERR interrupt is level-sensitive. 


1 MAL SERR interrupt is edge-sensitive. 


MAL TX EOB Interrupt Trigger 
0 MAL TX EOB interrupt is level-sensitive. 
1 MAL TX EOB interrupt is edge-sensitive. 


MAL RX EOB Interrupt Trigger 
0 MAL RX EOB interrupt is level-sensitive. 
1 MAL RX EOB interrupt is edge-sensitive. 


MAL TX DE Interrupt Trigger Must be set to 0. 
0 MAL TX DE interrupt is level-sensitive. 
1 MAL TX DE interrupt is edge-sensitive. 


MAL RX DE Interrupt Trigger Must be set to 0. 
O MAL RX DE interrupt is level-sensitive. 
1. MAL RX DE interrupt is edge-sensitive. 


MTEIT Must be set to 0. 


MREIT Must be set to 0. 


ie) 


MTDIT 


BN 


MRDIT 


Must be set to 0. 


= 
or 
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EIT Ethernet Interrupt Trigger 
0 An Ethernet interrupt is level-sensitive. 


1 An Ethernet interrupt is edge-sensitive. 


External PCI SERR Interrupt Trigger . Must be set to 0. 
0 External PCI SERR interrupt is level- 

sensitive. 
1 External PCI SERR interrupt is edge- 

sensitive. 


a4 
[o>] 


EPSIT 


17 ECIT ECC Correctable Error Interrupt Trigger Must be set to 0. 
0 ECC correctable error interrupt is level- 

sensitive. 
_1 ECC correctable error interrupt is edge- 


sensitive. 


18 


PPMIT | PCI Power management Interrupt Trigger. Must be set to 0. 


0 PCI power management interrupt is 
level-sensitive. 

1 PCI power management interrupt is 
edge-sensitive. 


reef Rees 


EIROT | External IRQ 0 Trigger ; 


0 An external IRQ 0 interrupt is level- 
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sensitive. 
1 An external IRQ 0 interrupt is edge- 
sensitive. 


UICO_TR (cont.) 


UIC Triggering Register 


26 EIR1T | External IRQ 1 Trigger 
0 An external IRQ 1 interrupt is level- 
sensitive. 
1 An external IRQ 1 interrupt is edge- 
sensitive. 
27 EIR2T | External IRQ 2 Trigger 
0 An external IRQ 2 interrupt is level- 
sensitive. 
1 An external IRQ 2 interrupt is edge- 
sensitive. 
EIRST | External IRQ 3 Trigger 
0 An external IRQ 3 interrupt is level- 
sensitive. 
1 An external IRQ 3 interrupt is edge- 
sensitive. 
EIR4T | External IRQ 4 Trigger 
0 An external IRQ 4 interrupt is level- 
sensitive. 
1 An external IRQ 4 interrupt is edge- 
sensitive. 


30 EIR5T | External IRQ 5 Trigger 
0 An external IRQ 5 interrupt is level- 
sensitive. 
1 An external IRQ 5 interrupt is edge- 
sensitive. 
31 EIR6T | External IRQ 6 Trigger 
0 An external IRQ 6 interrupt is level- 
sensitive. 
1 An external IRQ 6 interrupt is edge- 
sensitive. 
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UICO_VCR 


UIC Vector Configuration Register 

DCR 0x0C8 Write-Only 

See “UIC Vector Configuration Register (UICO_VCR)” on page 10-18. 
VBA 


29 


PRO 


Figure 25-200. UIC Vector Configuration Register (UICO_VCR) 


Priority Ordering 
0 UICO_SR[O] is the highest priority 


interrupt. 
1 UICO_SR[31] is the highest priority 
interrupt. 
Note: Vector generation is not performed 
for non-critical interrupts. 
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UICO_VR 


UIC Vector Register 
DCR 0x0C7 Read-Only 
See “UIC Vector Register (UICO_VR)” on page 10-19. 


Figure 25-201. UIC Vector Register (UICO_VR) 


0:31 Fae a Interrupt Vector . 
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USPRGO 


User Special Purpose Register General 0 
SPR 0x100 (User R/W) 
See “Special Purpose Register General (SPRGO-SPRG7)” on page 3-11. 


Figure 25-202. User SPR General 0 (USPRGO) 


0:31 me General data Software value; no hardware usage. 
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XER 


Fixed Point Exception Register 
SPR 0x001 
See “Fixed Point Exception Register (XER)” on page 3-8. 


SO CA TBC 


Figure 25-203. Fixed Point Exception Register (XER) 


Summary Overflow Can be set by mtspr or by using “o” form 
0 No overflow has occurred. instructions; can be reset by mtspr or by 
1 Overflow has occurred. merxr. 


Overflow Can be set by mtspr or by using “o” form 
0 No overflow has occurred. instructions; can be reset by mtspr, by 
0 Overflow has occurred. merxr, or “o” form instructions. 


Carry Can be set by mtspr or arithmetic 

O Carry has not occurred. instructions that update the CA field; can 

1 Carry has occurred. ~ be reset by mtspr, by merxr, or by 
arithmetic instructions that update the CA 
field. 


eat | [Resend 
25:31 Transfer Byte Count Used by Iswx and stswx; written by mtspr. 
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ZPR 


Zone Protection Register 
SPR 0x3B0 
See “Zone Protection” on page 6-13. 


ZO 22 Z4 Z6 28 Z10 Z12 Z14 


(0 T]2 3]4 5[e 7]8 9][10 Te 19]14 15] 16 17] Te 19]20 21] 22 25]o4 25]26 27[2B 29]50 31] 


Figure 25-204. Zone Protection Register (ZPR) 


TLB page access control for all pages in this zone. 


Zi Z3 25 27 z9 Z11 Z13 Z15 
In the problem state (MSR[PR] = 1): In the supervisor state (MSR[PR] = 0): 
00 No access 00 Access controlled by applicable 
01, Access controlled by applicable TLB_entry[EX, WR} 
TLB_entry[EX, WR] 01 Access controlled by applicable 
10 Access controlled by applicable ‘TLB_entry[EX, WR] 
TLB_entry[EX, WR] 10 Access controlled by applicable 
11 Accessed as if execute and write TLB_entry[EX, WR] 
permissions (TLB_entry[EX, WR)]) are 11 Accessed as if execute and write 
granted. permissions (TLB_entry[EX, WR)]) are 


0:1 ZO 
il granted. 
[a8 [2 | Seatiedescipioneta SCs” 
(a5 [| Seottedescipionetaa CS 
87 [28 | Beotecescipion tan 
[Ba | | Beet eseiion 2 


25-274 PPC405GP User's Manual Preliminary 


Chapter 26. Signal Summary 
This chapter provides detailed information on the PPC405GP I/O signals. 


26.1 Signals Listed Alphabetically 


Table 26-1 lists the PPC405GP signals in alphabetical order. For each signal there is an indication of 
the interface group to which it belongs and a page reference to the description of the signal in 
Table 26-2, “Signal Descriptions,” on page 26-5. 


Multiplexed signals are shown in brackets following the first signal name assigned to each multiplexed 
ball (for example, |RQ0:6[GPIO17:23]). Active-low signals are shown with an overbar on the signal 
name (for example, ExtAck). . 


Table 26-1. Alphabetical Signal List 


Drvrinht:2 26-10 
[evowex [eter one 
[eowaors [ena Sao toate iw 


Signal Name 


hi 
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26-2 


Table 26-1. Alphabetical Signal List 


External Master Peripheral 
External Master Peripheral 
Internal Peripheral 
Internal Peripheral 


MemData0:31 SDRAM 
PCICO:3[BE0:3) 


PCIINT[PerwWE] 


PCISto 


PCI 
PCl 
PCI 
PCI 
PCI 
PCI 
PCI 
PCI 
PCl 
PCI 
PCI 
PCI 
PCI 
PC! 
PCI 
PCI 
PCI 
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Table 26-1. Alphabetical Signal List 


[__Sevainane [rice 
[feck | emaiaserPeshowt ide 
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26-3 


26-4 


Table 26-1. Alphabetical Signal List 


ee 
[oarran ———[manarPotest it 
[oaRTeRS———_—[menatPonest «dt 
fusrrocmc——~taiPopnest SSCs 


Internal Peripheral 
UARTSerClk Internal Peripheral }268 | 
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26.2 Signal Descriptions 


Each I/O signal is listed with the other signals in the same interface group. 


Multiplexed signals are shown in brackets following the first signal name assigned to each multiplexed 
ball (for example, IRQ0:6[GPIO17:23]). Active-low signals are shown with an overbar on the signal 
name (for example, ExtAck). 


Table 26-2. Signal Descriptions 


PCI Interface 


PCIADO:31 a PCI Address/Data Bus. Multiplexed address and data bus 


PCICO:3[BE0:3] PCI C (bus command) 
or 
Byte enable 


PCIParity /O | PCI parity. Parity is even across PCIADO:31 and PCIC0:3[BE0:3]. 
PCiParity is valid one cycle after either an address or data phase. 
The PCI device that drives PCIAD0:31 is responsible for driving 
PCIParity on the next PCI bus clock. 

PCIFrame /O PClFrame is driven by the current PCI bus master to indicate 
beginning and duration of a PCI access. 

PCIIRDY /O | PCIIRDY is driven by the current PCI bus master. Assertion of 
PCIIRDY indicates that the PCI initiator is ready to transfer data. 

PCITRDY The target of the current PCI transaction drives PCITRDY. Assertion 
of PCITRDY indicates that the PCI target is ready to transfer data. 

PCIStop The target of the current PCI transaction may assert PCIStop to 
indicate to the requesting PCI master that it wants to end the current 
transaction. 

PCiDevSel PCiDevSel is driven by the target of the current PCI transaction. A 
PCI target asserts PCIDevSel when it has decoded an address and 
command encoding and claims the transaction. 

PCIIDSel PCIIDSel is used during configuration cycles to select the PCI slave 
interface for configuration 

PCISErr PCISErr is used for reporting address parity errors or catastrophic 
failures detected by a PCI target. 


PCIPErr is used for reporting data parity errors on PCI transactions. 

PCIPErr is driven active by the device receiving PCIADO:31, 
PCICO0:3[BE0:3], and PClParity, two PCI clocks following the data in 
which bad parity is detected. 


PCICIk PCICIk is used as the asynchronous PCI clock when in Async mode. 
It is unused when the PCI interface is operated synchronously with 
the PLB bus. 


PCiReset ze PCI specific reset 
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Table 26-2. Signal Descriptions (continued) 


PCIINT[PerWE] PCI interrupt 
or 


Peripheral write enable. Logical AND of the four PerWBEO:3 write 
byte enables 
PCiReqo[Gnt] 
mole Gnt when external arbiter is used. 
Pema | Pera ear ona atormies 
cant iy PC!Gnt0 when internal arbiter is used 


or 
PCiGnti:5 oF PC!IGnt1:5 output when internal arbiter is used. 


Req when external arbiter is used. 
Ethernet Interface _ 


PHYRxD3:0 
EMCTxD3:0 
PHYRxErr 


PHYRxClk 


PHYRxDV 


PHYCrS 


cae 
es 
ele be 
ss 
i 


PClReq0 when internal arbiter is used 


Received data. A nibble-wide bus from the physical layer device 
(PHY). The data is synchronous with the PHYRxCIk. 


Transmit data. A nibble-wide bus towards the network. The data is 
synchronous to the PHYTXCIk. 


Receive Error. This signal comes from the PHY and is synchronous 
with the PHYRxClk. 


Receiver Medium clock. This signal is generated by the PHY. 


Receive Data Valid. Data on the Data Bus is valid when this signal is 
activated. Deassertion of this signal indicates end of the frame 
reception. 


Carrier Sense signal from the PHY. This is an asynchronous signal. 


Transmit Error. This signal is driven by EMAC and is connected to the 
PHY. This signal informs the PHY that an error was detected. This 
signal is synchronous to the PHYTxClk. 


Transmit Data Enabled. EMCTxEnI is driven by EMAC to the PHY. 
Data is valid during the active state. Deassertion of EMCTxEn 
indicates end of frame transmission. This signal is synchronous to 
the PHYTxCIk. - 


This clock comes from the PHY and is the Medium Transmit clock. 
Collision signal from the PHY. This is an asynchronous signal. 


Management Data Clock. The EMCMDCIk is sourced to the PHY. 
This clock has a period of 400 ns. EMCMDCIk is derived from the 
OPB frequency. EMACO_STACR[OPBC] must be set appropriately. 


EMCTxEn 


PHYTxClk 
PHYCol 


EMCMDCIk 
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Management information is transferred synchronously with respect 
to this clock. 


Table 26-2. Signal Descriptions (continued) 


EMCMDIO[PHYMDIO] Management Data Input/Output is a bidirectional signal between 
EMAC and the PHY. It is used to tanster control and status 
information. 


SDRAM Interface 


[iewaaaate [0 [Menoyaiesstas 
Ee 
sree 


Column Address Strobe 


ClIkEn0:1 oe ClkEn0:1 provide duplicate clock enables for MemCtkOut0:1. 


MemClkOut0:1 Duplicate SDRAM clock outputs. In limited cases, this allows 

glueless SDRAM attach without requiring the signal to be repowered 
by a PLL or zero-delay buffer. 

External Slave Peripheral Interface 

PerData0:31 1/0 Peripheral data bus used by PPC405GP when not in external master 
mode, otherwise used by external master 

PerAddr0:31 1/0 Peripheral address bus used by PPC405GP when not in external 
master mode, otherwise used by external master. 


PerPar0:3 os Peripheral byte parity signals 


PerWBE0:3 As outputs, these signals can act as byte-enables which are valid for 
an entire cycle or as write-byte-enables which are valid.for each byte 
on each data transfer, allowing partial word transactions. As outputs, 
the signals are used by the peripheral controller or DMA controller, 
depending upon the type of transfer involved. These signals are used 
as inputs when an external bus master owns the external interface 


PercSO ise aaa Peripheral chip select 0 


PerCS1:7[GPIO10:16] Seven additional peripheral chip selects 
or 
General Purpose 1/O - To access this function, software must toggle 
a DCR bit. 


Used by either peripheral controller or DMA controller depending 
upon the type of transfer involved. 
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Table 26-2. Signal Descriptions (continued) 


_PerR/W /O | Used by PPC405GP when not in external master mode, otherwise 
used by external master. As output, the signal is used by either 
peripheral controller or DMA controller depending upon the type of 
transfer involved. 


PerReady as Used by a peripheral slave to indicate it is ready to transfer data 


PerBLast (0 | Used by PPC405GP when not in external master mode, otherwise 
used by external master. 

DMAReq0:3 Used by slave peripherals to indicate that they are prepared to 
transfer data. 


DMAAckO0:3 gal Used by PPC405GP to indicate that data transfers have occurred. 


EOTO0:3[TC0:3] /O | End Of Transfer 
or 
Terminal Count 


External Master Peripheral Interface 
PerCik Peripheral clock to be used by an external master and by 
synchronous peripheral slaves 
ExtReset Peripheral reset to be used by an external master and by 
synchronous peripheral slaves 
Hold Request, used by an external master to request ownership of 
the peripheral bus 
Hold Acknowledge, used by PPC405GP to transfer ownership of 
peripheral bus to an external master 
ExtReq Pail Used by an external master to indicate it is prepared to transfer data 
ExtAck | Oo Used by PPC405GP to indicate that a data transfer occurred. 


HoldReq 


HoldAck 


HoldPri Used by an external master to indicate the priority of a given transfer 
(0 = high, 1 = low) 


Used when PPC405GP needs to regain control of peripheral 
interface from an external Master 


Used to record external Master errors and external slave peripheral 
errors 


Internal Peripheral Interface 


UARTSerClk Serial Clock provides an alternative clock to the internally generated 
serial clock. Used when internally generated baud rates are not 
satisfactory. This input can be connected to UARTO, using 
CPCO_CRO[UO0EC] = 1, or UART1, using CPCO_CRO[U1EC] = 1, or 
both (CPCO_CRO[UOEC, U1EC] = 1. 


UARTO_Rx | | | UARTO Serial in data 
| UARTO_Tx coe UARTO Serial out data ; 


BusReq 


PerErr 
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Table 26-2. Signal Descriptions (continued) 


a 
PeaRTapes |_| uartopaacareroaee 
roamrasek [1 [taero tae saneeey 
roarracets | uantcearesew 
Poamreotm® | 0 | eantoaa TemalRney 
[oaRTaATS [0 |usrtoneqmaosme SSCS 
Poamrem [1 [eantoringncaer 
forme | WAR Setina 


UART1 Data Set Ready 
or 

UART1 Clear To Send. To access this function, software must toggle 
a DCR bit. 


UART1 Request To Send 
or 

UART1 Data Terminal Ready. To access this function, software must 
toggle a DCR bit. 


IIC Serial Clock 


IC Serial Data 


Interrupts Interface 
Test data in 


IRQ0:6[GP1017:23]) I Interrupt requests 0-6 
[I/O] | or 
Pot | JTAG test mode select 
Tbo Og 


JTAG Interface 


General Purpose I/O. To access this function, software must toggle a 
DCR bit. 
| 


SysReset /O | Main system reset. This signal may be redriven by the PPC405GP to 
allow a system reset to occur. 


Asserted when a machine check exception is generated. 
Halt from external debugger. 
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Table 26-2. Signal Descriptions (continued) 


GPIO1:2[TS1E:TS2E] VO | General Purpose I/O 
or 
Even Trace execution status. To access this function, software must 
toggle a DCR bit. 


GPIO3:4[TS10:TS20] General Purpose I/O 
or | 
Odd Trace execution status. To access this function, software must 


toggle a DCR bit. 


GPIO5:8[TS3:6] General Purpose I/O 
or 


Trace status. To access this function, software must toggle a DCR bit. 


Test Enable. Reserved for manufacturing test. 
Receiver Inhibit. Reserved for manufacturing test. 


Driver Inhibit 1 and 2. Reserved for manufacturing test. 


Timer clock. TmrClk is an alternative clock source for the timer 
facilities. Used when the allowable timer clock intervals provided by 
the CPU clock are not satisfactory. Enabled when 
CPCO_CRI1[CETE] = 1. 


Drvrinh4 


Drvrinh2 


TmrClk 


[O] 
ie) 
[O] 
ie) 
[0] 
GPIO9[TreClk] /O | General Purpose I/O 
[O] | or 
Trace interface clock. 
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Appendix A. Instruction Summary 


This appendix contains PPC405GP instructions summarized alphabetically and by opcode. 


“Instruction Set and Extended Mnemonics — Alphabetical” lists all PPC405GP mnemonics, including 
extended mnemonics, alphabetically. A short functional description is included for each mnemonic. 


“Instructions Sorted by Opcode,” on page A-33, lists all PPC405GP instructions, sorted by primary 
and secondary opcodes. Extended mnemonics are not included in the opcode list. 


“Instruction Formats,” on page A-41, illustrates the PPC405GP instruction forms (allowed 
arrangements of fields within instructions). 


A.1__ Instruction Set and Extended Mnemonics — Alphabetical 


Table A-1 summarizes the PPC405GP instruction set, including required extended mnemonics. All 
mnemonics are listed alphabetically, without regard to whether the mnemonic is realized in hardware 
or software. When an instruction supports multiple hardware mnemonics (for example, b, ba, bl, bla 
are all forms of b), the instruction is alphabetized under the root form. The hardware instructions are 
described in detail in Chapter 24, “Instruction Set,” which is also alphabetized under the root form. 
Chapter 24 also describes the instruction operands and notation. 


Note the following for the branch conditional mnemonic: 


Bit 4 of the BO field provides a hint about the most likely outcome of a conditional branch. (See 
“Branch Prediction” on page 3-36 for a detailed description of branch prediction.) Assemblers should 
set BO, = 0 unless a specific reason exists otherwise. In the BO field values specified in the table 
below, BO, = 0 has always been assumed. The assembler must allow the programmer to specify 
branch prediction. To do this, the assembler supports a suffixes for the conditional branch 
mnemonics: 


+ Predict branch to be taken. 
~ Predict branch not to be taken. 


As specific examples, be also could be coded as be+ or be-, and bne also could be coded bne+ or 
bne-. These alternate codings set BO, = 1 only if the requested prediction differs from the standard 
paarieuray “Branch Prediction” on page 3-36 for more information. 


Table A-1. PPC405GP Instruction Syntax Summary 


Other Registers 
Operands Changed Page 


fadd AT, RA, RB | Add (RA) to (RB). Ps 24-6 
Place result in RT. oaCR 


[XER[SO, OV] 


ee 
XER[SO, OV] 


jaddo 
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Table A-1. PPC405GP Instruction Syntax Summary (continued) 


Other Registers 
Operands —— Page 


faddc RT, RA, RB ___ | Add (RA) to (RB). 

fadde. i Place result in RT. ons —— 

Place carry-out in XER[CA]. /XER[SO, OV] __| Ov] 
addco. 


Saeeo 
eed OV] 
RT, RA, RB | Add XER[CA], (RA), (RB). 


Place result in RT. <a 
Place carry-out in XER[CA]. 


TXERISO, OV _ 
addeo. Pa 
imekn OV] 
RT, RA, IM Add EXTS(IM) to (RAIO). 
Place result in RT. 
RT, RA, IM Add EXTS(IM) to (RAIO). eae ln 
Place result in RT. 
Place carry-out in XER[CA]. 
RT, RA, IM Add EXTS(IM) to (RAIO). CR[CRO} 24-11 
Place result in RT. 
Place carry-out in XER[CA]. 
RT, RA, IM Add (IM || '°0) to (RAIO). 24-12 
Place result in RT. 


RT, RA Add XER[CA], (RA), (-1). Pf 24-13 
Place result in RT. aE 
Place carry-out in XER[CA]. 


'XER|SO, OV] _| 
addmeo. eee Nl 
XER[SO, OV] 
RT, RA Add XER[CA] to (RA). Reo 
Place result in RT. saGR — 
Place carry-out in XER[CA]. TXERISO, Ov] _| Ov] 


addzeo. 


re 
XER[SO, OV] 
=e | AND (RS) with (RB). eo: 


[and. Place result in RA. salon 
ae RA, RS, RB | AND (RS) with (RB). 


Place result in RA. CR[CRO] aca 
pended RS, IM AND (RS) with ("90 |] IM). CR[CRO} 24-17 
Place result in RA. 
RA, RS, IM AND (RS) with (IM |] CR[CRO] 
Place result in RA. 
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Table A-1. PPC405GP Instruction Syntax Summary (continued) 


Other Registers 
Operands Changed Page 
target Branch unconditional relative. 24-19 
LI <— (target — CIA)¢-29 
NIA — CIA + EXTS(LI || 20) 


Branch unconditional absolute. 

LI <— targetg-o9 

NIA — EXTS(LI || 20) 

Branch unconditional relative. (LR) — CIA + 4. 
LI <— (target — CIA)¢-29 

NIA <— CIA + EXTS(LI |] 20) 


Branch unconditional absolute. (LR) <— CIA + 4. 
LI <— targetg.o9 
NIA <— EXTS(LI || 20) 
BO, BI, target | Branch conditional relative. CTR if BO, =0. | 24-20 
BD < (target — CIA).6-29 
NIA <— CIA + EXTS(BD || 20) 
Branch conditional absolute. CTR if BO, = 0. 
BD < target;¢.09 
NIA <— EXTS(BD || 20) 


Branch conditional relative. CTR if BO, = 0. 
BD < (target — CIA)16-29 (LR) < CIA + 4. 
NIA <— CIA + EXTS(BD || 70) 


Branch conditional absolute. CTR if BO, = 0. 


BD < targety¢-29 (LR) <— CIA + 4. 
NIA <— EXTS(BD || 20) 
BO, BI Branch conditional to address in CTR. CTR if BO2 = 0. 


Using (CTR) at exit from instruction, CTR if BO, = 0. 
NIA — CTRo:29 |] 20. (LR) — CIA + 4. 
BO, BI Branch conditional to address in LR. 24-30 
Using (LR) at entry to instruction, CTR if BO, = 0. 
NIA < LRo29 || 0. j (LR) <— CIA + 4. 


Branch unconditionally to address in CTR. 24-26 
Extended mnemonic for 
bectr 20,0 
Extended mnemonic for (LR) <— CIA + 4. 
bectrl 20,0 


target Decrement CTR. 24-20 
Branch if CTR #0. 


Extended mnemonic for 


be 16,0,target 

Extended mnemonic for 

bea 16,0,target 

Extended mnemonic for es <— CIA +4. 
bcl 16,0,target 

Extended mnemonic for (LR) < CIA + 4. 
bela 16,0,target 
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Table A-1. PPC405GP Instruction Syntax Summary (continued) 


Other Registers 
Operands Changed Page 


Decrement CTR. 24-30 
Branch if CTR #0 to address in LR. 
Extended mnemonic for 
belr 16,0 
Extended mnemonic for (LR) < CIA + 4. 
belrl 16,0 
cr_bit, target | Decrement CTR. 24-20 
Branch if CTR # 0 AND CRe, pit = 0. 


Extended mnemonic for 
be 0,cr_bit,target 


Extended mnemonic for 

bea 0,cr_bit,target 

Extended mnemonic for (LR) <— CIA + 4. 
bcl 0,cr_bit,target 

Extended mnemonic for (LR) — CIA + 4. 
bela 0,cr_bit,target 


cr_bit Decrement CTR. 24-30 
Branch if CTR # 0 AND CR,, pit = 0 to address in LR. 
Extended mnemonic for 
belr 0,cr_bit 
Extended mnemonic for (LR) — CIA + 4. 
belrl 0,cr_bit 
cr_bit, target | Decrement CTR. 24-20 
Branch if CTR # 0 AND CR, pit = 1. 
Extended mnemonic for 


be 8,cr_bit,target 

Extended mnemonic for 

bea 8,cr_bit,target 

Extended mnemonic for (LR) <— CIA + 4. 
bel 8,cr_bit,target 

Extended mnemonic for (LR) — CIA + 4. 
bcla 8,cr_bit,target 


cr_bit Decrement CTR. 24-30 
Branch if CTR #0 AND CR, pi = 1 to address in LR. 
Extended mnemonic for 
belr 8,cr_bit 
Extended mnemonic for (LR) — CIA + 4. 
belrl 8,cr_bit ; 


target Decrement CTR. 24-20 
Branch if CTR = 0. 


- Extended mnemonic for 
be 18,0,target 


Extended mnemonic for 
bea 18,0,target 


Extended mnemonic for (LR) — CIA + 4. 
bcl 18,0,target 

Extended mnemonic for - (LR) < CIA +4. 
bcla 18,0,target 
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Table A-1. PPC405GP Instruction Syntax Summary (continued) 


Other Registers 
Operands Changed Page 

Decrement CTR. 24-30 
Branch if CTR = 0 to address in LR. 

Extended mnemonic for 

belr 18,0 

Extended mnemonic for (LR) <— CIA + 4. 

belrl 18,0 


Lies Ie target | Decrement CTR. 24-20 
Branch if CTR = 0 AND CRe, pit = 0. 


Extended mnemonic for 


be 2,cr_bit,target 
Extended mnemonic for 
bea 2,cr_bit,target 
Extended mnemonic for (LR) <- CIA + 4. 
bel 2,cr_bit,target 
- Extended mnemonic for (LR) <— CIA + 4. 
bcla 2,cr_bit,target 
cr_bit Decrement CTR. 
Branch if CTR = 0 AND CR, pit = 0 to address in LR. 


Extended mnemonic for 
belr 2,cr_bit 


Decrement CTR. 
Branch if CTR = 0 AND CR, pit = 1. 
Extended mnemonic for 

be 10,cr_bit,target 


Extended mnemonic for 
bea 10,cr_bit,target 
Extended mnemonic for (LR) <— CIA + 4. 
bel 10,cr_bit,target 
Extended mnemonic for (LR) — CIA + 4. 
bela 10,cr_bit,target 

Decrement CTR. 

Branch if CTR = 0 AND CR, pit = 1to address in LR. 


Extended mnemonic for 
belr 10,cr_bit 


cr_bit, target 


{[cr_field], 
target 


Branch if aoa 
Use CRO if cr_field is omitted. 
Extended mnemonic for 

be 12,4*cr_field+2,target 


Extended mnemonic for 

bea 12,4«cr_field+2,target 

Extended mnemonic for (LR) — CIA + 4. 
bel 12,4«cr_field+2,target 

Extended mnemonic for (LR) + CIA + 4. 
bcla 12,4*cr_field+2,target 
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(cr_field] 


Table A-1. PPC405GP Instruction Syntax Summary (continued) 
Other Registers 
Operands Changed Page 
[cr_field] Branch if equal to address in CTR. 24-26 
Use CRO if cr_field is omitted. 
Extended mnemonic for 
bectr 12,4«cr_field+2 
Extended mnemonic for (LR) — CIA +4. 
bectrl 12,4*cr_field+2 
Branch if equal to address in LR. 24-30 
Use CRO if cr_field is omitted. 
Extended mnemonic for 
belr 12,4«cr_field+2 
Extended mnemonic for (LR) — CIA +4. 
belrl 12,4«cr_field+2 
cr_bit, target | Branch if CRo, pit = 0. 24-20 
Extended mnemonic for 


be 4,cr_bit,target 

aa bootecigarget | 
bea 4,cr_bit,target 

os 
bel 4,cr_bit,target 

fed 
bcla 4,cr_bit,target 


cr_bit Branch if CRe, pit = 0 to address in CTR. 24-26 
Extended mnemonic for 
bectr 4,cr_bit 
Extended mnemonic for (LR) — CIA + 4. 
bectrl 4,cr_bit 
Branch if CRe, pit = 0 to address in LR. 24-30 
Extended mnemonic for 
belr 4,cr_bit 
Extended mnemonic for (LR) <— CIA + 4. 
belrl 4,cr_bit 


Branch if greater than or equal. 
Use CRO if cr_field is omitted. 
Extended mnemonic for 


be 4,4*cr_field+0,target 


Extended mnemonic for 
bea 4,4*cr_fleld+0,target 


Extended mnemonic for (LR) <— CIA + 4. 
bel 4,4*cr_field+0,target 

Extended mnemonic for (LR) <— CIA + 4. 
bela 4,4*cr_field+0,target 


Branch if greater than or equal to address in CTR. 
Use CRO if cr_field is omitted. 

Extended mnemonic for 

bectr 4,4*cr_field+0 


Extended mnemonic for (LR) — CIA + 4. 
bectrl 4,4«cr_field+0 
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cr_bit 


(cr_field], 
target 


bgea 


bgela 


pair A-1. PPC405GP Instruction Syntax Summary (continued) 


peal Pa 
target 


(cr_field] 


[cr_field] 


24-20 


[cr_field], 
target 


Other Registers 
I epand Changed Page 
tvanen | 0 field] Branch if greater than or equal to address in LR. 24-30 
Use CRO if cr_field is omitted. 
Extended mnemonic for 
belr 4,4«cr_field+0 
Extended mnemonic for (LR) <— CIA + 4. 
belrl 4,4*cr_field+0 
Branch if greater than. 
Use CRO if cr_field is omitted. 
Extended mnemonic for 
be 12,4«cr_field+1 target 
Extended mnemonic for 
bea 12,4«cr_field+1,target 
Extended mnemonic for (LR) <— CIA + 4. 
bel 12,4*cr_field+1,target 
Extended mnemonic for (LR) — CIA + 4. 
bela 12,4*cr_field+1,target 
Branch if greater than to address in CTR. 24-26 
Use CRO if cr_field is omitted. 
Extended mnemonic for 
bectr 12,4*cr_field+1 
Extended mnemonic for (LR) — CIA + 4. 
bectrl 12,4«cr_field+1 
Branch if greater than to address in LR. 
Use CRO if cr_field is omitted. 
Extended mnemonic for 
belr 12,4*cr_field+1 
Extended mnemonic for (LR) <— CIA + 4. 
belrl 12,4*cr_field+1 
Branch if less than or equal. 
Use CRO if cr_field is omitted. 
Extended mnemonic for 
be 4,4*cr_field+1,target 
Extended mnemonic for 
bea 4,4«cr_field+1,target 
Extended mnemonic for (LR) — CIA + 4. 
bel 4,4«cr_field+1,target 
Extended mnemonic for (LR) < CIA + 4. 
bela 4,4«cr_field+1,target 
[cr_field] Branch if less than or equal to address in CTR. 24-26 
Use CRO if cr_field is omitted. 
Extended mnemonic for 
bectr 4,4*cr_field+1 
Extended mnemonic for (LR) — CIA + 4. 
bectr! 4,4«cr_field+1 
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Table A-1. PPC405GP Instruction Syntax Summary (continued) 
Other Registers 
Operands Changed Page 
rene | 0 field] Branch if less than or equal to address in LR. 24-30 
Use CRO if cr_field is omitted. 
Extended mnemonic for 
belr 4,4«cr_field+1 
Extended mnemonic for (LR) — CIA + 4. 
belrl 4,4*cr_field+1 
Branch unconditionally to address in LR. 24-30 
Extended mnemonic for 
belr 20,0 
Extended mnemonic for (LR) < CIA + 4. 
belrl 20,0 ; 
[cr_field], 
target 


Branch if less than. 
Use CRO if cr_field is omitted. 
Extended mnemonic for 

be 12,4*cr_field+0,target 


Extended mnemonic for 

bea 12,4«cr_field+0,target 

Extended mnemonic for (LR) — CIA + 4. 
bel 12,4*cr_field+0,target 


Extended mnemonic for (LR) <— CIA + 4. 
bela 12,4*cr_field+0,target 


[cr_field] Branch if less than to address in CTR. 24-26 
Use CRO if cr_field is omitted. 
Extended mnemonic for 
bectr 12,4*cr_field+0 


24-20 


Extended mnemonic for (LR) — CIA + 4. 


bectrl 12,4«cr_field+0 
a a 


Branch if less than to address in LR. 
(LR) < CIA + 4. 


[cr_field] 


Use CRO if cr_field is omitted. 
Extended mnemonic for — 
belr 12,4«cr_field+0 

Extended mnemonic for 
belrl 12,4*cr_field+0 

Branch if not equal. 

Use CRO if cr_field is omitted. 
Extended mnemonic for 
be 4,4*cr_field+2,target 


Extended mnemonic for 

bea 4,4«cr_field+2,target 

Extended mnemonic for (LR) — CIA + 4. 
bcl 4,4*cr_field+2,target 

Extended mnemonic for (LR) < CIA + 4. 
bela 4,4«cr_field+2,target 


| (cr_field], 


A-8 PPC405GP User’s Manual Preliminary 


Table A-1. PPC405GP Instruction Syntax Summary (continued) 


Other Registers 
Operands Changed Page 


Branch if not equal to address in CTR. 
Use CRO if cr_field is omitted. 
Extended mnemonic for 

bectr 4,4«cr_field+2 


[cr_field] Branch if not equal to address in LR. 
Use CRO if cr_field is omitted. 
Extended mnemonic for 


belr 4,4«cr_field+2 


[cr_field], 
target 


Branch if not greater than. 
Use CRO if cr_field is omitted. 
Extended mnemonic for 
be 4,4«cr_field+1,target 


Extended mnemonic for 

bea 4,4*cr_field+1 ,target 

Extended mnemonic for ae )¢ CIA + 4. 
bel 4,4«cr_field+1,target 


Extended mnemonic for (LR) — CIA + 4. 
bela 4,4«cr_field+1,target 
Branch if not greater than to address in CTR. 
Use CRO if cr_field is omitted. 
Extended mnemonic for 


bectr 4,4*cr_ eet 


[cr_field] 


{cr_field] Branch if nal greater than to address in LR. 
Use CRO if cr_field is omitted. 
Extended mnemonic for 


belr 4,4«cr_field+1 


Branch if not less than. 
Use CRO if cr_field is omitted. 
Extended mnemonic for 
be 4,4*cr_field+0,target 
Extended mnemonic for 
bca 4,4«cr_field+0,target 


Extended mnemonic for es )+ CIA + 4. 
bcl 4,4«cr_field+0,target 


Extended mnemonic for (LR) < CIA + 4. 
bela 4,4«cr_field+0,target 


[cr_field], 
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Table A-1. PPC405GP Instruction Syntax Summary (continued) 


Other Registers 
Operands Changed Page 


(cr_field] Branch if not less than to address in CTR. 
Use CRO if cr_field is omitted. 
Extended mnemonic for 

bectr 4,4«cr_field+0 


Branch if not less than to address in LR. 
Use CRO if cr_field is omitted. 
Extended mnemonic for 

belr 4,4«cr_field+0 


[cr_field] 


(cr_field], 
target 


Branch i not summary overflow. 
Use CRO if cr_field is omitted. 
Extended mnemonic for 

be 4,4«cr_field+3,target 


Extended mnemonic for 
bea 4,4*cr_field+3,target 
Extended mnemonic for (LR) — CIA + 4. 
bel 4,4*cr_field+3,target 
Extended mnemonic for (LR) — CIA +4. 
bcla 4,4«cr_field+3,target 
Branch if not summary overflow to address in CTR. 
Use CRO if cr_field is omitted. 


Extended mnemonic for 
bectr 4,4*«cr_field+3 


[cr_field] Branch if not summary overflow to address in LR. 
Use CRO if cr_field is omitted. 
Extended mnemonic for 


belr 4,4*cr_field+3 


Branch if not unordered. 
Use CRO if cr_field is omitted. 
Extended mnemonic for 
be 4,4«cr_field+3,target 


Extended mnemonic for 

bea 4,4*cr_field+3,target 

Extended mnemonic for (LR) — CIA + 4. 
bel 4,4«cr_field+3,target 


Extended mnemonic for (LR) <— CIA + 4. 
bcla 4,4«cr_field+3,target 


[cr_field], 
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Table A-1. PPC405GP Instruction Syntax Summary (continued) 


Other Registers 
Operands Changed Page 


[cr_field] Branch if not unordered to address in CTR. 
Use CRO if cr_field is omitted. 
Extended mnemonic for 
bectr 4,4*cr aflelats 


Branch if a inordered to address in LR. 
Use CRO if cr_field is omitted. 

Extended mnemonic for 

belr 4,4*cr alelers 


ae 


(cr_field], 
target 


Branch i summary overflow. 
Use CRO if cr_field is omitted. 
Extended mnemonic for 

be 12,4*cr_field+3,target 


Extended mnemonic for 

bea 12,4*cr_field+3,target 

Extended mnemonic for -| (LR) — CIA + 4. 
bel 12,4*cr_field+3,target 

Extended mnemonic for ; (LR) <— CIA + 4. 
bela 12,4*cr_field+3,target 


[cr_field] Branch if summary overflow to address in CTR. 24-26 
Use CRO if cr_field is omitted. 
Extended mnemonic for 
bectr 12,4*cr_field+3 - 


Extended mnemonic for (LR) <— CIA + 4. 
bectrl 12,4*cr_field+3 
Branch if summary overflow to address in LR. 
Use CRO if cr_field is omitted. 
Extended mnemonic for 


belr 12,4*cr_field+3 
Extended mnemonic for (LR) < CIA + 4. 
belrl 12,4*cr_field+3 
uaa bit, target | Branch if CRe, pit = 1. 24-20 
Extended mnemonic for 
be 12,cr_bit,target 


[cr_field] 


‘Soceueee” mnemonic for 
bea 12,cr_bit ‘Soceueee” 


Cito mnemonic for (LR) — CIA + 4. 
bel 12,cr_bit Cito 


Extended mnemonic for (LR) — CIA + 4. 
bela 12,cr_bit,target 
ae Branch if CRe,- pit = 1 to address in CTR. 24-26 
Extended mnemonic for 
bectr 12,cr_bit 
Extended mnemonic for (LR) — CIA + 4. 
bectri 12,cr_bit 
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Table A-1. PPC405GP Instruction Syntax Summary (continued) 


Other Registers 
Operands Changed Page 


cr_bit Branch if CRer pit = 1, 24-30 
to address in LR. 
Extended mnemonic for 
belr 12,cr_bit 
Extended mnemonic for (LR) <— CIA + 4. 
belrl 12,cr_bit 
Branch if unordered. 
Use CRO if cr_field is omitted. 


Extended mnemonic for 
be 12,4*cr_field+3,target 


Extended mnemonic for 

bea 12,4«cr_field+3,target 

Extended mnemonic for (LR) — CIA + 4. 
bel 12,4«cr_field+3,target 

Extended mnemonic for (LR) <— CIA + 4. 
bela 12,4*cr_field+3,target Pay ' 


Branch if unordered to address in CTR. 
Use CRO if cr_field is omitted. 
Extended mnemonic for 
bectr 12,4*cr_field+3 
Extended mnemonic for (LR) — CIA + 4. 
bectrl 12,4*cr_fleld+3 


[cr_field] Branch if unordered, 24-30 
to address in LR. 
Use CRO if cr_field is omitted 
Extended mnemonic for 
belr 12,4*cr_fleld+3 
Extended mnemonic for (LR) <— CIA + 4. 
belrl 12,4*cr_field+3 
RA, RS, n Clear left immediate. (n < 32) 24-147 
(RA)o:n-1 <— "O 
Extended mnemonic for 
rlwinm RA,RS§S,0,n,31 


RA, RS, b, n 


(cr_field], 
target 


Clear left and shift left immediate. . 
(n<sb<32) 
(RA)p-n:3t-n Se (RS)p:31 
(RA)32-n:31 <— 0 
(RA)ob-n-1 <— °0 

Extended mnemonic for 

rlwinm RA,RS,n,b—n,31-n 


Extended mnemonic for CR[CRO] 
rlwinm. RA,RS,n,b—-n,31-n 
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Table A-1. PPC405GP Instruction Syntax Summary (continued) 


Other Registers 
Operands Changed Page 


RA, RS, n Clear right immediate. (n < 32) 24-147 
(RA)32-n:31 <— 0 
Extended mnemonic for 
rlwinm RA,RS,0,0,31—-n 
Extended mnemonic for CR[CRO] 
rlwinm. RA,RS,0,0,31-n 
a 0, RA, RB | Compare (RA) to (RB), signed. re a 34 
Results in CR[CRn), where n = BF. 
BF, 0, RA, IM | Compare (RA) to EXTS(IM), signed. a ia 35 
Results in CR[CRn], where n = BF. 
BF, 0, RA, RB | Compare (RA) to (RB), unsigned. 24-36 
Results in CR[CRn], where n = BF. 
BF, 0, RA, IM | Compare (RA) to ('°0 II IM), unsigned. 24-37 
Results in CR[CRn], where n = BF. 


[BF] RA, RB | Compare Logical Word. 24-36 
Use CRO if BF is omitted. 
‘Extended mnemonic for 
cmpl BF,0,RA,RB 
[BF] RA, IM _ | Compare Logical Word Immediate. 24-37 
Use CRO if BF is omitted. 
Extended mnemonic for 
cmpli BF,0,RA,IM 
[BF] RA, RB | Compare Word. 24-34 
Use CRO if BF is omitted. 
Extended mnemonic for 
cmp BF,0,RA,RB 
[BF] RA, 1M | Compare Word Immediate. 
Use CRO if BF is omitted. 
Extended mnemonic for 
cmpli BF,0,RA,IM ‘ 


|entizw =| RA, RS Count leading zeros in RS. | sf 24-88 
Place result in RA. CR[CRO] 


BT, BA, BB AND bit (CRga) with (CRgg). 24-39 
Place result in CRerz. 
BT, BA, BB AND bit (CRga) with —=(CRap). ee 40 
Place result in CRgz. 
Condition register clear. RE es 46 
Extended mnemonic for 
crxor bx,bx,bx 
creqv BT, BA, BB Equivalence of bit CRs, with CRap. Edens 41 
CRet —- =(CRea ® CRegp) 
bx, by Condition register move. ea 44 
Extended mnemonic for 
cror bx,by,by 
BT, BA, BB NAND bit (CRga) with (CRes). 24-42 
Place result in CRpr. 
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Table A-1. PPC405GP Instruction Syntax Summary (continued) 


Other Registers 
Operands Changed Page 
BT, BA, BB NOR bit (CRga) with (CRgp). ee 43 
Place result in CR. 
bx, by Condition register not. — 43 
Extended mnemonic for 
crnor bx,by,by 
BT, BA, BB OR bit (CRga) with (CRep). 24-44 
Place result in CRaz. 
BT, BA, BB OR bit (CRaa) with —(CRap). 24-45 
Place result in CRaz. 
Condition register set. 24-41 
Extended mnemonic for : 
creqv bx,bx,bx 
BT, BA, BB XOR bit (CRga) with (CRep). 24-46 
Place result in CR. 
RA, RB Speculatively establish the data cache block which 24-47 
contains the effective address (RAIO) + (RB). 
RA, RB Flush (store, then invalidate) the data cache block 
which contains the effective address (RAIO) + (RB). 
RA, RB Invalidate the data cache block which contains the 24-50 
effective address (RAIO) + (RB). 
RA, RB Store the data cache block which contains the 24-51 
effective address (RAIO) + (RB). 
RA, RB Load the data cache block which contains the effective 
address (RAIO) + (RB). 
RA,RB Load the data cache block which contains the effective 24-53 
address (RAIO) + (RB). 
RA, RB Zero the data cache block which contains the effective 24-54 
address (RAIO) + (RB). 
eres RB Invalidate the data cache congruence class 
associated with the effective address (RAIO) + (RB). 


lanl RT, RA, RB_ | Read either tag or data information from the data 24-57 
cache congruence class associated with the effective 
address (RAIO) + (RB). 
Place the results in RT. 


<=" RA, RB | Divide (RA) by (RB), signed. | s«f 4-5 
Place result in RT. — 
Sano On OV] 
a 
XER[SO, OV] 


=r RA, RB _| Divide (RA) by (RB), unsigned. | «24-60 
Place result in RT. a 
| XER[SO, OV] | OV] 


eed 
XER[SO, OV] 
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Table A-1. PPC405GP Instruction Syntax Summary (continued) 


Other Registers 
Operands Changed Page 


Storage synchronization. All loads and stores that 24-61 
precede the eieio instruction complete before any 

loads and stores that follow the instruction access 

main storage. 

Implemented as sync, which is more restrictive. 


— RA, RS, RB a Naar of (RS) with (RB). Ps 62 


(RA) < (RS) @ (RB) 


RA, RS, n, b 


a RS,n,b_ | Extract and left justify immediate. (n > 0) 
(RA)on-1 (RS) p:ben—t 
"9 
Extended mnemonic for 
rlwinm RA,RS,b,0,n-1 
Extended mnemonic for CR[CRO] 
rlwinm. RA,RS,b,0,n—1 
(RA)32-n:31 (RS) pont 
(RA)ost-n < 9°"0 
Extended mnemonic for 
Extended mnemonic for CR[CRO] 
rlwinm. RA,RS,b+n,32-n,31 
Ce Extend the sign of byte (RS)p4.31- | «4 24-63 
Place the result in RA. a 
fextsh. Place the resultinRA. CRICRO] 
RA, RB Invalidate the instruction cache block which contains 24-65 
the effective address (RAIO) + (RB). 
pe ee | RB Load the instruction cache block which contains the 24-63 
pee lst andes: meee) + (RB). 
RA, RB ae either tag or data nferviation from the 
instruction cache congruence class associated with 
the effective address (RAIO) + (RB). 
Place the results in ICDBDR. 
RA, RS, n,b | Insert from left immediate. (n > 0) 24-146 
(RA)p:ben-1 — (RS)o.n-1 
Extended mnemonic for 
rlwimi RA,RS,32—b,b,b+n-1 
Extended mnemonic for arate RO] 
rlwimi. RA,RS,32-b,b,b+n—1 
RA, RS, n,b_ | Insert from right immediate. (n > 0) 24-146 
(RA)p:ben-1 <— (RS)32-n:31 
Extended mnemonic for 
rlwimi RA,RS,32—b—n,b,b+n-1 
Extended mnemonic for 
rlwimi. RA,RS,32-b-n,b,b+n-1 


(RA)n31 <— 9% 
Extract and right justify immediate. (n > 0) 24-147 
rlwinm RA,RS,b+n,32-n,31 
fextsh =| RA, RS Extend the sign of halfword (RS)j6-31. | «24-64 
i RAB |[lnvaidate instruction cache. | «dT 
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Table A-1. PPC405GP Instruction Syntax Summary (continued) 


Update the base address, 
(RA) <— EA. 


Load halfword from EA = (RAIO) + (RB) and sign 
extend, 


fed Synchronize execution context by flushing the prefetch 24-70 

Feet eeeue 
with zeroes, 

RT, RA, RB__| Load byte from EA = (RAIO) + (RB) and pad left with 24-73 
zeroes, 
(RT) — 740 Il MS(EA,1). 
Update the base address, 
(RA) < EA. 

-_ a Load halfword from EA = (RAIO) + EXTS(D) and a» - 
(RT) <— EXTS(MS(EA,2)). 


Load address. (RA = 0) 
D is an offset from a base address that is assumed to 
be (RA). 
(RT) <— (RA) + EXTS(D) 
Extended mnemonic for 
addi RT,RA,D 
(RT) — 240 Il MS(EA,1). 
ee RA, RB_ | Load byte from EA = (RAIO) + (RB) and pad left with oe 74 
extend, 
on - — 7 
Update the base address, 


es ene) 

ie D(RA) Load byte from EA = (RAIO) + EXTS(D) and pad left 24- ina 
with zeroes, 
(RT) — 740 Il MS(EA,1). 
Update the base address, —- 
zeroes, 
pre ae < EXTS(MS(EA,2)). 

24-77 

(RA) < EA. 


Other Registers 
oat Changed Page 
aaah, D(RA) Load byte from EA = (RAIO) + EXTS(D) and pad left 24-72 
(RA) <— EA. 
pees ae < 749 || MS(EA,1). 
Load halfword from EA = (RAIO) + EXTS(D) and sign 
extend, 
RT, RA, RB 
oe RA, RB Load halfword from EA = (RAIO) + (RB) and sign | 78 
extend, 
(RT) — EXTS(MS(EA,2)). 
nt RA, RB Load halfword from EA = (RAIO) + (RB), then reverse al 79 


(RT) — EXTS(MS(EA,2)).: 
byte order and pad left with zeroes, 


(RT) — 10 || MS(EA+1,1) Il MS(EA,1). 


RT, D(RA) Load halfword from EA = (RAIO) + EXTS(D) and pad 24-80 
left with zeroes, 
(RT) — 180 Il MS(EA,2). 
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Table A-1. PPC405GP Instruction Syntax Summary (continued) 
with zeroes, 
RT, RA, RB _ | Load halfword from EA = (RAIO) + (RB) and pad left 
with zeroes, 
ae nal (RT) <— 180 Il MS(EA,2). 
addi RT,0,value 
addis RT,0,value 
RA is not altered unless RA = GPR(31). 
consecutive registers starting with RT, to 
Load consecutive bytes from EA=(RAIO)+(RB). 
Reinat < ((RT + CEIL(n/4) — 1) % 32). 
lf n=0, content of RT is undefined. 
Load word from EA = (RAIO) + (RB) then reverse byte 


Other Registers 
Operands ; Function Changed Page 
RT, D(RA) Load halfword from EA = (RAIO) + EXTS(D) and pad 
left with zeroes, 
(RT) — 180 11 MS(EA,2). 
Update the base address, 
(RA) < EA. 
(RT) — 180 Il MS(EA,2). 
Update the base address, 
Load immediate. 
(RT) <— EXTS(IM) 
Load immediate shifted. 
(RT) <— (IM |] *80) 
Load multiple words starting from 
EA = (RAIO) + EXTS(D). 
Load consecutive bytes from EA=(RAIO). 
Number of bytes n=32 if NB=0, else n=NB. 
ReINAL < ((RT + CEIL(n/4) — 1) % 32). 
GPR(0) is consecutive to GPR(31). 
Number of bytes n=XER[TBC]. 
Stack bytes into words in CEIL(n/4) 
GPR(0) is consecutive to GPR(31). 
RA is not altered unless RA = Rejnac- 
Load word from EA = (RAIO) + (RB) and place in RT, 
(RT) <— MS(EA,4). 
order, 
(RT) — MS(EA+3,1) Il MS(EA+2,1) II 


RT, RA, RB Load halfword from EA = (RAIO) + (RB) and pad left 
an (RA) < EA, 
Extended mnemonic for 
Extended mnemonic for 
Place into consecutive registers RT through GPR(31). 
Stack bytes into words in CEIL(n/4) 
RA is not altered unless RA = Reinac- 
consecutive registers starting with RT, to 
RB is not altered unless RB = Reiwat- 
Set the Reservation bit. 
- MS(EA+1,1) Il MS(EA,1). 
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Table A-1. PPC405GP Instruction Syntax Summary (continued) 


Other Registers 
Operands Changed Page 
RT, D(RA) Load word from EA = (RAIO) + EXTS(D) and place in 24-91 
RT, 
(RT) <— MS(EA,4). , ; 
RT, RA, RB Load word from EA = (RAIO) + (RB) and place in RT, 24-93 
(RT) <— MS(EA,4). 
(RA) <— EA. 
RT, RA, RB Load word from EA = (RAIO) + (RB) and place in RT, 24-94 
(RT) <— MS(EA,4). 


RT, D(RA) Load word from EA = (RAIO) + EXTS(D) and place in 24-92 
RT, 
(RT) <— MS(EA,4). 
Update the base address, 
(RA) < EA. 
Update the base address, 
|macchw | RT, RA, RB prodp.31 <— (RA)16:31 X (RB)o.15 signed 24-95 


[macchw. | tempo.32 <— prodg-3; + (RT) 
[macchwo eee 
CRICRO] 
XER[SO, OV] 
|macchws | RT,RA,RB | prodg.31 < (RA)j6:31 X (RB)o:15 signed | ss«*d' 24-986 
macchws. fomppae € prodoa +(AT) 
! rodg= A em en 
NRBeGAES: (RY) ARTO RT) 


else (RT) — temp. CR[CRO] 

eer XER[SO, OV] 
|macchwsu | RT,RA,RB | prodo.3 < (RA);6-31 X (RB)o.15 unsigned a 
/macchwsu. | tempo.32 < prodo:31 a (RT) CR[CRO] 
[ macchwsuo | (RT) — (tempy;32 Vv tempo) XER[SO, OV] 
CR[CRO] 
XER[SO, OV] 


Tmacchwa | AT, AA, AB | prodgax @ (PAsoar¥ (Bla unsigned «(aaa | 


Pmacchwu. _| teMpo-32 <— prodp-3; + (RT) CR[CRO 
(RT) <— tempy.g0 as eee 
Fmacchwuo | 7 i 
CRI[CRO] 

. XER[SO, OV] 
|machhw —[ RT, RA, RB prodg.45 < (RA)16:31 X (RB)o.15 Signed | ti(‘séd 4G 
Pmachhw. —_| temPo.32 < prodo,3 + (RT) CR[CRO] 
|machhwo | (AT) & tomPr:s2 XER[SO, Ov] 

CR[CRO] 
|machhws | RT, RA, RB | prody.3; < (RA)o:15 X (RB)o.15 Signed 
|machhws. | temMpo.32 < prodo-31 + (RT) 


if ((prodg = RT) A (RTo # tempy)) then 
(RT) — (RT || °'(4RTo)) 


(aca else (RT) <— tempj.30 yeneG OV] 
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Table A-1. PPC405GP Instruction Syntax Summary (continued) 


Other Registers 
Operands —=_ Page 


| machhwsu_| RT, RA, RB 


rmachfwi | RT, RA, RB 


macihws [AT RA, RB 


RT, RA, RB 


RT, RA, RB 


merf BF, BFA Move CR field, (CR[CRn]) — (CR[CRm)]) 
where m < BFA and n < BF. 


Move XER[0:3] into field CRn, where n<-BF. 


prodg.31 <— (RA)o.15 X (RB)p.15 unsigned 
temPo:32 <— prodo, 31t (RT) 
(RT) < (tempy.32 v *?tempo) 


prodo.31 < (RA)o-15 x (RB)o-15 unsigned 
temPo;32 < prodg-31 + (RT) 
(RT) — tempy.32 


prodo-31 < (RA) 46:31 x (RB)16:31 signed 
temPo;:32 <— prodg;3; + (RT) 
(RT) <— tempy.30 


prodg:31 < (RA)16:31 X (RB)16:31 Signed 

temPo:32 a :31 + (RT) 

if ((prody = RT). A (RT9 # temp,)) then 
(RT) — (RTo || 1(ARTp)) 

else (RT) — tempy-30 


prodo:31 < (RA)16;31 X (RB) 16:31 unsigned 
tempo:32 < prodo, 31, (RT) 
(RT) < (tempy.go V *?tempo) 


prodo.31 < (RA)16:31 X (RB) 16.31 unsigned 
temPo.32 < prodo.3; + (RT) 
(RT) <— temp}.30 


CR[CRn] <— (XER[SO, OV, CA)). 
(XER[SO, OV, CA]) < °0. 
ne Ss from CR to RT, 
ae < (CR). 


ae 
/XER[SO, OV] _| 
XER[SO, OV] 

rT SCS*«& 4102 
CR[CRO] 


—— 
moe es 
XER[SO, OV] 
PO 103 
RGR —", 
/XER[SO, OV] _| 
XER[SO, OV] 
| «24-104 
ack] — 
/XER[SO, OV] __ 
XER[SO, OV] 
ee 


Sc 
|XER[SO, OV] | OV] 


ee OV] 
ec 
XERISO,O |_| 


CR[CRO} 
XER[SO, OV] 


Pe le 107 


eee DCRN Move from DCR to RT, 24-110 
(RT) < (DCR(DCRN)). 
Move from MSR to AT, 24-111 
(RT) < (MSR). 
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Table A-1. PPC405GP Instruction Syntax Summary (continued) 


Other Registers 
Operands Changed Page 
RT 


mfccr0 Move from special purpose register (SPR) SPRN. 
mfctr Extended mnemonic for 

mfdac1 mfspr RT,SPRN 

mfdac2 See Table 25-2, “Special Purpose Registers,” on 
mfdear page 25-2 for listing of valid SPRN values. 
mfdber0 
mfdber1 
mfdbsr 
mfdccr 
mfdewr 
mfdvc1 
mfdvc2 
mfesr 
mfevpr 
mfiac1 
mfiac2 
mfiac3 
mfiac4 
mficcr 
mficdbdr 
mfir 
mfpid 
mfpit 
mfpvr 
mfsgr 
mfsler 
mfsprgO 
mfsprg1 
mfsprg2 
mfsprg3 
mfsprg4 
mfsprg5 
mfsprg6 
mfsprg7 
mfsrrO 
mfsrr1 
mfsrr2 
mfsrr3 


RT, SPRN Move from SPR to RT, 24-112 
(RT) <— (SPR(SPRN)). 

RT, TBRN Move from TBR to RT, 24-114 
(RT) <— (TBR(TBRN)). 


RT Move the contents of TBL into RT, 
(RT) < (TBL) 
Extended mnemonic for 
mftb RT,TBL 
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Table A-1. PPC405GP Instruction Syntax Summary (continued) 


Other Registers 
——— Changed Page 


Move the contents of TBU into RT, 
(RT) < (TBU) 

Extended mnemonic for 

mftb RT,TBU 


Move register. 

(RT) <— (RS) 
Extended mnemonic for 
or RT,RS,RS 
Extended mnemonic for 
or. RT,RS,RS 


Move to Condition Register. 
Extended mnemonic for 
mtcrf OxFF,RS 


mtcrf FXM, RS Move some or all of the contents of RS into CR as 
specified by FXM field, 
mask <— a {FXMo) I 4EXM, | eee || 
4(FXMe) || 4(FXMz). 
(CR)<((RS) A mask) v (CR) ~ —mask). 


DCRN, RS Move to DCR from RS, 
(DCR(DCRN)) < (RS). 
Move to MSR from RS, 
(MSR) < (RS). 
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Table A-1. PPC405GP Instruction Syntax Summary (continued) 


Other Registers 
——— Changed Page 


mtccr0 Move to SPR SPRN. 24-119 
mtctr Extended mnemonic for 

mtdac1 mtspr SPRN,RS 

mtdac2 

mtdbcr0 See Table 25-2, “Special Purpose Registers,” on 
mtdber1 page 25-2 for listing of valid SPRN values. 
mtdbsr 

mtdccr 

midear 
mtdewr ¥ 
mtdvct 

mtdvc2 

mtesr 

mtevpr 

mtlact 

mtiac2 

mtlac3 

mtlac4 

mticcr 

mticdbdr 

mtir 

mtpid 

mtpit 

mtpvr 

mtsgr 

mtsler 

mtsprg0 

mtsprg1 

mtsprg2 

mtsprg3 

mtsprg4 

mtsprg5 
mtsprg6 

mtsprg7 ; 

mtsrr0 

mtsrr1 

mtsrr2 

mtsrr3 

mtsuOr 

mttbl 

mttbu : 

mtter 

mttsr 
mtxer 

mtzpr 


SPRN, RS Move to SPR from RS, one 119 
(SPR(SPRN)) < (RS). 
pmulchw | RT,RA, RB | (RT)o:31 < (RA)16:31 X (RB)o:15 Signed BE cic 121 
frmulehw. | aC — 


RT, RA, RB | (RT)o-31 < (RA) 46-31 X (RB)o-15 unsigned | «24-122 


mucho. | 
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Table A-1. PPC405GP Instruction Syntax Summary (continued) 


Other Registers 
Operands Changed Page 


Pmulhhw | RT, RA, RB | (RT)o:91 — (RA)o-15 X (RB)o.15 Signed TS~S~C«w TG 


|mulhhwu | RT, RA, RB | (RT)o-31 © (RA)o:15 X (RB)o.45 unsigned En 24-124 
|muilhw =| RT, RA, RB | (RT)o-31 < (RA) 16:31 X (RB) 16:31 Signed Psd 24-127 
|mullhwu = [ RT, RA, RB | (RT)16-31 < (RA)16-31 X (RB)46.31 unsigned aca ——] 24-128 
mull 
|mulhw | RT, RA, RB__| Multiply (RA) and (RB), signed. P| 24-125 
ee | Place high-order result in RT. —" 
| prodo.g3 <- (RA) x (RB) (signed). 
(RT) <— prodp;31. 
ak RT, RA, RB | Multiply (RA) and (RB), unsigned. 


ec. 126 
Place high-order result in RT. — 
prodo.63 <- (RA) x (RB) (unsigned). 
a RA, IM Multiply (RA) and IM, signed. 24-129 
Place low-order result in RT. 
prody.47 <- (RA) x IM (signed) 
(RT) <— prodig.47 


a RA, RB Multiply (RA) and (RB), signed. fs 130 
Place low-order result in RT. — 


a prodo.63 <— (RA) x (RB) (signed). sare /XER{SO, OV] _| 
(RT) <— prodgo.¢3. 
ee 
. XER[SO, OV] 
}nand =| RA, RS, RB__| NAND (RS) with (RB). | sd 24131 
[nand. | Place result in RA. se 
Ineg =—s« | RT, RA Negative (twos complement) of RA. ps 24-182 
[neg (RT) < —(RA) +1 CR[CRO] 
[rego | [XERISO, OV] | 
SOM 
XER[SO, OV] 
[nmacchw =| RT,RA, RB | nprodg.31 < —((RA)16:31 X (RB)o:15) signed | sf 24-133 
[nmacchw. _ | temPo:32 <— nprodo.31 + (RT) a —— 
ramacchwo | pm nee [XERISO, OV] | 
CR[CRO] 
XER[SO, OV] 
|nmacchws | RT,RA,RB | nprodg.31 < —((RA) 16:31 X (RB)o:15) signed | «| 24-184 
[nmacchws. | Ge ] — a 2 + (RT) ‘ Laoag 
if ((nprody = A (RT9 4 tempy,)) then ER V 
[amacchweo_ (AT) (Ta SCAT peerSesOvie 
else (RT) < tempy.39 Saag 
XER[SO, OV] 
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Table A-1. PPC405GP Instruction Syntax Summary (continued) 


Other Registers 
Operands Changed Page 


[nmachhw | RT, RA, RB | nprodo.31 <— —((RA)p-45 X (RB)o-15) signed - an i; 135 


i tempo-32 <— nprodg.3; + (RT) . aa 
[Amachhwo | TAS OOD se 'XER|SO, OV] _| 


ae 
XER[SO, OV] 


Preferred no-op, triggers optimizations based on 24-142 
no-ops. 

Extended mnemonic for 

ori 0,0,0 


Ta RA, RS, RB | NOR (RS) with (RB). | «24-189 
Place result in RA. se 


ner RS Complement register. 24-139 
(RA) < —(RS) 
Extended mnemonic for 
nor RA,RS,RS 
tee mnemonic for CR[CRO] 
nor. tee RS,RS 


= RA, RS, RB | OR (RS) with (RB). | «24-140 


Place result in RA. CR[CRO} 
— RA, RS, RB | OR (RS) with —(RB). P4141 
Place result in RA. CR[CRO] 


oe RS, IM OR (RS) with ('°0 || 1M). 24-142 
Place result in RA. 

RA, RS, IM OR (RS) with (IM || '70). fee [aoe 
=n result in RA. 


Return from critical interrupt a 144 
(PC) <— (SRR2). 
(MSR) <— (SRR3). 
Return from interrupt. 24-145 
(PC) <— (SRRO). 
(MSR) <— (SRR). 
Rotate left word immediate, then insert according to a .- 146 
aera 
ec: 147 
ee! 
Ps 150 
4 


mask. 
r — ROTL((RS), SH) 

m <— MASK(MB, ME) 

(RA) <— (ra m) v ((RA) A =m) 
Rotate left word immediate, then AND with mask. 
r — ROTL((RS), SH) 

m < MASK(MB, ME) 

(RA) <— (ra m) 
Rotate left word, then AND with mask. 
r < ROTL((RS), (RB)27.31) 

m < MASK(MB, ME) - 

(RA) < (ra m) 
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oe A-1. PPC405GP Instruction Syntax Summary (continued) 


Other Registers 
Gaerne Changed Page 


Linone | 0 RS, RB | Rotate left. . 24-150 
(RA) <- ROTL((RS), (RB)z7-.31) 
Extended mnemonic for 
rlwnm RA,RS,RB,0,31 


Extended mnemonic for CR[CRO] 
rlwnm. RA,RS,RB,0,31 


heal RS, n Rotate left immediate. 24-147 
(RA) < ROTL((RS), n) 
Extended mnemonic for 
rlwinm RA,R§S,n,0,31 


Extended mnemonic for CR[CRO] 
rlwinm. RA,RS,n,0,31 


RA, RS, n Rotate right immediate. 24-147 
(RA) <— ROTL((RS), 32-—n) 
Extended mnemonic for 
rlwinm RA,RS,32-n,0,31 


Extended mnemonic for CR[CRO] 
rlwinm. RA,RS,32-n,0,31 
System call exception is generated. 24-151 
(SRR1) <— (MSR) 
(SRRO) < (PC) 
PC — EVPRo-15, II x‘OC00' 
(MSR[WE, PR, EE, PE, DR, IR]) <- 0 
sw RA, RS, RB__| Shift left (RS) by (RB) 27.3. | «2 152 
n <— (RB)o7-31, a 
r <— ROTL((RS), n). 
if (RB)og = oer m <— MASK(0, 31 —n) 
elsem ¢ 70, 
(RA) — ram. 
RA, RS, n Shift left immediate. (n < 32) 24-147 
(RA)o:31-n < (RS)p:31 
(RA)32-n:31 <- "0 
Extended mnemonic for _ . 
rlwinm RA,RS§,n,0,31-n 


Extended mnemonic for CR[CRO] 

rlwinm. RA,RS,n,0,31—n 
}sraw | RA, RS, RB_| Shift right algebraic (RS) by (RB)27.31. | sd 24-153 
9 a 


n <— (RB)z7.31. 
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r < ROTL((RS), 32 —n). 
if (RB)og = Othenm < MASK(n, 31) 
elsem < °0, 

Ss — (RS)o, 

‘| (RA) — (r A m) v (8s A =m). 
XER[CA] <— s A ((r A mm) #0). 


Table A-1. PPC405GP Instruction Syntax Summary (continued) 


Other Registers 
Operands Changed Page 
}srawi =| RA, RS, SH_| Shift right algebraic (RS) by SH. | s«* 24-184 
n <— SH. a 
r — ROTL((RS), 32 —n). 
m < MASK(n, 31). 
se (RS)o, 
(RA) — (r A m) v (8s A —m). 
XER[CA] < s A ((r A —m)#0). 
iswo RA, RS, RB | Shift right (RS) by (RB)27.3;. Pd 155) . 
n <— (RB)o27.31. aaca —— 
r + ROTL((RS), 32 —n). 
if (RB)og = Othenm <— MASK(n, 31) 
elsem < %0, 
(RA) —ram. 
RA, RS, n Shift right immediate. (n < 32) 24-147 
(RA)n:31 <— (RS)o:31-n 
(RA)o:n-1 <— "0 
Extended mnemonic for 
riwinm RA,RS,32-n,n,31 


Extended mnemonic for CR[CRO} 
rilwinm. RA,RS,32-n,n,31 

— D(RA) Store byte (RS)z,4.31 in memory at 24-156 
EA = (RAIO) + EXTS(D). 


fea D(RA) Store byte (RS)o4.3; in Memory at 24-157 
EA = (RAIO) + EXTS(D). 
Update the base address, 
(RA) <— EA. 

RS, RA, RB _ | Store byte (RS)24.3; in memory at 
EA = (RAIO) + (RB). 
Update the base address, 
(RA) <— EA. 


enue i RA, RB ae byte (RS)o4.3; in memory at 24-159 
= (RAIO) + (RB). 


RS, D(RA) Store halfword (RS)¥6-3; in memory at 
EA = (RAIO) + EXTS(D). 
Update the base address, 
(RA) <— EA. 
24-163 
Update the base address, 


foo D(RA) = halfword (RS)4¢6.3; in memory at 24-160 
EA = (RAIO) + EXTS(D). 
RS, RA, RB | Store halfword (RS)4¢.3; in memory at 
(RA) <— EA. 


ee RA, RB | Store halfword (RS)4¢.3; byte-reversed in memory at 24-161 
EA = (RAIO) + (RB). 
MS(EA, 2) <— (RS)24:31 Il (RS)16.23 
EA = (RAIO) + (RB). 

RS, RA, RB | Store halfword (RS)16.5; in memory at 24-164 
EA = (RAIO) + (RB). 
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Table A-1. PPC405GP Instruction Syntax Summary (continued) 


Other Registers 
Operands Changed Page 
RS, RA, NB __ | Store consecutive bytes in memory starting at 24- a 66 
EA=(RAIO). 
Number of bytes n=32 if NB=0, else n=NB. 
Bytes are unstacked from CEIL(n/4) 
consecutive registers starting with RS. 
GPR(0) is consecutive to GPR(31). 
RS, RA, RB_ | Store consecutive bytes in memory starting at 24-167 
EA=(RAI0)+(RB). 
Number of bytes n=XER[TBC]. 
consecutive registers starting with RS. 
GPR(0) is consecutive to GPR(31). 
Ee: ies D(RA) Store word (RS) in memory at ee ee walt aia 
EA = (RAIO) + EXTS(D). 
ali RA, RB_ | Store word (RS) byte-reversed in memory at ele i 
EA = (RAIO) + (RB). 
MS(EA, 4) <— (RS)z4:31 II (RS)46.23 Il 
(RS)er5 ll (RS)oz7 
only if reservation bit is set. 
if RESERVE = 1 then 
MS(EA, 4) <— (RS) 
RESERVE < 0 
else 
RS, D(RA) Store word (RS) in memory at 24-173 
EA = (RAIO) + EXTS(D). 
Update the base address, 
(RA) <— EA. 
RS, RA, RB | Store word (RS) in memory at 24-174 
EA = (RAIO) + (RB). 
Update the base address, 
(RA) < EA. , 
RS, RA, RB | Store word (RS) in memory at ete baie 
EA =(RAIO)+(RB). | 
RT, RA, RB | Subtract (RB) from (RA). Date 176 


RS, D(RA) Store consecutive words from RS through GPR(31) in a 165 
memory starting at 
EA = (RAIO) + EXTS(D). 
Bytes are unstacked from CEIL(n/4) 
RS, RA, RB_ | Store word (RS) in memory at EA = (RAIO) + (RB) 24-171 
(CR[CRO]) < 20 |] 1 || XERgo 
(CR[CRO}) <— 70 || 0 [I XER¢o, 
(RT) <— —(RB) + (RA) + 1. 


Extended mnemonic for 


subf RT,RB,RA 
Extended mnemonic for CR[CRO] 
subf. RT,RB,RA 
Extended mnemonic for XER[SO, OV] 
subfo RT,RB,RA : 
Extended mnemonic for CR[CRO] 
subfo. RT,RB,RA XER[SO, OV] 
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Table A-1. PPC405GP Instruction Syntax Summary (continued) 


Other Registers 
Operands Changed Page 


RT, RA, RB | Subtract (RB) from (RA). 
(RT) <— —(RB) + (RA) + 1. 
Place carry-out in XER[CA]. 
Extended mnemonic for 
subfc RT,RB,RA 


‘| Extended mnemonic for ee 
subfc. RT,RB,RA 
Extended mnemonic for eee OV] 
subfco RT,RB,RA 
Extended mnemonic for CR[CRO] 
subfco. RT,RB,RA XER[SO, OV] 
}subf =| RT, RA, RB__| Subtract (RA) from (RB). | «dd 24-176 
| (RT) <— (RA) + (RB) + 1. a 


|XER[SO, OV] | OV] 
eee J 
sy OV] 


(RT) < —(RA) + (RB) + 1. aR 
Place carry-out in XER[CA). | XER[SO, OV] | OV] 


EEO OM 
XER[SO, ey 
RT, RA, RB | Subtract (RA) from (RB) with carry-in. 


(RT) <— —(RA) + (RB) + XER[CA]. SCR —— 
Place carry-out in XER[CA]. 'XERISO, OV] Ov] 


bia 

XER[SO, OV] 
RT, RA, IM Subtract (RA) from EXTS(IM). 24-179 
(RT) <— —(RA) + EXTS(IM) + 1. 
Place carry-out in XER[CA]. 


fsubfme =| RT, RA, RB | Subtract (RA) from (-1) with carry-in. | «24-180 


(RT) — —(RA) + (—1) + XER[CA]. — 
Place carry-out in XER[CA]. SERB OT OV] 


ee 
XER[SO, OV] 


|subfze =| RT, RA, RB | Subtract (RA) from zero with carry-in. | sS~*é«d' 2418 


|subfe =| RT, RA, RB__| Subtract (RA) from (RB). 


(RT) <— —(RA) + XER[CA]. saicR —— 
Place carry-out in XER[CA]. |XER[SO, OV] | OV] 


eo 
XER[SO, OV] 


RT, RA, IM Subtract EXTS(IM) from (Ney 24-9 
Place result in RT. 
Extended mnemonic ‘a 
addi RT,RA,-IM 
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Table A-1. PPC405GP Instruction Syntax Summary (continued) 


Other Registers 
Operands Changed Page 
RT, RA, IM Subtract EXTS(IM) from (RA). 24-10 
Place result in RT. 
Place carry-out in XER[CA]. 
Extended mnemonic for 
addic RT,RA,-IM 
RT, RA, IM Subtract EXTS(IM) from (RA). CR[CRO] 24-11 
Place result in RT. 
Place carry-out in XER[CA]. 
Extended mnemonic for 
addic. RT,RA,-IM 
RT, RA, IM Subtract (IM || "°0) from (RAIO). 
Place result in RT. 
Extended mnemonic for 
addis RT,RA,-IM 


Synchronization. All instructions that precede sync 
complete before any instructions that follow syne 
begin. 

When sync completes, all storage accesses initiated 
prior to syne will have completed. 


All TLB entries are invalidated and become 
unavailable for translation by clearing the valid (V) bit 
in the TLBHI portion of each TLB entry. The rest of the 
TLB fields unmodified. 


RT, RA,WS_ | If WS =0: 
Load TLBHI of the selected TLB entry into RT. 
Load PID with the contents of the TID field of the 
selected TLB entry. 
(RT) <— TLBHI[(RA)] 
(PID) <— TLB[(RA)Inp 
If WS = 1: 
Load TLBLO portion of the selected TLB entry into RT. 
(RT) <- TLBLO[(RA)] 
ue Load TLBHI of the selected TLB entry into RT. 


Load PID with the contents of the TID field of the 
at - 


selected TLB entry. 
(RT) <- TLBHI[(RA)] 
(PID) <— TLB[(RA)}rip 
Extended mnemonic for 
tlbre RT,RA,O 
Load TLBLO of the selected TLB entry into RT. 
(RT) — TLBLO[(RA)] 

Extended mnemonic for 
. tlbre RT,RA,1 
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Table A-1. PPC405GP Instruction Syntax Summary (continued) 
Other Registers 
Operands Changed Page 
RT,RA,RB Search the TLB for a valid entry that translates the EA. 24-186 
EA = (RAIO) + (RB). 
If found, 
(RT) <— Index of TLB entry. 
If not found, 
(RT) Undefined. 
If found, CRICRO]it.ets0 
(RT) <— Index of TLB entry. 
CR[CRO]eq < 1. 
If not found, 
(RT) Undefined. 
tlbsync tlbsync does not complete until all previous TLB- 24-187 
update instructions executed by this processor have 
been received and completed by all other processors. 
For the PPC405GP, tlbsync is a no-op. 
RS,RAWS |lIfWS=0:_. 24-188 
Write TLBHI of the selected TLB entry from RS. 
Write the TID field of the selected TLB entry from the 
PID register. 
TLBHI[(RA)] <— (RS) 
TLB[(RA)]}tip <— (PID)24-31- . 
If WS = 1: 
Write TLBLO portion of the selected TLB entry from — 
RS. 
TLBLO[(RA)] < (RS) - 
RS, RA Write TLBHI of the selected TLB entry from RS. 24-188 
Write the TID field of the selected TLB entry from the 
PID register. 
TLBHI[(RA)] < (RS) 
TLB[(RA)]tin < (PID) 24-31 
Extended mnemonic for 
tlbwe RS,RA,O 
wind ae 


Write TLBLO of the selected TLB entry from RS. 
TLBLO[(RA)] < (RS) 

Extended mnemonic for 

tlbwe RS,RA,1 
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Table A-1. PPC405GP Instruction Syntax Summary (continued) 


Other Registers 
Operands Changed Page 


Trap unconditionally. 24-190 
Extended mnemonic for 
tw 31,0,0 

RA, RB Trap if (RA) equal to (RB). 

Extended mnemonic for 
tw 4,RA,RB 

Trap if (RA) greater than or equal to (RB). 
Extended mnemonic for 
tw 12,RA,RB 

Trap if (RA) greater than (RB). 
Extended mnemonic for 
tw 8,RA,RB 

Trap if (RA) less than or equal to (RB). 
Extended mnemonic for 
tw 20,RA,RB 

Trap if (RA) logically greater than or equal to (RB). 
Extended mnemonic for 
tw 5,RA,RB 

Trap if (RA) logically greater than (RB). 
Extended mnemonic for 
tw 1,RA,RB 

Trap if "Beene genonct | logically less than or equal to (RB). 
Extended mnemonic for 
tw 6, "Beene genonct | RB 

Trap if (RA) logically less than (RB). 
Extended mnemonic for 
tw 2,RA,RB 

twing Trap if "Chenad anemone | logically not greater than (RB). 

Extended mnemonic for 
tw "Chenad anemone | RA,RB 

Trap if (RA) logically not less than (RB). 
Extended mnemonic for 
tw 5,RA,RB 

Trap if (RA) less than (RB). 
Extended mnemonic for 
tw 16,RA,RB 

Trap if (RA) not equal to (RB). 
Extended mnemonic for 
tw 24,RA,RB 

Trap if (RA) not greater than (RB). 
Extended mnemonic for 
tw 20,RA,RB . 

Trap if (RA) not less than (RB). 
Extended mnemonic for 
tw 12,RA,RB 


TO, RA, RB | Trap exception is generated if, comparing (RA) with 24-190 
(RB), any condition specified by TO is true. 
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Table A-1. PPC405GP Instruction Syntax Summary (continued) 


Other Registers 
Operands Changed Page 


RA, IM Trap if (RA) equal to EXTS(IM). 24-193 

Extended mnemonic for 
wi 4,RA,IM 

Trap if (RA) greater than or equal to EXTS(IM). 
Extended mnemonic for 
twi 12,RA,IM 

Trap if (RA) greater than EXTS(IM). 
Extended mnemonic for 
twi 8,RA,IM 

Trap if (RA) less than or equal to EXTS(IM). 
Extended mnemonic for 
twi 20,RA,IM 

Trap if (RA) logically greater than or equa! to 

EXTS(IM). 
Extended mnemonic for 
wi 5,RA,IM 

Trap if (RA) logically greater than EXTS(IM). 
Extended mnemonic for 
twi 1,RA,IM 

Trap if (RA) logically less than or equal to EXTS(iM). 
Extended mnemonic for 
twi 6,RA,IM 

Trap if (RA) logically less than EXTS(IM). 
Extended mnemonic for 
twi 2,RA,IM 

Trap if (RA) logically not greater than EXTS(!M). 
Extended mnemonic for 
twi 6,RA,IM 

Trap if (RA) logically not less than EXTS(IM). 
Extended mnemonic for 
twi 5,RA,IM 

Trap if (RA) less than EXTS(IM). 
Extended mnemonic for 
twi 16,RA,IM 

Trap if (RA) not equal to EXTS(IM). 
Extended mnemonic for 
twi 24,RA,IM 

Trap if (RA) not greater than EXTS(IM). 
Extended mnemonic for 
twi 20,RA,IM 

Trap if (RA) not less than EXTS(IM). 
Extended mnemonic for 
twi 12,RA,IM 


TO, RA, IM Trap exception is generated if, comparing (RA) with ae 193 
EXTS(IM), any condition specified by TO is true. 

[RS | Write value of RS;. to MSR[EE]. SES cin 24-196 

_[E [Wie vaiue of to MSRIEE} [~«*at97 


A-32 PPC405GP User’s Manual Preliminary 


Table A-1. PPC405GP Instruction Syntax Summary (continued) 


Other Registers 
Operands Changed Page 


a RA, RS, RB | XOR (RS) with (RB). eo: 


Place result in RA. eaGRE-—— 

yor RS, IM XOR (RS) with (°°0 || IM). 24-199 
Place result in RA. 

RA, RS, IM XOR (RS) with (IM || 24-200 
Place result in RA. 


A.2__ Instructions Sorted by Opcode 


All instructions are four bytes long and word aligned. All instructions have a primary opcode field 
(shown as field OPCD in Figure A-1 through Figure A-9, beginning on page A-44) in bits 0:5. Some. 
instructions also have a secondary opcode field (shown as field XO in Figure A-1 through Figure A-9). 
PPC405GP instructions, sorted by primary and secondary opcode, are listed in Table A-2. 


The “Form” indicated in the table refers to the arrangement of valid field combinations within the four- 
byte instruction. See “Instruction Formats,” on page A-41, for the field layouts of each form. 


Form X has a 10-bit secondary opcode field, while form XO uses only the low-order 9-bits of that field. 
Form XO uses the high-order secondary opcode bit (the tenth bit) as a variable; therefore, every 
form XO instruction really consumes two secondary opcodes from the 10-bit secondary-opcode 
space. The implicitly consumed secondary opcode is listed in parentheses for form XO instructions in 
the table below. 


Table A-2. PPC405GP Instructions by Opcode 


Primary| Secondary 
—— — Operands Page 
ttwi { TOVRAVIM RA, IM | 24-193] 193 


eo] -—F Rr RT, RA, RB oa 124 


cre _ : ; 


ee ee RT, RA, RB fil 123 
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Table A-2. PPC405GP Instructions by Opcode (continued) 


Primary| Secondary 
Opcode| Opcode Operands Page 


A =| 
i 108 (620) | XO aa" RA, RB 24-100 
oa 110 (622) |XO cis RA, RB 24-136 


ar RT, RA, RB 24- Pe 


au 140 (652) aa =a ne — RA, RB ai 98 


eS RT, RA, RB 24- ileal 


ina ions 

174 (686) a= [nmacchw —_| AT, RA, RB 24-133 
a 

[ES |macchwsu _| RT, RA, RB 24-101 
wl 

a RT, RA, RB 24-96 

eae 

[macchwso. | 


238 (750) | XO |nmacchws | RT, RA, RB 24-134 
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Table A-2. PPC405GP Instructions by Opcode (consued) 


Primary| Secondary 
. aa Operands Page 


a ee RT, RA, RB (ies 128 


Tr 396 (908) el == em — RA, RB ae 106 


rare aca r— RT, RA, RB 24- Fe 


cui 428 (940) aan RT, RA, RB aa 103 


430 (942) Pesce RA, RB 24-137 


4 492 (972) | XO |macihws —_| RT, RA, RB 24-104 


BSS 


460 (1004) | XO RT, RA, RB 24-105 


4 494 (1006) | XO RT, RA, RB 24-138 


[amacihweo 
ee 
S| [oJ sutte [aM Y2at78 
fo [emer [BF 0. RAT 
A 
2 


ji2 {DT faddic 

a ee Cee ee 

el pees eee (eee 

a ee Coe ee 

rt he _ = 
La 
EC eae 
ceed 

ee jee 


pa 
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Table A-2. PPC405GP Instructions by Opcode (continued) 


Primary| Secondary) 
Opcode; Opcode Operands Page 


| | mas 


— eS et 


is [| __ formar BBB aS 


xe [tet 

ji [ a Pt eran aa B28 
a a 2 
[tes [xt encore 2 
78 [225 [xt___[emand | BT, BA, BB 
ye [267 [xt eran | B1, BA, BB 
ie [280 [Xt fereqy BT. BA, BB 
re [a7 xt eros Ys 5a 
19 [449 [Xt_[eror | B1, BA BB 


al a a 

a ee 
iain | 

a 
feels = 

em 
ifwnm. | 


aon SI fae 
5 [ors ASM 2a 
28 [|B | xori | RA, FS,IM____[ 2400] 
a7 [____ |B ____[xoris [RA FS,IM____[ 24200] 
aan ASST | 
eo [andi [RA FS,IM ‘| 248 | 
See oe ee 

xX __ [tw |70, RA RB_—_—[ 24-180 


cal ; (520) = AT. RA, RB 24- = 


PPC405GP User’s Manual Preliminary 


Table A-2. PPC405GP Instructions by Opcode (continued) 


Primary| Secondary 
_— Opcode Operands Page 


10 (522) | RA, RB 24-7 
a=— 


= RT, RA, RB 24- Fae 
= a 
ae 


Twarx [RT RA, FB 
fIwzx =| RT, RA, RB 24-94 


EL: 


cmp! = || BF,0,RA,RB ‘| 24-36 | 
Fe - (552) aa e a rae — RA, RB a 176 
a RA, RB 24-53 

flwzux | RT, RA, RB | 24-93 | 


a oe 
——— cake ie 


le PX [mimer RT Ea 7 
a RARE 
fIbzx =| RT, RA, RB 


ian et RA 24-132 
31 | 119 


tar RA, RB 24-73 


baa Pe RA, RS, RB 24-139 


RSs | 24-196 | 


aa : =a 7 


Preliminary Instruction Summary A-37 


A-38 


Table A-2. PPC405GP Instructions by Opcode (continued) 


Primary| Secondary 
— Opcode Operands Page 


138 (650) | XO RT, RA, RB 24-8 
jadde. 
= 


Ca ee Sn a 
a an 

a 
Cees aes Coe 5, RAF 


= [Es | 24-197] 
—————EEE RA, RB Bald | 24-174) 


ae 
ian =| 7 
= 
202 (714) | XO }addze =| RT, RA 24-14 
|addzeo 
}stbx  ==|RS,RA,RB_s*| 24-159] 
in a |subfme —_| RT, RA, RB 24-180 
= 
|subfmeo 
234 (746) RT, RA 24-13 
Facies 
one 
cre 
st 


246 [debtst ~ | RA, RB 24- | 24-53 | 


Se —o Sd 

ficbht «832 = | RA,RB RB | 24-66 | 66 

ee er im A = RB cad 6 
7a — 


[debt =8=©6 [RA,RB RB 24- | 24-51 | 


ec eo 


PPC405GP User’s Manual Preliminary 


Table A-2. PPC405GP Instructions by Opcode (continued) 


Primary} Secondary 
—— ben Operands Page 


31311 [Xs fInzux ss { RT,RA,RB |RT,RA,RB RA, RB | 24-82 | 82 


323 XFX RT, DCRN 24-110 
st aa — eet 
[RESPRN | 


fthax RT, RA, RB 24-78 
C25 
RT, TBRN 7 


ES 


aso ter os a 
31 454 IX | 


EL CC Cc 
459 (971) | XO See RA, RB oa 60 
a ta [SPRN,RS- | 24- | 24-119] 

— 470 — RB Ear 50 
oe |RT,RA,RB | RA, RB | 24-57 | 57 
jan a 
ae xt fo ——— BF [24-108] 


rear s88 [Xue RAR —«feee7 
ES A 


X Loa RS, RB 24-155 
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Table A-2. PPC405GP Instructions by Opcode (continued) 


Primary| Secondary 

Sree] owee’| rm | nnnonc | opwants | eae 

ar [eee XT stworx [RSA RB [24770 

st [725 |X stewi|RSRANB [24-166 

FS Ca (2 
Ei aR a EL 


31 — Ps 61 


z x [sine [RS RAAB [ae 
24-64 


Ee a GL) 24-82 
[tee A) 
se | toa RAY 
a 
7 | [sta SDR) 217 
EC  ) 
Ee 
a CG 
a a 
et eae (eee =e 2) 
a 


AS, (RA) 


‘mw [RTD(RA)—___—* 284 | 
Co A 
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A.3 Instruction Formats 


Instructions are four bytes long. Instruction addresses are always word-aligned. 


Instruction bits 0 through 5 always contain the primary opcode. Many instructions have an extended 
opcode in another field. Remaining instruction bits contain additional fields. All instruction fields 
belong to one of the following categories: 


* Defined 


These instructions contain values, such as opcodes, that cannot be altered. The instruction format 
diagrams specify the values of defined fields. 


e Variable 


These fields contain operands, such as GPR selectors and immediate values, that can vary from 
execution to execution. The instruction format diagrams specify the operands in the variable fields. 


*. Reserved 


Bits in reserved fields should be set to 0. In the instruction format diagrams, /, //, or /// indicate 
reserved fields. 


If any bit in a defined field does not contain the expected value, the instruction is illegal and an illegal 
instruction exception occurs. If any bit in a reserved field does not contain 0, the instruction form is 
invalid; its result is architecturally undefined. The PPC405GP executes all invalid instruction forms 
without causing an illegal instruction exception. 


A.3.1 Instruction Fields 


PPC405GP instructions contain various combinations of the following fields, as indicated in the 
instruction format diagrams that follow the field definitions. Numbers, enclosed in parentheses, that 
follow the field names indicate bit positions; bit fields are indicated by starting and stopping bit 
positions separated by colons. 

AA (80) Absolute address bit. 


0 The immediate field represents an address relative to the current instruction 
address (CIA). The effective address (EA) of the branch is either the sum of the LI 
field sign-extended to 32 bits and the branch instruction address, or the sum of the 
BD field sign-extended to 32 bits and the branch instruction address. 


1 The immediate field represents an absolute address. The EA of the branch is 
either the LI field or the BD field, sign-extended to 32 bits. 


BA (11:15) Specifies a bit in the CR used as a source of a CR-logical instruction. 
BB (16:20) Specifies a bit in the CR used as a source of a CR-logical instruction. 


BD (16:29) An immediate field specifying a 14-bit signed twos complement branch displacement. 
This field is concatenated on the right with Ob00 and sign-extended to 32 bits. 


BF (6:8) Specifies a field in the CR used as a target in a compare or merf instruction. 
BFA (11:13) | Specifies a field in the CR used as a source in a merf instruction. 


BI (11:15) Specifies a bit in the CR used as a source for the condition of a conditional branch 
instruction. 
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BO (6:10) 


BT (6:10) 
D (16:31) 


DCRN (11:20) 
FXM (12:19) 
IM (16:31) 

LI (6:29) 


LK (31) 


MB (21:25) 
ME (26:30) 


NB (16:20) 
OPCD (0:5) 


OE (21) 


RA (11:15) 
RB (16:20) 
Re (31) 


RS (6:10) 
RT (6:10) 
SH (16:20) 
SPRF (11:20) 
TO (6:10) 
XO (21:30) 


Specifies options for conditional branch instructions. See “BO Field on Conditional 
Branches” on page 3-35. 


Specifies a bit in the CR used as a target as the result of a CR-Logical instruction. 


Specifies a 16-bit signed twos-complement integer displacement for load/store 
instructions. 


Specifies a device control register (DCR). 
Field mask used to identify CR fields to be updated by the mterf instruction. 
An immediate field used to specify a 16-bit value (either signed integer or unsigned). 


An immediate field specifying a 24-bit signed twos complement branch displacement; 
this field is concatenated on the right with b'00' and sign-extended to 32 bits. 


Link bit. 


0 Do not update the link register (LR). 
1 Update the LR with the address of the next instruction. 


Mask begin. 

Used in rotate-and-mask instructions to specify the beginning bit of a mask. 
Mask end. 

Used in rotate-and-mask instructions to specify the ending bit of a mask. 
Specifies the number of bytes to move in an immediate string load or store. 


Primary opcode. Primary opcodes, in decimal, appear in the instruction format 
diagrams presented with individual instructions. The OPCD field name does not 
appear in instruction descriptions. 


Enables setting the OV and SO fields in the fixed-point exception register (XER) for 
extended arithmetic. 


A GPR used as a source or target. 
A GPR used as a source. 
Record bit. 


0 Do not set the CR. 
1 Set the CR to reflect the result of an operation. 


See “Condition Register (CR)” on page 3-12 for a further discussion of how the CR 
bits are set. 


A GPR used as a Source. 

A GPR used as a target. 

Specifies a shift amount. 

Specifies a special purpose register (SPR). 


Specifies the conditions on which to trap, as described under tw and twi instructions. 


' Extended opcode for instructions without an OE field. Extended opcodes, in decimal, 


appear in the instruction format diagrams presented with individual instructions. The 
XO field name does not appear in instruction descriptions. 
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XO (22:30) Extended opcode for instructions with an OE field. Extended opcodes, in decimal, 
appear in the instruction format diagrams presented with individual instructions. The 
XO field name does not appear in instruction descriptions. 


A.3.2 Instruction Format Diagrams 


The instruction formats (also called “forms”) illustrated in Figure A-1 through Figure A-9 are valid 
combinations of instruction fields. Table A-2 on page A-33 indicates which “form” is utilized by each 
PPC405GP opcode. Fields indicated by slashes (/, //, or ///)) are reserved. The figures are adapted 
from the PowerPC User Instruction Set Architecture. 
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A.3.2.1 |-Form 


a 


0 6 31 


Figure A-1. I Instruction Format 


A.3.2.2 B-Form 


6 11 16 30 


Figure A-2. B Instruction Format 


0) 
Figure A-3. SC Instruction Format 


A.3.2.4 D-Form 


Figure A-4. D Instruction Format 
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A.3.2.5 X-Form 


Figure A-5. X Instruction Format 


Figure A-6. XL Instruction Format 
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A.3.2.7 XFX-Form 


Figure A-8. XO Instruction Format 


Figure A-9. M Instruction Format 
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Appendix B. Instructions by Category 


Chapter 24, “Instruction Set,” contains detailed descriptions of the instructions, their operands, and 
notation. 


Table B-1 summarizes the instruction categories in the PPC405GP instruction set. The instructions 
within each category are listed in subsequent tables. 


Table B-1. PPC405GP Instruction Set Functional Summary 


Storage Reference 


add, subtract, negate, multiply, divide, and, andec, or, orc, xor, nand, nor, xnor, sign 
extension, count leading zeros, multiply accumulate 

rotate and insert, rotate and mask, shift left, shift right 

invalidate, touch, zero, flush, store, read 


Interrupt Control write to external interrupt enable bit, move to/from MSR, return from interrupt, 
return from critical interrupt ; 

Processor Management | system call, synchronize, trap, move to/from DCRs, move to/from SPRs, move 
to/from CR 


B.1 Implementation-Specific Instructions 


To meet the functional requirements of processors for embedded systems and real-time applications, 
the PPC405GP defines the implementation-specific instructions summarized in Table B-2. 


(RAIO) + (RB). 
ficcci = RA, RB Invalidate instruction cache. a 24-67 


Table B-2. Implementation-specific Instructions 
Read either tag or data information from the data 
| RA, RB Read either tag or data information from the _ 24-68 


Other Registers 
Operands Changed Page 
cache congruence class associated with the EA 
instruction cache congruence class associated with 
Preliminary Instructions by Category B-1 


RA, RB Invalidate the data cache congruence class 24-56 
associated with the effective address (EA) 
dcread RT, RA, RB 24-57 
(RAIO) + (RB). 
Place the results in RT. 
the EA (RAIO) + (RB). 
Place the results in ICDBDR. 


Table B-2. Implementation-specific Instructions (continued) 


Other Registers 
Operands Changed Page 


|macchw | RT, RA, RB prodo. +34 < ( (RA) )16: 31 X (RB)p: 15 signed P| 2M 95 
tempo,32 < prodo.34 + (RT) 
(RT) — tempy:32 


a 
/XER[SO, OV] | /XER[SO, OV] | 


CRICRO] 
XER[SO, OV] . 


RT, RA, RB prodo:34 - (RA) 46:31 X (RB)o-45 signed | | 24-96 
tempo.32 < prodo.31 + (RT) 

if ((prodg = FT 9)“ (RT, # temp,)) then 
(RT) < (RT9|| °'(4RTo)) 


else (RT) <- tempj.30 


a 
/XER[SO, OV] OV] 


Eo 
XER[SO, OV] 


| 24-97 


RT, RA, RB prodo. 34 — (RA) 46: +31 X (RB )osts unsigned 
tempo.32 <— prodo; sit (RT 
(RT) < (tempy.32 v 92tempo) 


ae 
/XER[SO, OV] | OV] 


PERE OM 
ae Ov 


RT, RA, RB | prodg-31 < (RA) 16-31 X (RB)o.15 unsigned 
tempo-32 < prodg.34 + (RT) 


(RT) <— tempy.g0 


a 
pens. | 
Sexsoon |_| 
XER[SO, OV] 


RT, RA, RB prodo.15 = (RA)46:31 Xx (RB)o.45 signed a: 99 
temPo;32 < prodg.31 + (RT) 
(RT) € tempj.g0 a 
/XER[SO, OV] | OV] 


ees 
XER[SO, OV] 


RT, RA, RB prodo:31 - (RA)o-45 X (RB)o-15 signed 
teMPo-32 <— prodg.31 + (RT) 

if ((prodg = RTo) A (RTg # temp,)) then 
(RT) <— (RTo || °'(4RT9)) 

else (RT) = temp4.30 


fs Bet 00 


a 
/XER[SO, OV] | Ov] 


Sea 
XER[SO, OV] 


RT, RA, RB | prodg-31 < (RA)po-45 X (RB)po.45 unsigned 


tempo-32 < prodg.31, + (RT) 
/machhwsu. | (RT) <— (tempy.g2 v **tempo) 


| machhwsuo | 
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| | 2-101 


eee 
| XER[SO, OV] | Ov] 


PERES 
XER[SO, OV] 


Table B-2. Implementation-specific Instructions (continued) 
Other Registers 


|machhwu —_| RT, RA, RB | prodg.31 — (RA)o-15 X (RB)o-15 unsigned aes 24-102 
tempo. 32 — prodo. 34 + (RT) CRICRO 
een fencer | 
XER[SO, OV] Aaa 
CR[CRO] 
XER[SO, OV] 
RT, RA, RB | prodg.3; < (RA) 46-31 X (RB) 46-31 signed Pe 103 


temPo.32 <— prodo.31 + (RT) 
(RT) <— temp}.g9 a 


| XER[SO, OV] "| OV] ° 


CRICRO] 
aa OV] 


RT, RA, RB | prodo.3; < (RA) 16:31 X (RB) 16.31 Signed 
teMPo.32 <— prodo.3; + (RT. 
if ((prodg = RT) A (RTg # temp})) then 
(RT) < (RT9 || °'(4RTo)) 


else (RT) <— tempy.30 PERE OM 
ss OV] 


RT, RA, RB prodo. +34 << (RA); 6: 31 X (RB)46:31 unsigned 


tempo:g2 < Prodg.a1 + (AT) a 


/XER[SO, OV] | OV] 


XER[SO, OV] 
RT, RA, RB | prodo.31 < (RA)16.31 X (RB) 16.31 unsigned P| 24-106 | 
(RT) <— temp4.30 
Enso. | 


emsoon | 
XER[SO, OV] 
RT, RA, RB | (RT)o.31 < (RA) 46:31 X (RB)o-15 signed Poth 24-121 
ma 
RT, RA, RB | (RT)o.31 < (RA)+6-31 X (RB)o-15 unsigned hs 24-122 
a on iil 
— RA, RB | (RT)o.31 < (RA)o-15 X (RB)o-15 Signed ae 24-123 
nn 


ene RA, RB | (AT)o:31 < (RAo-15 X (RB)o-15 unsigned ee 24-124 
CRICRO} 
RT,RA, RB | (RT)o-31 < (RA)+6-31 X (RB) 46:31 Signed fe 


(RT) < (tempy.3o Vv tempo) 
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Table B-2. Implementation-specific Instructions (continued) 


Other Registers 
Operands Changed Page 


|mullhwu | RT, RA, RB (RT) 46; 31 <— (RA)o: 45 X (RB) 46: +34 unsigned Pe 128 


a a 
[nmacchw | FT, RA, RB | nprodo.3 < —((RA)46-31 X (RB)o-15) signed aaa 
a 


tempo.32 < nprodg.31 + (RT) 
(RT) <— tempy.32 

XER[SO, /XERISO, OV] | 
CR[CRO] 


XER[SO, ee 


24-133 


RT, RA, RB | nprodg.31 <— -((RA) 46:31 X (RB)o-15) signed 
tempo-39 <— eet -31 + (RT) 

if ((nprody = sh A (RTo # temp;)) then 
(RT) — (RTo|l °'(4RT)) 


else (RT) — tempy.30 


Penge OM 
XER{SO, eee 


Hnmachhw — | FT, RA, RB | nprodo.3, < -((RA)o-15 X (RB)o:15) signed 
tempo.32 <— Nprodo:31 + (RT) 


(RT) <— temp;.30 


RT, RA, RB | nprodo.31 < -((RA)o:15 x (RB)o-15) signed 
tempo.32 <— ee .31 + (RT 

if ((Nprody = in) A (RTo # temp,)) then 
(RT) <— (RT || °'(4RTo)) 

else (RT) <— temp.30 


RT, RA, RB | nprodo.31 <— -((RA) 46.31 X (RB) 46.31) signed 
temPo.32 <— nprodo:31 + (RT 


(RT) <— tempy.32 


pene. OM 
XER[SO, eee 


|nmacihws | FT, RA, RB | nprodo-34 <— -((RA)16:31 X (RE)s6:a1) signed 
tempo:32 — ae 31 + (RT. 

if ((Nprody = RT) A (RT9 # temp,)) then 
(RT) — (RT || °!(4RT9)) 

else (RT) < tempj.30 


|XER[SO, Ov] _| |XER[SO, Ov] _| 


CR[CRO] 
XER[SO, OV] 
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B.2 Instructions in the IBM PowerPC Embedded Environment 


To meet the functional requirements of processors for embedded systems and real-time applications, 
the IBM PowerPC Embedded Environment defines instructions that are not part of the PowerPC 
Architecture. 


Table B-3 summarizes the PPC405GP instructions in the PowerPC Embedded Environment. 


Table B-3. Instructions in the IBM PowerPC Embedded Environment 


Other Registers 
Operands Changed Page 

RA, RB Speculatively establish the data cache block which 24-47 
contains the EA (RAIO) + (RB). 

RA, RB Flush (store, then invalidate) the data cache block 24-49 
which contains the EA (RAIO) + (RB). 

RA, RB Invalidate the data cache block which contains the EA 24-50 
(RAIO) + (RB). 

RA, RB Store the data cache block which contains the EA 24-51 
(RAIO) + (RB). 

RA, RB Load the data cache block which contains the EA 24-52 
(RAIO) + (RB). 

RA,RB Load the data cache block which contains the EA 24-53 
(RAIO) + (RB). 

RA, RB Zero the data cache block which contains the EA 
(RAIO) + (RB). 
Storage synchronization. All loads and stores that 24-61 
precede the elelo instruction complete before any 
loads and stores that follow the instruction access 
main storage. 
Implemented as syne, which is more restrictive. 

RA, RB Invalidate the instruction cache block which contains 

. the EA (RAIO) + (RB). 

RA, RB Load the instruction cache block which contains the 24-66 

EA (RAIO) + (RB). 
isync Synchronize execution context by flushing the 24-70 

prefetch queue. 

RT, DCRN Move from DCR to RT, 24-110 
(RT) <— (DCR(DCRN)). 
TBRN < TBRFs.9 || TBRFo:4 


RT © Move the contents of a Time Base Register (TBR) into 24-114 
(RT) <— (TBR(TBRN)) 


RT, 
RT Move from MSR to RT, 24-118 
(RT) <— (MSR). 
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Table B-3. Instructions In the IBM PowerPC Embedded Environment (continued) 


Other Registers 
Operands Changed Page 


RT, SPRN Move fom SPRto RT, . 24-112 
(RT) <— (SPR(SPRN)). 
Privileged for all SPRs except 
LR, CTR, TBHU, TBLU, and XER. 

DCRN, RS Move to DCR from RS, 24-117 
(DCR(DCRN)) < (RS). 
Move to MSR from RS, 24-118 
(MSR) < (RS). 


SPRN, RS Move to SPR from RS, 24-119 
(SPR(SPRN)) < (RS). 
Privileged for all SPRs except 
LR, CTR, and XER. 


Return from critical interrupt 24-144 
(PC) < (SRR2). 
(MSR) < (SRR39). 


Return from interrupt. 
(PC) < (SRRO). 
(MSR) < (SRR). 


All of the entries in the TLB are invalidated and 
become unavailable for translation by clearing the 
valid (V) bit in the TLBHI portion of each TLB entry. 
The rest of the fields in the TLB entries are 
unmodified. 


Load TLBHI portion of the selected TLB entry into RT. 
Load the PID register with the contents of the TID field 
of the selected TLB entry. 

(RT) <— TLBHI[(RA)] 
(PID) <— TLB[(RA)}7p 


lf WS = 1: 
Load TLBLO portion of the selected TLB entry into 
RT. 

(RT) <— TLBLO[(RA)]} 
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Table B-3. Instructions in the IBM PowerPC Embedded Environment (continued) 


Other Registers 
Operands Changed Page 


RT,RA,RB Search the TLB array for a valid entry which 24-186 
translates the EA 
EA = (RAIO) + (RB). 
If found, 
(RT) < Index of TLB entry. 
If not found, 
(RT) Undefined. 


If found, CR[CRO]it.at,s0 
(RT) <— Index of TLB entry. . 
~ a 7 
RS, RA,WS 
RS. 


CR[CRO]eq < 1. 
If not found, 
24-188 
TLBLO[(RA)] < (RS) 


(RT) Undefined. 


CR[CRO]eq < 1. 
B.3 Privileged Instructions 


tlbsync does not complete until all previous TLB- 
update instructions executed by this processor have 
been received and completed by all other processors. 


For the PPC405GP, tlbsync is a no-op. 


If WS = 0: 
Write TLBHI portion of the selected TLB entry from 
RS. 

Write the TID field of the selected TLB entry from the 
PID register. 

TLBHI[(RA)] < (RS) 

TLB[(RA)Irin — (PID) 4:31 


If WS = 1: 
Write TLBLO portion of the selected TLB entry from 


Table B-4 lists instructions that are under control of the MSR[PR] bit. These instructions are not 
allowed to be executed when MSR[PR] = 1: 


Table B-4. Privileged Instructions 


Other Registers 
Operands Changed Page 
RA, RB Invalidate the data cache block which contains the EA 24-50 
(RAIO) + (RB). 
RA, RB invalidate the data cache congruence class associated 24-56 
with the EA (RAIO) + (RB). 


Preliminary Instructions by Category B-7 


Table B-4. Privileged Instructions (continued) 


Other Registers 
Operands Changed Page 
dcread RT, RA, Read either tag or data information from the data cache 24-57 
RB congruence class associated with the EA (RAIO) + (RB). 
Place the results in RT. 
ficcci | RA, RB Invalidate instruction cache. ie 24-67 
RA, RB Read either tag or data information from the instruction 24-68 
cache congruence class associated with the EA 
(RAIO) + (RB). 
Place the results in ICDBDR. 
RT, DCRN | Move from DCR to RT, 24-110 
(RT) <- (DCR(DCRN)). 
RT Move from MSR to RT, 24-118 
(RT) <— (MSR). 
RT, SPRN | Move from SPR to RT, 24-112 
(RT) < (SPR(SPRN)). 
Privileged for all SPRs except 
LR, CTR, TBHU, TBLU, and XER. 
DCRN, RS | Move to DCR from RS, 24-117 
(DCR(DCRN)) < (RS). 
Move to MSR from RS, 24-118 
(MSR) < (RS). 
Move to SPR from RS, 24-119 
(SPR(SPRN)) <— (RS). 
Privileged for all SPRs except 
LR, CTR, and XER. 
Return from critical interrupt 24-144 
(PC) <— (SRR2). ; 
(MSR) <— (SRR9). 
Return from interrupt. 24-145 
(PC) < (SRRO). 
(MSR) < (SRR). 


RT, If WS = 0: 24-184 
RA,WS 


Load TLBHI portion of the selected TLB entry into RT. 
B-8 _ PPC405GP User’s Manual Preliminary 


Load the PID register with the contents of the TID field of 
the selected TLB entry. 

(RT) <— TLBHI[(RA)] 

(PID) < TLB[(RA)}tip 


lf WS = 1: 
Load TLBLO portion of the selected TLB entry into RT. 
(RT) < TLBLO[(RA)] 


Table B-4. Privileged Instructions (continued) 


Other Registers 
Operands Changed Page 


RT,RA,RB | Search the TLB array for a valid entry which translates 24-186 
the EA 
RS, 24-188 
RA,WS 
aa value of RSj, to the External Enable 24-196 
ie (MSR[EE)). 


EA = (RAIO) + (RB). 
Write value of E to the External Enable 24-197 
bit (MSR[EE)). 


If found, 
B.4 Assembler Extended Mnemonics 


(RT) < Index of TLB entry. 
If not found, 
(RT) Undefined. 


If found, 
(RT) < Index of TLB entry. 
CR[CRO]eq <1. 

If not found, 

(RT) Undefined. 

CR[CRO]eg < 1. 


lf WS = 0: 
Write TLBHI portion of the selected TLB entry from RS. 
Write the TID field of the selected TLB entry from the PID 
register. 

TLBHI[(RA)] < (RS) 

TLB[(RA)Itin <— (PID)24:31 


CRICRO]it.etso 


lf WS =1: 
Write TLBLO portion of the selected TLB entry from RS. 
TLBLO[(RA)] <— (RS) 


In the appendix “Assembler Extended Mnemonics” of the PowerPC Architecture, it is required that a 
PowerPC assembler support at least a minimal set of extended mnemonics. These mnemonics 
encode to the opcodes of other instructions; the only benefit of extended mnemonics is improved 
usability. Code using extended mnemonics can be easier to write and to understand. Table B-5 lists 
the extended mnemonics required for the PPC405GP. 


Note for every Branch Conditional mnemonic: 


Bit 4 of the BO field provides a hint about the most likely outcome of a conditional branch. (“Branch 
Prediction” on page 3-36 describes branch prediction). Assemblers should set BO, = 0 unless a 
specific reason exists otherwise. In the BO field values specified in the following table, BO, = 0 has 
always been assumed. The assembler must allow the programmer to specify branch prediction. To do 
this, the assembler will support a suffix to every conditional branch mnemonic, as follows: 


+Predict branch to be taken. 


—Predict branch not to be taken. 


Preliminary : Instructions by Category B-9 


As specific examples, be also could be coded as bc+ or bc-, and bne also could be coded bne+ or 
bne-. These alternate codings set BO, = 1 only if the requested prediction differs from the standard 
prediction (see “Branch Prediction” on page 3-36). 


Table B-5. Extended Mnemonics for PPC405GP 


Other Registers 
Operands Changed Page 
Branch unconditionally to address in CTR. 24-26 
Extended mnemonic for 
bectr 20,0 
Extended mnemonic for (LR) — CIA + 4 
bectri 20,0 


target Decrement CTR. 24-20 
Branch if CTR #0. 
Extended mnemonic for 
be 16,0,target 


Extended mnemonic for 

bea 16,0,target 

Extended mnemonic for (LR) — CIA + 4. 
bel 16,0,target 

Extended mnemonic for (LR) <— CIA+4. 
bcla 16,0,target 


Decrement CTR. 24-30 
Branch, if CTR # 0,to address in LR. 

Extended mnemonic for 

belr 16,0 


Extended mnemonic for (LR) — CIA + 4. 
bcirl 16,0 


cr_bit, target | Decrement CTR. 24-20 
Branch if CTR #0 AND CRe, pit = 0. 
Extended mnemonic for 
be 0,cr_bit,target 


Extended mnemonic for 

bea 0,cr_bit,target 

Extended mnemonic for (LR) < CIA + 4. 
bel 0,cr_bit,target 

Extended mnemonic for (LR) <— CIA + 4. 
bela 0,cr_bit,target 


cr_bit Decrement CTR. 24-30 
Branch, if CTR #0 AND CR, pit = 0, to address in LR. 
Extended mnemonic for 
belr 0,cr_bit 


Extended mnemonic for (LR) < CIA + 4. 
belri 0,cr_bit 
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Table B-5. Extended Mnemonics for PPC405GP (continued) 


Other Registers 
Operands Changed Page 
cr_bit, target | Decrement CTR. 24-20 
Branch if CTR #0 AND CR, pit = 1. 
Extended mnemonic for 
be 8,cr_bit,target 
Extended mnemonic for 
bca 8,cr_bit,target 
Extended mnemonic for (LR) <— CIA + 4. 
bel 8,cr_bit,target 


Extended mnemonic for (LR) + CIA +4. 
bela 8,cr_bit,target 
cr_bit Decrement CTR. 24-30 
Branch, if CTR #0 AND CR,, pit = 1, to address in LR. 
Extended mnemonic for 
belr 8,cr_bit 
Extended mnemonic for (LR) — CIA + 4. 
belrl 8,cr_bit 
target 
Branch if CTR = 0. 
Extended mnemonic for 
be 18,0,target 
Extended mnemonic for 
bea 18,0,target 
Extended mnemonic for (LR) — CIA + 4. 
bel 18,0,target 
Extended mnemonic for (LR) < CIA + 4. 
bcla 18,0,target 
Extended mnemonic for * | (LR) << CIA +4. 
belrl 18,0 
Decrement CTR. 24-20 
Branch if CTR = 0 AND CR, pit = 0. 
Extended mnemonic for 
be 2,cr_bit,target 
Extended mnemonic for 
bea 2,cr_bit,target 
Extended mnemonic for (LR) — CIA + 4. 
bel 2,cr_bit,target 
Extended mnemonic for (LR) < CIA + 4. 
bcla 2,cr_bit,target 
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Decrement CTR. 24-20 
Decrement CTR. 24-30 
Branch, if CTR = 0, to address in LR. 

Extended mnemonic for 

bclr 18,0 


cr_bit, target 


Table B-5. Extended Mnemonics for PPC405GP (continued) 


Other Registers 
Operands Changed Page 


cr_bit Decrement CTR. 24-30 
Branch, if CTR = 0 AND CR,, pit = 0 to address in LR. 
Extended mnemonic for 
belr 2,cr_bit 


Extended mnemonic for (LR) — CIA + 4. 
beirl 2,cr_bit 


cr_bit, target | Decrement CTR. 24-20 
Branch if CTR = 0 AND CRe, pit = 1. 
Extended mnemonic for 
be 10,cr_bit,target 


Extended mnemonic for 

bea 10,cr_bit,target 

Extended mnemonic for (LR) — CIA + 4. 
be! 10,cr_bit,target 

Extended mnemonic for (LR) — CIA +4. 
bcla 10,cr_bit,target 


cr_bit Decrement CTR. 24-30 
Branch, if CTR = 0 AND CR, pit = 1, to address in LR. 
Extended mnemonic for - 
belr 10,cr_bit 


Extended mnemonic for (LR) <— CIA + 4. 
belr! 10,cr_bit 
Branch if equal. 
Use CRO if cr_field is omitted. 


Extended mnemonic for 
be 12,4«cr_field+2,target 


Extended mnemonic for 

bea 12,4«cr_field+2,target 

Extended mnemonic for (LR) < CIA + 4. 
bel 12,4«cr_field+2,target 


[cr_field,] 24-20 


target 


[cr_field] 


Extended mnemonic for | (LR) — CIA + 4. 
bela 12,4*cr_field+2,target 

Branch, if equal, to address in CTR. 24-26 
Extended mnemonic for 

bectr 12,4*cr_field+2 


Use CRO if cr_field is omitted. 
Extended mnemonic for (LR) <— CIA + 4. 
bectrl 12,4*cr_field+2 
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Table B-5. Extended Mnemonics for PPC405GP (continued) 


Other Registers 
Operands Changed Page 


{cr_field] Branch, if equal, to address in LR. 24-30 
Use CRO if cr_field is omitted. 
Extended mnemonic for 
belr 12,4*cr_field+2 
Extended mnemonic for (LR) — CIA + 4. 
belrl 12,4+cr_field+2 
Branch if CR, pit = 9. 24-20 
Extended mnemonic for 
be 4,cr_bit,target 
Extended mnemonic for 
bea 4,cr_bit,target 
Extended mnemonic for (LR) — CIA + 4. 
bel 4,cr_bit,target 
Extended mnemonic for (LR) <— CIA + 4. 
bcla 4,cr_bit,target 
Branch, if CRer pit = 0, to address in CTR. 24-26 
Extended mnemonic for 
bectr 4,cr_bit 
Extended mnemonic for (LR) — CIA + 4. 
bectrl 4,cr_bit 
Branch, if CRer_pit = 0, to address in LR. 24-30 
Extended mnemonic for 
| belr 4,cr_bit 
Extended mnemonic for (LR) — CIA + 4. 
belrl 4,cr_bit 
Branch if greater than or equal. 
Use CRO if cr_field is omitted. 


Extended mnemonic for 
be 4,4«cr_field+0,target 


Extended mnemonic for 

bea 4,4*cr_field+0,target 

Extended mnemonic for (LR) ¢- CIA + 4. 
bel 4,4*cr_field+0,target 

Extended mnemonic for (LR) — CIA + 4. 
bela 4,4*cr_field+0,target 


Branch, if greater than or equal, to address in CTR. 24-26 
Use CRO if cr_field is omitted. 

Extended mnemonic for 

bectr 4,4*cr_field+0 


Extended mnemonic for (LR) <— CIA + 4. 
bcctrl 4,4*cr_field+0 


cr_bit, target. 


(cr_field,] 
target 


[cr_field] 
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Table B-5. Extended Mnemonics for PPC405GP (continued) 


Other Registers 
Operands Changed Page 


[cr_field] Branch, if greater than or equal, to address in LR. 
Use CRO if cr_field is omitted. 
Extended mnemonic for 
belr 4,4*cr_field+0 


Extended mnemonic for (LR) — CIA + 4. 
belrl 4,4«cr_field+0 


Branch if greater than. 24-20 
Use CRO if cr_field is omitted. 
Extended mnemonic for 
be 12,4*cr_field+1,target 
Extended mnemonic for 
bea 12,4*cr_field+1,target 
Extended mnemonic for (LR) — CIA + 4. 
bel 12,4«cr_field+1,target 
Extended mnemonic for (LR) <— CIA + 4. 
bela 12,4*cr_field+1,target 


[cr_field] Branch, if greater than, to address in CTR. 24-26 
Use CRO if cr_field is omitted. 
Extended mnemonic for 
bectr 12,4*cr_field+1 


Extended mnemonic for (LR) <— CIA + 4. 
bectrl 12,4*cr_field+1 


[cr_field] Branch, if greater than, to address in LR. 
Use CRO if cr_field is omitted. 
Extended mnemonic for 
beir 12,4«cr_field+1 


Extended mnemonic for (LR) < CIA + 4. 
belrl 12,4*cr_field+1 


Branch if less than or equal. 24-20 
Use CRO if cr_field is omitted. 
Extended mnemonic for 
be 4,4«cr_field+1 ,target 
Extended mnemonic for 
bea 4,4*cr_field+1,target 
Extended mnemonic for (LR) <— CIA + 4. 
bel 4,4«cr_field+1 ,target 
Extended mnemonic for (LR) <— CIA+4. | - 
bela 4,4«cr_field+1,target 


[cr_field,] 
target 


[cr_field,] 
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Table B-5. Extended Mnemonics for PPC405GP (continued) 


Other Registers 
Operands Changed Page 


Branch, if less than or equal, to address in CTR. 24-26 

Use CRO if cr_field is omitted. 

Extended mnemonic for 

bectr 4,4*cr_field+1 

Extended mnemonic for (LR) <— CIA + 4. 
poe | bectrl 4,4*cr_field+1 ea 


[cr_field] Branch, if less than or equal, to address in LR. 
Use CRO if cr_field is omitted. 
Extended mnemonic for 

belr 4,4*cr_field+1 


Extended mnemonic for 
belrl 4,4*cr_field+1 


Branch, unconditionally, to address in LR. 
Extended mnemonic for 
- belr 20,0 


Branch if less than. 
Use CRO if cr_field is omitted. 
Extended mnemonic for 

be 12,4*cr_field+0,target 


(cr_field,] 


Extended mnemonic for 
bea 12,4*cr_field+0,target 


Extended mnemonic for (LR) — CIA + 4. 
bel 12,4*cr_field+0,target 
Extended mnemonic for — (LR) < CIA + 4. 
bela 12,4«cr_field+0,target 
Branch, if less than, to address in CTR. 
Use CRO if cr_field is omitted. 


Extended mnemonic for 
bectr 12,4*cr_field+0 


Extended mnemonic for (LR) <— CIA + 4. 
bectrl 12,4*cr_field+0 


[cr_field] Branch, if less than, to address in LR. 24-30 
Use CRO if cr_field is omitted. 
Extended mnemonic for 
belr 12,4*cr_field+0 


Extended mnemonic for (LR) — CIA + 4. 
belrl 12,4*cr_field+0 


[cr_field] 24-26 
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Table B-5. Extended Mnemonics for PPC405GP (continued) 


Other Registers 
Operands Changed Page 


[cr_field,] Branch if not equal. 24-20 
target Use CRO if cr_field is omitted. 
Extended mnemonic for 

be 4,4«cr_field+2,target 


Extended mnemonic for 
bea 4,4*cr_field+2,target 


Extended mnemonic for (LR) — CIA + 4. 
bel 4,4*cr_field+2,target 

Extended mnemonic for (LR) <— CIA + 4. 
bela 4,4«cr_field+2,target 


[cr_field] Branch, if not equal, to address in CTR. 
Use CRO if cr_field is omitted. 
Extended mnemonic for 
bectr 4,4*cr_field+2 


Extended mnemonic for (LR) — CIA + 4. 
bectrl 4,4*cr_field+2 


Branch, if not equal, to address in LR. 24-30 
Use CRO if cr_field is omitted. 
Extended mnemonic for 
belr 4,4«cr_field+2 
Extended mnemonic for (LR) — CIA + 4. 
belrl 4,4«cr_field+2 
Branch, if not greater than. 
Use CRO if cr_field is omitted. 


Extended mnemonic for 
be 4,4*cr_fleld+1,target 


Extended mnemonic for 

bea 4,4*cr_field+1,target 

Extended mnemonic for (LR) — CIA + 4. 
bel 4,4*cr_field+1,target 

Extended mnemonic for (LR) < CIA + 4. 
bela 4,4«cr_field+1,target 


[cr_field] Branch, if not greater than, to address in CTR. 24-26 
Use CRO if cr_field is omitted. 
Extended mnemonic for 
bectr 4,4*cr_field+1 


Extended mnemonic for (LR) < CIA + 4. 
bectri 4,4«cr_field+1 


{cr_field,] 24-20 
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Table B-5. Extended Mnemonics for PPC405GP (continued) 


Other Registers 
Operands Changed Page 


Branch, if not greater than, to address in LR. 24-30 
Use CRO if cr_field is omitted. 
Extended mnemonic for 
belr 4,4«cr_field+1 
Extended mnemonic for . (LR) <— CIA + 4. 
belrl 4,4*cr_field+1 
Branch if not less than. 
Use CRO if cr_field is omitted. 


Extended mnemonic for 
be 4,4*cr_field+0,target 


Extended mnemonic for 

bca 4,4*cr_field+0,target 

Extended mnemonic for (LR) — CIA + 4. 
bel 4,4«cr_field+0,target 

Extended mnemonic for (LR) < CIA + 4. 
bcla 4,4«cr_field+0,target 


[cr_field] Branch, if not !ess than, toaddressinCTR. — 24-26 
Use CRO if cr_field is omitted. 
Extended mnemonic for 
bectr 4,4*cr_field+0 


Extended mnemonic for (LR) < CIA + 4. 
bectrl 4,4*cr_field+0 


[cr_field] Branch, if not less than, to address in LR. 24-30 
Use CRO if cr_field is omitted. 
Extended mnemonic for 
belr 4,4*cr_field+0 


Extended mnemonic for (LR) <— CIA + 4. 
belrl 4,4«cr_field+0 


Branch if not summary overflow. 24-20 
Use CRO if cr_field is omitted. 
Extended mnemonic for 

be 4,4*cr_field+3,target 


[cr_field,] 
target 


24-20 


[cr_field,] 


Extended mnemonic for 
bea 4,4«cr_field+3,target 


Extended mnemonic for (LR) <— am + 4, 
bel 4,4*cr_field+3,target 

Extended mnemonic for (LR) — CIA + 4. 
bela 4,4*cr_field+3,target 
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[cr_field,] 
target 


Branch, if not unordered, to address in LR. 


Other Registers 
Operands Changed Page 
Extended mnemonic for 
(cr_field] Branch, if not summary overflow, to address in LR. 24-30 
Use CRO if cr_field is omitted. 
Extended mnemonic for 
belr 4,4*cr_field+3 
.| Extended mnemonic for 
bea 4,4*cr_field+3,target 
[cr_field] Branch, if not unordered, to address in CTR. 24-26 
Use CRO if cr_field is omitted. 
Extended mnemonic for 
bectr 4,4«cr_field+3 
Use CRO if cr_field is omitted. 


Table B-5. Extended Mnemonics for PPC405GP (continued) 
[cr_field] Branch, if not summary overflow, to address in CTR. 24-26 
; Use CRO if cr_field is omitted. 
bectr 4,4+cr_field+3 
Extended mnemonic for (LR) — CIA + 4. 
bcctrl 4,4*cr_field+3 
Extended mnemonic for (LR) <— CIA + 4. 
belrl 4,4*cr_field+3 
Branch if not unordered. 24-20 
Use CRO if cr_field is omitted. 
Extended mnemonic for 
be 4,4«cr_field+3,target 
Extended mnemonic for (LR) <— CIA + 4. 
bel 4,4*cr_field+3,target . 
Extended mnemonic for (LR) — CIA + 4. 
bcla 4,4«cr_field+3,target 
Extended mnemonic for (LR) <— CIA +4. 
bectrl 4,4*cr_field+3 . 
24-30 
Extended mnemonic for 
belr 4,4*cr_field+3 


Extended mnemonic for (LR) — CIA + 4. 
belrl 4,4*cr_field+3 
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Table B-5. Extended Mnemonics for PPC405GP (continued) 


Other Registers 
Operands Changed Page 


[cr_field,] Branch if summary overflow. 24-20 
target Use CRO if cr_field is omitted. 

Extended mnemonic for 

be 12,4*cr_field+3,target 


Extended mnemonic for 

bea 12,4«cr_field+3,target 
Extended mnemonic for (LR) <— CIA + 4. 
bel 12,4*«cr_field+3,target 
Extended mnemonic for (LR) <— CIA + 4. 
bela 12,4*cr_field+3,target 


[cr_field] Branch, if summary overflow, to address in CTR. 24-26 
Use CRO if cr_field is omitted. 
Extended mnemonic for 
bectr 12,4*cr_field+3 


Extended mnemonic for (LR) <— CIA + 4. 
bectrl 12,4*cr_field+3 


[cr_field] Branch, if summary overflow, to address in LR 24-30 
Use CRO if cr_field is omitted 
Extended mnemonic for . 
belr 12,4«cr_field+3 
Extended mnemonic for (LR) <— CIA + 4. 
belrl 12,4*cr_field+3 
cr_bit, target | Branch if CRe, pit = 1. 24-20 


Extended mnemonic for 
be 12,cr_bit,target 


Extended mnemonic for 

bea 12,cr_bit,target 

Extended mnemonic for (LR) < CIA + 4. 
bel 12,cr_bit,target 

Extended mnemonic for (LR) — CIA + 4. 
bela 12,cr_bit,target 


cr_bit Branch if CRe,r pit = 1, 24-26 
to address in CTR. 
Extended mnemonic for 
bectr 12,cr_bit — 
Extended mnemonic for (LR) <— CIA + 4. 
bectrl 12,cr_bit 
cr_bit Branch, if CRe, pit = 1, to address in LR. 24-30 
Extended mnemonic for 
belr 12,cr_bit 
Extended mnemonic for (LR) — CIA + 4. 
belrl 12,cr_bit 
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Table B-5. Extended Mnemonics for PPC405GP (continued) 


Other Registers 
Operands Changed Page 


[cr_field,] Branch if unordered. 24-20 
target Use CRO if cr_field is omitted. 
Extended mnemonic for 

be 12,4«cr_field+3,target 


Extended mnemonic for 
bea 12,4*cr_field+3,target 
Extended mnemonic for (LR) — CIA + 4. 
bel 12,4*«cr_field+3,target 
Extended mnemonic for (LR) — CIA + 4. 
bela 12,4*cr_field+3,target 


[cr_field] Branch, if unordered, to address in CTR. 24-26 
Use CRO if cr_field is omitted. 
Extended mnemonic for 
bectr 12,4*cr_field+3 
Extended mnemonic for (LR) < CIA + 4. 
bectri 12,4*cr_field+3 
[cr_field] Branch, if unordered, to address in LR. 24-30 
Use CRO if cr_field is omitted. 
Extended mnemonic.for 
belr 12,4*cr_field+3 
Extended mnemonic for - (LR) — CIA + 4. 
belrl 12,4*cr_field+3 
RA, RS, n Clear left immediate. (n < 32) 24-147 
(RA)o:n-1 <— "0 
Extended mnemonic for 
rlwinm RA,RS,0,n,31 ; 


Extended mnemonic for CR[CRO] 
rlwinm. RA,RS,0,n,31 


RA, RS, b,n_ | Clear left and shift left immediate. 24-147 

(n<b<32) 
(RA)p-n:31-n < (RS)p:31 
(RA)32-n:31 <— "O 
(RA)o:b-n-1 <= B09 
Extended mnemonic for 
rlwinm RA,RS,n,b-n,31-n 

eee Extended mnemonic for CR[CRO] 


rlwinm. RA,RS,n,b-n,31-n 


RA, RS, n Clear right immediate. (n < 32) 24-147 
(RA)32-n:31 < "0 
Extended mnemonic for 
rlwinm RA,RS,0,0,31-n 


Extended mnemonic for CRI[CRO] 
rilwinm. RA,RS,0,0,31-n 
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Table B-5. Extended Mnemonics for PPC405GP (continued) 


Other Registers 
Operands Changed Page 


[BF,] RA, RB | Compare Logical Word. 24-36 
Use CRO if BF is omitted. 
Extended mnemonic for 
cmpl BF,0,RA,RB 


[BF,] RA, IM_ | Compare Logical Word Immediate. 24-37 
Use CRO if BF is omitted. 


Extended mnemonic for 
cmpli BF,0,RA,IM 


Compare Word. 
Use CRO if BF is omitted. 
Extended mnemonic for 
cmp BF,0,RA,RB 


Compare Word Immediate. 
Use CRO if BF is omitted. 
Extended mnemonic for 
cmpi BF,0,RA,IM 


Condition register clear. 
Extended mnemonic for 
crxor bx,bx,bx 


Condition register move. 
Extended mnemonic for 
cror bx,by,by 


bx, by Condition register not. 24-43 
Extended mnemonic for 
crnor bx,by,by 
Condition register set. 
Extended mnemonic for 
creqv bx,bx,bx 


RA, RS,n,b_ | Extract and left justify immediate. (n > 0) 24-147 
(RA)o:n-1 <— (RS)p:ben-1 
3 -19 
Extended mnemonic for CR[CRO] | 
rlwinm. RA,RS,b,0,n-1 
RA, RS,n,b | Extract and right justify immediate. (n > 0) 24-147 
(RA)32-n:31 <— (AS) p:b+n—t 
(RA)o:31-n <— 20 
Extended mnemonic for 
rlwinm RA,RS,b+n,32-n,31 


(RA)n:31 — 
Extended mnemonic for CR[CRO]_ - 
rlwinm. RA,RS,b+n,32-n,31 
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Extended mnemonic for 
rlwinm RA,RS§,b,0,n-1 


Table B-5. Extended Mnemonics for PPC405GP (continued) 


Other Registers 
Operands Changed Page 


RA, RS, n, b | Insert from left immediate. (n > 0) 
(RA)p:ban-1 — (RS)o:n-1 
Extended mnemonic for 
rlwimi RA,RS,32—-b,b,b+n-1 


Extended mnemonic for 
rlwimi. RA,RS,32-b,b,b+n-1 


Insert from right immediate. (n > 0) 
(RA)p-b+n-1 < (RS)32-n:31 
Extended mnemonic for 

rlwimi RA,RS,32-b—-n,b,b+n—1 


RA, RS, n, b 


Extended mnemonic for 


j CR[CRO} 
rlwimi. RA,RS,32—b-n,b,b+n-1 
RT, D(RA) Load address. (RA # 0) 24-9 
D is an offset from a base address that is assumed to 
be (RA). 
(RT) — (RA) + EXTS(D) 
Extended mnemonic for 
addi RT,RA,D 
RT, IM Load immediate. 
(RT) <— EXTS(IM) 
Extended mnemonic for 
addi RT,0,value 
. RT, IM Load immediate shifted. 


(RT) < (IM |] 180) 
Extended mnemonic for 
addis RT,0,value 
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mfccrO 
mfctr 
mfdact1 
mfdac2 
mfdear 
mfdbcrO 
mfdber1 
mfdbsr 
mfdccr 
mfdewr 
mfdvc1 
mfdve2 
mfesr 
mfevpr 
mfiact 
mfiac2 
mfiac3 
mfiac4 
mficer 
mficdbdr 
mfir 
mfpid 
mfpit 
mfpvr 
mfsgr 
mfsler 
mfsprg0O 
mfsprg1 
mfsprg2 
mfsprg3 
mfsprg4 
mfsprg5 
mfsprg6 
mfsprg7 
mfsrr0 
mfsrr1 
mfsrr2 
mfsrr3 
mfsuOr 
mfter 
mftsr 
mfxer 
mfzpr 


Table B-5. Extended Mnemonics for PPC405GP (continued) 


Move from special purpose register (SPR) SPRN. 
Extended mnemonic for 
mfspr RT,SPRN 


See Table 25-2, “Special Purpose Registers,” on 
page 25-2 for listing of valid SPRN values. 


Move the contents of TBL into RT, 
(RT) < (TBL) 

Extended mnemonic for 

mftb RT,TBL 
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Table B-5. Extended Mnemonics for PPC405GP (continued) 
Move the contents of TBU into RT, 24-114 
(RT) <— (TBU) 
mftb RT,TBU 
RT, RS Move register. 24-140 
(RT) <— (RS) 
Extended mnemonic for 
or RT,RS,RS 
Extended mnemonic for CR[CRO] 
or. RT,RS,RS 


Other Registers 
Operands Changed Page 
Extended mnemonic for 
Move to Condition Register. 24-116 
Extended mnemonic for 
mtcrf OxFF,RS — 
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Table B-5. Extended Mnemonics for PPC405GP (continued) 


Other Registers 
Operands Changed Page 


mtccrO Move to SPR SPRN. 
mtctr Extended mnemonic for 
mtdac1 mtspr SPRN,RS 
mtdac2 
mtdbcr0 
mtdber1 
mtdbsr 
mtdccr 
mtdear 
mtdewr 
mtdvc1 
mtdvc2 
mtesr 
mtevpr 
mtiac1 
mtiac2 
mtiac3 
mtiac4 
mticcr 
mticdbdr 
mtr 
mtpid 
mitpit 
mtpvr 
mtsgr 
mtsler 
mtsprg0 
mtsprg1 
mtsprg2 
mtsprg3 
mtsprg4 
mtsprg5 
mtsprg6 
mtsprg7 
mtsrrO 
mtsrr1 
mtsrr2 
mtsrr3 
mtsu0r 
mittbl 


See Table 25-2, “Special Purpose Registers,” on 
page 25-2 for listing of valid SPRN values. 


Preferred no-op; triggers optimizations based on 
no-ops. 

Extended mnemonic for 

ori 0,0,0 
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Table B-5. Extended Mnemonics for PPC405GP (continued) 


Other Registers 
Operands Changed Page 


RA, RS Complement register. 24-139 
(RA) <— —(RS) 
Extended mnemonic for 
nor RA,RS,RS 


Extended mnemonic for , CR[CRO] 
nor. RA,RS,RS ; 
RA, RS, RB Rotate left. 24-150 
(RA) <— ROTL((RS), (RB)z7-31) 
Extended mnemonic for 
rlwnm RA,RS,RB,0,31 
Extended mnemonic for CR[CRO] 
rlwnm. RA,RS,RB,0,31 
24-147 
(RA) <— ROTL((RS), n) 
Extended mnemonic for 
rlwinm RA,RS,n,0,31 


a _ 
Extended mnemonic for CR[CRO] 
rlwinm. RA,RS§,n,0,31 


incall RS, n Rotate right immediate. 24-147 
(RA) <— ROTL((RS), 32-n) 
Extended mnemonic for 
rlwinm RA,RS,32-n,0,31 


Extended mnemonic for CR[CRO] 
rlwinm. RA,RS,32-n,0,31 


ina RS, n Shift left immediate. (n < 32) 24-147 
(RA)o:31-n < (RS)n:31 
(RA)32-n:31 <— "0 
Extended mnemonic for 
rlwinm RA,RS§S,n,0,31-n 


Extended mnemonic for CR[CRO] 
_| rlwinm. RA,RS,n,0,31—-n 


RA, RS, n Shift right immediate. (n< 32) | 24-147 
(RA)n:31 (RS)o; 31-n 
(RA)o:n-1 <— "0 
Extended mnemonic for : 
.| rlwinm RA,RS,32-n,n,31 


Extended mnemonic for CR[CRO] © 
rlwinm. RA,RS,32-n,n,31 


Rotate left immediate. 
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Table B-5. Extended Mnemonics for PPC405GP (continued) 


Other Registers 
Operands Changed Page 


RT, RA, RB | Subtract (RB) from (RA). 24-176 
(RT) < —(RB) + (RA) + 1. 


Extended mnemonic for 
subf RT,RB,RA 


Extended mnemonic for CR[CRO] 
subf. RT,RB,RA 
Extended mnemonic for XER[SO, OV] 
subfo RT,RB,RA 
Extended mnemonic for CR[CRO] 
subfo. RT,RB,RA XER[SO, OV] 
RT, RA, RB Subtract (RB) from (RA). 24-177 
(RT) <— —(RB) + (RA) + 1. 
Place carry-out in XER[CA]. 


Extended mnemonic for 
subfc RT,RB,RA 


Extended mnemonic for CR[CRO] 

subfc. RT,RB,RA 

Extended mnemonic for XER[SO, OV] 

subfco RT,RB,RA 

Extended mnemonic for CR[CRO] 

subfco. RT,RB,RA XER[SO, OV] 

RT, RA, IM Subtract EXTS(IM) from (RAIO). 24-9 
Place result in RT. 


Extended mnemonic for 
addi RT,RA,-IM 


RT, RA, IM Subtract EXTS(IM) from (RA). 24-10 
Place result in RT. 
Place carry-out in XER[CA]. 
Extended mnemonic for 
addic RT,RA,-IM 
RT, RA, IM Subtract EXTS(IM) from (RA). CR[CRO] 24-11 
Place result in RT. : 
; Place carry-out in XER[CA]. 
Extended mnemonic for 
addic. RT,RA,—IM 
rt een ae 


Place result in RT. 
Extended mnemonic for 
addis RT,RA,—IM 


Preliminary Instructions by Category B-27 


Table B-5. Extended Mnemonics for PPC405GP (continued) 


Other feast 
Operands Changed Page 


Trap if (RA) equal to EXTS(iM). 
Extended mnemonic for 
twi 4,RA,IM 


Trap if (RA) greater than or equal to EXTS(IM). 
Extended mnemonic for 
twi 12,RA,IM 


Trap if (RA) greater than EXTS(IM). 
Extended mnemonic for 
twi 8,RA,IM 


Trap if (RA) less than or equal to EXTS(IM). 
Extended mnemonic for 
twi 20,RA,IM 


Trap if (RA) logically greater than or equal to 
EXTS(IM). 

Extended mnemonic for 

twi 5,RA,IM 


Trap if (RA) logically greater than 
Extended mnemonic for 
twi 1,RA,IM 


Trap if (RA) logically less than or equal to EXTS(IM). 
Extended mnemonic for 


twi 6,RA,IM 


Trap if (RA) logically less than EXTS(IM). 
Extended mnemonic for 
twi 2,RA,IM 


Trap if (RA) logically not greater than EXTS(IM). 
Extended mnemonic for 
twi 6,RA,IM 


Trap if (RA) logically not less than EXTS(IM). 
Extended mnemonic for 
twi 5,RA,IM 


Trap if (RA) less than EXTS(IM). 
Extended mnemonic for 
twi 16,RA,IM 


Trap if (RA) not equal to EXTS(IM). 
Extended mnemonic for 
twi 24,RA,IM 


Trap if (RA) not greater than EXTS(IM). 
Extended mnemonic for 
twi 20,RA,IM — 


Trap if (RA) not less than EXTS(IM). 
Extended mnemonic for 
twi 12,RA,IM 
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B.5 Storage Reference Instructions 


The PPC405GP uses load and store instructions to transfer data between memory and the general 
purpose registers. Load and store instructions operate on byte, halfword and word data. The storage 
reference instructions also support loading or storing multiple registers, character strings, and byte- 
reversed data. Table B-6 shows the storage reference instructions available for use in the PPC405GP. 


Table B-6. Storage Reference Instructions 


Other Registers 
Operands Changed Page 
RT, D(RA) Load byte from EA = (RAIO) + EXTS(D) and pad left - 
with zeroes, 
(RT) — 249 | MS(EA,1). 


RT, D(RA) Load byte from EA = (RAIO) + EXTS(D) and pad left 
with zeroes, 
(RT) — 740 Il MS(EA, 1). 
Update the base address, 
(RA) — EA. 


RT, RA, RB Load byte from EA = (RAIO) + (RB) and pad left with 
zeroes, 
(RT) — 240 Il MS(EA, 1). 
Update the base address, 
| (RA) <— EA. 


Load byte from EA = (RAIO) + (RB) and pad left with 
zeroes, 

(RT) < 240 Il MS(EA,1). 

Load halfword from EA = (RAIO) + EXTS(D) and sign 
extend, 


(RT) <— EXTS(MS(EA,2)). 


Load halfword from EA = (RAIO) + EXTS(D) and sign 
extend, 

(RT) — EXTS(MS(EA,2)). 

Update the base address, 

(RA) — EA. 


Load halfword from EA = (RAIO) + (RB) and sign 
extend, 

(RT) <— EXTS(MS(EA,2)). 

Update the base address, 

(RA) < EA. 


Load halfword from EA = (RAIO) + (RB) and sign 
extend, 
(RT) — EXTS(MS(EA,2)). 


Load halfword from EA = (RAIO) + (RB), then reverse 
byte order and pad left with zeroes, 
(RT) — 160 Il MS(EA+1,1) Il MS(EA,1). 


Load halfword from EA = (RAIO) + EXTS(D) and pad 
left with zeroes, 
(RT) — ‘60 Il MS(EA,2). 
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Table B-6. Storage Reference Instructions (continued) 


Other Registers 
Operands Changed Page 
(RA) 


RT, D(RA Load halfword from EA = (RAIO) + EXTS(D) and pad 24-81 
left with zeroes, 
(RT) — 180 || MS(EA,2). 
Update the base address, ; 
(RA) <— EA. 


Load halfword from EA = (RAIO) + (RB) and pad left 24-82 
with zeroes, 

(RT) — 180 Il MS(EA,2). 
Update the base address, 
(RA) < EA. 


Load halfword from EA = (RAIO) + (RB) and pad left 
with zeroes, 
(RT) — 160 Il MS(EA,2). 


RT, RA, RB 


anu 


24-83 


Load multiple words starting from 
EA = (RAIO) + EXTS(D). 

Place into consecutive registers, RT through 
GPR(31). 

RA is not altered unless RA = GPR(31). 


Load consecutive bytes from EA = (RAIO). 
Number of bytes n= 32 if NB = 0, else n= NB. 
Stack bytes into words in CEIL(n/4) 
consecutive registers starting with RT, to 
Reinac < ((RT + CEIL(n/4) — 1) % 32). 
GPR(0) is consecutive to GPR(31). 
RA is not altered unless RA = Renat- 


Load consecutive bytes from EA=(RAIO)+(RB). 
Number of bytes n= XER[TBC]. 

Stack bytes into words in CEIL(n/4) consecutive 
registers starting with RT, to 

Reina <— ((RT + CEIL(n/4) — 1) % 32). 

GPR(0) is consecutive to GPR(31). 

RA is not altered unless RA = Reinat- 


- 7 
RT, RA, RB 

RB is not altered unless RB = Reinat- 

lf n=0, content of RT is undefined. 


RT, RA, RB | Load word from EA = (RAIO) + (RB)and place in RT, 
(RT) <— MS(EA,4). 
Set the Reservation bit. 
al RT, RA, RB | Load word from EA = (RAIO) + (RB) then reverse byte 


(RT) — MS(EA+3,1) Il MS(EA+2,1) II 
MS(EA+1,1) Il MS(EA,1). 


Load word from EA = (RAIO) + EXTS(D) and place in 
RT, 
(RT) <— MS(EA,4). 


order, 
RT, D(RA) 
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Table B-6. Storage Reference Instructions (continued) 


Other Registers 
Operands Changed Page 


RT, D(RA) Load word from EA = (RAIO) + EXTS(D) and place in 24-92 
RT, 
(RT) <— MS(EA,4). 
Update the base address, 
(RA) <— EA. 


RT, RA, RB___| Load word from EA = (RAIO) + (RB) and place in RT, 24-93 
(RT) — MS(EA,4). 
Update the base address, 
(RA) <— EA. 
RT, RA, RB | Load word from EA = (RAIO) + (RB) and place in RT, 24-94 
(RT) — MS(EA,4). 
RS, D(RA) Store byte (RS)o4.31 in memory at 24-157 
EA = (RAIO) + EXTS(D). 
Update the base address, 
(RA) <— EA. 
RS, RA, RB_ | Store byte (RS)o4.3; in memory at 24-158 
Update the base address, 
(RA) < EA. 
RS, D(RA) Store halfword (RS)46.3; in memory at 24-160 
EA = (RAIO) + EXTS(D). 
RS, RA, RB | Store halfword (RS)46.3, byte-reversed in memory at 24-161 
EA = (RAIO) + (RB). 
MS(EA, 2) <— (RS)24:31 Il (RS)16:23 
RS, RA, RB | Store halfword (RS)1§-3; in memory at 24-163 
EA = (RAIO) + (RB). 
Update the base address, 
(RA) < EA. 
RS, RA, RB a halfword (RS)16-31 in memory at 24-164 
= (RAIO) + (RB). 


RS, D(RA) eo byte (RS)o4.3; in memory at 24-156 
= (RAIO) + EXTS(D). 

EA = (RAIO) + (RB). 

RS, RA, RB | Store byte (RS)o4.3; in memory at 24-159 
EA = (RAIO) + (RB). 

RS, D(RA) Store halfword (RS)¥6-31 in memory at 24-162 
EA = (RAIO) + EXTS(D). 
Update the base address, 
(RA) <— EA. 

RS, D(RA) Store consecutive words from RS through GPR(31) in 24-165 
memory starting at 
EA = (RAIO) + EXTS(D). 
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Table B-6. Storage Reference Instructions (continued) 


Other Registers 
Operands Changed Page 
RS, RA, NB | Store consecutive bytes in memory starting at 
EA=(RAIO). 
Number of bytes n = 32 if NB = 0, else n= NB. 
Bytes are unstacked from CEIL(n/4) consecutive 
registers starting with RS. 
GPR(0) is consecutive to GPR(31). 
RS, RA, RB _ | Store consecutive bytes in memory starting at 
EA=(RAI0)+(RB). ; 
Number of bytes n = XER[TBC]. 
Bytes are unstacked from CEIL(n/4) 
consecutive registers starting with RS. 
GPR(0) is consecutive to GPR(31). 


RS, D(RA) ae word (RS) in memory at 24-169 
= (RAIO) + EXTS(D). 
RS, RA, RB_ | Store word (RS) byte-reversed in memory at EA = 
(RAIO) + (RB). 


MS(EA, 4) < (RS)o4-31 Il (RS)46:23 II 
(RS)g:15 || (RS)o.7 


RS, RA, RB | Store word (RS) in memory at EA = (RAIO) + (RB) 
only if the reservation bit is set. 
if RESERVE = 1 then 
MS(EA, 4) <— (RS) 
RESERVE < 0 
(CR[CRO]) — 0 |] 1 [| XER5o 
else 
(CR[CRO]) < 70 || 0 || XER go, 


RS, D(RA) Store word (RS) in memory at EA = (RAIO) + 
EXTS(D). 


Update the base address, 
(RA) < EA. 


Store word (RS) in memory at EA = (RAIO) + (RB). 


RS, RA, RB 


Update the base address, 
(RA) <— EA. 


RS, RA, RB ole word (RS) in memory at 24-175 
= (RAIO) + (RB). 
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B.6 Arithmetic and Logical Instructions 


Table B-7 shows the set of arithmetic and logical instructions supported by the PPC405GP. Arithmetic 
operations are performed on integer or ordinal operands stored in registers. Instructions using two 
operands are defined in a three operand format where the operation is performed on the operands 
stored in two registers and the result is placed in a third register. Instructions using one operand are 
defined in a two operand format where the operation is performed on the operand in one register and 
the result is placed in another register. Several instructions also have immediate formats in which one 
operand is coded as part of the instruction itself. Most arithmetic and logical instructions can 
optionally set the condition code register based on the outcome of the instruction. 


Table B-7. Arithmetic and Logical Instructions 


Other Registers 
Operands —— Page 


fadd =| RT, RA, RB_ | Add (RA) to (RB). 


— Place result in RT. 
/XER[SO, Ov] _| /XER[SO, Ov] _| 


CR[CRO] 

XER[SO, sy 
fadde =| AT, RA, RB Add (RA) to (RB). 

—— Place result in RT. 


Place carry-out in XER[CA]. 
faddco | 


site 2 
cane OV] 


fadde RT, RA, RB | Add XER[CA], (RA), (RB). 
cea d Place result in RT. ; 
acer: Place carry-out in XER[CA]. 


a 
jaddeo | /XER[SO, OV] OV] 
sete PenEO ON 


XER[SO, OV] 


RT, RA, IM Add EXTS(IM) to (RAIO). 
Place result in RT. 

RT, RA, IM Add EXTS(IM) to (RAIO). 
Place result in RT. 
Place carry-out in XER[CA]. 

RT, RA, IM Add EXTS(IM) to (RAIO). CR[CRO} 24-11 
Place result in RT. 
Place carry-out in XER[CA]. 

RT, RA, IM | Add (IM {{ 180) to (RAIO). 24-12 
Place result in RT. 
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Table B-7. Arithmetic and Logical Instructions (continued) 


Other Registers 
Operands Changed Page 


faddme | RT, RA Add XER[CA], (RA), (-1). Pc. 13 
Place result in RT. 
Place carry-out in XER[CA]. 


sims aa 
| XER[SO, OV] OV] 


ea 
XER[SO, OV] 


addmeo 


addmeo 


addze RT, RA Add XER[CA] to (RA). P| 2414 
Place result in RT. 


Place carry-out in XER[CA]. 


addze Ss 
XER{SO, OV] 


CRI[CRO] 
XER[SO, OV] 


RA, RS, RB | AND (RS) with (RB). ee ee 24-15 
and. | Place result in RA. CRICRO] 
—— RA, RS, RB_ | AND (RS) with (RB). — 24-16 


addzeo 


addzeo. 


Place result in RA. |CRICRO] 


endef RS, IM__| AND (RS) with (780 || IM). CR[CRO] 24-17 
Place result in RA. 

RA, RS, IM | AND (RS) with (IM |} *80). CR[CRO} 24-18 
Place result in RA. 


= RA, RS Count leading Zeros in RS. Po 24-38 
Place result in RA. CRICRO] 


a RT, RA, RB Divide (RA) by (RB), signed. 24-59 
Place result in RT. 


a 
/XER[SO, OV] __ OV] 


CRICRO] 
XER[SO, OV] 


divwo 


| | 24-60 


divwu RT, RA, RB _ | Divide (RA) by (RB), unsigned. 
Place result in RT. 


—— 
|XERISO, OV] | OV] 


CRI[CRO] 
—— OV} 


= RA, RS, RB | Equivalence of (RS) with (RB). 
(RA) <— —((RS) @ (RB)) a 


te RS Extend the sign of byte (RS)o4.3;. pf 2 63 


—— Place the result in RA. —— 
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Table B-7. Arithmetic and Logical Instructions (continued) 


Other Registers 
Operands Changed Page 


RA, RS Extend the sign of halfword (RS)46-31. este oll 24-64 


Place the result in RA. CRI[CRO] 


|mulhw | RT, RA, RB | Multiply (RA) and (RB), signed. ee 24-125 
Place hi-order result in RT. 
prodoie3 <— (RA) x (RB) (signed). CRICRO] 
(RT) <— prodo-31. 

|muthwu | RT, RA, RB | Multiply (RA) and (RB), unsigned. leet ees oe 24-126 
Place hi-order result in RT. 
prodo.g3 <— (RA) x (RB) (unsigned). CAIeRO| 
(RT) <— prodo.31. 


RT, RA, IM Multiply (RA) and IM, signed. 24-129 
Place lo-order result in RT. 
prodg.47 <— (RA) x IM (signed) 
(RT) — prody¢-47 


|mullw | RT, RA, RB Multiply (RA) and (RB), signed. Pf 2a 130 
Place lo-order result in RT. 
a prodp.63 < (RA) x (RB) (signed). oe 
—_ (AT) — prodgo.ga, XER{SO, OV] 


CRICRO] 
XER[SO, OV] 


= RA, RS, RB | NAND (RS) with (RB). ys ee 24-131 
Place result in RA. CRICRO] 


Negative (two’s complement) of RA. P| 24-132 


(RT) <— —(RA) +1 SCAG 


| XER[SO, OV] Ov] 


is 
XER{SO, OV] 


= RA, RS, RB_ | NOR (RS) with (RB). i ed 24-139 
Place result in RA. 

—— RA,RS,RB | OR (RS) with (RB). Bee eee ad 24-140 
Place result in RA. 

os RS, RB | OR (RS) with =A) Po 24-141 


eo RS, IM | OR (RS) with ("0 |] IM). 24-142 
Place result in RA. 

RA, RS, IM | OR (RS) with (IM |} *80). 24-143 
Slee result in RA. 
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Table B-7. Arithmetic and Logical Instructions (continued) 


Other Registers 
Operands Function Changed Page 


|subf =| RT, RA, RB | Subtract (RA) from (RB). pf 2 176 
(RT) < —(RA) + (RB) + 1. a 
|XERISO, OV] | OV] 


Pero OM 
XER[SO, OV] 


RT, RA, RB _ | Subtract (RA) from (RB). P| 24177 


se 
|XER[SO, Ov] | Ov] 


Penton 
XER[SO, OV] 


RT, RA, RB | Subtract (RA) from (RB) with carry-in. 
(RT) < —(RA) + (RB) + XER[CA]. 
Place carry-out in XER[CA]. 


P| 24-178 
— 
| XER[SO, OV] | OV] 


Pen 
XER[SO, OV] 
mee f RA, IM Subtract (RA) from EXTS(IM). 24-179 
(RT) < —(RA) + EXTS(IM) + 1. 
Place carry-out in XER[CA]. 


|subfme | RT, RA, RB ___| Subtract (RA) from (-1) with carry-in. ae: 180 


(RT) <— —(RA) + (~1) + XERICA]. 


Place carry-out in XER[CA]. 
| XER[SO, OV] __| OV] 


PERO ON 
XER[SO, OV] 


a 
ssubfc. | cee srk : seecat 
[subte. | 
“0 


Subtract (RA) from zero with carry-in. pf 81 
(RT) < —(RA) + XER[CA]. 
Place carry-out in XER[CA]. —— 
/XER[SO, OV] _ | OV] 


Per ON) 
XER[SO, OV] 


RA, RS, RB | XOR (RS) with (RB). 


Place result in RA. CRICRO] cme ~ | 
port RS, IM XOR ( (RS) with (80 || iM). 
Place result in RA. 
RA, RS, IM} XOR (RS) with (IM |] 10). 
Place result in RA. 


ss 
[subfze | RT, RA, RB 
‘subtze, | 
[subtzeo 
e 
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B.7 Condition Register Logical Instructions 


Condition Register (CR) logical instructions allow the user to combine the results of several 
comparisons without incurring the overhead of conditional branching. These instructions can 
significantly improve code performance if multiple conditions are tested prior to making a branch 
decision. Table B-8 summarizes the CR logical instructions. 


Table B-8. Condition Register Logical Instructions 


, Other Registers 

Operands Changed Page 

BT, BA, BB_ | AND bit (CRga) with (CRgp). 24-39 
Place result in CRez. 

BT, BA, BB_ | AND bit (CRga) with —(CRegp). 24-40 
Place result in CRer. 

BT, BA, BB | Equivalence of bit CRga, with CReg. 24-41 
CRet sa =(CRea @ CRgp) 

BT, BA, BB_ | NAND bit (CRga) with (CRgp). 24-42 
Place result in CRgz. 

BT, BA, BB_ | NOR bit (CRga) with (CRgp). 24-43 
Place result in CRez. 

BT, BA, BB | OR bit (CRga) with (CRgp). 24-44 
Place result in CRgz- 

BT, BA, BB_ | OR bit (CRga) with — (CRgp). 24-45 
Place result in CRgr. 

BT, BA, BB | XOR bit (CRga) with (CRgp). 24-46 
Place result in CRpr. 

merf BF, BFA Move CR field, (CR[CRn]) <— (CR[CRm)) 24-107 

where m <~ BFA and n <- BF. 
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B.8 Branch Instructions 


The architecture provides conditional and unconditional branches to any storage location. The 
conditional branch instructions test condition codes set previously and branch accordingly. _ 
Conditional branch instructions may decrement and test the Count Register (CTR) as part of 
determination of the branch condition and may save the return address in the Link Register (LR). The 
target address for a branch may be a displacement from the current instruction address (CIA), or may 
be contained in the LR or CTR, or may be an absolute address. 


Table B-9. Branch Instructions 


Other Registers 
Operands Changed Page 


target Branch unconditional relative. 24-19 
LI <— (target — CIA)g.09 
NIA — CIA + EXTS(LI || 20) 
Branch unconditional absolute. 
LI <— targetg.o9 
NIA — EXTS(LI || 20) 
Branch unconditional relative. (LR) <— CIA + 4. 
LI < (target ~- CIA)g.09 
NIA — CIA + EXTS(LI || 70) 
Branch unconditional absolute. (LR) < CIA + 4. 
LI <— targetg.og 
NIA <— EXTS(LI || 20) 
BO, BI, target | Branch conditional relative. CTR if BO.=0. | 24-20 


BD < (target — CIA)16:09 
NIA < CIA + EXTS(BD || 20) 


Branch conditional absolute. 
BD < targety,¢-29 
NIA <— EXTS(BD || 20) 


Branch conditional relative. 
BD < (target - CIA)16: 29 
NIA — CIA + EXTS(BD |] 70) 


Branch conditional absolute. 
BD <— targeti,.29 
NIA < EXTS(BD || 20) 


Branch conditional to address.in CTR. 
Using (CTR) at exit from instruction, 
NIA <— CTRo29 || 70 


CTR if BO. = 0. 


CTR if BO. = 0. 
(LR) — CIA + 4. 


CTR if BO. = 0. 
(LR) — CIA +4. 


[bectr | BO, BI | CTR if BO, =0. if | CTR if BO, =0. =0. | 24-26 
CTR if BO. = 0. 
(LR) — CIA + 4. 
fbclr | BO, BI Branch conditional to address in LR. |CTRif BO, =0. | if |CTRif BO, =0. | 0. | 24-30 
coe Ae i instruction, CTR if BO, = 0. 
0.28 ys (LR) — CIA + 4. 
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B.9 Comparison Instructions 


Comparison instructions perform arithmetic and logical comparisons between two operands and set 
one of the eight condition code register fields based on the outcome of the comparison. Table B-10 
shows the comparison instructions supported by the PPC405GP. 


Table B-10. Comparison Instructions 


Other 
Registers . 
Operands Changed Page 


BF, 0, RA, | Compare (RA) to (RB), signed. 24-34 
RB Results in CR[CRn], where n= BF. 
BF, 0, RA, | Compare (RA) to EXTS(IM), signed. 24-35 
IM Results in CR[CRn], where n= BF. 
BF,0, RA, | Compare (RA) to (RB), unsigned. 24-36 
RB Results in CR[CRn], where n= BF. 
BF, 0, RA, | Compare (RA) to (‘80 II 1M), unsigned. 24-37 
IM - | Results in CR[CRn], where n= BF. 
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B.10 Rotate and Shift Instructions 


Rotate and shift instructions rotate and shift operands which are stored in the general purpose 
registers. Rotate instructions can also mask rotated operands. Table B-11 shows the PPC405GP 
rotate and shift instructions. 


Table B-11. Rotate and Shift Instructions 


Other Registers 
Operands Changed Page 


RA, RS, SH, | Rotate left word immediate, then insert according to | 24 146 
MB, ME mask. 
r <— ROTL((RS), SH) — 
ee 147 
—— 
p B 150 
—— 


m < MASK(MB, ME) 
P| Be 152 
— 


(RA) — (ra m) v ((RA) A =m) 
[sraw | RA, RS, RB P| 153 
a 


Rotate left word immediate, then AND with mask. 
r <— ROTL((RS), SH) 
fsrawl | RA, RS, SH | 2 154 
ry - 
isrw | RA, RS, RB | Shift right (RS) by (RB)o7.3;. fd 2 155 
n <— (RB)o7.31- 
r <— ROTL((RS), 32—n). — 
if (RB)og = Othenm < MASK(n, 31) 
elsem <— °20. 
(RA) <r am. 


m < MASK(MB, ME) 
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RA, RS, SH, 
MB, ME 


(RA) <— (ra m) 


Rotate left word, then AND with mask. 
r <— ROTL((RS), (RB)27-31) 

m <— MASK(MB, ME) 

(RA) <— (ra m) 


Shift left (RS) by (RB)o7-34- 
n <— (RB)27-31, 

r <— ROTL((RS), n). 
if (RB)og = ee m < MASK(O, 31 bani 
elsem < 0, 
(RA) — ram. 


Shift right algebraic (RS) by (RB)o7.3}. 
n <— (RB)o7.31. 

r — ROTL((RS), 32 — n). 
if (RB)og = ao wien m <— MASK(n, , 
i m <— 320, 

<— (RS)o, 

(RA) < (ram) v @s A am). 
XER[CA] < s A ((r A —m) #0). 


Shift right algebraic (RS) by SH. 
n <& SH. 

r — ROTL((RS), 32 —n). 
m <— MASK(n, 31). 

s — (RS). 

(RA) <— (r A m) v (2s A -m). 
XER[CA] < s A ((r A —m)x<0). 


RA, RS, RB, 
MB, ME 


au 


B.11 Cache Control Instructions 


Cache control instructions allow the user to indirectly control the contents of the data and instruction 
caches. The user may fill, flush, invalidate and zero blocks (16-byte lines) in the data cache. The user 
may also invalidate congruence classes in both caches and invalidate individual lines in the 
instruction cache. 


Table B-12. Cache Control Instructions 


Other. 
Registers 
Operands Changed 
RA, RB Speculatively establish the data cache block which 24-47 
contains the EA (RAIO) + (RB). 
RA, RB Flush (store, then invalidate) the data cache block which 24-49 
contains the EA (RAIO) + (RB). 
RA, RB Invalidate the data cache block which contains the EA 24-50 
(RAIO) + (RB). 
RA, RB Store the data cache block which contains the EA 24-51 
(RAIO) + (RB). 
RA, RB Load the data cache block which contains the EA 24-52 
(RAIO) + (RB). 
RA,RB Load the data cache block which contains the EA 
(RAIO) + (RB). 
RA, RB Zero the ae cache block which contains the EA 24-54 
(RAIO) + 
RA, RB Invalidate the data cache congruence class associated 24-56 
with the EA (RAIO) + (RB). 


dcread RT, RA, RB | Read either tag or data information from the data cache 
congruence class associated with the EA (RAIO) + (RB). 


Place the results in RT. 


RA, RB Invalidate the instruction cache block which contains the 24-65 
EA (RAIO) + (RB). 

RA, RB Load the instruction cache block which contains the EA 24-66 
(RAIO) + (RB). 


iccci | RA, RB Invalidate instruction cache. ae 24-67 


| RA, RB Read either tag or data information from the instruction Ld 24-68 


cache congruence class associated with the EA 
(RAIO) + (RB). 
Place the results in ICDBDR. 
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B.12 Interrupt Control Instructions 


The interrupt control instructions allow the user to move data between general purpose registers and 
the machine state register, return from interrupts and enable or disable maskable external interrupts. 
Table B-13 shows the interrupt control instruction set. 


Table B-13. Interrupt Control Instructions 


Other Registers ; 
Operands Changed Page 
mfmsr a pa MSR to RT, 24-111 
< (MSR). 
Move to MSR from RS, 24-118 
(MSR) < (RS). 


Return from critical interrupt 24-144 
(PC) < (SRR2). 
(MSR) <— (SRR38). 
Return from interrupt. 24-145 
(PC) <— Pages 
(MSR) (SRR1). 

Write value of RS4, to the External Enable bit 

(MSR[EE)). 


‘wreet[E | Write value of Eto the External Enable bit(MSRIEED.| =| 


B.13 Processor Management Instructions 


The processor management instructions move data between GPRs and SPRs and DCRs in the 
PPC405GP; these instructions also provide traps, system calls and synchronization controls. 


Table B-14. Processor Management Instructions 


Other Registers 
Operands Changed Page 
Storage synchronization. All loads and stores that 24-61 
precede the eieio instruction complete before any 
loads and stores that follow the instruction access 
main storage. 
Implemented as sync, which is more restrictive. 
isyne Synchronize execution context by flushing the 24-70 
prefetch queue. 
BF Move XER{0:3] into field CRn, where n¢—BF. 24-108 
CR[CRn] < (XER[SO, OV, CA)). 
(XER[SO, OV, CA]) <— 30. 
RT Move from CR to RT, 24-109 
(RT) <— (CR). 
RT, DCRN Move from DCR to RT, 24-110 
(RT) < (DCR(DCRN)). 
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Table B-14. Processor Management Instructions (continued) 


Other Registers 
Operands Changed Page 
RT, SPRN Move from SPR to AT, 24-112 
(RT) <— (SPR(SPRN)). 


mtcrf FXM, RS Move some or all of the contents of RS into CR as 24-116 

specified by FXM field, 
mask <— *(FXMo ) Il 4(EXM,) ee || 
4(FXMg) || 4(FXMz). 
(CR)<((RS) A mask) v (CR) A —mask). 

DCRN, RS Move to DCR from RS, 24-117 
(DCR(DCRN)) < (RS). 

SPRN, RS Move to SPR from RS, 24-119 
(SPR(SPRN)) <— (RS). 
When sync completes, all storage accesses initiated 


System call exception is generated. 24-151 
(SRR1) <— (MSR) 
(SRRO) < (PC) 
before sync will have completed. 
TO, RA, RB | Trap exception is generated if, comparing (RA) with 
(RB), any condition specified by TO is true. 
TO, RA, IM Trap exception is generated if, comparing (RA) with 
EXTS(IM), any condition specified by TO is true. 


PC EVPRo-15 Il OxOCOO 
(MSRIWE, PR, EE, PE, DR, IR]) — 0 


Synchronization. All instructions that precede sync 
complete before any instructions that follow syne 
begin. 
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Appendix C. Code Optimization and Instruction Timings 


The code optimization guidelines in “Code Optimization Guidelines” and the information describing 
instruction timings in “Instruction Timings,’ on page C-3 can help compiler, system, and application 
programmers produce high-performance code and determine accurate execution times. 


C.1 Code Optimization Guidelines 
The following guidelines can help to reduce program execution times. 


C.1.1 Condition Register Bits for Boolean Variables 


Compilers can use Condition Register (CR) bits to store boolean variables, where O and 1 represent 
False and True values, respectively. This generally improves performance, compared to using General 
Purpose Registers (GPRs) to store boolean variables. Most common operations on boolean variables 
can be accomplished using the CR Logical instructions. 


C.1.2 CR Logical Instruction for Compound Branches 
For example, consider the following pseudocode: 
| if (Var28 Il Var29 II Var30 I] Var 31) branch to target 


Var28-Var31 are boolean variables, maintained as bits in the CR[CR7] field (CRog.3,). The value 1 
represents True; 0 represents False. 


This could be coded with branches as: 


bt 28, target 
bt 29, target 
bt 30, target 
bt 31, target 


Generally faster, functionally equivalent code, using CR Logical instructions, follows: 


crcr 2, 28, 29 
cror 2,2, 30 
cror 2, 2, 31 
bt 2, target 


C.1.3 Floating-Point Emulation 
Two ways of handling floating-point emulation are available. 
The preferred method is a call interface to subroutines in a floating-point emulation run-time library. 


Alternatively, code can use the PowerPC floating point instructions. The PPC405GP, an integer 
processor, does not recognize these instructions and will take an illegal instruction interrupt. The 
interrupt handler can be written to determine the instruction opcode and execute appropriate (integer- 
based) library routines to provide the equivalent function. 
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Because this method adds interrupt context switching time to the execution time of library routines 
that would have been called directly by the preferred method, it is not preferred. However, this method: 
supports code that contains PowerPC floating-point instructions. 


C.1.4 Cache Usage 


Code and data can be organized, based on the size and structure of the instruction and data cache 
arrays, to minimize cache misses. 


In the cache arrays, any two addresses in which A,,,9.¢ (the index) are the same, but which differ in 
Ao:m-1 (the tag), are called congruent. (This describes a two-way set-associative cache.) Ao7.3; define 
the 32 bytes in a cache line, the smallest object that can be brought into the cache. Only two 
congruent lines can be in the cache simultaneously; accessing a third congruent line causes the 
removal from the cache of one of the two lines previously there. 


Table C-1 illustrates the value of m and the index size for the various cache array sizes. 


Table C-1. Cache Sizes, Tag Fields, and Lines 


Instruction Cache Array 
[PE oneconr Bren erent perenne ee Sa 
a 
Se ee Gee ee 
exe [ aa ot) | ~iz0 | 2028 [20 oe) | 1e8 | 2028 
rece | 2201) | 256 | 1026 | 19016) | 256 [1826 
raexe [22021 | 812] 1826 [te(oi7) | siz | 1026] 


Moving new code and data into the cache arrays occurs at the speed of external memory. Much faster 
execution is possible when all code and data is available in the cache. Organizing code to uniformly 
use A726 Minimizes the use of congruent addresses. 


C.1.5 CR Dependencies 


| For CR-setting arithmetic, compare, CR-logical, and logical instructions, and the CR-setting merf, 
merxr, and mterf instructions, put two instructions between the CR-setting instruction and a Branch 
instruction that uses a bit in the CR field set by the CR-setting instruction. 


C.1.6 Branch Prediction 


Use the Y-bit in branch instructions to force proper branch prediction when there is a more likely 
prediction than the standard prediction. See “Branch Prediction” on page 3-36 for a more information 
about branch prediction. 


C.1.7 Alignment 


For speed, align all accesses on the appropriate operand-size boundary. For example, load/store 
word operands should be word-aligned, and so on. Hardware does not trap unaligned accesses; 
instead, two accesses are performed for a load or store of an unaligned operand that crosses a word 
boundary. Unaligned accesses that do not cross word boundaries are performed in one access. 
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Align branch targets that are unlikely to be hit by “fall-through” code on cache line boundaries (such - 
as the address of functions such as strepy), to minimize the number of unused instructions in cache 
line fills. 


C.2_ Instruction Timings 
The following timing descriptions consider only “first order’ effects of cache misses in the ICU 
(instruction-side) and DCU (data-side) arrays. 


The timing descriptions do not provide complete descriptions of the performance penalty associated 
with cache misses; the timing descriptions do not consider bus contention between the instruction- 
side and the data-side, or the time associated with performing line fills or flushes. Unless specifically 
stated otherwise, the number of cycles apply to systems having zero-wait memory access. 


C.2.1 General Rules 

Instructions execute in order. 

All instructions, assuming cache hits, execute in one cycle, except: 

¢ Divide instructions execute in 35 clock cycles. 

_ ¢ Branches execute in one or three clock cycles, as described in “Branches.’ 

¢ MAC and multiply instructions execute in one to five cycles as described in “Multiplies.” 


e Aligned load/store instructions that hit in the cache execute in one clock cycle/word. See 
“Alignment” for information on execution timings for unaligned load/stores. 


¢ Inisolation, a data cache control instruction takes two cycles in the processor pipeline. However, 
subsequent DCU accesses are stalled until a cache control instruction finishes accessing the data 
cache array. 


Note: Note that subsequent DCU accesses do not remain stalled while transfers associated with 
previous data cache control instructions continue on the PLB. 
C.2.2 Branches 


Branch instructions are decoded in prefetch buffer 0 (PFBO) and the decode stage of the instruction 
pipeline. Branch targets, whether the branch is known or predicted taken, can be fetched from the’ 
PFBO and DCD stages. Incorrectly predicted branches can be corrected from the DCD or EXE 
(execute) stages of the pipeline. 


Branches can be known taken or known not taken, or can have address or condition dependencies. 
Branches having address dependencies are never predicted taken. The directions of conditional 
branches having no address dependencies are statically predicted. 


Conditional branches may depend on the results of an instruction that is changing the CR or the CTR. 
Address dependencies can occur when: 


¢ A belr instruction that is known taken, or unresolved, follows (immediately, or separated by only 
one instruction) a link updating instruction (mtlr or a branch and link). 


¢ A bcctr instruction that is known taken, or unresolved, follows (immediately, or separated by only 
One instruction) a counter updating instruction (mtctr or a branch that decrements the counter). 
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Instruction timings for branch instructions follow: 


¢ A branch known not taken (BKNT) executes in one clock cycle. By definition a BKNT does not have 
address or condition dependencies. 


e A branch known taken (BKT) by definition has no condition dependencies, but can have address 
dependencies. A BKT without address dependencies can execute in one clock cycle if it is first 
decoded from the PFBO stage, or in two clock cycles if it is first decoded in the DCD stage. A BKT 
having address dependencies can execute in two clock cycles if there is one instruction between 
the branch and the address dependency, or in three clock cycles if there are no instructions 
between the branch and address dependency. 


¢ A branch predicted not taken (BPNT), which must have condition dependencies, executes in one 
clock cycle if the prediction is correct. If the prediction is incorrect, the branch can take two or three 
cycles. If there was one instruction between the branch and the instruction causing the condition 
dependency, the branch executes in two cycles. If there were no instructions between the branch 
and the instruction causing the condition dependency, the branch executes in three clock cycles. 


¢ A branch that is correctly predicted taken (BPT), which must have condition dependencies, 
executes in one clock cycle, if it is first decoded from the PFBO stage, or two clock cycles if it is first . 
decoded in the DCD stage. If the prediction is incorrect, the branch can take two or three cycles. If 
there is one instruction between the branch and the instruction causing the condition dependency, 
the branch executes in two cycles. If there are no instructions between the branch and the 
instruction causing the condition dependency, the branch executes in three clock cycles. 


C.2.3 Multiplies | 


For multiply instructions having two word operands, hardware internal to the core automatically 
detects smaller operand sizes (by examining sign bit extension) to reduce the number of cycles 
necessary to complete the multiplication. 


The PPC405GP also supports multiply accumulate (MAC) instructions and multiply instructions 
having halfword operands. 


Word and halfword multiply instructions are pipelined in the execution unit and use the same 
multiplication hardware. Because these instructions are pipelined in the execution stage they have 
latency and reissue rate cycle numbers. Under conditions to be described, a second multiply or MAC 
instruction can begin execution before the first multiply or MAC instruction completes. When these 
conditions are met, the reissue rate cycle numbers should be used; otherwise, the latency cycle 
numbers should be used. (A MAC or multiply instruction can follow another MAC or a multiply and still 
meet the conditions that support the use of the reissue rate cycle numbers. 


Use reissue rate cycle numbers for multiply or MAC instructions that are followed by another multiply 
or MAC instruction, and do not have an operand dependency from a previous multiply or MAC 
instruction. However, one operand dependency is allowed for reissue rate cycle numbers. Internal . 
forwarding logic allows the accumulate value of a first MAC instruction to be used as the accumulate 
value of a second MAC instruction without affecting the reissue rate. 


Use latency cycle numbers for multiply or MAC instructions that are not followed by another multiply 
or MAC, or that have an operand dependency from a previous multiply or MAC instruction. However, 
accumulate-only dependencies between adjacent MAC instructions use reissue rate cyle numbers. 


An operand dependency exists when a second multiply or MAC instruction depends on the result of a 
first multiply or MAC instruction. 
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Table C-2 summarizes the multiply and MAC instruction timings. In the table, the syntax “[o]” indicates 
that the instruction has an “o” form that updates XER[SO,OV], and a “non-o” form. The syntax “[.]” 
indicates that the instruction has a “record” form that updates CR[CRO], and a “non-record” form. 


Table C-2. Multiply and MAC Instruction Timing 
Reissue Rate Latency 
Operation Cycles Cycles 


MAC and negative MAC instructions 


Halfword x Halfword 


mullhw([.], mullhwu[.], muthhwi.], 1 2 
mulhhwu[.], 

mulchw[.], mulchwu[.] 
fmainwinmamwets —| | 
Halfword x Word 


mulli[.], mullw[o][.], 2 3 
mulhw[.], mulhwuf[.] 
Word x Word : 


mullw([o][.], mulhw[.], mulhwu[.] 


C.2.4 Scalar Load Instructions 


Generally, the PPC405GP executes cachable load instructions that hit in the data cache array or fill 
buffer, or noncachable load instructions that hit in the fill buffer (when enabled), in one cycle. However, 
the pipelined nature of toad instructions can even cause loads that hit in the cache or line buffer to 
appear to take extra cycles under some conditions. 


If a load is followed by an instruction that uses the load target as an operand, a load-use dependency 
exists. When the load target is returned, it is forwarded to the operand register of the “using” 
instruction. This forwarding results in an additional cycle of latency to a load immediately followed by 
a “using” instruction, causing the load to appear to execute in two cycles. 


Because the PPC405GP can execute instructions that follow load misses if no load-use dependency 
exists, the load and the “using” instruction should be separated by two “non-using’ instructions when 
possible. If only one instruction can be placed between the load and the “using” instruction, the load 
appears to execute in two cycles. 


C.2.5 Scalar Store Instructions 


Cachable stores that miss in the DCU, and noncachable stores, are queued in the data cache so that 
the store appears to execute in a single cycle if operand-aligned. Under certain conditions, the DCU 
can pipeline up to three store instructions. (See Chapter 4, “Cache Operations,” for more information.) 
stwex. instructions that do not cause alignment errors execute in two cycles. 


C.2.6 Alignment in Scalar Load and Store Instructions 


The PPC405GP requires an extra cycle to execute scalar loads and stores having unaligned big or 
little endian data (except for lwarx and stwex., which require word-aligned operands). If the target 
data is not operand aligned, and the sum of the least two significant bits of the effective address (EA) 
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and the byte count is greater than four, the PPC405GP decomposes a load or store scalar into two 
load or store operations. That is, the PPC405GP never presents the DCU with a request for a transfer 
that crosses a word boundary. For example, a Ilwz with an EA of 0b11 causes the PPC405GP to 
decompose the Iwz into two load operations. The first load operation is for a byte at the starting 
effective address; the second load operation is for three bytes, starting at the next word address. 


C.2.7 String and Multiple Instructions 


Calculating execution times for string and multiple instructions (Imw and stmw) instructions requires 
an understanding of data alignment, and of the behavior of the string instructions with respect to 
alignment. 


In the following example, the string contains 21 bytes. The first three bytes do not begin on a word 
boundary, and the final two bytes.do not end on a word boundary. The PPC405GP handles any 
unaligned leading bytes as a special case, then moves as many bytes as aligned words as possible, 
and finally handles any unaligned trailing bytes as a special case. 


In the following example, arrows indicate word boundaries (the address is an exact multiple of four); 
shaded boxes represent unaligned bytes. 


The execution time of the string instruction is the sum of the: 
1. Cycles required to handle unaligned leading bytes; if any, add one clock cycle. 
In the example, there are unaligned leading bytes; this transfer adds one clock cycle. 


2. Cycles required to handle the number of word-aligned transfers required. Assuming data cache 
hits, each word-aligned transfer requires one clock cycle. 


In the example, there are four aligned words; this transfer requires four clock cycles. 
3. Cycles required to handle unaligned trailing bytes; if any, add one clock cycle. 


In the example, there are unaligned trailing bytes; this transfer adds one clock cycle. 


A string instruction operating on the example 21-byte string requires six clock cycles. 


C.2.8 Loads and Store Misses 


Cachable stores that miss in the DCU, and noncachable stores, are queued internally in the DCU so 
that the store instruction appears to execute in one cycle. Under certain conditions, the DCU can 
pipeline up to three store instructions. (See the Chapter 4, “Cache Operations,” for more information.) 


Because the PPC405GP can execute instructions that follow load misses if no load-use dependency 
exists, the load and the “using” instruction should be separated by “non-using” instructions whenever 
possible. The number of load miss penalty cycles incurred by a load that misses in the DCU or DCU 
fill buffer is reduced by one cycle for every non-use instruction following the load. When the number of 
non-use instructions following the load is equal to or greater than the number of cycles that it takes to 
obtain the load data, the load instruction appears to execute in a single cycle. The number of cycles 
that it takes to obtain load data when it misses in the data cache and fill buffer depends on whether 
operand forwarding is enabled or disabled and the system memory timing. 
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C.2.9 Instruction Cache Misses 


Refer to “Instruction Processing” on page 3-33 for detailed information about the instruction queue 
and instruction fetching. Table C-4 illustrates instruction cache penalties for cachable and 
noncachable fetches that miss in the ICU array and fill buffer. 


Table C-4. Instruction Cache Miss Penalties 


[Branch Takentom DOD 


Table C-4 assumes that: 
¢« The PPC405GP and processor local bus (PLB) run at the same frequency 


¢ The PLB returns an address acknowledge during the first cycle in which the DCU asserts the PLB 
request 


¢ The target instruction is returned in the cycle following the address acknowledge cycle 


The penalty cycles shown for sequential ICU requests assume that the DCD stage and pre-fetch 
queue are filled with single-cycle nonbranching instructions or BKNT branch instructions. The penalty 
‘ cycles for the remaining two rows are for taken branches from DCD and PFBO respectively. 
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relationship between TLBs, illustrated 6-8 

addressing modes 1-11 

addze 24-14 

addze. 24-14 

addzeo 24-14 

addzeo. 24-14 

alignment 
for cache control instructions 3-27 
for storage reference instructions 3-27 
of datatypes 3-26 

alignment interrupts 
causes of 3-28 
register settings 10-40 
summary 10-39 

and 24-15 

and. 24-15 

ande 24-16 

ande. 24-16 

andi. 24-17 

andis. 24-18 

architecture, PowerPC 1-4 

arithmetic compares 3-13 

arithmetic instructions 3-49 


Preliminary 


asynchronous interrupts 10-22 


B 

b 24-19 

ba 24-19 
be 24-20 
bca 24-20 
bectr 24-26 
bectrl 24-26 
bel 24-20 
bela 24-20 
belr 24-30 
belrl 24-30 
betr 24-27 
betrl 24-27 
bdnz 24-21 
bdnza 24-21 
bdnzf 24-21 
bdnzfa 24-21 
bdnzfl 24-21 
bdnzfla 24-21 
bdnzflr 24-31 
bdnzfirl 24-31 
bdnzl 24-21 
bdnzla 24-21 
bdnzir 24-31 
bdnzirl 24-31 
bdnzt 24-21 
bdnzta 24-21 
bdnztl 24-21 
bdnztla 24-21 
bdnztlr 24-31 
bdnztlrl 24-31 
bdz 24-21 
bdza 24-21 
bdzf 24-22 
bdzfa 24-22 
bdzfl 24-22 
bdzfla 24-22 
bdzfir 24-31 
bdzflrl 24-31 
bdzl 24-21 
bdzla 24-21 
bdzir 24-31 
bdzirl 24-31 
bdzt 24-22 
bdzta 24-22 
bdztl 24-22 
bdztla 24-22 
bdztir 24-31 
bdztlrl 24-31 
beq 24-22 
beqa 24-22 
beqctr 24-27 
beqctrl 24-27 
beql 24-22 
beqir 24-31 


Index 


beqlrl 24-31 
bf 24-22 
bfa 24-22 
bfctr 24-27 
bfctrl 24-27 
bfl 24-22 
bfla 24-22 
bflr 24-32 
bfirl 24-32 
bge 24-23 
bgea 24-23 


bgectrl 24-27 


bgel 24-23 
bgela 24-23 
bgelr 24-32 
bgelrl 24-32 
bgrctr 24-27 
bgt 24-23 

bgta 24-23 
bgtctr 24-27 


bng 24-24 
bnga 24-24 
bngctr 24-28 


_bngctrl 24-28 


bngl 24-24 
bngla 24-24 
bnglr 24-32 
bnglrl 24-32 
bnl 24-24. 
bnla 24-24 
bnictr 24-28 
bnictr! 24-28 
bnil 24-24 
bnila 24-24 
bnilr 24-33 
bnilrl 24-33 
bns 24-24 
bnsa 24-24 
bnsctr 24-28 
bnsctrl 24-28 


bgtctrl 24-27 bnsl 24-24 
bgt] 24-23 bnsla 24-24 
bgtla 24-23 bnsir 24-33 
bgtlr 24-32 bnslrl 24-33 
bgtirl 24-32 bnu 24-25 
BI field bnua 24-25 

conditional branches 3-35 bnuctr 24-28 
big endian . bnuctrl 24-28 

alignment 3-27 bnul 24-25 

defined 3-28 bnula 24-25 

mapping 3-29 bnulr 24-33 

storage regions bnulrl 24-33 

byte-reverse instructions 3-32= 3-33 BO field 

bl 24-19 conditional branches 3-35= 3-36 
bla 24-19 branch instructions 3-51 
ble 24-23 branch prediction 3-36, A-1, B-9 
blea 24-23 controlling through mnemonics 3-37 
blectr 24-27 branching control 
blectrl 24-27 AA field on conditional branches 3-35 
blel 24-23 AA field on unconditional branches 3-34 
blela 24-23 BI field on conditional branches 3-35 
blelr 24-32 BO field on conditional branches 3-35= 3-36 
blelrl 24-32 — branch prediction 3-36 
blr 24-30 bso 24-25 
birl 24-30 bsoa 24-25 
bit 24-23 bsoctr 24-28 
bita 24-23 bsoctrl 24-28 
bltctr 24-27 bsol 24-25 
bitctrl 24-27 bsola 24-25 
bitl 24-23 bsolr 24-33 
bitla 24-23 bsolrl 24-33 
bitlr 24-32 bt 24-25 
bitlrl 24-32 bta 24-25 
bne 24-24 bictr 24-28 
bnea 24-24 btctrl 24-28 
bnectr 24-28 btl 24-25 
bnectrl 24-28 btla 24-25 
bnel 24-24 btir 24-33 
bnela 24-24 btirl 24-33 
bnelr 24-32 bun 24-25 
bnelrl 24-32 buna 24-25 
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bunctr 24-29 
bunctrl 24-29 
bunl 24-25 
bunla 24-25 
bunlr 24-33 
bunlrl 24-33 
bus timeout error 16-11 
byte ordering 
big endian, defined 3-28 
little endian 
defined 3-28 
supported 3-30 
overview 3-28 
byte reversal 
during load/store access 3-31 
byte-reverse instructions 
augmented by endian (E) storage attribute 3-33 
compare to endian (E) storage attribute 3-32 
“Cc 
cache 
instructions 
DAC debug events 12-20 
cache block, defined 4-9 
cache control instructions 
access protection 6-15 
causing data storage interrupts 6-15 
cache line 
dirty, defined 4-16 
See also cache block 
cache line fills 
DCU 4-6 
defined 4-6 
types 4-3 
cache organization 
DCU 4-5 
ICU 4-2 
caches. See ICU;DCU 
caching inhibited (I) storage attribute 
for data accesses, controlled by DCCR 6-19 
for instruction fetches, controlled by ICCR 6-19 
virtual mode 6-5 
CCRO 25-15 
character mode 
NS16450 21-1 
clrislwi 24-147 
clrislwi. 24-147 
clrlwi 24-147 
clriwi.: 24-147 
clrrwi 24-148 
clrrwi. 24-148 
cmp 24-34 
cmpi 24-35 
cmp! 24-36 
cmpli 24-37 
cmplw 24-36 
cmplwi 24-37 
cmpw 24-34 
cmpwi 24-35 
cntlzw 24-38 
cnilzw. 24-38 
compare instructions 


Preliminary 


arithmetic 3-13 
in core, listed 3-50 
effect on CR fields 3-13 
logical 3-13 
Condition Register. See CR 
conditional branches 
AA field 3-35 
Bi field 3-35 
BO field 3-35= 3-36 
‘mnemonics used to control prediction 3-37 
context synchronization 
defined 3-44 
forlITLB 6-8 
limitations 3-44 
context, defined 3-44 
conventions 
notational x\viii 
Count Register. See CTR 
CPCO_CR1 25-20 
CPCO_ER 25-21 
CPCO_FR 25-22 
CPCO_JTAGID 25-23 
CPCO_PLLMR 25-24 
CPCO_PSR 25-26 
CPCO_SR 25-28 
CR 25-29 
CR (Condition Register) 
arithmetic and logical instructions 3-49 
compare instructions 3-13, 3-50 
CRO field 3-14 
logical instructions 3-50 
setting fields 3-12 
summarized 1-11 
crand 24-39 
crande 24-40 
crclr 24-46 
creqv 24-41 
critical input interrupts 10-34 
register settings 10-35 
critical interrupts 10-23 
defined 10-26 
processing 10-27 
crmove 24-44 
crnand 24-42 
crnor 24-43 
crnot 24-43 
cror 24-44 
crore 24-45 
crset 24-41 
crxor 24-46 
CTR 15-6, 15-14, 15-15, 15-16, 15-17, 15-20, 
25-30, 25-209, 25-210, 25-218, 25-219, 25-220, 
25-221 
CTR (Count Register) 
branch instructions 3-51 
functions 3-7 
testing by branch instructions 3-35 


D 

DAC1 12-14 

DAC1-—DAC2 12-14, 14-7, 25-31, 25-48 
Data Address Compare Register (DAC1) 12-14 


Index X-3 


data alignment 
in little endian storage 3-32 
overview 3-26 
Data Cache Cachability Register. See DCCR 
Data Cache Cachability Register. See DCCR 
data cache unit. See DCU 
Data Cache Write-through Register. See DCWR 
Data Cache Write-through Register. See DCWR 
Data Exception Address Register. See DEAR 
data machine check interrupts 
register settings 10-36 
data storage interrupts 
caused by cache control instructions 6-15 
causes 10-36 
described 6-9 
programming note 10-37 
register settings 10-37 
data TLB. See DTLB 
data types 
illustrated 3-26 
summarized 1-10 
DBCR 12-9 
DBCRO 25-32, 25-34 
DBCRO (Debug Control Register 0) 
resets 8-2 
DBSR 12-12, 25-36 
dcba 
does not cause interrupts 6-15 
functions 4-10 
dcbf 24-49 
. data storage interrupts 6-16 
functions 4-10 
dcbi 24-50 
data storage interrupts 6-15 
functions 4-10 
dcbst 24-51 
data storage interrupts 6-16 
functions 4-10 
debt 24-52 
data storage interrupts 6-16 
functions 4-10 
dcbtst 
functions 4-10 
debz 24-54 
data storage interrupts 6-15 
functions 4-11 
decci 24-56 
data storage interrupts 6-16 
functions 4-11 
when use not recommended 6-16 
DCCR 25-38 
DCCR (Data Cache Cachability Register) 
controlling cachability 4-8 
controlling the caching inhibited (I) storage attribute 
6-19 
DCPO_ADDRO-DCP0O_ADDR1. 25-40 
DCPO_ADDRO-DCPO_ADDR3 14-5, 25-40 
DCPO_CFG 14-6, 25-41 
DCPO_CFGADDR 25-42 
DCP0O_CFGADDR (Decompression Controller Address 
Register) 
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accessing 3-21 
DCPO_CFGDATA 25-43 
DCP0O_CFGDATA (Decompression Controller Data 
Register) 

accessing 3-21 
DCPO_ESR 14-8, 25-44 
DCPO_ID 14-6, 25-46 
DCPO_ITORO-DCPO_ITOR3 14-4, 25-47 
DCPO_MEMBEAR 14-7, 25-48 
DCPO_PLBBEAR 14-7, 25-49 
DCPO_RAMO-DCPO_RAMS3FF 25-50 
DCPO_VER 14-7, 25-51 
dcread 24-57 

controlled by CCRO 4-11 

as debugging tool 4-15 

functions 4-11 
DCRs (device control registers) 

indirectly accessed 3-19 

instructions for reading 3-43 

summary 1-11 

uses for 3-16 
DCU (data cache unit) 

cachability control 4-8 

cache line fills 4-6 

coherency 4-9 

debugging 4-15 

features 4-1 

instructions 4-10 

load commands, accepting 4-17 

load strategies 4-7 

organization 4-5 

performance 4-16 

pipeline stalls 4-16 

priority changes 4-17 

priority signal 4-17 

sequential caching 4-18 

simultaneous cache operations 4-18 

store commands 4-17 

tag informationin GPRs 4-16 

write strategies 4-7 
DCWR 25-52 
DCWR (Data Cache Write-through Register) 

controlling write strategies 4-7 

write-through policy 6-18 
DEAR 25-54 
DEAR (Data Exception Address Register) 

illustrated 10-34 
Debug Control Register (DBCR) 12-9 
Debug Control Register 0. See DBCRO 
debug interrupts 

register settings 10-44 
debugging 

boundary scan chain 12-3 

DCU 4-15 

debug events 12-16 

debug interfaces 12-1 

JTAG test access port 12-1 
trace status port 12-5 

development tools 12-1 

ICDBDR 4-14 

modes 12-6 


Preliminary 


external 12-6 

internal 12-6 

real-time trace 12-7 
processor control 12-8 
processor status 12-8 

decompression controller 

access procedures, overview 3-19 
indirect access of DCRs 3-21 
offsets for DCRs 3-21 


Decompression Controller Address Register. See 


DCPO_CFGADDR 


Decompression Controller Data Register. See 


DCPO_CFGDATA 
Device Control Registers. See DCRs 
device-paced transfers 16-11 
bus timeout error 16-11 
dirty cache line, defined 4-16 
divww 24-59 
divw. 24-59 
divwo 24-59 
divwo. 24-59 
divwu 24-60 
divwu. 24-60 
divwuo 24-60 
divwuo. 24-60 
DMA 
memory-to-memory mode transfers 
initiated by software 18-21 
DMA operations 
arbitration transfer priorities 18-13 
data parity 18-14 : 
errors 18-14 
interrupts 18-15 
DMAO_CRO-DMA0_CR3 18-8, 25-55 
DMA0_CTO-DMAO_CT3 18-11, 25-58 
DMAO_DAO-DMA0_DA3 18-11, 25-59 
DMAO_POL 25-60 
DMA0_SA0-DMAO_SA3_ 18-10 
DMA0_SA0-DMAO_SA3 25-62 
DMA0_SGO-DMA0_SG3_ 18-12 
DMA0_SGO-DMAO_SG3 25-63 
DMAO_SGC 18-13, 25-64 
DMAO_SLP 25-65 
DMAO_SR 18-7, 25-66 
DTLB (data translation lookaside buffer) 
accesses 6-7 
miss interrupts 6-10, 10-43 
summary 6-7 


E 
EA (effective address) 
forming 3-27 
translation to RA, illustrated 6-2 
when non-cachable 4-8 
EAs (effective addresses) 
indexing the cache array 4-4 
EBC (external bus controller) 
DCRs 
access procedures, overview 3-19 
indirect access 3-20 
offsets 3-20 
EBCO_BEAR 25-68 


Preliminary 


EBCO_BESRO 25-69 
EBCO_BESR1 25-71 
EBCO_BnAP 25-73 
EBCO_BnCR 25-75 
EBCO_CFG 25-76 
EBCO_CFGADDR 25-78 


EBCO_CFGADDR (Peripheral Controller Address 


Register) 
accessing 3-20 
EBCO_CFGDATA 25-79 


EBCO_CFGDATA (Peripheral Controller Data Register) 


accessing 3-20 
effective address. See EA 
effective addresses. See EAs 
eieio 24-61 
_ storage synchronization 3-47 
EMAC_OIAHR 25-81 . 
EMAC0O_GAHT1-EMACO_GAHT4 25-80 
EMACO_IAHT1-EMACO_IAHT4 25-82 
EMACO_TMRO 25-83 
EMACO_TMR1 25-84 
EMACO_TRTR 25-85 
EMACO_VTCI 25-86 
EMACO_VTPID 25-87 
embedded controllers 

instruction set 3-48 
endian (E) storage attribute 


and byte-reverse load/store instructions 3-33 


controlled by SLER 6-19 
and little endian 3-30 
when controlled by TLB_ 6-6 
eqv 24-62 
eqv. 24-62 
ESR 25-88 
ESR (Exception Status Register) 
usage for program interrupts 10-40 
ESR (Exception Syndrome Register) 
clearing privileged exceptions 3-42 
illustrated 10-31 
MCI bit, behavior of 10-33 
EVPR 25-89 
EVPR (Exception Vector Prefix Register) 
illustrated 10-31 
Exception Syndrome Register. See ESR 


Exception Vector Prefix Register. See EVPR 


exceptions 
defined 10-22 
handling, and MSR bits 3-41 
privileged, clearing 3-42 


registers during debug exceptions 10-45 


exceptions. See also interrupts 
execution mode 

controlling by MSR 3-41 
execution synchronization, defined 3-46 
extended memonics 

beqlr 24-31 
extended menmonics 

blectrl 24-27 

bnictrl 24-28 
extended mnemonicd 

bngla 24-24 


Index 
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extended mnemonics 


alphabetical B-9 
betr 24-27 
betrl 24-27 
bdnz 24-21 
bdnza 24-21 
bdnzf 24-21 
bdnzfa 24-21 
bdnzfkr 24-31 
bdnzfl 24-21 
bdnzfla 24-21 
bdnzflrl 24-31 
bdnzl 24-21 
bdnzla 24-21 
bdnzlr 24-31 
bdnzlirl 24-31 
bdnzt 24-21 
bdnzta 24-21 
bdnztl 24-21 
bdnztla 24-21 
bdnztlr 24-31 
bdnztirl 24-31 
bdz 24-21 
bdza 24-21 
bdzf 24-22 
bdzfa 24-22 
bdzfl 24-22 
bdzfla 24-22 
bdzflr 24-31 
bdzfirl 24-31 
bdzl 24-21 
bdzla 24-21 
bdzlr 24-31 
bdzirl 24-31 
bdzt 24-22 
bdzta 24-22 
bdztl 24-22 
bdztla 24-22 
bdztlr 24-31 
bdztirl 24-31 
beq 24-22 
beqa 24-22 
beqctr 24-27 
beqctrl 24-27 
beql 24-22 
beqlrl 24-31 
bf 24-22 
bfa 24-22 
bfctr 24-27. 
bfctrl 24-27 
bfl 24-22 
bfla 24-22 
bflr 24-32 
bfirl 24-32 
bge 24-23 
bgea 24-23 
bgectr 24-27 
bgectrl 24-27 
bgel 24-23 
bgela 24-23 
bgelr 24-32 
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bgelrl 24-32 
bgt 24-23 
bgta 24-23 
bgtctr 24-27 
bgtctrl 24-27 
bgt! 24-23 
bgtla 24-23 
bgtir 24-32 
bgtirl 24-32 
ble 24-23 — 
blea 24-23 
blectr 24-27 
blel 24-23 
blela 24-23 
blelr 24-32 
blelrl 24-32 
bir 24-30 
birl 24-30 
bit 24-23 
blta 24-23 
bitctr 24-27 
bltctrl 24-27 
bitl 24-23 
bitla 24-23 
bitir 24-32 
bitlr! 24-32 
bne 24-24 
bnea 24-24. 
bnectrl 24-28: 
bnel 24-24 
bnela 24-24 
bnelr 24-32 
bnelrl 24-32 
bng 24-24 
bnga 24-24 
bngctr 24-28 
bngctrl 24-28 
bngl 24-24 
bnglr 24-32 
bng!rl 24-32 
bni 24-24 
bnla 24-24 
bnictr 24-28 
bnil 24-24 
bnila 24-24 
bnilr 24-33 
bnilrl 24-33 
bns 24-24 
bnsa 24-24 
bnsctr 24-28 
bnsctrl 24-28 
bnsl 24-24 
bnsla 24-24 
bnsir 24-33 
bnsirl 24-33 
bnu 24-25 
bnua 24-25 
bnuctr 24-28 
bnuctrl 24-28 
bnul 24-25 
bnula 24-25 
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bnulr 24-33 
bnulrl 24-33 
bsalr 24-33 
bso 24-25 
bsoa 24-25 
bsoctr 24-28 
bsoctrl 24-28 
bsol 24-25 
bsola 24-25 
bsolrl 24-33 
bt 24-25 

bta 24-25 
btctr 24-28 
btctrl 24-28 
btl 24-25 
btla 24-25 
bilr 24-33 
btirl 24-33 
bun 24-25 
buna 24-25 
bunctr 24-29 
bunctrl 24-29 
bunl 24-25 
bunla 24-25 
bunlr 24-33 
bunlrl 24-33 
clrlslwi 24-147 
clrislwi. 24-147 
clrlwi 24-147 
cirlwi. 24-147 
clrrwi 24-148 
clrrwi. 24-148 
cmplw 24-36 
cmplwi 24-37 
cmpw 24-34 
cmpwi 24-35 
erclr 24-46 
crmove 24-44 
crnot 24-43 
crset 24-41 
explained 3-53 
extlwi 24-148 
extlwi. 24-148 
extrwi 24-148 
extrwi. 24-148 
for addi 24-9 
foraddic 24-10 


foraddic. 24-11, 


foraddis 24-12 


for bc, bea, bel, bcla 24-21 


for bectr, bcctrl 


for belr, bclrl 24-30 


forcmp 24-34 
forcmpi 24-35 
forcmpl 24-36 
forcmpli 24-37 
forcreqv 24-41 
forcrnor 24-43 
forcror 24-44 
forcrxor 24-46 


formfspr 24-113 


for mtcrf 24-116 


formtspr 24-120 
fornor, nor. 24-139 
for or, or. 24-140 


for ori 24-142 
for rlwimi, rlwimi. 


for rlwinm, rlwinm. 24-147 
for rlwnm, rlwnm. 24-150 

for subf, subf., subfo, subfo. 24-176 
for subfc, subfc., subfco, subfco. 


for tlbre 24-185 
fortw 24-191 
fortwi 24-194 
inslwi 24-146 
inslwi. 24-146 
insrwi 24-146 
insrwi. 24-146 
li 24-9 

lis 24-12 
mfitb 24-115 
mftbu 24-115 
mr 24-140 
mr. 24-140 
mtcr 24-116 
nop 24-142 
not 24-139 
not. 24-139 
rotlw 24-150 
rotlw. 24-150 
rotlwi 24-148 
rotilwi. 24-148 
rotrwi 24-148 
rotrwi. 24-148 
slwi 24-148 
slwi. 24-148 
srwi 24-149 
srwi. 24-149 
sub 24-176 
sub. 24-176 
subc 24-177 
subc. 24-177 
subco 24-177 
subco. 24-177 
subi 24-9 
subic 24-10 
subic.. 24-11 
subis 24-12 
subo 24-176 
subo, 24-176 
tblrehi 24-185 
tblrelo 24-185 
tblwehi 24-189 
tblwelo 24-189 
trap 24-191 
tweq 24-191 
tweqi 24-194 
twge 24-191 
twgei 24-194 
twgle 24-191 
twgt 24-191 
twgti 24-194 


twle 24-191 
twlei 24-194 
twigei 24-194 
twigt 24-191 
twigti 24-194 
twlle 24-192 
twilei 24-194 
twilt 24-192 
twilti 24-194 
twing 24-192 
twingi 24-194 
twin! 24-192 
twinli 24-195 
twit 24-192 
twiti 24-195 
twne 24-192 
twnei 24-195 
twng 24-192 
twngi 24-195 
twnl 24-192 
twnli 24-195 
extended mnemonics for 
tlbre 24-189 
external bus controller. See EBC 
external bus master 16-17 
arbitration 16-17 
interface 16-17 
external interrupts 
programming note 10-38 
register settings 10-39 
extlwi 24-148 
extlwi. 24-148 
extrwi 24-148 
extrwi. 24-148 
extsb 24-63 
extsb. 24-63 


F 
features 
DCU 4-1 
ICU 4-1 
fetcher, improved performance of 4-3 
FIFO 21-15 
FIFO control register 21-7 
FIFO operation 
interrupt mode 21-15 
polled mode 21-16 
FIT 11-5 
FIT (fixed interval timer) 
interrupts, causes 10-42 
interrupts, register settings 10-42 
fixed interval timer 11-5 
fixed interval timer. See FIT 


Fixed Point Exception Register. See XER 


G 


general interrupt handling registers, listed 10-27 


general purpose registers. See GPRs 
GPIOO_IR 25-90 

GPIOO_LIRO 23-1 

GPIOO_ODR 25-91 

GPIOO_OR 25-92 
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GPIOO_TCR 25-93 

GPRO-GPR31 25-94 

GPRs (general purpose registers) 
interrupt control instructions 3-52 
overview 3-6 
summary 1-10 

guarded (G) storage attribute 
controlled by SGR_ 6-19 
preventing speculative accesses 3-37 
virtual mode 6-6 


I 
| storage attribute. See caching inhibited (I) storage 
attribute 
IAC1-IAC4 25-67, 25-95 
IAC1-IAC4 12-14 
icbi 24-65 
data storage interrupts 6-16 
function 4-9 
icbt 24-66 
data storage interrupts 6-16 
function 4-9 
iccci 24-67 
function 4-9 
when use not recommended 6-16 
ICCR 25-96 
ICCR (Instruction Cache Cachability Register) 
controlling the | storage attribute 6-19 
controls cachability 4-4 : 
ICDBCR (Instruction Cache Debug Control Register) 
programming note 4-15 
ICDBDR 25-98 
ICDBDR (Instruction Cache Debug Data Register) 
illustrated 4-14, 25-98 
icread 24-68 
controlled by CCRO 4-11 
function 4-9 
programming note 4-15 
ICU (instruction cache unit) 
cachability control 4-4 
cache line fills 4-3 
coherency 4-5 
features 4-1 
instruction flow, illustrated 4-3 
instructions 4-9 
least-recently-used (LRU) policy 4-2 
organization 4-2 
synchronization 4-5 
synonyms 4-4 
HC 22-1 
ICO_CLKDIV 25-99 
IICOLCNTL 25-100 
IICO_LDIRECTCNTL 25-101 
IICOLEXTSTS 25-102 
IICOLHMADR 25-104 
IICOLHSADR 25-105 
IICO_LINTRMSK 25-106 
HCO_LMADR 25-107 
HCO_LLSADR 25-108 
IICO_LMDBUF 25-109 
IICOLMDCNTL 25-110 
IICO_SDBUF 25-111 


Preliminary 


lICO_STS 25-112 
IICO_XFRCNT 25-113 
IICO_XTCNTLSS 25-114 
imprecise interrupts 10-22 
initialization 
code example 8-16 
of processor 8-14 
requirements 8-15 
sequence 8-15 
inslwi 24-146 
inslwi. 24-146 
insrwi 24-146 
insrwi. 24-146 
instruction 
add 24-6 
add. 24-6 
adde 24-7 
adde. 24-7 
addco 24-7 
addco. 24-7 
adde 24-8 
adde. 24-8 
addeo 24-8 
addeo. 24-8 
addi 24-9 
addic 24-10 
addic. 24-11 
addis 24-12 
addme 24-13 
addme. 24-13 
addmeo 24-13 
addmeo. 24-13 
addo 24-6 
addo. 24-6 
addze 24-14 
addze. 24-14 
addzeo 24-14 
addzeo. 24-14 
and 24-15 
and. 24-15 
andc 24-16 
ande. 24-16 
andi. 24-17 
andis. 24-18 
b 24-19 
ba 24-19 
be 24-20 
bea 24-20 
bectr 24-26 
_becetrl 24-26 
bel 24-20 
bela 24-20 
belr 24-30 
belrl 24-30 
bl 24-19 
bla 24-19 
cmp 24-34 
cmpi 24-35 
cmpl 24-36 
cmpli 24-37 
cntlzw 24-38 
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cntlzw. 24-38 
crand 24-39 
crandc 24-40 
creqv 24-41 
crnand 24-42 
crnor 24-43 
cror 24-44 
crore 24-45 
crxor 24-46 
dcbf 24-49 
dcbi 24-50 
dcbst 24-51 
debt 24-52 
dcbz 24-54 
decci 24-56 
dcread 24-57 
divw 24-59 
divw. 24-59 
divwo 24-59 
divwo. 24-59 
divwu 24-60 
divwu. 24-60 
divwuo 24-60 
divwuo. 24-60 
eieio 24-61 
eqv 24-62 
eqv. 24-62 
extsb 24-63 
extsb. 24-63 
icbi 24-65 
icbt 24-66 
iccci 24-67 
icread 24-68 
isyne 24-70 
Ibz 24-71 
Ibzu 24-72 
Ibzx 24-74 
lha 24-75 
lhau 24-76 
Ihax 24-78 
Ihbrx 24-79 
lhz 24-80 
Ihzu 24-81 
Inzux 24-82 
Inzx 24-83 
Imw 24-84 
Iswi 24-85 
Iswx 24-87 
lwarx 24-89 
lwz 24-91 
Iwzu 24-92 
Iwzux 24-93 
lwzx 24-94 
macchw . 24-95 
macchws 24-96 
macchwsu 24-97 
macchwu 24-98 
machhw 24-99 
machhwsu 24-101 
machhwu 24-102 
maclhw 24-103 
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maclhwu 24-106 
merf 24-107 
merxr 24-108 
mfcr 24-109 
mfidcr 24-110 
mfmsr 24-111 
mfspr 24-112 
mterf. 24-116 
midcr 24-117 
mtspr 24-119 
mulchw 24-121 
mulchwu 24-122 
mulhhw 24-123 
mulhhwu 24-124 
mulhwu 24-126 
mulhwu. 24-126 
mullhw - 24-127 
mullhwu 24-128 
mulli 24-129 
mullw 24-130 
mullw. 24-130 
mullwo 24-130 
mullwo. 24-130 
nand 24-131 
nand. 24-131 
neg 24-132 
neg. 24-132 
nego 24-132 
nego. 24-132 
nmacchw 24-133 
nmacchws 24-134 
nmachhw 24-135 
nmachhws 24-136 
nmaclhw 24-137 
nmaclhws 24-138 
nor 24-139 

nor. 24-139 

or 24-140 

or. 24-140 

ore 24-141 

ore, 24-141 

ori 24-142 

oris 24-143 

rfci 24-144 

fi 24-145 
rlwimi 24-146 
rlwimi. 24-146 
rlwinm 24-147 
rlwinm. 24-147 
rlwnm 24-150 
rlwnm, 24-150 
sc 24-151 

slw 24-152 
slw. 24-152 
sraw 24-153 
sraw. 24-153 
srawi 24-154 
srawi. 24-154 
srw 24-155 
srw. 24-155 
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stb 24-156 
stbu 24-157 
stbux 24-158 
stbx 24-159 
sth 24-160 
sthbrx 24-161 
sthu 24-162 
sthux 24-163 
sthx 24-164 
stmw 24-165 
stswi 24-166 
stswx 24-167 
stw 24-169 
stwbrx 24-170 
stwex. 24-171 
stwu 24-173 
stwux 24-174 
stwx 24-175 
subf 24-176 
subf. 24-176 
subfc 24-177 
subfc. 24-177 
subfco 24-177 
subfco. 24-177 
subfe 24-178 
subfe. 24-178 
subfeo 24-178 
subfeo. 24-178 
subfic 24-179 
subfme 24-180 
subfme. 24-180 
subfmeo 24-180 
subfmeo. 24-180 
subfo 24-176 
subfo. 24-176 
subfze 24-181 
subfze. 24-181 
subfzeo 24-181 
subfzeo. 24-181 
sync 24-182 
tlbia 24-183 
tlore 24-184 
tlbsx 24-186 
tlosx. 24-186 
tlbsync 24-187 
tlbwe 24-188 
tw 24-190 

twi 24-193 
wrtee 24-196 
wrteei 24-197 
xor 24-198 
xori 24-199 


instruction cache array, improved fetcher performance 
4-3 

Instruction Cache Cachability Register. See ICCR 
Instruction Cache Cachability Register. See ICCR 
Instruction Cache Debug Data Register. See ICDBDR 
instruction cache synonym, defined 4-4 

instruction cache unit. See ICU 

instruction fetching 


from little endian storage 3-31 
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instruction fields A-41 
instruction formats 24-2, A-41 
diagrams A-43 
instruction forms A-41, A-43 
instruction queue 
illustrated 3-34 
role in processing instructions 3-33 
instruction set 
brief summaries by category 3-47 
for embedded controllers 3-48 
instruction set portability 24-1 
instruction set summary 
cache control 3-52 
CR logical 3-51 
instruction storage interrupts 
causes 10-38 
register settings 10-38 
instruction timings C-3 
branches and cr logicals C-3 
general rules C-3 
instruction cache misses C-7 
loads and stores C-6 
strings C-6 
instruction TLB. See ITLB 
instructions 
alphabetical, including extended mnemonics A-1 
arithmetic and logical 3-49, B-33 
arithmetic compares 3-13 
branch 3-51, 8-38 
branch conditional, testing CTR 3-35 
byte-reverse, usefulness of 3-32 
cache 
DAC debug events 12-20 
cache control B-41 
cache control, alignment of 3-27 
compare 3-50 
comparison B-39 
condition register logical B-37 
context synchronizing, defined 3-44 
CR logical 3-50 
extended mnemonics B-9 
format diagrams A-43 
formats A-41 
forms A-41, A-43 
ICU controlling 4-9 
interrupt control 3-52, B-42 
logicalcompares 3-13 
opcodes A-33 
‘privileged B-7 
privileged, listed 3-42 
processor management 3-53, B-42 
for reading DCRs 3-43 
for reading privileged SPRs 3-42 
rotate and shift B-40 
specific to PowerPC Embedded Controllers B-1, B-5 
storage reference B-29 
storage reference, alignment of 3-27 
storage reference, in core 3-48 
TLB management 3-53 
interrupt controller interface 1-9 
interrupt enable register 
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description 21-5 


interrupt identification register 


description 21-6 


Interrupts 22-21 
interrupts 


alignment 3-28 
register settings 10-40 
summary 10-39 
asynchronous, defined 10-22 
behavior 10-22 
Critical 
defined 10-26 
processing 10-27 
critical input 10-34 
data machine check 10-36 
data storage 6-9, 10-36 
register settings 10-37 
debug, register settings 10-44 
defined 10-22 
DTLB miss 6-10 
DTLB, register settings 10-43 
external 
programming note 10-38 
register settings 10-39 
fetching past, speculatively 3-39 
FIT, causes 10-42 
FIT, register settings 10-42 
handling as critical 10-23 
handling priorities 10-24 
handling priorities, illustrated 10-25 
imprecise, defined 10-22 
instruction storage 6-10 
causes 10-38 
register settings 10-38 
ITLB miss 6-10 
ITLB miss, registers 10-44 
machine check, causes of 10-35 
machine check, defined 10-23 
machine check—instruction 
handling 10-35 
register settings 10-36 
synchronism 10-24 
noncritical 
defined 10-26 
processing 10-26 
PIT, register settings 10-41 
precise handling 10-23 
precise, defined 10-22 
program 
causes 10-40 
ESR usage 10-40 
register settings 10-41 
register settings during critical 10-35 
synchronous, defined 10-22 
system call, register settings 10-41 
TLB miss, preventing 6-10 
TLB-related 6-9 
vector offsets, illustrated 10-27 
WDT, causes 10-43 
WDT, register settings 10-43 
isync 24-70 
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andITLB 6-8 


context synchronization, example 3-45 
ITLB (instruction translation lookaside buffer) 


accesses 6-6 

consistency 6-8 

defined 6-6 

miss interrupts 6-10, 10-44 
programming note 6-9 


L 
bz 24-71 
Ibzu 24-72 
Ibzx 24-74 
least-recently-used policy. See LRU 
Ina 24-75 
Ihau 24-76 
Inax 24-78 
Ihnbrx 24-79 
Inz 24-80 
Ihzu 24-84 
Inzux 24-82 
Inzx 24-83 
li 24-9 
line control register 
description 21-8 
line status register 21-11 
Link Register. See LR 
lis 24-12 
little endian 
alignment 3-27 
byte ordering supported 3-30 
defined 3-28 
mapping 3-30 
storage attributes 3-30 
storage regions 
accessing datafrom 3-31 


byte-reverse instructions 3-32= 3-33 


fetching instructions from 3-31 
Imw 24-84 
load strategies, controlled by DCU 4-7 
logical compares 3-13 
logical instructions 
CR 3-50 
overview 3-49 
LR 25-116 
LR (Link Register) 
branch instructions 3-51 
function 3-8 
LRU (least-recently-used) policy 
DCU 4-6 
ICU 4-2 
Iswi 24-85 
Iswx 24-87 
lwarx 24-89 
Iwz 24-91 
Iwzu 24-92 
Iwzux 24-93 
Iwzx 24-94. 
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macchwsu 24-97 
macchwu 24-98 
machhw 24-99 
machhwsu 24-101 
machhwu 24-102 
machine check interrupts 
causes 10-35 
defined 10-23 
machine check—instruction interrupts 
handling 10-35 
register settings 10-36 
synchronism 10-24 
Machine State Register. See MSR 
maclhw 24-103 
macihws 24-104, 24-138 
macihwu 24-106 
MALO_CFG 25-117 
MALO_ESR 25-119 
MALO_IER 25-121 
MALO_RCBSO 25-122 
MALO_RXCARR 25-123 
MALO_RXCASR_ 25-124 
MALO_RXCTPOR 25-125 
MALO_RXDEIR 25-126 
MALO_RXEOBISR 25-127 © 
MALO_TXCASR 25-129 
MALO_TXCTPOR 25-130 
MALO_TXCTP1R 25-130 
MALO_TXDEIR 25-131 
MALO_TXEOBISR 25-132 
mapping 
big endian 3-29 
little endian 3-30 
structure, examples 3-29 
merf 24-107 
merxr 24-108 
Memory Controller Address Register. See 
SDRAMO_CFGADDR 
Memory Controller Data Register. See 
SDRAMO_CFGDATA 
memory interface 
bus attachment 
alternative 16-3 
external bus master 16-17 
SRAM . 
burst mode 16-8 
bus timeout error 16-11 
device-paced transfers 16-11 
timing 15-1, 16-2 
memory map 
address space usage 3-2 
PCI configuration registers 25-13 
memory mapping 
of hardware 3-40 
memory models, non-supported 4-7, 6-5 
memory organization 3-1 
memory-mapped input/output registers. See MMIO 
registers 
mfcr 24-109 
mfder 24-110 
mfmsr 24-114 
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mfspr 24-112 

mftb 24-115 

mftbu 24-115 

misalignments, defined 3-27 

MMIO (memory-mapped input/output) registers 
directly accessed 3-22 
indirectly accessed 3-25 

MMU (memory management unit) 
accesses, interrupts from 6-9 
address translation 6-1 ; 
data storage interrupts 6-9 
DTLB miss interrupts 6-10 
execute permissions 6-13 
general access protection 6-12 
instruction storage interrupts 6-10 
ITLB miss interrupts 6-10 
MSR and access protection 6-12 
overview 1-6 
recording page references and changes 6-11 
TLB management 6-10 
zone protection 6-13 

mnemonics,extended. See extended mnemonics 

modes 
execution 3-41 
real, storage attribute control 6-17 

mr 24-140 

mr. 24-140 

MSR 3-15, 25-133 

MSR (Machine State Register) 
bits and exception handling 3-41 
contents after resets 8-3 
controlling execution mode 3-41 
DR bit 6-1 
illustrated 10-28 
interrupt control instructions 3-52 
IR bit 6-1 
programming note 10-28 
summarized 1-10 

mtcr 24-116 

mtcrf 24-116 

mtdcr 24-117 

mtmsr 
execution synchronization 3-46 

mtspr 24-119 

mulchw 24-121 

mulchwu 24-122 

mulhhw 24-123 

mulhhwu 24-124 

mulhwu 24-126 

mulhwu. 24-126 

mullhw 24-127 

mullhwu 24-128 

mulli 24-129 

mullw 24-130 

mullw. 24-130 

mullwo 24-130 

mullwo. 24-130 
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nand 24-131 
-nand. 24-131 
neg 24-132 


Preliminary 


neg. 24-132 
nego 24-132 . 
nego. 24-132 
nmacchw 24-133 
nmacchws 24-134 
nmachhw 24-135 
nmachhws 24-136 
nmacilhw 24-137 
nmaclhws 24-138 
noncritical interrupts 
defined 10-26 
processing 10-26 
nop 24-142 
nor 24-139 
nor. 24-139 
not 24-139 
not. 24-139 
notation x\lviii,; 24-2, A-41 
notational conventions _ x\viii 


oO 
OCMO_DSARC 25-135 
OCMO_DSCNTL 25-136 
OCMO_ISARC 25-137 
OCMO_ISCNTL 25-138 
on-chip peripheral bus 2-11 
features 2-11 
OPB 2-11 
OPB arbiter 
registers 2-12 
OPBAO_CR 2-12, 25-139 
opcodes A-33 
optimization 
coding guidelines C-1 
alignment C-2 
boolean variables C-1 
branch prediction C-2 
dependency uponCR C-2 
floating point emulation C-1 
or 24-140 
or. 24-140 
orc 24-141 
orc. 24-141 
ori 24-142 
oris 24-143 . 
overlapped PLB transfers 2-4 
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page identification fields, UTLB 6-3 
parallel-to-serial conversion 21-1 
PCI 

configuration registers 25-13 
PCI configuration registers 

accessing 3-25 

offsets 3-25, 17-20, 25-13 
PCICO_BARO 25-141 
PCICO_BIST 25-142 
PCICO_BRDGOPT1 25-143 
PCICO_BRDGOPT2 25-144 
PCICO_CACHELS 25-145 
PCICO_CAP 25-146 
PCICO_CAPID 25-147 
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PCICO_CFGADDR 25-148 
PCICO_CFGDATA 25-149 
PCICO_CLS 25-150 
PCICO_CMD 25-151 
PCICO_DATA 25-153 
PCICO_DEVID 25-154 
PCICOLERREN 25-155 
PCICO_LERRSTS 25-156 
PCICO_HDTYPE 25-157 
PCICO_ICS 25-158 
PCICO_INTLN 25-159 
PCICO_INTPN 25-160 
PCICO_LATTIM 25-161 
PCICO_MAXLTNCY 25-162 
PCICO_MINGNT 25-163 
PCICO_NEXTIPTR 25-164 
PCICO_PLBBEAR 25-165 
PCICO_PLBBESRO 25-166 
PCICO_PMC 25-170 
PCICO_PMCSR_ 25-171 
PCICO_PMSCRR_ 25-173 
PCICO_PTM1BAR 25-174 
PCICO_PTM2BAR 25-175 
PCICO_LREVID 25-176 
PCICO_SBSYSID 25-177 
PCICO_SBSYSVID 25-178 
PCICO_LSTATUS 25-179 
PCICO_VENDID 25-181 
PCILO_LPMMOLA 25-182 
-PCILO_PMMOMA 25-183 
PCILO_PMMOPCIHA 25-184 
PCILO_PMMOPCILA 25-185 
PCILO_PMM1ILA 25-186 
PCILO_PMM1MA 25-187 
PCILO_PMM1PCIHA 25-188 
PCILO_PMMI1PCILA 25-189 
PCILO_PMM2LA 25-190 
PCILO_PMM2MA 25-191 
PCILO_PMM2PCIHA 25-192 
PCILO_PMM2PCILA 25-193 
PCILO_PTM1ILA 25-194 
PCILO_PTM1MS 25-195 
PCILO_PTM2LA 25-196 
PCILO_PTM2MS 25-197 
PCIPCICO_PLBBESR1 25-168 
performance 

DCU 


improve with simultaneous caching 4-18 


limited by sequential caching 4-18 
overview 4-16 
improve 
through byte-writeability 4-6 
lower 
from cache-inhibited regions 4-4 


Peripheral Controller Address Register. See 


EBCO_CFGADDR 

Peripheral Controller Data Register. See 
EBCO_CFGDATA 

physical address map 3-2 

PID 25-198 

PID (process ID) 
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. illustrated 6-12 
PIT 11-4, 25-199 
PIT (programmable interval timer) 
interrupts, register settings 10-41 
PLB 2-1 
PLB arbiter 
registers 2-5 
PLB to OPB bridge 
registers 2-8 
PLBO_ACR 2-5, 25-200 
PLBO_BEAR 2-5, 25-201 
PLBO_BESR 2-6, 25-202 
POBO_BEAR 2-8, 25-204 
POBO_BESRO 25-205 
POBO_BESR1 25-207 
portability, instruction set 24-1 
PowerPC architecture 1-4 
precise interrupts 10-22 
pre-fetch 
branches toCTR 3-38 
branches toLR 3-38 
buffers 3-33 
past interrupts 3-39 
primary opcodes A-33 
priority signal 
DCU 4-17 
privileged mode 
defined 3-41 
instructions, listed 3-42 
registers 3-5 
privileged programming model 3-1 
privileged SPRs 
instructions for reading 3-42 
problem state. See user mode 
process ID. See PID 
processor 
management instructions 3-53 
processor local bus 2-1 
overlapped transfers 2-4 
transfer protocol 2-3 
Processor Version Register. See PVR 
program interrupts 
causes 10-40 
ESR usage 10-40 
register settings 10-41 
programmable interval timer 11-4 
programming model 
features 3-1 
programming models 
privileged 3-1 
user 3-1 
programming note 
data storage interrupts 10-37 
EA accessinDCU 4-8 
external or timer interrupts 10-38 
instruction pipeline 4-15 
MSR affected by instructions 10-28 
non-supported memory models 4-7 
reserved fields 3-3 
RPN field 6-4 
synchronizing the ITLB 6-9 
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pseudocode 24-2 

PVR 25-208 

PVR (Processor Version Register) 
illustrated 3-12 


R 
real mode 
storage attribute control 6-17 
register description 21-4 
register setsummary 1-10= 1-11 
registers 
categories 3-3, 25-1 
CCRO 25-15 
CPCO_CR1 25-20 
CPCO_ER 25-21 
CPCO_FR 25-22 
CPCO_JTAGID 25-23 
CPCO_PLLMR 25-24 
CPCO_PSR 25-26 
CPCO_SR 25-28 
CR 25-1, 25-29 


CTR 15-6, 15-14, 15-15, 15-16, 15-17, 15-20, 
25-30, 25-209, 25-210, 25-218, 
25-219, 25-220, 25-221 


DAC1 12-14 


DAC1-DAC2 12-14, 14-7, 25-31, 25-48 


DBCR 12-9 
DBCRO 25-32, 25-34 
DBSR 12-12, 25-36 
DCCR 25-38 


DCPO_ADDRO-DCPO_ADDR1 25-40 
DCPO_ADDRO-DCPO_ADDR3 14-5, 25-40 


DCPO_CFG 14-6, 25-41 
DCPO_CFGADDR 25-42 
DCPO_CFGDATA 25-43 
DCPO_ESR 14-8, 25-44 
DCPO_ID 14-6, 25-46 


DCPO_ITORO-DCPO_ITOR3 14-4, 25-47 


DCPO_MEMBEAR 14-7, 25-48 


DCPO_PLBBEAR 14-7, 25-49 


DCPO_RAMO-DCPO_RAM3FF 25-50 


DCPO_VER 14-7, 25-51 
DCR numbering 25-4 
DCRs 
indirectly accessed 3-19 
summarized 1-11 
uses for 3-16 
DCWR 25-52 
DEAR 25-54 


descriptions of commonly used 3-3 


DMA0_CRO-DMAO_CR3_ 18-8, 
DMAO_CTO-DMAO_CT3 18-11, 
DMAO_DA0-DMAO_DA3_ 18-11, 
DMAO_POL 25-60 
DMA0_SA0-DMAO_SA3_ 18-10 
DMAO_SAO-DMAO0_SA3_ 25-62 
DMAO_SGO-DMA0_SG3__ 18-12 
DMAO_SGO-DMAO_SG3 25-63 
DMAO_SGC 18-13, 25-64 
DMAO_SLP 25-65 

DMAO_SR_ 18-7, 25-66 
during debug exceptions 10-45 
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25-55 
25-58 
25-59 


EBCO_BEAR 25-68 
EBCO_BESRO 25-69 
EBCO_BESR1 25-71 
EBCO_BnAP 25-73 
EBCO_BnCR 25-75 
EBCO_CFG 25-76 
EBCO_CFGADDR 25-78 
EBCO_CFGDATA 25-79 


EMACO0O_GAHT1-EMACO_GAHT4 25-80 


EMACO_IAHR 25-81 


EMACO_IAHT1-EMACO_IAHT4 25-82 


EMACO_TMRO 25-83 
EMACO_TMR1 25-84 
EMACO_TRTR 25-85 
EMACO_VTCI 25-86 
EMACO_VTPID 25-87 
ESR 25-88 
EVPR 25-89 
GPIOO_IR 25-90 
GPIOO_ODR 25-91 
GPIOO_OR 25-92 
GPIOO_TCR 25-93 
GPR 25-1 
GPRO-GPR31 25-94 
GPRs 

overview 3-6 

summary 1-10 
IAC1-IAC4 25-67, 25-95 
IAC1-IAC4 12-14 
ICCR 25-96 
ICDBDR 25-98 
IICO_CLKDIV 25-99 
IICO_LCNTL 25-100 
IICO_DIRECTCNTL 25-101 
IICO_LEXTSTS 25-102 
IICO_HMADR 25-104 
IICOLHSADR = 25-105 
IICO_LINTRMSK 25-106 
IICO_LMADR 25-107 
IICO_LSADR 25-108 
IICO_MDBUF 25-109 
ICO_MDCNTL 25-110 
ICO_SDBUF 25-111 
IICO_STS 25-112 
IICO_XFRCNT 25-113 
IICO_XTCNTLSS 25-114 
interrupt handling 10-27 
LR 25-116 
MALO_CFG 25-117 
MALO_ESR 25-119 
MALO_IER 25-121 
MALO_RCBSO 25-122 
MALO_RXCARR_ 25-123 
MALO_RXCASR_ 25-124 
MALO_RXCTPOR 25-125 
MALO_RXDEIR 25-126 
MALO_RXEOBISR 25-127 
MALO_TXCASR_ 25-129 
MALO_TXCTPOR 25-130 
MALO_TXCTP1R 25-130 
MALO_TXDEIR 25-131 
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MALO_TXEOBISR 25-132 
MMO registers 

directly accessed 3-22 

indirectly accessed 3-25 
MSR 3-15, 25-1, 25-133 
OCMO_DSARC 25-135 
OCMO_DSCNTL 25-136 
OCMO_ISARC 25-137 
OCMO_ISCNTL 25-138 
OPB arbiter 2-12 
OPBAO_CR 2-12, 25-139 
PCl configuration 25-13 
PCICO_BARO 25-141 
PCICO_BIST 25-142 
PCICO_BRDGOPT1 25-143 
PCICO_BRDGOPT2 25-144 
PCICO_CACHELS 25-145 
PCICO_CAP 25-146 
PCICO_CAPID 25-147 
PCICO_CFGADDR 25-148 
PCICO_CFGDATA 25-149 
PCICO_CLS 25-150 
PCICO_CMD 25-151 
PCICO_DATA 25-153 
PCICO_DEVID 25-154 
PCICO_LERREN 25-155 
PCICO_LERRSTS 25-156 
PCICO_HDTYPE 25-157 
PCICO_ICS 25-158 
PCICO_INTLN 25-159 
PCICO_INTPN 25-160 
PCICO_LATTIM 25-161 
PCICO_MAXLTNCY 25-162 
PCICO_MINGNT 25-163 
PCICO_NEXTIPTR 25-164 
PCICO_PLBBEAR 25-165 
PCICO_PLBBESRO 25-166 
PCICO_PMC 25-170 
PCICO_PMCSR 25-171 
PCICO_PMSCRR 25-173 
PCICO_PTM1BAR 25-174 
PCICO_PTM2BAR 25-175 
PCICO_REVID 25-176 
PCICO_SBSYSID 25-177 
PCICO_SBSYSVID 25-178 
PCICO_STATUS 25-179 
PCICO_VENDID 25-181 
PCILO_PMMOLA 25-182 
PCILO_PMMOMA 25-183 
PCILO_PMMOPCIHA 25-184 
PCILO_PMMOPCILA 25-185 
PCILO_PMMiLA 25-186 
PCILO_LPMM1MA 25-187 
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